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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy 1 patient; 1-2 staff; 1-2 visitors

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A 1 Bed Room, 12m2, will accommodate one patient for the delivery of short termnursing and medical

care (e.g. day only procedures) including observation,assessment or treatment. The room layout is toallow
movement of equipment around the bed space. Natural light and outlook is essential. The 1 Bed Room,
12m2, may also be used as an Isolation Room - ClassS (standard pressure). Door glazing and an internal
window isrecommended with this option pending location of Ensuite if provided. Acoustics: acoustic privacy
required.Body protected electrical area.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Carpet optional,
Significant change in
colour to be avoided.

2526 Floor finish Vinyl Non-slip Seamless coved Significant change in
colour to be avoided.

3000 Wall finish Paint Acrylic, washable  

2906 Wall finish   Splashback behind
basin 

Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG.

2535 Wall protection   Corner guards to 900
AFFL 

2525 Wall protection   Bed protection wall
panel 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended Acoustic tiles acceptable
(excluding negative
pressure isolation room)

9128 Door - 1200mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 

1200mm (single door)/
1400mm (1 +1/2 door)
clear opening, half leaf
optional; obs panel for
Isolation use

7001 Windows    natural light & outlook
essential.

7010 Observation Glass Clear Through door/s For isolation room use.

7030 Observation Alum/ Glass Powdercoat Internal window, door
height 

Optional, to rooms with
an outboard ensuite (if
ensuite required).

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

feather edge vinyl skirting
if carpeted

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1252 Blind - Venetian integral 1 2 No dependant on number
of windows
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AusHFG code Description Group Qty Comments

FF-12900 Wire panel - for storage-bins 1 1

FF-1465 Bracket - suction bottle 2 1

FF-150 Air flowmeter 3 1 Optional

FF-16200 Table - overbed 3 1

FF-16250 Oxygen flowmeter 3 1

FF-21950 Suction adapter 3 1

FF-22000 Suction bottle 3 1

FF-2650 Chair - visitor, patient 3 1

FF-4600 Curtain track - bed screen 1 1

FF-5000 Curtain - bed screen 3 1 Number to suit bed and
curtain track configuration.

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-5825 Bracket - patient entertainment, ceiling 1 1

FF-6153 Dispenser - moisturiser 2 1 Optional. Depends on
Operational Policy.

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 1

FF-5828 External window dressing 3 1 Number to align with
window configuration.
Window dressing type
to comply with Infection
Control policy.

FF-24405 Whiteboard - magnetic 2 1 Optional; Clinical use

FF-5580 Storage bins - stainless steel wire mesh 1 3 For wired panels, optional.
Depends on functionality,
infection control and
cleaning policies.

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

Elbow action
levers or
handsfree
optional.

FE-5622 Bed - inpatient, electric +
standard patient mattress

3 1
        

FF-5547 Patient entertainment 1 1
        

Optional in
accordance with
ICT Policy
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-5857 Light - procedures small,
ceiling

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6050 Special: reading Up/down light

S-6060 Special: night lights

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 4 monitor

S-9001 GPO: Double 1 2

S-9040 Body protected 1 1

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-1412 Special examination downlight 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 3

S-6050 Special: reading 2 1 Up/down light

S-6060 Special: night lights 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 1

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1

S-11000 Wall panel 2 1 patient services panels
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1040Room Tag:

Room Name 1 Bed Room - Isolation - Negative Pressure 1BR-IS-NRoom Code:

Area 15.0 M2

 No of Rooms 1

 Subtotal of Area 15.0 M2

Minimum Dimension 0.0 M2

Hours of Operation 24 Hours

Occupancy 1 patient; 1-2 staff; 1 - 2 visitors

Also covers these

Rooms

Description/

Special Requirements

Single bed room which may be used to isolate patients with known 

infectious conditions; natural light and outlook is essential. Glazing to room 

front and doors is recommended for patient visibility.  The Isolation Room - 

Negative Pressure will require an internal staff handwash basin, direct 

access to ensuite toilet and shower facilities, and an Anteroom or Airlock to 

maintain air pressurisation.

Acoustics: Acoustic privacy is required. 

Body Protected electrical area

31.10.03, - First Draft

10.02.05, - User review BOB, fabric, fittings & services modified
Amendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5010 Ceiling Plasterboard Paint, washable Flush set, 

suspended

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 8010 Door protection Composite Prefinished 

PVC

Protection plate to 

900 AFFL

Equal to Acrovyn

 8040 Door protection Composite Prefinished 

PVC

To door frame Equal to Acrovyn

 9125 Doors Solid Core Paint 1 1/2 leaf, 

observation panel

1400mm clear opening

 1045 Floor finish Vinyl, non slip Textured Seamless, coved under basin

 1000 Floor finish Vinyl Standard slip 

resistant

Seamless, coved

 7030 Observation Alum/ glass Powdercoat Internal window, 

door height

to corridor side

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

 3000 Wall finish Paint Acrylic, 

washable

 3060 Wall finish Vinyl Prefinished Splashback to basin

 3092 Wall protection MDF Laminate Bed protection wall 

panel

 4030 Wall protection Composite Prefinished 

PVC

Corner guards to 

900 AFFL

Where required

 7001 Windows Natural light & outlook 

essential.

Fittings and Furniture (FF)

ID Description Category Group Qty Selection
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1040Room Tag:

Room Name 1 Bed Room - Isolation - Negative Pressure 1BR-IS-NRoom Code:

ID Description Category Group Qty Selection

 150 Air flowmeter Furniture/ Fitting  1 Medical air3

 700 Bed: inpatient, manual Furniture/ Fitting  13

 1252 Blind: Venetian integral Furniture/ Fitting  3 to internal, external windows & door 

glazing, 2 way controls to internal 

windows

1

 1465 Bracket: suction bottle Furniture/ Fitting  12

 23400 Bracket: television, ceiling Metalwork  11

 2150 Chair: patient Furniture/ Fitting  13

 2650 Chair: visitor, patient Furniture/ Fitting  13

 4330 Cupboard: wardrobe Furniture/ Fitting  11

 4600 Curtain track: bed screen Metalwork  11

 5000 Curtain: bed screen Furniture/ Fitting  13

 6152 Dispenser: disposable glove Furniture/ Fitting  1 near entry2

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 to basin2

 6156 Dispenser: soap Furniture/ Fitting  1 to basin2

 6158 Dispenser: soap antiseptic Furniture/ Fitting  1 to basin2

 12450 Locker: bedside Furniture/ Fitting  1 mobile, 2 lockable top drawers3

 16250 Oxygen flowmeter Furniture/ Fitting  13

 19800 Shelf: laminate Furniture/ Fitting  1 for flowers1

 21950 Suction adapter Furniture/ Fitting  13

 22000 Suction bottle Furniture/ Fitting  13

 16200 Table: overbed Furniture/ Fitting  13

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 2800 Basin: handwash, Type B  1 ___ yes ___ yes yes yes ___ elbow action levers___1

 54510 Telephone: handset, standard  1 ___ ___ ___ ___ ___ ___ ___yes3

 54550 Television: 34 cm  1 yes ___ ___ ___ ___ ___ ______3

Services

ID Description Service Category Qty Remarks

 1090 TV: MATV Communications  1

 1006 Voice / Data outlet: double Communications  1 one outlet for telephone

 5000 Airconditioning HVAC

 6001 General: colour corrected Lighting

 6060 Special: night lights Lighting

 6050 Special: reading Lighting Up/down lights

 7020 Medical Air (MA) Medical Gases  1

 7000 Oxygen (O2) Medical Gases  1

 7040 Suction Medical Gases  1

 8080 Emergency call Nurse Call  1 + indicator button & light

 8005 Patient call handset Nurse Call  1 call button & light switch on the handset

 8000 Patient/ Staff call Nurse Call  1 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  1 + indicator button & light

 9040 Body protected Power

HCAMC & UNSW
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1040Room Tag:

Room Name 1 Bed Room - Isolation - Negative Pressure 1BR-IS-NRoom Code:

ID Description Service Category Qty Remarks

 9015 GPO: Cleaner Power  1

 9010 GPO: Emergency power, single Power  4 Bedhead

 9000 GPO: Single Power  4 Bedhead

 9000 GPO: Single Power  1 adjacent to patient chair

 9000 GPO: Single Power  1 Bedhead low level, for electric bed

 9060 Special: for equipment Power  1 TV, ceiling
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1030Room Tag:

Room Name 1 Bed Room - Isolation - Positive Pressure 1 BR-IS-PRoom Code:

Area 15.0 M2

 No of Rooms 1

 Subtotal of Area 15.0 M2

Minimum Dimension 0.0 M2

Hours of Operation 24 Hours

Occupancy 1 patient; 1-2 staff; 1 - 2 visitors

Also covers these

Rooms

Description/

Special Requirements

The 1 Bed Isolation Room - Postivie Pressure may be used to isolate 

patients to protect them from acquiring an infection. natural light and 

outlook is essential; Glazing to room front and doors is recommended for 

patient visibility.  Each Isolation room is to have an internal handwash basin 

and direct access to ensuite toilet and shower facilities.  

Acoustics: Acoustic privacy is required. 

Body Protected electrical area

31.10.03, - First Draft

10.02.05, - User review BOB, fabric, fittings & services modified
Amendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5010 Ceiling Plasterboard Paint, washable Flush set, 

suspended

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 8010 Door protection Composite Prefinished 

PVC

Protection plate to 

900 AFFL

Equal to Acrovyn

 8040 Door protection Composite Prefinished 

PVC

To door frame Equal to Acrovyn

 9125 Doors Solid Core Paint 1 1/2 leaf, 

observation panel

1400 clear opening

 1000 Floor finish Vinyl Standard slip 

resistant

Seamless, coved

 1045 Floor finish Vinyl, non slip Textured Seamless, coved under basin

 7030 Observation Alum/ glass Powdercoat Internal window, 

door height

to corridor side

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

 3000 Wall finish Paint Acrylic, 

washable

 3060 Wall finish Vinyl Prefinished Splashback to basin

 3092 Wall protection MDF Laminate Bed protection wall 

panel

 4030 Wall protection Composite Prefinished 

PVC

Corner guards to 

900 AFFL

Where required

 7001 Windows Natural light & outlook 

essential.

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 150 Air flowmeter Furniture/ Fitting  1 Medical air3

HCAMC & UNSW
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1030Room Tag:

Room Name 1 Bed Room - Isolation - Positive Pressure 1 BR-IS-PRoom Code:

ID Description Category Group Qty Selection

 700 Bed: inpatient, manual Furniture/ Fitting  13

 1252 Blind: Venetian integral Furniture/ Fitting  3 to external, internal windows & door 

glazing, 2 way controls to internal 

windows

1

 1465 Bracket: suction bottle Furniture/ Fitting  12

 23400 Bracket: television, ceiling Metalwork  11

 2150 Chair: patient Furniture/ Fitting  13

 2650 Chair: visitor, patient Furniture/ Fitting  13

 4330 Cupboard: wardrobe Furniture/ Fitting  11

 4600 Curtain track: bed screen Metalwork  11

 5000 Curtain: bed screen Furniture/ Fitting  13

 6152 Dispenser: disposable glove Furniture/ Fitting  1 near entry2

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 to basin2

 6156 Dispenser: soap Furniture/ Fitting  1 to basin2

 6158 Dispenser: soap antiseptic Furniture/ Fitting  1 to basin2

 12450 Locker: bedside Furniture/ Fitting  1 mobile, 2 lockable top drawers3

 16250 Oxygen flowmeter Furniture/ Fitting  13

 19800 Shelf: laminate Furniture/ Fitting  1 for flowers1

 21950 Suction adapter Furniture/ Fitting  13

 22000 Suction bottle Furniture/ Fitting  13

 16200 Table: overbed Furniture/ Fitting  13

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 2800 Basin: handwash, Type B  1 ___ yes ___ yes yes yes ___ elbow action levers___1

 54510 Telephone: handset, standard  1 ___ ___ ___ ___ ___ ___ ___yes3

 54550 Television: 34 cm  1 yes ___ ___ ___ ___ ___ ______3

Services

ID Description Service Category Qty Remarks

 1090 TV: MATV Communications  1

 1006 Voice / Data outlet: double Communications  1 one outlet for telephone

 5000 Airconditioning HVAC

 6001 General: colour corrected Lighting

 6065 Special: night lights Lighting

 6050 Special: reading Lighting Up/down light

 7020 Medical Air (MA) Medical Gases  1

 7000 Oxygen (O2) Medical Gases  1

 7040 Suction Medical Gases  1

 8080 Emergency call Nurse Call  1 + indicator button & light

 8005 Patient call handset Nurse Call  1 call button & light switch on the handset

 8000 Patient/ Staff call Nurse Call  1 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  1 + indicator button & light

 9040 Body protected Power

 9015 GPO: Cleaner Power  1
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1030Room Tag:

Room Name 1 Bed Room - Isolation - Positive Pressure 1 BR-IS-PRoom Code:

ID Description Service Category Qty Remarks

 9010 GPO: Emergency power, single Power  4 Bedhead

 9000 GPO: Single Power  4 Bedhead

 9000 GPO: Single Power  1 adjacent to patient chair

 9000 GPO: Single Power  1 Bedhead low level, for electric bed

 9060 Special: for equipment Power  1 TV, ceiling
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Room Name 1 Bed Room - Mental Health Room Number: 1BR-MH
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Last modified 01/03/2016

Briefed Area 14.00

Remarks

Occupancy 1 patient; 1-2 staff; 1-2 visitors

Hours of Operation  24 Hours

Acoustics Acoustic privacy is required

Description or Special
Requirements Single bed room for general mental health patients; natural light and outlook is essential; The room is

to be internally lockable with a master keyed lock from the outside; All fittings are to have a breaking
strain of not more than 15kg. All glazing (including external windows) is to be Grade A safety glass to
comply with AS/NZS 2208 and AS 1288, specifically, toughened laminated glass with a standard nominal
thickness of 10.38mm, or equivalent approved. The 1 Bed Room - Mental Health may vary in configuration
to suit different Ensuite options including: - 1 BR-MH-A Inboard Ensuite - 1 BR-MH-B Shared Ensuite,
access from corridor - 1 BR-MH-C Back-to-Back Ensuites Additional Design Considerations: - Fittings and
Furniture: .removable drawers are not to be installed . if hooks are required, they must be collapsible with a
breaking strain of not more than 15kg - Door & Joinery Hardware . door hardware and joinery hardware must
not provide ligature points Acoustics: Acoustic privacy is required. Body Protected Electrical Area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. Vinyl also acceptable

3000 Wall finish Paint Acrylic, washable  

3092 Wall protection MDF Laminate Bed protection wall
panel 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

9006 Door - 1100mm Solid Core/ Safety
glass 

Paint Single leaf, observation
panel 

1100mm clear inward
& outward opening;
lockable; anti-hang door
hardware

7001 Windows    Essential

7045 Observation Safety glass Powdercoat Internal window double glazed with
integral Venetians, control
to corridor side; glazing to
be Grade A safety glass;
window optional

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

1088 Skirting Timber Paint 150mmH x 20mm thick
nominal 

securely fixed; or floor
vinyl coved skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1252 Blind - Venetian integral 1 1 to observation window
(ifprovided) and door
glazing

FF-1252 Blind - Venetian integral 1 1 to observation window
(ifprovided) and door
glazing

FF-1260 Blind - holland 3 1 to external windows,
curtains optional; no
hanging cords or chains

FF-1324 Curtain track - window, collapsible 1 1 optional, if curtains
installed

FF-13730 Mirror - acrylic 1 1 optional; may also use
safety glass mirror

FF-17360 Pinboard - fabric covered 1 1 (velcro compatible) or
artwork, optional
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AusHFG code Description Group Qty Comments

FF-2150 Chair - patient 3 1

FF-22690 Table - bedside 3 1 heavy or fixed to wall; no
removable drawers

FF-2655 Chair - visitor 3 1

FF-4330 Cupboard - wardrobe 1 1 with fixed shelves; anti-
hang door hardware

FF-5910 Desk - built in 1 1 laminate

FF-6425 Bed - domestic, single + mattress 3 1 with no ligature points

 
Fixtures, Equipment and associated Services

 
Service Requirements

 
Services

AusHFG code Description Group Qty Comments

S-1088 RCD device 1 1 may be located outside
room - not on bedhead
services panel

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-5000 Airconditioning 1 1

S-1086 General fluorescent: vandal proof 1 1

S-1087 Special: reading, vandal proof 1 1 may be ceiling recessed

S-6200 Light switches 1 4

S-6065 Special: night lights 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

 



Room Data Sheets

Department

Australasian Standard Project

Standard Components  1050Room Tag:

Room Name 1 Bed Room - Mental Health 1 BR-MHRoom Code:

Area 14.0 M2

 No of Rooms 1

 Subtotal of Area 14.0 M2

Hours of Operation 24 Hours

Occupancy 1 patient; 1-2 staff; 1-2 visitors

Also covers these

Rooms

Description/

Special Requirements

Single bed room for general mental health patients; natural light and outlook 

is essential; The room is to be internally lockable with a master keyed lock 

from the outside;  All fittings are to have a breaking strain of not more than 

15kg. All glazing (including external windows) is to comply with Mental 

Health Facility Planning Guideline DS-26.

The 1 Bed Room - Mental Health may vary in configuration to suit different 

Ensuite options including:

  -  1 BR-MH-A  Inboard Ensuite

  -  1 BR-MH-B  Shared Ensuite, access from corridor

  -  1 BR-MH-C  Back-to-Back Ensuites

Acoustics: Acoustic privacy is required.

Body Protected Electrical Area

10.10.03, - First DraftAmendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5010 Ceiling Plasterboard Paint, washable Flush set, 

suspended

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 9006 Doors Solid Core/ 

Safety glass

Paint Single leaf, 

observation panel

1100mm clear inward & 

outward opening; lockable

 1149 Floor finish Carpet 90/10 Wool/ 

Nylon

Broadloom; 48 oz. Vinyl also acceptable

 7045 Observation Safety glass Powdercoat Internal window with integral Venetians, 

control to corridor side, 

window optional

 2010 Skirting Vinyl Prefinished Feather edged, 

150 mmH

or floor vinyl coved skirting

 3000 Wall finish Paint Acrylic, 

washable

 3092 Wall protection MDF Laminate Bed protection wall 

panel

 7001 Windows Essential

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 690 Bed: domestic, single Furniture/ Fitting  13

 1260 Blind: holland Metalwork  1 to external windows, curtains optional3

 2150 Chair: patient Furniture/ Fitting  13

 2655 Chair: visitor Furniture/ Fitting  13
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1050Room Tag:

Room Name 1 Bed Room - Mental Health 1 BR-MHRoom Code:

ID Description Category Group Qty Selection

 4330 Cupboard: wardrobe Furniture/ Fitting  1 with fixed shelves1

 4900 Curtain track: window Metalwork  1 to external window, optional1

 5910 Desk: built in Furniture/ Fitting  1 laminate1

 13730 Mirror: acrylic Metalwork  1 optional1

 17360 Pinboard: fabric covered Furniture/ Fitting  1 (velcro compatible) or artwork, optional1

 22690 Table: bedside Furniture/ Fitting  1 heavy3

Fixtures, Equipment and associated Services (FE)

Services

ID Description Service Category Qty Remarks

 5000 Airconditioning HVAC

 6000 General fluorescent Lighting

 6065 Special: night lights Lighting blue

 6050 Special: reading Lighting vandal proof

 8000 Patient/ Staff call Nurse Call  1 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  1 + indicator button & light, Duress call (optional)

 9040 Body protected Power

 9015 GPO: Cleaner Power  1

 9000 GPO: Single Power  2
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1050Room Tag:

Room Name 1 Bed Room - Mental Health 1 BR-MHRoom Code:

Area 14.0 M2

 No of Rooms 1

 Subtotal of Area 14.0 M2

Hours of Operation 24 Hours

Occupancy 1 patient; 1-2 staff; 1-2 visitors

Also covers these

Rooms

Description/

Special Requirements

Single bed room for general mental health patients; natural light and outlook 

is essential; The room is to be internally lockable with a master keyed lock 

from the outside;  All fittings are to have a breaking strain of not more than 

15kg. All glazing (including external windows) is to comply with Mental 

Health Facility Planning Guideline DS-26.

The 1 Bed Room - Mental Health may vary in configuration to suit different 

Ensuite options including:

  -  1 BR-MH-A  Inboard Ensuite

  -  1 BR-MH-B  Shared Ensuite, access from corridor

  -  1 BR-MH-C  Back-to-Back Ensuites

Acoustics: Acoustic privacy is required.

Body Protected Electrical Area

10.10.03, - First DraftAmendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5010 Ceiling Plasterboard Paint, washable Flush set, 

suspended

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 9006 Doors Solid Core/ 

Safety glass

Paint Single leaf, 

observation panel

1100mm clear inward & 

outward opening; lockable

 1149 Floor finish Carpet 90/10 Wool/ 

Nylon

Broadloom; 48 oz. Vinyl also acceptable

 7045 Observation Safety glass Powdercoat Internal window with integral Venetians, 

control to corridor side, 

window optional

 2010 Skirting Vinyl Prefinished Feather edged, 

150 mmH

or floor vinyl coved skirting

 3000 Wall finish Paint Acrylic, 

washable

 3092 Wall protection MDF Laminate Bed protection wall 

panel

 7001 Windows Essential

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 690 Bed: domestic, single Furniture/ Fitting  13

 1260 Blind: holland Metalwork  1 to external windows, curtains optional3

 2150 Chair: patient Furniture/ Fitting  13

 2655 Chair: visitor Furniture/ Fitting  13
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1050Room Tag:

Room Name 1 Bed Room - Mental Health 1 BR-MHRoom Code:

ID Description Category Group Qty Selection

 4330 Cupboard: wardrobe Furniture/ Fitting  1 with fixed shelves1

 4900 Curtain track: window Metalwork  1 to external window, optional1

 5910 Desk: built in Furniture/ Fitting  1 laminate1

 13730 Mirror: acrylic Metalwork  1 optional1

 17360 Pinboard: fabric covered Furniture/ Fitting  1 (velcro compatible) or artwork, optional1

 22690 Table: bedside Furniture/ Fitting  1 heavy3

Fixtures, Equipment and associated Services (FE)

Services

ID Description Service Category Qty Remarks

 5000 Airconditioning HVAC

 6000 General fluorescent Lighting

 6065 Special: night lights Lighting blue

 6050 Special: reading Lighting vandal proof

 8000 Patient/ Staff call Nurse Call  1 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  1 + indicator button & light, Duress call (optional)

 9040 Body protected Power

 9015 GPO: Cleaner Power  1

 9000 GPO: Single Power  2
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Room Name 1 Bed Room - Special Room Number: 1BR-SP-A

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 18.00

Remarks

Occupancy 1 patient; 1-2 visitors, 1-2 staff intermittently

Hours of Operation  24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements A 1 Bed Room - Special will accommodate one patient for the delivery of nursing and medical care and

treatment. It will be a larger room to accommodate special needs patients such as Palliative Care, Sub-acute
Care, Rehabilitation and High Dependency. The additional floor area allows for larger or additional furniture
and equipment. It also permits overnight stay by relatives. Natural light and outlook is essential; the room
requires the ability to view out of the window from either the chair or bed. Bedrooms for Palliative Care may
also include a beverage making area with a small refrigerator.Acoustics: Acoustic privacy is required.Body
Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Carpet also acceptable

1045 Floor finish Vinyl, non slip Textured Seamless, coved under basin

1027 Floor finish Vinyl Tactile Seamless, coved under basin

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin

3092 Wall protection MDF Laminate Bed protection wall
panel 

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL where required

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1400mm clear opening;
latch set, H/O device

7001 Windows    Natural light & outlook
essential.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Feather edge vinyl skirting
if carpeted

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12450 Locker - bedside 3 1 mobile, 2 lockable drawers

FF-1465 Bracket - suction bottle 2 1

FF-150 Air flowmeter 3 1 medical air

FF-16200 Table - overbed 3 1

FF-16250 Oxygen flowmeter 3 1

FF-2150 Chair - patient 3 1

FF-21950 Suction adapter 3 1
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AusHFG code Description Group Qty Comments

FF-22000 Suction bottle 3 1

FF-2650 Chair - visitor, patient 3 1

FF-4330 Cupboard - wardrobe 1 1

FF-4600 Curtain track - bed screen 1 1

FF-4900 Curtain track - window 1 1

FF-5000 Curtain - bed screen 3 1

FF-5410 Curtain - window, drapes 3 1 set

FF-6152 Dispenser - disposable glove 2 1 near basin

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-5825 Bracket - patient entertainment, ceiling 1 1

FF-5831 Shelf - for flowers 1 1

FF-5824 Waste bin - general 3 1 to basin

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-54510 Telephone - handset,
standard

3 1
        

FE-5622 Bed - inpatient, electric +
standard patient mattress

3 1
        

FF-5547 Patient entertainment 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6050 Special: reading Up/down light

S-6060 Special: night lights

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed
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AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 4 monitor

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 3

S-6050 Special: reading 2 1 Up/down light

S-6060 Special: night lights 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 1

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 20.00

Remarks

Occupancy 1 patient; 1-2 visitors, 1-2 staff intermittently

Hours of Operation  24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements A 1 Bed Room - Special, Coronary Care will accommodate one patient for the delivery of cardiac care

treatment. Glazed doors and partition walls are recommended for patient visibility and privacy. Natural light
and outlook is essential; the room requires the ability to view out of the window from either the chair or bed.
Acoustics: Acoustic privacy is required.Body Protected Electrical Area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Carpet also acceptable

1045 Floor finish Vinyl, non slip Textured Seamless, coved under basin

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin

3092 Wall protection MDF Laminate Bed protection wall
panel 

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL Equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1400mm clear opening;
latch set, observation
panel optional

7001 Windows    Natural light & outlook
essential.

7055 Observation Alum/ Glass Powdercoat Internal window, double
glazed 

with integral venetian
blinds

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Feather edge vinyl skirting
if carpeted

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12450 Locker - bedside 3 1 mobile, 2 lockable drawers

FF-1252 Blind - Venetian integral 1 1 to internal window

FF-1465 Bracket - suction bottle 2 2

FF-1480 Bracket - ECG monitor 3 1

FF-150 Air flowmeter 3 1 Medical air

FF-16200 Table - overbed 3 1

FF-16250 Oxygen flowmeter 3 2
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AusHFG code Description Group Qty Comments

FF-2150 Chair - patient 3 1

FF-21950 Suction adapter 3 2

FF-22000 Suction bottle 3 2

FF-2650 Chair - visitor, patient 3 1

FF-4330 Cupboard - wardrobe 1 1

FF-4600 Curtain track - bed screen 1 1

FF-4900 Curtain track - window 1 1

FF-5000 Curtain - bed screen 3 1

FF-5410 Curtain - window, drapes 3 1 set

FF-6152 Dispenser - disposable glove 2 1 near basin

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-5825 Bracket - patient entertainment, ceiling 1 1

FF-5831 Shelf - for flowers 1 1

FF-5824 Waste bin - general 3 1 to basin

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-36050 Monitor - cardiac 3 1
        

may be
telemetry

FE-54510 Telephone - handset,
standard

3 1
        

FE-5622 Bed - inpatient, electric +
standard patient mattress

3 1
        

FF-5547 Patient entertainment 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6050 Special: reading Up/down light

S-6060 Special: night lights
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Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 8 monitor

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-1120 Monitor connection facilities and cabling 1 1 optional

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 4

S-6050 Special: reading 2 1 Up/down light

S-6060 Special: night lights 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 2

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 2

S-11000 Wall panel 2 1 patient services panels

 



Room Data Sheets

Department

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

Area 15.0 M2

 No of Rooms 1

 Subtotal of Area

Hours of Operation 24 Hours

Occupancy 1 patient; 1-2 staff; 1-2 visitors

Also covers these

Rooms

Description/

Special Requirements

A 1 Bed Room will accommodate one patient for the delivery of nursing and 

medical care and treatment; natural light and outlook is essential; requires 

ability to view out of the window from either the chair or bed.  The 1 Bed 

Room may also be used as an Isolation Room - Class S (Standard 

Pressure).  Door glazing and an internal window is recommended with this 

option.

The 1 Bed Room may vary in configuration to suit different Ensuite options 

including:

  -  1 BR-ST-A   Inboard Ensuite

  -  1 BR-ST-B  Outboard Ensuite 

  -  1 BR-ST-C  Shared Ensuite

Acoustics:  Acoustic privacy required

Body Protected Electrical Area

10.10.03, - First Draft

10.02.05, - User review BOB, fabric, fittings & services modified
Amendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5010 Ceiling Plasterboard Paint, washable Flush set, 

suspended

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 8040 Door protection Composite Prefinished 

PVC

To door frame equal to 'Acrovyn'

 8010 Door protection Composite Prefinished 

PVC

Protection plate to 

900 AFFL

equal to 'Acrovyn'

 9125 Doors Solid Core Paint 1 1/2 leaf, 

observation panel

1400mm clear opening, obs 

panel for Isolation use

 1045 Floor finish Vinyl, non slip Textured Seamless, coved under basin

 1000 Floor finish Vinyl Standard slip 

resistant

Seamless, coved carpet also acceptable

 7030 Observation Alum/ glass Powdercoat Internal window, 

door height

optional, to rooms with an 

outboard ensuite

 7010 Observation Glass Clear Through door/s for Isolation Room use

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

feather edge vinyl skirting if 

carpeted

 3000 Wall finish Paint Acrylic, 

washable

 3060 Wall finish Vinyl Prefinished Splashback to basin

 4030 Wall protection Composite Prefinished 

PVC

Corner guards to 

900 AFFL

where required

 3092 Wall protection MDF Laminate Bed protection wall 

panel
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

Fabric RemarksSpecificationFinishMaterialID Selection

 7001 Windows natural light & outlook 

essential.

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 150 Air flowmeter Furniture/ Fitting  1 Medical air3

 700 Bed: inpatient, manual Furniture/ Fitting  13

 1252 Blind: Venetian integral Furniture/ Fitting  1 if internal observation window provided, 

2 way control

1

 1465 Bracket: suction bottle Furniture/ Fitting  12

 23400 Bracket: television, ceiling Metalwork  11

 2150 Chair: patient Furniture/ Fitting  13

 2650 Chair: visitor, patient Furniture/ Fitting  13

 4330 Cupboard: wardrobe Furniture/ Fitting  11

 4600 Curtain track: bed screen Metalwork  11

 4900 Curtain track: window Metalwork  11

 5000 Curtain: bed screen Furniture/ Fitting  13

 5410 Curtain: window, drapes Furniture/ Fitting  1 set3

 6152 Dispenser: disposable glove Furniture/ Fitting  12

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 to basin2

 6156 Dispenser: soap Furniture/ Fitting  1 to basin2

 6158 Dispenser: soap antiseptic Furniture/ Fitting  1 to basin2

 12450 Locker: bedside Furniture/ Fitting  1 mobile, 2 lockable top drawers3

 16250 Oxygen flowmeter Furniture/ Fitting  13

 19800 Shelf: laminate Furniture/ Fitting  1 for flowers1

 21950 Suction adapter Furniture/ Fitting  13

 22000 Suction bottle Furniture/ Fitting  13

 16200 Table: overbed Furniture/ Fitting  13

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 2800 Basin: handwash, Type B  1 ___ yes ___ yes yes yes ___ refer to BHWS-B (sim)___1

 54510 Telephone: handset, standard  1 ___ ___ ___ ___ ___ ___ ___yes3

 54550 Television: 34 cm  1 yes ___ ___ ___ ___ ___ ______3

Services

ID Description Service Category Qty Remarks

 1090 TV: MATV Communications  1

 1006 Voice / Data outlet: double Communications  1 1 outlet for telephone

 5000 Airconditioning HVAC

 6001 General: colour corrected Lighting

 6060 Special: night lights Lighting

 6050 Special: reading Lighting Up/down light

 7020 Medical Air (MA) Medical Gases  1

 7000 Oxygen (O2) Medical Gases  1

 7040 Suction Medical Gases  1
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Room Data Sheets

Departmenta

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

ID Description Service Category Qty Remarks

 8080 Emergency call Nurse Call  1 + indicator button & light

 8005 Patient call handset Nurse Call  1 call button & light switch on the handset

 8000 Patient/ Staff call Nurse Call  1 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  1 + indicator button & light

 9040 Body protected Power

 9015 GPO: Cleaner Power  1

 9010 GPO: Emergency power, single Power  4 Bedhead

 9000 GPO: Single Power  4 Bedhead

 9000 GPO: Single Power  1 adjacent to patient chair

 9000 GPO: Single Power  1 Bedhead low level, for electric bed

 9060 Special: for equipment Power  1 TV, ceiling
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

Area 15.0 M2

 No of Rooms 1

 Subtotal of Area

Hours of Operation 24 Hours

Occupancy 1 patient; 1-2 staff; 1-2 visitors

Also covers these

Rooms

Description/

Special Requirements

A 1 Bed Room will accommodate one patient for the delivery of nursing and 

medical care and treatment; natural light and outlook is essential; requires 

ability to view out of the window from either the chair or bed.  The 1 Bed 

Room may also be used as an Isolation Room - Class S (Standard 

Pressure).  Door glazing and an internal window is recommended with this 

option.

The 1 Bed Room may vary in configuration to suit different Ensuite options 

including:

  -  1 BR-ST-A   Inboard Ensuite

  -  1 BR-ST-B  Outboard Ensuite 

  -  1 BR-ST-C  Shared Ensuite

Acoustics:  Acoustic privacy required

Body Protected Electrical Area

10.10.03, - First Draft

10.02.05, - User review BOB, fabric, fittings & services modified
Amendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5010 Ceiling Plasterboard Paint, washable Flush set, 

suspended

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 8040 Door protection Composite Prefinished 

PVC

To door frame equal to 'Acrovyn'

 8010 Door protection Composite Prefinished 

PVC

Protection plate to 

900 AFFL

equal to 'Acrovyn'

 9125 Doors Solid Core Paint 1 1/2 leaf, 

observation panel

1400mm clear opening, obs 

panel for Isolation use

 1045 Floor finish Vinyl, non slip Textured Seamless, coved under basin

 1000 Floor finish Vinyl Standard slip 

resistant

Seamless, coved carpet also acceptable

 7030 Observation Alum/ glass Powdercoat Internal window, 

door height

optional, to rooms with an 

outboard ensuite

 7010 Observation Glass Clear Through door/s for Isolation Room use

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

feather edge vinyl skirting if 

carpeted

 3000 Wall finish Paint Acrylic, 

washable

 3060 Wall finish Vinyl Prefinished Splashback to basin

 4030 Wall protection Composite Prefinished 

PVC

Corner guards to 

900 AFFL

where required

 3092 Wall protection MDF Laminate Bed protection wall 

panel
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

Fabric RemarksSpecificationFinishMaterialID Selection

 7001 Windows natural light & outlook 

essential.

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 150 Air flowmeter Furniture/ Fitting  1 Medical air3

 700 Bed: inpatient, manual Furniture/ Fitting  13

 1252 Blind: Venetian integral Furniture/ Fitting  1 if internal observation window provided, 

2 way control

1

 1465 Bracket: suction bottle Furniture/ Fitting  12

 23400 Bracket: television, ceiling Metalwork  11

 2150 Chair: patient Furniture/ Fitting  13

 2650 Chair: visitor, patient Furniture/ Fitting  13

 4330 Cupboard: wardrobe Furniture/ Fitting  11

 4600 Curtain track: bed screen Metalwork  11

 4900 Curtain track: window Metalwork  11

 5000 Curtain: bed screen Furniture/ Fitting  13

 5410 Curtain: window, drapes Furniture/ Fitting  1 set3

 6152 Dispenser: disposable glove Furniture/ Fitting  12

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 to basin2

 6156 Dispenser: soap Furniture/ Fitting  1 to basin2

 6158 Dispenser: soap antiseptic Furniture/ Fitting  1 to basin2

 12450 Locker: bedside Furniture/ Fitting  1 mobile, 2 lockable top drawers3

 16250 Oxygen flowmeter Furniture/ Fitting  13

 19800 Shelf: laminate Furniture/ Fitting  1 for flowers1

 21950 Suction adapter Furniture/ Fitting  13

 22000 Suction bottle Furniture/ Fitting  13

 16200 Table: overbed Furniture/ Fitting  13

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 2800 Basin: handwash, Type B  1 ___ yes ___ yes yes yes ___ refer to BHWS-B (sim)___1

 54510 Telephone: handset, standard  1 ___ ___ ___ ___ ___ ___ ___yes3

 54550 Television: 34 cm  1 yes ___ ___ ___ ___ ___ ______3

Services

ID Description Service Category Qty Remarks

 1090 TV: MATV Communications  1

 1006 Voice / Data outlet: double Communications  1 1 outlet for telephone

 5000 Airconditioning HVAC

 6001 General: colour corrected Lighting

 6060 Special: night lights Lighting

 6050 Special: reading Lighting Up/down light

 7020 Medical Air (MA) Medical Gases  1

 7000 Oxygen (O2) Medical Gases  1

 7040 Suction Medical Gases  1
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Room Data Sheets

Departmenta

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

ID Description Service Category Qty Remarks

 8080 Emergency call Nurse Call  1 + indicator button & light

 8005 Patient call handset Nurse Call  1 call button & light switch on the handset

 8000 Patient/ Staff call Nurse Call  1 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  1 + indicator button & light

 9040 Body protected Power

 9015 GPO: Cleaner Power  1

 9010 GPO: Emergency power, single Power  4 Bedhead

 9000 GPO: Single Power  4 Bedhead

 9000 GPO: Single Power  1 adjacent to patient chair

 9000 GPO: Single Power  1 Bedhead low level, for electric bed

 9060 Special: for equipment Power  1 TV, ceiling
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

Area 15.0 M2

 No of Rooms 1

 Subtotal of Area

Hours of Operation 24 Hours

Occupancy 1 patient; 1-2 staff; 1-2 visitors

Also covers these

Rooms

Description/

Special Requirements

A 1 Bed Room will accommodate one patient for the delivery of nursing and 

medical care and treatment; natural light and outlook is essential; requires 

ability to view out of the window from either the chair or bed.  The 1 Bed 

Room may also be used as an Isolation Room - Class S (Standard 

Pressure).  Door glazing and an internal window is recommended with this 

option.

The 1 Bed Room may vary in configuration to suit different Ensuite options 

including:

  -  1 BR-ST-A   Inboard Ensuite

  -  1 BR-ST-B  Outboard Ensuite 

  -  1 BR-ST-C  Shared Ensuite

Acoustics:  Acoustic privacy required

Body Protected Electrical Area

10.10.03, - First Draft

10.02.05, - User review BOB, fabric, fittings & services modified
Amendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5010 Ceiling Plasterboard Paint, washable Flush set, 

suspended

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 8040 Door protection Composite Prefinished 

PVC

To door frame equal to 'Acrovyn'

 8010 Door protection Composite Prefinished 

PVC

Protection plate to 

900 AFFL

equal to 'Acrovyn'

 9125 Doors Solid Core Paint 1 1/2 leaf, 

observation panel

1400mm clear opening, obs 

panel for Isolation use

 1045 Floor finish Vinyl, non slip Textured Seamless, coved under basin

 1000 Floor finish Vinyl Standard slip 

resistant

Seamless, coved carpet also acceptable

 7030 Observation Alum/ glass Powdercoat Internal window, 

door height

optional, to rooms with an 

outboard ensuite

 7010 Observation Glass Clear Through door/s for Isolation Room use

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

feather edge vinyl skirting if 

carpeted

 3000 Wall finish Paint Acrylic, 

washable

 3060 Wall finish Vinyl Prefinished Splashback to basin

 4030 Wall protection Composite Prefinished 

PVC

Corner guards to 

900 AFFL

where required

 3092 Wall protection MDF Laminate Bed protection wall 

panel
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

Fabric RemarksSpecificationFinishMaterialID Selection

 7001 Windows natural light & outlook 

essential.

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 150 Air flowmeter Furniture/ Fitting  1 Medical air3

 700 Bed: inpatient, manual Furniture/ Fitting  13

 1252 Blind: Venetian integral Furniture/ Fitting  1 if internal observation window provided, 

2 way control

1

 1465 Bracket: suction bottle Furniture/ Fitting  12

 23400 Bracket: television, ceiling Metalwork  11

 2150 Chair: patient Furniture/ Fitting  13

 2650 Chair: visitor, patient Furniture/ Fitting  13

 4330 Cupboard: wardrobe Furniture/ Fitting  11

 4600 Curtain track: bed screen Metalwork  11

 4900 Curtain track: window Metalwork  11

 5000 Curtain: bed screen Furniture/ Fitting  13

 5410 Curtain: window, drapes Furniture/ Fitting  1 set3

 6152 Dispenser: disposable glove Furniture/ Fitting  12

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 to basin2

 6156 Dispenser: soap Furniture/ Fitting  1 to basin2

 6158 Dispenser: soap antiseptic Furniture/ Fitting  1 to basin2

 12450 Locker: bedside Furniture/ Fitting  1 mobile, 2 lockable top drawers3

 16250 Oxygen flowmeter Furniture/ Fitting  13

 19800 Shelf: laminate Furniture/ Fitting  1 for flowers1

 21950 Suction adapter Furniture/ Fitting  13

 22000 Suction bottle Furniture/ Fitting  13

 16200 Table: overbed Furniture/ Fitting  13

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 2800 Basin: handwash, Type B  1 ___ yes ___ yes yes yes ___ refer to BHWS-B (sim)___1

 54510 Telephone: handset, standard  1 ___ ___ ___ ___ ___ ___ ___yes3

 54550 Television: 34 cm  1 yes ___ ___ ___ ___ ___ ______3

Services

ID Description Service Category Qty Remarks

 1090 TV: MATV Communications  1

 1006 Voice / Data outlet: double Communications  1 1 outlet for telephone

 5000 Airconditioning HVAC

 6001 General: colour corrected Lighting

 6060 Special: night lights Lighting

 6050 Special: reading Lighting Up/down light

 7020 Medical Air (MA) Medical Gases  1

 7000 Oxygen (O2) Medical Gases  1

 7040 Suction Medical Gases  1
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Room Data Sheets

Departmenta

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

ID Description Service Category Qty Remarks

 8080 Emergency call Nurse Call  1 + indicator button & light

 8005 Patient call handset Nurse Call  1 call button & light switch on the handset

 8000 Patient/ Staff call Nurse Call  1 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  1 + indicator button & light

 9040 Body protected Power

 9015 GPO: Cleaner Power  1

 9010 GPO: Emergency power, single Power  4 Bedhead

 9000 GPO: Single Power  4 Bedhead

 9000 GPO: Single Power  1 adjacent to patient chair

 9000 GPO: Single Power  1 Bedhead low level, for electric bed

 9060 Special: for equipment Power  1 TV, ceiling
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

Area 15.0 M2

 No of Rooms 1

 Subtotal of Area

Hours of Operation 24 Hours

Occupancy 1 patient; 1-2 staff; 1-2 visitors

Also covers these

Rooms

Description/

Special Requirements

A 1 Bed Room will accommodate one patient for the delivery of nursing and 

medical care and treatment; natural light and outlook is essential; requires 

ability to view out of the window from either the chair or bed.  The 1 Bed 

Room may also be used as an Isolation Room - Class S (Standard 

Pressure).  Door glazing and an internal window is recommended with this 

option.

The 1 Bed Room may vary in configuration to suit different Ensuite options 

including:

  -  1 BR-ST-A   Inboard Ensuite

  -  1 BR-ST-B  Outboard Ensuite 

  -  1 BR-ST-C  Shared Ensuite

Acoustics:  Acoustic privacy required

Body Protected Electrical Area

10.10.03, - First Draft

10.02.05, - User review BOB, fabric, fittings & services modified
Amendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5010 Ceiling Plasterboard Paint, washable Flush set, 

suspended

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 8040 Door protection Composite Prefinished 

PVC

To door frame equal to 'Acrovyn'

 8010 Door protection Composite Prefinished 

PVC

Protection plate to 

900 AFFL

equal to 'Acrovyn'

 9125 Doors Solid Core Paint 1 1/2 leaf, 

observation panel

1400mm clear opening, obs 

panel for Isolation use

 1045 Floor finish Vinyl, non slip Textured Seamless, coved under basin

 1000 Floor finish Vinyl Standard slip 

resistant

Seamless, coved carpet also acceptable

 7030 Observation Alum/ glass Powdercoat Internal window, 

door height

optional, to rooms with an 

outboard ensuite

 7010 Observation Glass Clear Through door/s for Isolation Room use

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

feather edge vinyl skirting if 

carpeted

 3000 Wall finish Paint Acrylic, 

washable

 3060 Wall finish Vinyl Prefinished Splashback to basin

 4030 Wall protection Composite Prefinished 

PVC

Corner guards to 

900 AFFL

where required

 3092 Wall protection MDF Laminate Bed protection wall 

panel
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

Fabric RemarksSpecificationFinishMaterialID Selection

 7001 Windows natural light & outlook 

essential.

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 150 Air flowmeter Furniture/ Fitting  1 Medical air3

 700 Bed: inpatient, manual Furniture/ Fitting  13

 1252 Blind: Venetian integral Furniture/ Fitting  1 if internal observation window provided, 

2 way control

1

 1465 Bracket: suction bottle Furniture/ Fitting  12

 23400 Bracket: television, ceiling Metalwork  11

 2150 Chair: patient Furniture/ Fitting  13

 2650 Chair: visitor, patient Furniture/ Fitting  13

 4330 Cupboard: wardrobe Furniture/ Fitting  11

 4600 Curtain track: bed screen Metalwork  11

 4900 Curtain track: window Metalwork  11

 5000 Curtain: bed screen Furniture/ Fitting  13

 5410 Curtain: window, drapes Furniture/ Fitting  1 set3

 6152 Dispenser: disposable glove Furniture/ Fitting  12

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 to basin2

 6156 Dispenser: soap Furniture/ Fitting  1 to basin2

 6158 Dispenser: soap antiseptic Furniture/ Fitting  1 to basin2

 12450 Locker: bedside Furniture/ Fitting  1 mobile, 2 lockable top drawers3

 16250 Oxygen flowmeter Furniture/ Fitting  13

 19800 Shelf: laminate Furniture/ Fitting  1 for flowers1

 21950 Suction adapter Furniture/ Fitting  13

 22000 Suction bottle Furniture/ Fitting  13

 16200 Table: overbed Furniture/ Fitting  13

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 2800 Basin: handwash, Type B  1 ___ yes ___ yes yes yes ___ refer to BHWS-B (sim)___1

 54510 Telephone: handset, standard  1 ___ ___ ___ ___ ___ ___ ___yes3

 54550 Television: 34 cm  1 yes ___ ___ ___ ___ ___ ______3

Services

ID Description Service Category Qty Remarks

 1090 TV: MATV Communications  1

 1006 Voice / Data outlet: double Communications  1 1 outlet for telephone

 5000 Airconditioning HVAC

 6001 General: colour corrected Lighting

 6060 Special: night lights Lighting

 6050 Special: reading Lighting Up/down light

 7020 Medical Air (MA) Medical Gases  1

 7000 Oxygen (O2) Medical Gases  1

 7040 Suction Medical Gases  1
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Room Data Sheets

Departmenta

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

ID Description Service Category Qty Remarks

 8080 Emergency call Nurse Call  1 + indicator button & light

 8005 Patient call handset Nurse Call  1 call button & light switch on the handset

 8000 Patient/ Staff call Nurse Call  1 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  1 + indicator button & light

 9040 Body protected Power

 9015 GPO: Cleaner Power  1

 9010 GPO: Emergency power, single Power  4 Bedhead

 9000 GPO: Single Power  4 Bedhead

 9000 GPO: Single Power  1 adjacent to patient chair

 9000 GPO: Single Power  1 Bedhead low level, for electric bed

 9060 Special: for equipment Power  1 TV, ceiling
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

Area 15.0 M2

 No of Rooms 1

 Subtotal of Area

Hours of Operation 24 Hours

Occupancy 1 patient; 1-2 staff; 1-2 visitors

Also covers these

Rooms

Description/

Special Requirements

A 1 Bed Room will accommodate one patient for the delivery of nursing and 

medical care and treatment; natural light and outlook is essential; requires 

ability to view out of the window from either the chair or bed.  The 1 Bed 

Room may also be used as an Isolation Room - Class S (Standard 

Pressure).  Door glazing and an internal window is recommended with this 

option.

The 1 Bed Room may vary in configuration to suit different Ensuite options 

including:

  -  1 BR-ST-A   Inboard Ensuite

  -  1 BR-ST-B  Outboard Ensuite 

  -  1 BR-ST-C  Shared Ensuite

Acoustics:  Acoustic privacy required

Body Protected Electrical Area

10.10.03, - First Draft

10.02.05, - User review BOB, fabric, fittings & services modified
Amendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5010 Ceiling Plasterboard Paint, washable Flush set, 

suspended

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 8040 Door protection Composite Prefinished 

PVC

To door frame equal to 'Acrovyn'

 8010 Door protection Composite Prefinished 

PVC

Protection plate to 

900 AFFL

equal to 'Acrovyn'

 9125 Doors Solid Core Paint 1 1/2 leaf, 

observation panel

1400mm clear opening, obs 

panel for Isolation use

 1045 Floor finish Vinyl, non slip Textured Seamless, coved under basin

 1000 Floor finish Vinyl Standard slip 

resistant

Seamless, coved carpet also acceptable

 7030 Observation Alum/ glass Powdercoat Internal window, 

door height

optional, to rooms with an 

outboard ensuite

 7010 Observation Glass Clear Through door/s for Isolation Room use

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

feather edge vinyl skirting if 

carpeted

 3000 Wall finish Paint Acrylic, 

washable

 3060 Wall finish Vinyl Prefinished Splashback to basin

 4030 Wall protection Composite Prefinished 

PVC

Corner guards to 

900 AFFL

where required

 3092 Wall protection MDF Laminate Bed protection wall 

panel
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

Fabric RemarksSpecificationFinishMaterialID Selection

 7001 Windows natural light & outlook 

essential.

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 150 Air flowmeter Furniture/ Fitting  1 Medical air3

 700 Bed: inpatient, manual Furniture/ Fitting  13

 1252 Blind: Venetian integral Furniture/ Fitting  1 if internal observation window provided, 

2 way control

1

 1465 Bracket: suction bottle Furniture/ Fitting  12

 23400 Bracket: television, ceiling Metalwork  11

 2150 Chair: patient Furniture/ Fitting  13

 2650 Chair: visitor, patient Furniture/ Fitting  13

 4330 Cupboard: wardrobe Furniture/ Fitting  11

 4600 Curtain track: bed screen Metalwork  11

 4900 Curtain track: window Metalwork  11

 5000 Curtain: bed screen Furniture/ Fitting  13

 5410 Curtain: window, drapes Furniture/ Fitting  1 set3

 6152 Dispenser: disposable glove Furniture/ Fitting  12

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 to basin2

 6156 Dispenser: soap Furniture/ Fitting  1 to basin2

 6158 Dispenser: soap antiseptic Furniture/ Fitting  1 to basin2

 12450 Locker: bedside Furniture/ Fitting  1 mobile, 2 lockable top drawers3

 16250 Oxygen flowmeter Furniture/ Fitting  13

 19800 Shelf: laminate Furniture/ Fitting  1 for flowers1

 21950 Suction adapter Furniture/ Fitting  13

 22000 Suction bottle Furniture/ Fitting  13

 16200 Table: overbed Furniture/ Fitting  13

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 2800 Basin: handwash, Type B  1 ___ yes ___ yes yes yes ___ refer to BHWS-B (sim)___1

 54510 Telephone: handset, standard  1 ___ ___ ___ ___ ___ ___ ___yes3

 54550 Television: 34 cm  1 yes ___ ___ ___ ___ ___ ______3

Services

ID Description Service Category Qty Remarks

 1090 TV: MATV Communications  1

 1006 Voice / Data outlet: double Communications  1 1 outlet for telephone

 5000 Airconditioning HVAC

 6001 General: colour corrected Lighting

 6060 Special: night lights Lighting

 6050 Special: reading Lighting Up/down light

 7020 Medical Air (MA) Medical Gases  1

 7000 Oxygen (O2) Medical Gases  1

 7040 Suction Medical Gases  1
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Room Data Sheets

Departmenta

Australasian Standard Project

Standard Components  1010Room Tag:

Room Name 1 Bed Room 1 BR-STRoom Code:

ID Description Service Category Qty Remarks

 8080 Emergency call Nurse Call  1 + indicator button & light

 8005 Patient call handset Nurse Call  1 call button & light switch on the handset

 8000 Patient/ Staff call Nurse Call  1 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  1 + indicator button & light

 9040 Body protected Power

 9015 GPO: Cleaner Power  1

 9010 GPO: Emergency power, single Power  4 Bedhead

 9000 GPO: Single Power  4 Bedhead

 9000 GPO: Single Power  1 adjacent to patient chair

 9000 GPO: Single Power  1 Bedhead low level, for electric bed

 9060 Special: for equipment Power  1 TV, ceiling
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   Standard Components - Room Data Sheet 

Room Name 2 Bed Room - Mental Health Room Number: 2BR-MH

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 28.00

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics Acoustic privacy is required

Description or Special
Requirements A 2 Bed Room for general mental health patients; natural light and outlook is essential; The room is to be

internally lockable with a master keyed lock from the outside; All fittings are to have a breaking strain of
not more than 15kg. All glazing (including external windows) is to be Grade A safety glass to comply with
AS/NZS 2208 and AS 1288, specifically, toughened laminated glass with a standard nominal thickness
of 10.38mm, or equivalent approved. The 2 Bed Room - Mental Health may vary in configuration to suit
different Ensuite options including: - 2 BR-MH-A Inboard Ensuite - 2 BR-MH-B Shared Ensuite with access
off the corridor - 2 BR-MH-D Back to Back Ensuites Additional Design Considerations: - Fittings and
Furniture: . removable drawers are not to be installed . if hooks are required, they must be collapsible with a
breaking strain of not more than 15kg - Door & Joinery Hardware . door hardware and joinery hardware must
not provide ligature points Acoustics: Acoustic privacy is required. Body Protected Electrical Area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. Vinyl also acceptable

3000 Wall finish Paint Acrylic, washable  

3092 Wall protection MDF Laminate Bed protection wall
panel 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

9006 Door - 1100mm Solid Core/ Safety
glass 

Paint Single leaf, observation
panel 

1100mm clear inward
& outward opening;
lockable; anti-hang door
hardware

7001 Windows    Essential

7045 Observation Safety glass Powdercoat Internal window double glazed with
integral Venetians, control
to corridor side; glazing to
be Grade A safety glass;
window optional

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

1088 Skirting Timber Paint 150mmH x 20mm thick
nominal 

securely fixed; or floor
vinyl coved skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1252 Blind - Venetian integral 1 2 to observation window
(if provided) and door
glazing

FF-1260 Blind - holland 3 1 to external windows,
curtains optional; no
hanging cords or chains

FF-1324 Curtain track - window, collapsible 1 1 optional, if curtains
installed

FF-13730 Mirror - acrylic 1 1 optional; may also use
safety glass mirror

FF-17360 Pinboard - fabric covered 1 2 (velcro compatible) or
artwork, optional

FF-2150 Chair - patient 3 2



 

   Standard Components - Room Data Sheet 

Room Name 2 Bed Room - Mental Health Room Number: 2BR-MH

 

Page: 2

 

AusHFG code Description Group Qty Comments

FF-22690 Table - bedside 3 2 heavy or fixed to wall; no
removable drawers

FF-2655 Chair - visitor 3 2

FF-4330 Cupboard - wardrobe 1 2 with fixed shelves; anti-
hang door hardware

FF-5910 Desk - built in 1 2 laminate

FF-6425 Bed - domestic, single + mattress 3 2 with no ligature points

 
Fixtures, Equipment and associated Services

 
Service Requirements

 
Services

AusHFG code Description Group Qty Comments

S-1088 RCD device 1 2 may be located outside
room - not on bedhead
services panel

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-5000 Airconditioning 1 1

S-1086 General fluorescent: vandal proof 1 1

S-1087 Special: reading, vandal proof 1 2 may be ceiling recessed

S-6200 Light switches 1 4

S-6065 Special: night lights 1 1

S-8000 Patient/ Staff call 1 2 + indicator button & light

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

 



Room Data Sheets

Department

Australasian Standard Project

Standard Components  1080Room Tag:

Room Name 2 Bed Room 2BR-STRoom Code:

Area 25.0 M2

 No of Rooms 1

 Subtotal of Area 25.0 M2

Minimum Dimension 0.0 M2

Hours of Operation 24 Hours

Occupancy Up to 2 patients; 1-2 visitors each; 1-2 staff

Also covers these

Rooms

Description/

Special Requirements

A 2 Bed Room will accommodate two patients with similar nursing needs 

for the delivery of nursing and medical care. Each space will be individually 

curtained and allow for treatment of patients either in bed or sitting beside 

the bed in a comfortable chair; natural light and outlook is essential; 

patients require the ability to view out of the window from either the chair or 

bed. The room may also be used for obstetric care, either pre or post natal, 

and may include bassinets.

Each room is to have direct access to Ensuite toilet and shower facilities 

and the Unit corridor. The room layout is to allow movement of equipment 

around bedspaces. 

The 2 Bed Room may vary in configuration to suit different Ensuite options 

including:

  -  2 BR-ST-A   Inboard Ensuite

  -  2 BR-ST-B   Outboard Ensuite 

  -  2 BR-ST-C   Shared Ensuite

Acoustics: Acoustic privacy is required.

Body Protected Electrical Area

10.10.03, - First Draft

07.02.05, - User review BOB; description, fabric, fittings & services 

modified

Amendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5010 Ceiling Plasterboard Paint, washable Flush set, 

suspended

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 8010 Door protection Composite Prefinished 

PVC

Protection plate to 

900 AFFL

Equal to Acrovyn

 8040 Door protection Composite Prefinished 

PVC

To door frame Equal to Acrovyn

 9125 Doors Solid Core Paint 1 1/2 leaf, 

observation panel

1400mm clear opening, H/O 

device, obs panel optional

 1045 Floor finish Vinyl, non slip Textured Seamless, coved under basin

 1000 Floor finish Vinyl Standard slip 

resistant

Seamless, coved Carpet also acceptable

 7030 Observation Alum/ glass Powdercoat Internal window, 

door height

with integral blinds, optional 

to outboard ensuite rooms

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

Feather edge vinyl skirting if 

carpeted
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1080Room Tag:

Room Name 2 Bed Room 2BR-STRoom Code:

Fabric RemarksSpecificationFinishMaterialID Selection

 3000 Wall finish Paint Acrylic, 

washable

 3060 Wall finish Vinyl Prefinished Splashback to basin, tiles also 

acceptable

 3092 Wall protection MDF Laminate Bed protection wall 

panel

 4030 Wall protection Composite Prefinished 

PVC

Corner guards to 

900 AFFL

Where required

 7001 Windows Natural light & outlook 

essential.

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 150 Air flowmeter Furniture/ Fitting  2 Medical air3

 480 Bassinet Furniture/ Fitting  2 optional, if used for post-natal care3

 700 Bed: inpatient, manual Furniture/ Fitting  23

 1252 Blind: Venetian integral Furniture/ Fitting  1 to internal window if provided1

 1465 Bracket: suction bottle Furniture/ Fitting  22

 23400 Bracket: television, ceiling Metalwork  21

 2150 Chair: patient Furniture/ Fitting  23

 2650 Chair: visitor, patient Furniture/ Fitting  23

 4330 Cupboard: wardrobe Furniture/ Fitting  21

 4600 Curtain track: bed screen Metalwork  21

 4900 Curtain track: window Metalwork  11

 5000 Curtain: bed screen Furniture/ Fitting  23

 5410 Curtain: window, drapes Furniture/ Fitting  1 set3

 6152 Dispenser: disposable glove Furniture/ Fitting  1 near basin2

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 to basin2

 6156 Dispenser: soap Furniture/ Fitting  1 to basin2

 6158 Dispenser: soap antiseptic Furniture/ Fitting  1 to basin2

 12450 Locker: bedside Furniture/ Fitting  2 mobile, 2 lockable top drawers3

 16250 Oxygen flowmeter Furniture/ Fitting  23

 19800 Shelf: laminate Furniture/ Fitting  2 for flowers1

 21950 Suction adapter Furniture/ Fitting  23

 22000 Suction bottle Furniture/ Fitting  23

 16200 Table: overbed Furniture/ Fitting  23

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 2800 Basin: handwash, Type B  1 ___ yes ___ yes yes yes ___ elbow action levers___1

 54510 Telephone: handset, standard  2 ___ ___ ___ ___ ___ ___ ___yes3

 54550 Television: 34 cm  2 yes ___ ___ ___ ___ ___ ______3

Services

ID Description Service Category Qty Remarks

 1090 TV: MATV Communications  2 1 / bed

 1006 Voice / Data outlet: double Communications  2 1 / bed; one outlet for telephone, each bed
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1080Room Tag:

Room Name 2 Bed Room 2BR-STRoom Code:

ID Description Service Category Qty Remarks

 5000 Airconditioning HVAC

 6001 General: colour corrected Lighting

 6060 Special: night lights Lighting

 6050 Special: reading Lighting  2 Up/down light

 7020 Medical Air (MA) Medical Gases  2 1 / bed

 7000 Oxygen (O2) Medical Gases  2 1 / bed

 7040 Suction Medical Gases  2 1 / bed

 8080 Emergency call Nurse Call  1 + indicator button & light

 8005 Patient call handset Nurse Call  2 call button & light switch on the handset

 8000 Patient/ Staff call Nurse Call  2 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  2 + indicator button & light

 9040 Body protected Power

 9015 GPO: Cleaner Power  1

 9010 GPO: Emergency power, single Power  8 4 / bed

 9000 GPO: Single Power  8 4 / bed

 9000 GPO: Single Power  2 1 adjacent to each patient chair

 9000 GPO: Single Power  2 Bedhead low level, for electric bed/s

 9060 Special: for equipment Power  2 TVs, ceiling
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1080Room Tag:

Room Name 2 Bed Room 2BR-STRoom Code:

Area 25.0 M2

 No of Rooms 1

 Subtotal of Area 25.0 M2

Minimum Dimension 0.0 M2

Hours of Operation 24 Hours

Occupancy Up to 2 patients; 1-2 visitors each; 1-2 staff

Also covers these

Rooms

Description/

Special Requirements

A 2 Bed Room will accommodate two patients with similar nursing needs 

for the delivery of nursing and medical care. Each space will be individually 

curtained and allow for treatment of patients either in bed or sitting beside 

the bed in a comfortable chair; natural light and outlook is essential; 

patients require the ability to view out of the window from either the chair or 

bed. The room may also be used for obstetric care, either pre or post natal, 

and may include bassinets.

Each room is to have direct access to Ensuite toilet and shower facilities 

and the Unit corridor. The room layout is to allow movement of equipment 

around bedspaces. 

The 2 Bed Room may vary in configuration to suit different Ensuite options 

including:

  -  2 BR-ST-A   Inboard Ensuite

  -  2 BR-ST-B   Outboard Ensuite 

  -  2 BR-ST-C   Shared Ensuite

Acoustics: Acoustic privacy is required.

Body Protected Electrical Area

10.10.03, - First Draft

07.02.05, - User review BOB; description, fabric, fittings & services 

modified

Amendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5010 Ceiling Plasterboard Paint, washable Flush set, 

suspended

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 8010 Door protection Composite Prefinished 

PVC

Protection plate to 

900 AFFL

Equal to Acrovyn

 8040 Door protection Composite Prefinished 

PVC

To door frame Equal to Acrovyn

 9125 Doors Solid Core Paint 1 1/2 leaf, 

observation panel

1400mm clear opening, H/O 

device, obs panel optional

 1045 Floor finish Vinyl, non slip Textured Seamless, coved under basin

 1000 Floor finish Vinyl Standard slip 

resistant

Seamless, coved Carpet also acceptable

 7030 Observation Alum/ glass Powdercoat Internal window, 

door height

with integral blinds, optional 

to outboard ensuite rooms

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

Feather edge vinyl skirting if 

carpeted
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1080Room Tag:

Room Name 2 Bed Room 2BR-STRoom Code:

Fabric RemarksSpecificationFinishMaterialID Selection

 3000 Wall finish Paint Acrylic, 

washable

 3060 Wall finish Vinyl Prefinished Splashback to basin, tiles also 

acceptable

 3092 Wall protection MDF Laminate Bed protection wall 

panel

 4030 Wall protection Composite Prefinished 

PVC

Corner guards to 

900 AFFL

Where required

 7001 Windows Natural light & outlook 

essential.

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 150 Air flowmeter Furniture/ Fitting  2 Medical air3

 480 Bassinet Furniture/ Fitting  2 optional, if used for post-natal care3

 700 Bed: inpatient, manual Furniture/ Fitting  23

 1252 Blind: Venetian integral Furniture/ Fitting  1 to internal window if provided1

 1465 Bracket: suction bottle Furniture/ Fitting  22

 23400 Bracket: television, ceiling Metalwork  21

 2150 Chair: patient Furniture/ Fitting  23

 2650 Chair: visitor, patient Furniture/ Fitting  23

 4330 Cupboard: wardrobe Furniture/ Fitting  21

 4600 Curtain track: bed screen Metalwork  21

 4900 Curtain track: window Metalwork  11

 5000 Curtain: bed screen Furniture/ Fitting  23

 5410 Curtain: window, drapes Furniture/ Fitting  1 set3

 6152 Dispenser: disposable glove Furniture/ Fitting  1 near basin2

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 to basin2

 6156 Dispenser: soap Furniture/ Fitting  1 to basin2

 6158 Dispenser: soap antiseptic Furniture/ Fitting  1 to basin2

 12450 Locker: bedside Furniture/ Fitting  2 mobile, 2 lockable top drawers3

 16250 Oxygen flowmeter Furniture/ Fitting  23

 19800 Shelf: laminate Furniture/ Fitting  2 for flowers1

 21950 Suction adapter Furniture/ Fitting  23

 22000 Suction bottle Furniture/ Fitting  23

 16200 Table: overbed Furniture/ Fitting  23

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 2800 Basin: handwash, Type B  1 ___ yes ___ yes yes yes ___ elbow action levers___1

 54510 Telephone: handset, standard  2 ___ ___ ___ ___ ___ ___ ___yes3

 54550 Television: 34 cm  2 yes ___ ___ ___ ___ ___ ______3

Services

ID Description Service Category Qty Remarks

 1090 TV: MATV Communications  2 1 / bed

 1006 Voice / Data outlet: double Communications  2 1 / bed; one outlet for telephone, each bed
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1080Room Tag:

Room Name 2 Bed Room 2BR-STRoom Code:

ID Description Service Category Qty Remarks

 5000 Airconditioning HVAC

 6001 General: colour corrected Lighting

 6060 Special: night lights Lighting

 6050 Special: reading Lighting  2 Up/down light

 7020 Medical Air (MA) Medical Gases  2 1 / bed

 7000 Oxygen (O2) Medical Gases  2 1 / bed

 7040 Suction Medical Gases  2 1 / bed

 8080 Emergency call Nurse Call  1 + indicator button & light

 8005 Patient call handset Nurse Call  2 call button & light switch on the handset

 8000 Patient/ Staff call Nurse Call  2 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  2 + indicator button & light

 9040 Body protected Power

 9015 GPO: Cleaner Power  1

 9010 GPO: Emergency power, single Power  8 4 / bed

 9000 GPO: Single Power  8 4 / bed

 9000 GPO: Single Power  2 1 adjacent to each patient chair

 9000 GPO: Single Power  2 Bedhead low level, for electric bed/s

 9060 Special: for equipment Power  2 TVs, ceiling
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1100Room Tag:

Room Name 4 Bed Room 4 BR-STRoom Code:

Area 42.0 M2

 No of Rooms 1

 Subtotal of Area 42.0 M2

Minimum Dimension 0.0 M2

Hours of Operation 24 Hours

Occupancy Up to 4 patients; 1-2 visitors each; 1-2 staff

Also covers these

Rooms

Description/

Special Requirements

A 4 Bed Room will accommodate four patients with similar nursing needs 

for the delivery of nursing and medical care and treatment. Each space will 

be individually curtained and allow for treatment of patients either in bed or 

sitting beside the bed in a comfortable chair; natural light and outlook is 

essential; patients require the ability to view out of the window from either 

the chair or bed.

Each room is to have direct access to ensuite toilet and shower facilities, 

and a staff handwash basin, either within the room or immediately adjacent. 

The 4 Bed Room may vary in configuration to suit different Ensuite options 

including:

  -  4 BR-ST-A   Inboard Ensuite

  -  4 BR-ST-B   Outboard Ensuite 

  -  4 BR-ST-C   Inboard/ Outboard Ensuite

Acoustics: Acoustic privacy is required.

Body Protected electrical area

10.10.03, - First Draft

07.02.05, - BOB User review; description, fabric, fittings, services modified
Amendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5010 Ceiling Plasterboard Paint, washable Flush set, 

suspended

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 1000 Floor finish Vinyl Standard slip 

resistant

Seamless, coved Carpet also acceptable

 1045 Floor finish Vinyl, non slip Textured Seamless, coved under basin

 7030 Observation Alum/ glass Powdercoat Internal window, 

door height

with integral venetian, 

optional in outboard ensuite 

rooms

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

Feather edge vinyl skirting if 

carpeted

 3000 Wall finish Paint Acrylic, 

washable

 3060 Wall finish Vinyl Prefinished Splashback to basin, tiles also 

acceptable

 3092 Wall protection MDF Laminate Bed protection wall 

panel

 4030 Wall protection Composite Prefinished 

PVC

Corner guards to 

900 AFFL

Where required
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1100Room Tag:

Room Name 4 Bed Room 4 BR-STRoom Code:

Fabric RemarksSpecificationFinishMaterialID Selection

 7001 Windows Natural light & outlook 

essential.

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 150 Air flowmeter Furniture/ Fitting  4 Medical air3

 700 Bed: inpatient, manual Furniture/ Fitting  43

 1252 Blind: Venetian integral Furniture/ Fitting  1 to internal window if provided1

 1465 Bracket: suction bottle Furniture/ Fitting  42

 23400 Bracket: television, ceiling Metalwork  41

 2150 Chair: patient Furniture/ Fitting  43

 2650 Chair: visitor, patient Furniture/ Fitting  43

 4330 Cupboard: wardrobe Furniture/ Fitting  41

 4600 Curtain track: bed screen Metalwork  41

 4900 Curtain track: window Metalwork  11

 5000 Curtain: bed screen Furniture/ Fitting  43

 5410 Curtain: window, drapes Furniture/ Fitting  1 set3

 6152 Dispenser: disposable glove Furniture/ Fitting  1 near entry2

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 to basin2

 6156 Dispenser: soap Furniture/ Fitting  1 to basin2

 6158 Dispenser: soap antiseptic Furniture/ Fitting  1 to basin2

 12450 Locker: bedside Furniture/ Fitting  4 mobile, 2 lockable top drawers3

 16250 Oxygen flowmeter Furniture/ Fitting  43

 19800 Shelf: laminate Furniture/ Fitting  4 for flowers1

 21950 Suction adapter Furniture/ Fitting  43

 22000 Suction bottle Furniture/ Fitting  43

 16200 Table: overbed Furniture/ Fitting  43

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 2800 Basin: handwash, Type B  1 ___ yes ___ yes yes yes ___ elbow action levers___1

 54510 Telephone: handset, standard  4 ___ ___ ___ ___ ___ ___ ___yes3

 54550 Television: 34 cm  4 yes ___ ___ ___ ___ ___ ______3

Services

ID Description Service Category Qty Remarks

 1090 TV: MATV Communications  4 1 / bed

 1006 Voice / Data outlet: double Communications  4 1 / bed; one outlet for telephone, each bed

 5000 Airconditioning HVAC

 6001 General: colour corrected Lighting

 6060 Special: night lights Lighting

 6050 Special: reading Lighting  4 Up/down lights

 7020 Medical Air (MA) Medical Gases  4 1 / bed

 7000 Oxygen (O2) Medical Gases  4 1 / bed

 7040 Suction Medical Gases  4 1 / bed
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1100Room Tag:

Room Name 4 Bed Room 4 BR-STRoom Code:

ID Description Service Category Qty Remarks

 8080 Emergency call Nurse Call  1 + indicator button & light

 8005 Patient call handset Nurse Call  4 call button & light switch on the handset

 8000 Patient/ Staff call Nurse Call  4 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  4 + indicator button & light

 9040 Body protected Power

 9015 GPO: Cleaner Power  1

 9010 GPO: Emergency power, single Power  16 4 / bed

 9000 GPO: Single Power  16 4 / bed

 9000 GPO: Single Power  4 1 adjacent to each patient chair (optional)

 9000 GPO: Single Power  4 Bedhead low level, for electric bed/s

 9060 Special: for equipment Power  4 TVs, ceiling
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1100Room Tag:

Room Name 4 Bed Room 4 BR-STRoom Code:

Area 42.0 M2

 No of Rooms 1

 Subtotal of Area 42.0 M2

Minimum Dimension 0.0 M2

Hours of Operation 24 Hours

Occupancy Up to 4 patients; 1-2 visitors each; 1-2 staff

Also covers these

Rooms

Description/

Special Requirements

A 4 Bed Room will accommodate four patients with similar nursing needs 

for the delivery of nursing and medical care and treatment. Each space will 

be individually curtained and allow for treatment of patients either in bed or 

sitting beside the bed in a comfortable chair; natural light and outlook is 

essential; patients require the ability to view out of the window from either 

the chair or bed.

Each room is to have direct access to ensuite toilet and shower facilities, 

and a staff handwash basin, either within the room or immediately adjacent. 

The 4 Bed Room may vary in configuration to suit different Ensuite options 

including:

  -  4 BR-ST-A   Inboard Ensuite

  -  4 BR-ST-B   Outboard Ensuite 

  -  4 BR-ST-C   Inboard/ Outboard Ensuite

Acoustics: Acoustic privacy is required.

Body Protected electrical area

10.10.03, - First Draft

07.02.05, - BOB User review; description, fabric, fittings, services modified
Amendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5010 Ceiling Plasterboard Paint, washable Flush set, 

suspended

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 1000 Floor finish Vinyl Standard slip 

resistant

Seamless, coved Carpet also acceptable

 1045 Floor finish Vinyl, non slip Textured Seamless, coved under basin

 7030 Observation Alum/ glass Powdercoat Internal window, 

door height

with integral venetian, 

optional in outboard ensuite 

rooms

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

Feather edge vinyl skirting if 

carpeted

 3000 Wall finish Paint Acrylic, 

washable

 3060 Wall finish Vinyl Prefinished Splashback to basin, tiles also 

acceptable

 3092 Wall protection MDF Laminate Bed protection wall 

panel

 4030 Wall protection Composite Prefinished 

PVC

Corner guards to 

900 AFFL

Where required
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1100Room Tag:

Room Name 4 Bed Room 4 BR-STRoom Code:

Fabric RemarksSpecificationFinishMaterialID Selection

 7001 Windows Natural light & outlook 

essential.

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 150 Air flowmeter Furniture/ Fitting  4 Medical air3

 700 Bed: inpatient, manual Furniture/ Fitting  43

 1252 Blind: Venetian integral Furniture/ Fitting  1 to internal window if provided1

 1465 Bracket: suction bottle Furniture/ Fitting  42

 23400 Bracket: television, ceiling Metalwork  41

 2150 Chair: patient Furniture/ Fitting  43

 2650 Chair: visitor, patient Furniture/ Fitting  43

 4330 Cupboard: wardrobe Furniture/ Fitting  41

 4600 Curtain track: bed screen Metalwork  41

 4900 Curtain track: window Metalwork  11

 5000 Curtain: bed screen Furniture/ Fitting  43

 5410 Curtain: window, drapes Furniture/ Fitting  1 set3

 6152 Dispenser: disposable glove Furniture/ Fitting  1 near entry2

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 to basin2

 6156 Dispenser: soap Furniture/ Fitting  1 to basin2

 6158 Dispenser: soap antiseptic Furniture/ Fitting  1 to basin2

 12450 Locker: bedside Furniture/ Fitting  4 mobile, 2 lockable top drawers3

 16250 Oxygen flowmeter Furniture/ Fitting  43

 19800 Shelf: laminate Furniture/ Fitting  4 for flowers1

 21950 Suction adapter Furniture/ Fitting  43

 22000 Suction bottle Furniture/ Fitting  43

 16200 Table: overbed Furniture/ Fitting  43

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 2800 Basin: handwash, Type B  1 ___ yes ___ yes yes yes ___ elbow action levers___1

 54510 Telephone: handset, standard  4 ___ ___ ___ ___ ___ ___ ___yes3

 54550 Television: 34 cm  4 yes ___ ___ ___ ___ ___ ______3

Services

ID Description Service Category Qty Remarks

 1090 TV: MATV Communications  4 1 / bed

 1006 Voice / Data outlet: double Communications  4 1 / bed; one outlet for telephone, each bed

 5000 Airconditioning HVAC

 6001 General: colour corrected Lighting

 6060 Special: night lights Lighting

 6050 Special: reading Lighting  4 Up/down lights

 7020 Medical Air (MA) Medical Gases  4 1 / bed

 7000 Oxygen (O2) Medical Gases  4 1 / bed

 7040 Suction Medical Gases  4 1 / bed
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1100Room Tag:

Room Name 4 Bed Room 4 BR-STRoom Code:

ID Description Service Category Qty Remarks

 8080 Emergency call Nurse Call  1 + indicator button & light

 8005 Patient call handset Nurse Call  4 call button & light switch on the handset

 8000 Patient/ Staff call Nurse Call  4 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  4 + indicator button & light

 9040 Body protected Power

 9015 GPO: Cleaner Power  1

 9010 GPO: Emergency power, single Power  16 4 / bed

 9000 GPO: Single Power  16 4 / bed

 9000 GPO: Single Power  4 1 adjacent to each patient chair (optional)

 9000 GPO: Single Power  4 Bedhead low level, for electric bed/s

 9060 Special: for equipment Power  4 TVs, ceiling
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   Standard Components - Room Data Sheet 

Room Name ADL Bathroom Room Number: ADLB

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy 1 patient; 1 - 2 staff assisting

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements A bathroom for patient 'Activities of Daily Living' assessment and training.  The ADL Bathroom provides

for training of patients to use a domestic bath and shower, patient dressing, undressing, grooming and
handwashing.  Facilities include a domestic bath installed in a corner of the room, toilet and handbasin and
a separate shower within the room.  A low height adjustable shower is required over the bath. Additional
Design Requirements:- The shower area must not have a raised, fixed hob.- The entrance to the bathroom
is to be flush with the adjoining corridor.- The door is to be fitted with escape hardware. Acoustics: sound
attenuation level - medium high. Acoustic privacy required. Body protected electrical area.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2526 Floor finish Vinyl Non-slip Seamless coved Significant change in
colour from adjacent
Corridor to be avoided.
Suitable for barefeet.

3070 Wall finish Vinyl Prefinished Wall vinyl full height to shower area, tiles also
acceptable

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

Water resistant flush set
suspended ceiling is also
acceptable

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1350mm clear opening,
privacy latch

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1 above basin

FF-13800 Mirror - full length 1 1 dressing

FF-19100 Waste bin - sanitary 3 1 Optional, depends on
Waste Management
Policy.

FF-19910 Shelf - vanity 1 1 Or integrated with
handbasin.

FF-20650 Soap / shampoo holder 1 2

FF-2300 Chair - shower 3 1 Or commode chair
or combined shower/
commode chair.

FF-23700 Towel rail 1 1 With grab rail fixings.

FF-23865 Transfer bench 3 1 portable - not fixed, near
bath



 

   Standard Components - Room Data Sheet 

Room Name ADL Bathroom Room Number: ADLB

 

Page: 2

 

AusHFG code Description Group Qty Comments

FF-3400 Coathook 1 2 1 @ 1000H

FF-4800 Curtain track - shower (90deg) 1 1 Optional, depends on
infection control policy.

FF-5300 Curtain - shower 3 1 Optional, depends on
infection control policy.

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 To basin. Optional for
shower and bath areas.

FF-6160 Dispenser - toilet paper 1 1 On hinged rail.

FF-8450 Grab rail - Shower 1 1 Combined with hand held
shower.

FF-8500 Grab rail - WC, hinged 1 2 Drop down rails both sides
of WC. 1 x toilet paper
dispenser, 1 x NC.

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-3201 Bath - domestic 1 1
        Warm water.

FE-47400 Shower - hand-held 1 1
        

To shower, short
lever taps.

FE-47400 Shower - hand-held 1 1
        

Optional. Low
level over bath.

FE-55605 Toilet suite - patient 1 1
        

FE-5603 Basin - ensuite 1 1
        

With integral
shelf for patient
belongings or
separate shelf.
Tapware: mixer,
fixture mounted.

FE-40406 Tapware - shower mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9040 Body protected 1 1
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Room Name ADL Bathroom Room Number: ADLB
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AusHFG code Description Group Qty Comments

S-4033 Floor waste 1 2

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 3 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 2 + indicator button & light

 



 

   Standard Components - Room Data Sheet 

Room Name ADL Bed Room Room Number: ADLBR

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 15.00

Remarks

Occupancy 1 patient; 1-2 staff

Hours of Operation  8am to 6pm, intermittent use

Acoustics Acoustic privacy is required

Description / Special
Requirements Single Bed Room for Activities of Daily Living patient assessment and training; natural light and outlook

is desirable; The room is to be lockable. The room furnishings will be domestic style to mimic home
conditions.Acoustics: Acoustic privacy is required.Body Protected Electrical Area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. Vinyl also acceptable

3000 Wall finish Paint Acrylic, washable  

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9001 Door - 1100mm Solid Core Paint Single leaf 1100mm clear opening,
lockable

7001 Windows    Desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH or floor vinyl coved skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1 optional

FF-2150 Chair - patient 3 1

FF-22690 Table - bedside 3 1 heavy

FF-2655 Chair - visitor 3 1

FF-4330 Cupboard - wardrobe 1 1 with hanging rail & shelves

FF-4900 Curtain track - window 1 1 to external window

FF-5410 Curtain - window, drapes 3 2

FF-5900 Desk 3 1

FF-690 Bed - domestic, single 3 1

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning
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AusHFG code Description Comments

S-6000 General fluorescent

S-6050 Special: reading Up/down light

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6050 Special: reading 2 1 Up/down light

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

 



 

   Standard Components - Room Data Sheet 

Room Name ADL Dining Lounge Room Number: ADLD

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy Up to 4

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The ADL Dining / Lounge Room is an area provided within the Transitional Living Unit for the patient along

with their visitors to eat their meals, away from the bedroom environment. The Dining / Lounge Room may
be located adjacent to the ADL Kitchen.Acoustics: sound attenuation level-high; acoustic privacy is required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

2670 Wall protection   Corner guards to 900
AFFL minimum 

2537 Wall protection   Crash rail at 900 AFFL Optional

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1700 Chair - dining 3 3 with space for wheelchair

FF-7512 Chair - armchair 3 2

FF-22801 Table - coffee 3 1

FF-105700 Table - round, 900 diameter  1

FF-5828 External window dressing 3 1 Optional, to external
window as required.
Number to suit window
configuration

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2
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AusHFG code Description Group Qty Comments

S-9040 Body protected 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 2 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Room Name ADL Kitchen - Enclosed Room Number: ADLK-ENC
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements An accessible kitchen for patient Activities of Daily Living assessment and training; bench is to be wheelchair

accessible. The Kitchen will include benches, sink, cooktop, wall oven/grill, rangehood, microwave ,
wheelchair accessible storage, and refrigerator/ freezer.Body Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

2727 Wall finish   Splashback Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

Optional, enclosed room
only

8040 Door protection Composite Prefinished PVC To door frame Optional, to be decided
at project level, enclosed
room only

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 1100 clear opening

7001 Windows    

7035 Observation Alum/ Glass Powdercoat Internal window optional

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 3 open under part, round
edges

FF-4440 Cupboard - drawer unit, lockable 3 1 mobile, under bench

FF-4460 Cupboard - wall mounted 1 2

FF-4473 Cupboard - wall mounted, lockable 1 1

FF-4474 Cupboard - wall mounted, lockable 1 1

FF-6154 Dispenser - paper/ hand towel 2 1 to sink

FF-6156 Dispenser - soap 2 1

FF-6510 Drawer unit - lockable 1 1 single row under bench

FF-7526 Kitchen Equipment 1 1 Including pots, pans,
cutlery and utensils
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AusHFG code Description Group Qty Comments

FF-4336 Cupboard - single door lockable 1 1

FF-5824 Waste bin - general 3 1

FF-5828 External window dressing 3 1

FF-24405 Whiteboard - magnetic 2 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-13400 Cooktop - electric 1 1
        

elements in
semi circle, front
controls

FE-19500 Kettle - electric 3 1
        

FE-35400 Oven - microwave, domestic 3 1
        on bench

FE-37200 Oven - electric 1 1
        

wall oven,
retractable/ side
opening doors

FE-42950 Rangehood 1 1
        over stove

FE-44150 Refrigerator - 300 Litre,
domestic

3 1
        

FE-48350 Sink & drainer - 1 1/2 bowls 1 1
        

heat lined, warm
water

FE-40403 Tapware - accessible basin
mixer

1 1
        

FE-55100 Toaster - electric 3 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 3

S-9050 Direct connection 3 2 XRV, clocks, lights

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1
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AusHFG code Description Group Qty Comments

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy 2 - 3

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements An accessible kitchen for patient "Activities of Daily Living" assessment and training. Designed to be

functional for wheelchair users. The Kitchen will include benches, sink, cooktop, wall oven/grill, rangehood,
microwave , wheelchair accessible storage, and refrigerator/ freezer.Acoustics: sound attenuation level
high.Body Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

2727 Wall finish   Splashback Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

Optional, enclosed room
only

8040 Door protection Composite Prefinished PVC To door frame Optional, to be decided
at project level, enclosed
room only

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 1100 clear opening

7001 Windows    

7035 Observation Alum/ Glass Powdercoat Internal window optional

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 2 open under part, round
edges

FF-4440 Cupboard - drawer unit, lockable 3 1 mobile, under bench

FF-4463 Cupboard - wall mounted 1 1

FF-4464 Cupboard - wall mounted 1 1

FF-6154 Dispenser - paper/ hand towel 2 1 to sink

FF-6156 Dispenser - soap 2 1

FF-6510 Drawer unit - lockable 1 1 single row under bench

FF-7526 Kitchen Equipment 1 1 Including pots, pans,
cutlery and utensils

FF-4336 Cupboard - single door lockable 1 1
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AusHFG code Description Group Qty Comments

FF-4489 Cupboard - wall mounted, single 1 2

FF-5824 Waste bin - general 3 1

FF-5828 External window dressing 3 1

FF-24405 Whiteboard - magnetic 2 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-13400 Cooktop - electric 1 1
        

elements in
semi circle, front
controls

FE-19500 Kettle - electric 3 1
        

FE-35400 Oven - microwave, domestic 3 1
        on bench

FE-37200 Oven - electric 1 1
        

wall oven,
retractable/ side
opening doors

FE-42950 Rangehood 1 1
        over stove

FE-44100 Refrigerator - 250 Litre,
domestic

3 1
        

FE-48350 Sink & drainer - 1 1/2 bowls 1 1
        

heat lined, warm
water

FE-40403 Tapware - accessible basin
mixer

1 1
        

FE-55100 Toaster - electric 3 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 3

S-9040 Body protected 1 1

S-9050 Direct connection 3 2 XRV, clocks, lights

S-5000 Airconditioning 1 1
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AusHFG code Description Group Qty Comments

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 8.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements Domestic style laundry for patient Activities of Daily Living (ADL) assessment and training, wheelchair

accessible. The room will include benches, laundry tub, domestic washing machine, dryer and ironing
facilities.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2526 Floor finish Vinyl Non-slip Seamless coved 

3000 Wall finish Paint Acrylic, washable  

2527 Wall finish  Prefinished Splashback 

5021 Ceiling - Plasterboard Plasterboard Paint, washable Water resistant, flush
set, suspended 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

7030 Observation Alum/ Glass Powdercoat Internal window, door
height 

Obervation window,
optional

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 With inset laundry tub,
open under part. Length
to suit layout. Refer
RLS or project specific
requirements.

FF-1050 Bench - laminate 1 2 Both sides of ironing
cabinet. Length to
suit layout. Refer RLS
or project specific
requirements.

FF-1460 Bracket - wall 1 1 Low level, for the dryer

FF-1505 Cabinet - ironing board 1 1 lockable, with integral
ironing board

FF-20000 Shelving unit - adjustable 1 1 Over bench. Number
to suit layout, refer
RLS or project specific
requirements.

FF-23956 Trolley - laundry, basket 3 1 under bench

FF-3400 Coathook 1 2 for hanging clothes
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AusHFG code Description Group Qty Comments

FF-4410 Cupboard - under bench 1 1 Under laundry sink bench.
Number to suit layout,
refer RLS or project
specific requirements.

FF-4465 Cupboard - wall mounted 1 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-18400 Dryer - tumble, domestic 3 1
        

wall mounted @
600mm AFFL on
bracket

FE-29200 Iron - electric 3 1
        

inside cupboard,
hardwired.

FE-49400 Sink - laundry, single 1 1
        

With overflow
drain, warm
water, single
mixer to tub
optional

FE-60650 Washing machine - domestic 3 1
        

Heavy duty.
Floor mounted
top loader or
plinth mounted
(secured)
front loader
for wheelchair
access. Add
a wall bracket
if mounted on
plinth

FE-40403 Tapware - accessible basin
mixer

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 1

S-9050 Direct connection 3 1 XRV, clocks, lights

S-4010 Cold water: outlet 1 1 to washing machine

S-4033 Floor waste 1 1

S-5037 Special exhaust: dryer 1 1

S-2088 Light switch: single 1 1
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Last modified 01/03/2016

Briefed Area 3.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The After Hours Blood Fridge is a discreet area for refrigerated storage of blood and blood products for after

hours access by authorised personnel. The After Hours Blood Fridge may be located in close proximity to a
Critical Care Unit.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL 

As required; Equal to'
Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 for recording

FF-17385 Pinboard/ whiteboard combination 2 1 combination unit

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-21805 Freezer - blood products 3 1
        

with temperature
alarm, optional

FE-44300 Refrigerator - blood products 3 1
        

with temperature
alarm

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9010 GPO: Emergency power, single (V) 1 1 monitor

S-9010 GPO: Emergency power, single (H) 1 1 monitor

S-1005 Voice / Data outlet: single 1 2 in ceiling for data
projector; optional

S-1085 Temperature monitor & alarm 1 2 to fridge
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AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 4.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The After Hours Drug Store is a secure room for the storage of drugs and medications required after hours,

accessible only by authorised personnel. Refrigerated storage will be required for some medications.   The
Store will be replenished by Pharmacy personnel with access from within the Pharmacy and accessed
externally by authorised personnel.  Room to be lockable both sides. Refer to project specific requirements
for automated medication management systems. Storage solutions to meet project specific service,
functionality and OHS demands.  This includes, and not limited to, proprietary storage systems.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level

9001 Door - 1100mm Solid Core Paint Single leaf From corridor.

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel From Pharmacy.

2713 Door protection   Kick plate 300 AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 Length to suit layout, refer
RLS or project specific
requirements.

FF-20000 Shelving unit - adjustable 1 2 Optional, over bench.
Number and type of
storage to suit design
and functionality. Refer
RLS or project specific
requirements.

FF-4420 Cupboard - under bench, lockable 1 1 Optional, with adjustable
shelves. Number and type
of storage to suit design
and functionality. Refer
RLS or project specific
requirements.

FF-5824 Waste bin - general 3 1 Optional

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-44350 Refrigerator - drugs 3 1
        

With freezer,
under bench.
Size depends
on operational
policy and
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

functional
requirement.

FF-5559 Automated medication
management device

1 1
        

Optional, room
layout and
infrastructure to
provide future
installation with
minimal re-
work. Number
of units depend
on operational
policy and
functionality.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9010 GPO: Emergency power, single (H) 1 1 monitor

S-9001 GPO: Double 1 2

S-9011 GPO: Emergency power, double (H) 1 1 for refrigerator

S-9011 GPO: Emergency power, double (H) 1 1 for refrigerator

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1085 Temperature monitor & alarm 1 1 to fridge

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-10005 Duress alarm 1 1

S-10020 Card access 1 2 optional; swipe card
access
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements Airlock associated with a Main Entry Area for wind/ weather protection and to maintain air pressurisation.

It will be used by a wide range of people including fully ambulant, persons using a wide range of walking
aids, persons in wheelchairs or on trolleys and the general public.The size of the air lock should allow for
several people to enter before the second door opens and should reflect the level of service provision.Entry
doors may be glazed and automatic. Walls may also be glazed. 'After-hours' access may require intercom or
special security provisions.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl, or other
suitable slip resistant floor
finish

1150 Floor finish Composite Slip resistant Floor mat, recessed Optional; Attention to
detailing of recessed mat
to avoid trip hazard

3000 Wall finish Paint Acrylic, washable  

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

9220 Door - 1600mmm Alum/ Safety glass Powdercoat/ paint Double leaf, fully
glazed 

1600mm clear opening,
may be automatic,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2015 Skirting    Skirting to suit built fabric

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1000 Bench seat 1 1 Optional

FF-6491 Bracket - CCTV camera 1 1 Optional

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-7300 Camera - CCTV security 1 1
        optional

FE-6474 Video Intercom 1 1
        

Optional,
'after-hours'
access. Can
be integral with
CCTV system.
If required
receiving
location to be
identified.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent
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Services

AusHFG code Description Group Qty Comments

S-2069 GPO: Single Ceiling Mounted 1 1 Bedhead low level, for
electric bed

S-1422 GPO: single, ceiling mounted  2 Imported 150916

S-1005110 DATA:Single Voice Data Ceiling Mounted  1 Imported 150916

S-1040 Intercom 1 1 optional

S-1100 TV: CCTV 1 1 optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-1438 Emergency door release 3 1

S-10020 Card access 1 1 optional; swipe card
access
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Last modified 01/03/2016

Briefed Area 6.00

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements Airlock associated with a Main Entry Area for wind/ weather protection and to maintain air pressurisation.

It will be used by a wide range of people including fully ambulant, persons using a wide range of walking
aids, persons in wheelchairs or on trolleys and the general public.The size of the air lock should allow for
several people to enter before the second door opens and should reflect the level of service provision.Entry
doors may be glazed and automatic. Walls may also be glazed. 'After-hours' access may require intercom or
special security provisions.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl, or other
suitable slip resistant floor
finish

1150 Floor finish Composite Slip resistant Floor mat, recessed Optional; Attention to
detailing of recessed mat
to avoid trip hazard

3000 Wall finish Paint Acrylic, washable  

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

9220 Door - 1600mmm Alum/ Safety glass Powdercoat/ paint Double leaf, fully
glazed 

1600mm clear opening,
may be automatic,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2015 Skirting    Skirting to suit built fabric

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-6491 Bracket - CCTV camera 1 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-7300 Camera - CCTV security 1 1
        optional

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-2069 GPO: Single Ceiling Mounted 1 1 Bedhead low level, for
electric bed

S-9015 GPO: Cleaner 1 1
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AusHFG code Description Group Qty Comments

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1005110 DATA:Single Voice Data Ceiling Mounted  1 Imported 150916

S-1035 Door buzzer 1 1 optional

S-1040 Intercom 1 1 optional

S-1100 TV: CCTV 1 1 optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-10020 Card access 1 1 optional; swipe card
access

 



 

   Standard Components - Room Data Sheet 

Room Name Ambulance Triage Room Number: AMBTR

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy Up to 3

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Ambulance Triage is an area for receipt and assessment of patients arriving in the Unit by ambulance.

The Ambulance Triage will be adjacent to the Ambulance entry which should include an Airlock.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin, tiles also
acceptable

3092 Wall protection MDF Laminate Bed protection wall
panel 

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL 

Equal to Acrovyn, as
required

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1110 Bench - laminate, writing 1 1 ambulance write-up

FF-1465 Bracket - suction bottle 2 2 optional

FF-150 Air flowmeter 3 1 optional

FF-16250 Oxygen flowmeter 3 2 optional

FF-19800 Shelf - laminate 1 1 to head of trolleys

FF-21950 Suction adapter 3 2

FF-22000 Suction bottle 3 2 optional

FF-3350 Clock - battery operated 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-17001 Gurney  2

FF-5824 Waste bin - general 3 1
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Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

FE-54520 Telephone - handset,
handsfree (WM)

3 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 2 monitor

S-9040 Body protected 1 1

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 1

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 2

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 2
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Last modified 01/03/2016

Briefed Area 14.00

Remarks

Occupancy Up to 3 staff

Hours of Operation  Available 24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements Room adjacent to Angiography Procedure Room/s with direct visibility to the patient for remote control of

equipment, and review and reporting of procedure images. The Control/ Reporting room may serve two
procedure rooms.Acoustics: Acoustic privacy is requiredAdditional Design Considerations: - Radiation
shielding as advised by Radiation Consultant - Cable ducts from Angiography Procedure Room and
Computer/Equipment room may be required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 910mm clear opening

7025 Observation Lead glass Clear Internal window to procedure room

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 3 at 900H

FF-16840 Partitions - laminate 1 2 as required

FF-17250 Pedestal drawer unit - mobile, 660mmH 3 1 under bench

FF-17360 Pinboard - fabric covered 1 3 over bench

FF-1950 Chair - ergonomic, high 3 3

FF-20000 Shelving unit - adjustable 1 6 for books, manuals, over
bench

FF-3400 Coathook 1 2

FF-24405 Whiteboard - magnetic 2 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

FE-35951 Monitor (dual screen) 3 1
        

FE-41100 Printer - networked 3 1
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        

FE-54510 Telephone - handset,
standard

3 2
        on bench

FE-62150 IMG - console, control 1 1
        

Angiography
control monitors

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 9

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 6 1 outlet for telephone

S-1040 Intercom 1 1 optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 4 under O/H cupboards
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Last modified 01/03/2016

Briefed Area 15.00

Remarks

Occupancy 1 patient; up to 3 staff

Hours of Operation  Available 24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements The Anaesthetic Room is for holding patients on mobile beds or trolleys prior to operative procedures

at times when the Operating Room is not available. Local, regional or general anaesthesia may be
administered in this area. Depending on special circumstances an Anaesthetic Induction Room of 18 m2 is
also acceptable.Acoustics: Acoustic privacy is requiredBody Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin, tiles also
acceptable

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL Equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9128 Door - 1200mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 

1500mm clear opening,
sliding covers to obs
panels

6015 Cornice Plasterboard Paint Flush coved between
wall & ceiling 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 open under part

FF-12300 Linen carrier - dirty, single 3 1

FF-12900 Wire panel - for storage-bins 1 3 457mmx457mm, over
bench

FF-1465 Bracket - suction bottle 2 2 on equipment rail

FF-150 Air flowmeter 3 1

FF-15100 Bracket - monitor 3 1 optional

FF-1567 Cable/hose support arm - wall mount 3 1 optional

FF-16250 Oxygen flowmeter 3 2

FF-19700 Sharps bin 3 1 on bench

FF-21755 Storage bins 3 10 on louvred panels

FF-21950 Suction adapter 3 2
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AusHFG code Description Group Qty Comments

FF-22000 Suction bottle 3 2

FF-23950 Trolley 3 1

FF-4380 Cupboard - wall mount, glass front 1 1 over bench, lockable

FF-4410 Cupboard - under bench 1 2

FF-4430 Cupboard - drawer unit 1 1 under bench

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-6163 Dispenser - mask 3 1 to entry

FF-7300 Rail - equipment 1 1 under services panel

FF-5824 Waste bin - general 3 1

FF-5975 Waste bin - clinical 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-3100 Basin - scrub, Type A 1 1
        

refer to BHWS-A
(sim)

FE-36055 Monitor - cardiac with vital
signs

3 1
        optional

FE-43800 Refrigerator - under-bench,
120 Litre

3 1
        

under bench,
optional

FE-54510 Telephone - handset,
standard

3 1
        to bench

FE-9750 Clock - slave, analogue 1 1
        

FE-5857 Light - procedures small,
ceiling

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5005 Air conditioning: special positive pressure, filtered

S-6001 General: colour corrected

S-6055 Special: task light, built in under O/H cupboards

 
Services
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AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 3 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 2 monitor

S-9010 GPO: Emergency power, single (V) 1 1 monitor

S-9010 GPO: Emergency power, single (V) 1 4 monitor

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 2 TV, ceiling

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5005 Air conditioning: special 1 1 positive pressure, filtered

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 2 under O/H cupboards

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-8090 Orderly/ Porter call 1 1 optional

S-1951 Staff assist call 1 1 + indicator button & light

S-2072 Scavenge Outlet 1 1 and controls, on wall,
optional

S-7000 Oxygen (O2) 1 2

S-7010 Nitrous Oxide (N2O) 1 1 services panel

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 2

S-7070 Scavenge 1 1 services panel

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 42.00

Remarks

Occupancy 1 patient, up to 6 staff

Hours of Operation  Available 24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements Procedure room where Angiography procedures and electrophysiology studies are undertaken in a

controlled environment. A Control room will be located adjacent and may serve more than one procedure
room. A clinical scrub area should be located immediately adjacent to the room staff entry.Acoustics:
Acoustic privacy is requiredCardiac Protected Electrical Area Additional Design Considerations: - Radiation
shielding as advised by Radiation Consultant - Unistrut Ceiling able to carry moving loads may be required -
Cable ducts from Control Room and Computer/Equipment room may be required - 'X-Ray in Use' lights are
required outside each entry door - Power to Angiography equipment should be on emergency supply

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended at 3000 mm AFFL

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame equal to 'Acrovyn'

9005 Door - 910mm Solid Core/ Lead glass Paint Single leaf, observation
panel, lead shielding staff entry/ exit

9130 Door - 1600mm Solid Core Paint 1 1/2 leaf, with lead
shielding 

patient entry/ exit,
1600mm clear opening

7025 Observation Lead glass Clear Internal window to control room

6015 Cornice Plasterboard Paint Flush coved between
wall & ceiling 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1

FF-1465 Bracket - suction bottle 2 2 below services panel

FF-150 Air flowmeter 3 1 services panel

FF-16250 Oxygen flowmeter 3 2 services panel

FF-21950 Suction adapter 3 2

FF-22000 Suction bottle 3 2 on bracket

FF-4410 Cupboard - under bench 1 2 adjustable shelves

FF-4430 Cupboard - drawer unit 1 1 under bench

FF-4493 Cupboard - catheter hanging 1 1 sliding glass doors,
shelving to one side
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AusHFG code Description Group Qty Comments

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-32650 Light - operating, single, 550
diam nominal

1 1
        

FE-36050 Monitor - cardiac 3 3
        

on ceiling
support frame

FE-66300 IMG - Angiography - cardiac
imaging unit

1 1
        

with imaging &
cardiac monitors

FE-66305 IMG - Angiography table 1 1
        

FE-9700 Clock - analogue, electric 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9030 Cardiac protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6110 Downlights: dimmable optional

S-12030 Lead lining to walls and doors as specified

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 7 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 6 monitor

S-9001650 GPO:Double RCD  2 Imported 150916

S-9015 GPO: Cleaner 1 1

S-9030 Cardiac protected 1 1

S-9011 GPO: Emergency power, double (H) 1 3 for refrigerator

S-1006 Voice / Data outlet: double 1 3 1 outlet for telephone

S-1040 Intercom 1 1 optional

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 3

S-6110 Downlights: dimmable 1 1 optional

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light
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AusHFG code Description Group Qty Comments

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 2

S-7010 Nitrous Oxide (N2O) 1 1 services panel

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 2

S-7070 Scavenge 1 1 services panel

S-11000 Wall panel 2 2 patient services panels

S-11060 Special 1 1 to angiography table

S-12030 Lead lining 1 1 to walls and doors as
specified
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Last modified 01/03/2016

Briefed Area 6.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements Anteroom associated with an Isolation room for maintenance of air pressurisation and for staff and visitors

to change and dispose of protective gear used on entering or exit; a staff handwashing basin will be located
within the room; glazing is recommended for patient and staff visibility.Pressurisation - negative or positive
depending on type of Isolation roomBody Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved To basin; selected
material to comply
with Infection Control
Guidelines

2526 Floor finish Vinyl Non-slip Seamless coved Under basin; significant
change in colour to be
avoided

3000 Wall finish Paint Acrylic, washable  

2906 Wall finish   Splashback behind
basin 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

9002 Door - 910mm Solid Core/ Glass Paint Single leaf, half glazed From Corridor to
Anteroom. Staff
movement.

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12300 Linen carrier - dirty, single 3 1

FF-3400 Coathook 1 4

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-6153 Dispenser - moisturiser 2 1 Optional. Depends on
Operational Policy.

FF-5578 Trolley - PPE 3 1

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 1
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Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

Elbow action
levers or
handsfree
optional.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A room for the storage and preparation of radiological media, sterile stock, medications and where set-up for

Angiography procedures is undertaken.Secured staff only access to the room may be required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL tiles also acceptable

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 2

FF-12900 Wire panel - for storage-bins 1 2 above bench, optional

FF-1470 Bracket - sharps 2 1

FF-19060 Safe - dangerous drugs, small 1 1 optional

FF-19700 Sharps bin 3 1

FF-4360 Cupboard - door ht adj. shelves 1 1 lockable

FF-4410 Cupboard - under bench 1 2 with adjustable shelf

FF-4470 Cupboard - wall mounted, lockable 1 3 over bench, with
adjustable shelf

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-44811 Overbench double door glazed (600hx800wx350d) 1 1
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AusHFG code Description Group Qty Comments

FF-44711 Overbench single door lockable (600hx400wx350d) 1 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-43800 Refrigerator - under-bench,
120 Litre

3 1
        optional

FE-54510 Telephone - handset,
standard

3 1
        

optional, on
bench

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 2

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 3 under O/H cupboards
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Room Name Assembly/ Preparation (Pharmacy), 20m2 Room Number: ASPR-20

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 20.00

Remarks

Occupancy Up to 5

Hours of Operation  8am to 8pm, daily

Acoustics

Description or Special
Requirements The Assembly/ Preparation area provides workstations for pharmacists to prepare, assemble and label

patient medications. The Assembly/ Preparation area should be located close to the Pharmacy Bulk Store

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin & sink bench

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 with inset sink

FF-17360 Pinboard - fabric covered 1 2 to upstand of preparation
bench

FF-1950 Chair - ergonomic, high 3 5

FF-19968 Shelving - pharmacy stock flow 3 1 under preparation bench

FF-20000 Shelving unit - adjustable 1 3 over sink bench

FF-4410 Cupboard - under bench 1 1 under sink, adjustable
shelves

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1

FF-5824 Waste bin - general 3 1

FF-1122 Bench - workstation, Pharmacy, freestanding 1 1 @ 1000mmH, preparation
workstations

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 2
        flat screens

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-41100 Printer - networked 3 2 labels
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        

FE-47890 Sink & drainer - single,
930mmL

1 1
        hot water

FE-54500 Telephone - cordless 3 1
        mobile

FE-4045 Tapware - long elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 13

S-1006 Voice / Data outlet: double 1 5 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-6055 Special: task light, built in 1 3 under O/H cupboards
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Last modified 01/03/2016

Briefed Area 30.00

Remarks

Occupancy Up to 8

Hours of Operation  8am to 8pm, daily

Acoustics

Description or Special
Requirements The Assembly/ Preparation area provides workstations for pharmacists to prepare, assemble and label

patient medications. The Assembly/ Preparation area should be located close to the Pharmacy Bulk Store

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin & sink bench

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 with inset sink

FF-17360 Pinboard - fabric covered 1 2 to upstand of preparation
bench

FF-1950 Chair - ergonomic, high 3 8

FF-19968 Shelving - pharmacy stock flow 3 2 under preparation bench

FF-20000 Shelving unit - adjustable 1 6 over sink bench

FF-4410 Cupboard - under bench 1 1 under sink, adjustable
shelves

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-5824 Waste bin - general 3 1

FF-1123 Bench - workstation, Pharmacy, freestanding 1 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 4
        flat screens

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-41100 Printer - networked 3 2
        labels
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-47890 Sink & drainer - single,
930mmL

1 1
        hot water

FE-54500 Telephone - cordless 3 2
        mobile

FE-4045 Tapware - long elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 18

S-1006 Voice / Data outlet: double 1 8 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-6055 Special: task light, built in 1 6 under O/H cupboards
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Last modified 01/03/2016

Briefed Area 14.00

Remarks

Occupancy Up to 3

Hours of Operation  8am to 6pm, daily

Acoustics Acoustic privacy is required

Description or Special
Requirements Room with an internal sound proof booth to specifications, for audiology testing. Audiometric booth should

be ventilated or connected to air-conditioning, power and data. Level access to the Audiometric Booth is
recommended. Acoustics: Acoustic privacy requiredBody Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. 

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 910mm clear opening

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1600 Chair - child 3 1 as required

FF-1650 Chair - client 3 3

FF-17250 Pedestal drawer unit - mobile, 660mmH 3 1 under desk

FF-2100 Chair - ergonomic, office 3 1

FF-24400 Whiteboard 2 1

FF-3400 Coathook 1 2

FF-5900 Desk 3 1

FF-22620 Table - adjustable height  1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

FE-1600 Audiometric booth 3 1
        to specification

FE-54510 Telephone - handset,
standard

3 1
        on desk

 



 

   Standard Components - Room Data Sheet 

Room Name Audiology Testing Room Room Number: AUDIO

 

Page: 2

 

Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

S-6110 Downlights: dimmable optional

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 5

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 3

S-6110 Downlights: dimmable 1 1 optional

S-10005 Duress alarm 1 1
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy 1 patient; 1-2 staff assisting

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements The bathroom provides for assisted bathing of patients, patient dressing, undressing, grooming and

handwashing. Facilities include a toilet, and handbasin; a separate shower within the room. A fixed island
bath may be required depending on specialty, i.e. burns, paediatrics etc. If a fixed island bay is require
a hydraulic lift bath may be considered for Health & Safety purposes. The bathroom should allow for
manoeuvring of a patient on a lifting device or shower bed. Placement of the toilet should allow assistance
from both sides. The room shall comply with AS1428.Additional Design Requirements: - The shower area
must not have a raised hob. - The entrance to the bathroom is to be flush with the adjoining corridor.- The
door is to be fitted with escape hardware- Bariatric capability may be considered, refer to project specific
requirements. - Air-conditioning and exhaust should be intermittent use and operate when light switch
is activated or turned off.Acoustics: Sound attenuation level - Medium. Acoustic privacy required.Body
Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2526 Floor finish Vinyl Non-slip Seamless coved 

3070 Wall finish Vinyl Prefinished Wall vinyl full height to shower area, tiles also
acceptable

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

Water resistant flush
set suspended also
acceptable

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1350mm clear opening,
privacy latch

2529 Door protection Composite Prefinished PVC To door frame To be decided at project
level

2712 Door protection   Protection plate to 900
AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

significant colour change
from adjacent Corridor to
be avoided. Suitable for
bare feet.

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1 above basin

FF-13800 Mirror - full length 1 1 dressing

FF-19100 Waste bin - sanitary 3 1

FF-19910 Shelf - vanity 1 1

FF-20050 Shower seat - fold up 1 1

FF-20650 Soap / shampoo holder 1 1 to shower

FF-2300 Chair - shower 3 1

FF-23700 Towel rail 1 1 with grab rail fixings
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AusHFG code Description Group Qty Comments

FF-3400 Coathook 1 2 1 at 1200 AFFL for
wheelchair users

FF-4700 Curtain track - privacy screen (90 deg) 1 1 to entry door

FF-4800 Curtain track - shower (90deg) 1 1

FF-5250 Curtain - privacy screen 3 1 to entry door

FF-5300 Curtain - shower 3 1

FF-6152 Dispenser - disposable glove 2 1 near entry

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to shower

FF-6156 Dispenser - soap 2 1 to basin

FF-6160 Dispenser - toilet paper 1 1

FF-8400 Grab rail - WC 1 1

FF-8450 Grab rail - Shower 1 1

FF-8500 Grab rail - WC, hinged 1 1 Drop down grab rails may
be placed both side of the
toilet (one with toilet paper
dispenser and nurse call)

FF-5824 Waste bin - general 3 1

FF-5971 Trolley - shower 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-3050 Basin - handwash, accessible 1 1
        

With integral
shelf for patient
belongings or
separate shelf.
Short lever taps/
lever mixer.

FE-3410 Bath - adjustable height,
hydraulic

1 1
        

Default =
no bath.
Depends on
project specific
requirements,
OH&S and
operational
policy. Warm
water if required.

FE-47400 Shower - hand-held 1 1
        

To shower,
tapware mixer,
wall mounted.
Shower head
should not come
in contact with
floor.

FE-47400 Shower - hand-held 1 1
        

Low level over
bath or located
appropriately for
shower trolley
use if bath not
required. Shower
head should
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

not come into
contact with
floor,

FE-5604 Toilet suite - accessible 1 1
        

With backrest.
Concealed
cistern optional.

FE-40406 Tapware - shower mixer 1 2
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9040 Body protected 1 1

S-4033 Floor waste 1 2

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-1418 Light switch single  1 Imported 150916

S-1983 General fluoresecent downlights 1 1

S-8000 Patient/ Staff call 1 2 + indicator button & light

S-8070 Patient call pendant 1 1 waterproof, for bath

S-8080 Emergency call 1 2 + indicator button & light

S-1951 Staff assist call 1 2 + indicator button & light
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Last modified 01/03/2016

Briefed Area 0.00

Remarks

Occupancy N/A

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The ATM Bay will provide an area for an ATM machine which may requireaccess to the rear of the ATM

by staff or authorised personnel only. TheATM bay may be located in close proximity to a waiting area,
retail precinctor within main entrance area that is not visible from outside. Provision ofpower and data to be
according to ATM specifications.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl or other
suitable slip resistant floor
finish.

3000 Wall finish Paint Acrylic, washable  

2670 Wall protection   Corner guards to 900
AFFL minimum 

Align heights of corner
guards with other corridor
elements

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended Acoustic tiles acceptable.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = or to suit built
fabric.

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-6491 Bracket - CCTV camera 1 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-7300 Camera - CCTV security 1 1
        

Optional: linked
to Security

FE-1540 ATM machine 3 1
        

To be provided
by contracted
supplier.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-2069 GPO: Single Ceiling Mounted 1 1 Bedhead low level, for
electric bed

S-2089 GPO: Uninterripted power single 1 1 as required



 

   Standard Components - Room Data Sheet 

Room Name Bay - ATM, 2m2 Room Number: BATM-2

 

Page: 2

 

AusHFG code Description Group Qty Comments

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1005110 DATA:Single Voice Data Ceiling Mounted  1 Imported 150916

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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   Standard Components - Room Data Sheet 

Room Name Bay - Beverage, Open plan Room Number: BBEV-OP

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 4.00

Remarks

Occupancy 1-2 intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The Beverage Bay is an area for preparing and/or heating refreshments, snacks and some meals, washing

some utensils, storing food and drink and disposing of food waste (in accordance with food hygiene
requirements) in a patient care environment. If an instantaneous boiling water unit is provided, it should
be hardwired and access restricted as required. The Beverage Bay may be located with ready access to
patient areas, staff rooms, or meeting rooms. The Beverage Bay should be adequately recessed to avoid
encroachment into the corridor.Increase room size to 5m2 (minimum) for enclosed space.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

2906 Wall finish   Splashback behind
basin 

2535 Wall protection   Corner guards to 900
AFFL 

Align heights of corner
guards with other corridor
elements

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Laminate infill also
acceptable. Between
above bench joinery and
ceiling.

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

Optional, enclosed bay
only.

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 with inset sink/drainer.
Length to suit layout, refer
RLS or project specific
requirements.

FF-19990 Shelving unit - microwave 1 1 over bench, optional

FF-4410 Cupboard - under bench 1 1 lockable as required.
Number to suit layout,
refer RLS or project
specific requirements.

FF-4430 Cupboard - drawer unit 1 1 under bench

FF-4460 Cupboard - wall mounted 1 1 above bench, adjustable
shelf; lockable as
requried. Number to
suit layout, refer to



 

   Standard Components - Room Data Sheet 

Room Name Bay - Beverage, Open plan Room Number: BBEV-OP

 

Page: 2

 

AusHFG code Description Group Qty Comments

RLS or project specific
requirements.

FF-5860 Waste bin - fliptop 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-26801 Dispenser - ice 1 1
        

optional;
selection
of model to
comply with
infection control
requirement

FE-35400 Oven - microwave, domestic 3 1
        optional

FE-44100 Refrigerator - 250 Litre,
domestic

3 1
        

or underbench
refrigerator

FE-5080 Tapware - Boiling/chilled
water unit (comb)

1 1
        

FE-5080 Boiling/chilled water unit
(comb)

1 1
        

Tapware: instant
hot/cold water
tap to bench/sink
top.

FE-5785 Sink & drainer - single,
930mmL

1 1
        

FE-40403 Tapware - accessible basin
mixer

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

 



 

   Standard Components - Room Data Sheet 

Room Name Bay - Blanket/ Fluid Warmer Room Number: BBW

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 1.00

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A Bay for a blanket or combined blanket / fluid warming cabinet. The bay should have close access to

patient areas and operating rooms.Assess dimensions of cabinet to ensure space is adequate.When blanket
warming is accommodated, ideally located near a Linen Bay.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

2670 Wall protection   Corner guards to 900
AFFL minimum 

Align heights of corner
guards with other corridor
elements

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended Acoustic tiles acceptable.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-4450 Cabinet - blanket/ fluid
warming

3 1
        Freestanding

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9010 GPO: Emergency power, single (V) 1 1 monitor

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

 



 

   Standard Components - Room Data Sheet 

Room Name Bay - Emergency Shower Room Number: BES
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Last modified 01/03/2016

Briefed Area 0.00

Remarks

Occupancy 1

Hours of Operation  Available 24 Hours

Acoustics

Description / Special
Requirements An unobstructed and accessible area with an emergency shower and eyewash equipment for staff who have

been contaminated with toxic and/orcorrosive substances. 

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2526 Floor finish Vinyl Non-slip Seamless coved 

3035 Wall finish Vinyl Prefinished Wall vinyl full height 

2670 Wall protection   Corner guards to 900
AFFL minimum 

5021 Ceiling - Plasterboard Plasterboard Paint, washable Water resistant, flush
set, suspended 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-6188 Safety shower / eyewash
combination

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-6000 General fluorescent 1 1
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Room Name Bay - Flowers, Enclosed Room Number: BFLW-ENC
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Last modified 01/03/2016

Briefed Area 4.00

Remarks

Occupancy 1 intermittently

Hours of Operation  24 Hours

Acoustics Acoustic privacy is required

Description or Special
Requirements An enclosed Bay for staff, relatives or visitors to fill or empty vases, and to arrange and dispose of flowers. It

should include a deep sink, storage for vases and a waste bon for disposal of spent flowers. The Flower Bay
will have direct access to the Unit corridor. Acoustics: Acoustic privacy required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback Default: = vinyl, tiles also
acceptable

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

Optional; Equal to
'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Optional; Equal to
'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 open under part for bin

FF-20000 Shelving unit - adjustable 1 2 above bench for storing
vases

FF-20015 Shelving unit - PPE 1 1

FF-4410 Cupboard - under bench 1 1 adjustable shelf

FF-6154 Dispenser - paper/ hand towel 2 1 to sink

FF-6156 Dispenser - soap 2 1 to sink

FF-8185 Trolley - flowers 3 1

FF-5824 Waste bin - general 3 1 under bench

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-47890 Sink & drainer - single,
930mmL

1 1
        

deep sink; short
lever taps,
provide warm
water

FE-4045 Tapware - elbow mixer  1
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-5015 Ventilation 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 2.00

Remarks

Occupancy 1 intermittently

Hours of Operation  24 Hours

Acoustics Acoustic privacy is required

Description or Special
Requirements A Bay for staff, relatives or visitors to fill or empty vases, and to arrange and dispose of flowers. It should

include a deep sink, storage for vases and a waste bon for disposal of spent flowers. The Flower Bay will
have direct access to the Unit corridor.Increase room size to 4m2 (minimum) for enclosed space.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

2906 Wall finish   Splashback behind
basin 

2535 Wall protection   Corner guards to 900
AFFL 

Align heights of corner
guards with other corridor
elements

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Laminate infill also
acceptable. Between
above bench joinery and
ceiling.

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

Optional, enclosed bay
only.

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 open under part for bin.
Length to suit layout, refer
RLS or project specific
requirements.

FF-20000 Shelving unit - adjustable 1 1 above bench for storing
vases. Number to
suit layout, refer RLS
or project specific
requirements.

FF-4410 Cupboard - under bench 1 1 adjustable shelf. Number
to suit layout, refer
RLS or project specific
requirements.

FF-4410 Cupboard - under bench 1 1

FF-4460 Cupboard - wall mounted 1 1 above bench, adjustable
shelf. Number to suit
layout, refer RLS
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AusHFG code Description Group Qty Comments

or project specific
requirements.

FF-5860 Waste bin - fliptop 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-4045 Tapware - elbow mixer  1
        

FE-5785 Sink & drainer - single,
930mmL

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Room Name Bay Height/Weight Room Number: BHW
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Last modified 01/03/2016

Briefed Area 2.00

Remarks

Occupancy 1-2 intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements An open bay for measuring patients' height and weight either standing or in a wheelchair. Type of weighing

scales will depend on service provision. Special design requirements:  - The bay should be deep enough to
ensure weighing scales do not impede corridor circulation.- Provision of appropriately located power outlets
will be required. 

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

2670 Wall protection   Corner guards to 900
AFFL minimum 

Align heights of corner
guards with other corridor
elements

2537 Wall protection   Crash rail at 900 AFFL As required

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended Consistent with adjacent
area. Acoustic tiles
acceptable.

6030 Cornice Aluminium Powdercoat 24mm shadow angle Consistent with adjacent
area.

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-7400 Trolley - equipment 3 1

FF-6192 Stadiometer - wall mounted 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-19750 Scales - electronic, standing 3 1
        

Chair or standing
and bariatric
consideration
depends on
project specific
requirements.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1
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AusHFG code Description Group Qty Comments

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Room Name Bay - Handwashing, Type A Room Number: BHWS-A
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Last modified 01/03/2016

Briefed Area 1.00

Remarks

Occupancy 1

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A bay off or within a patient bedroom/treatment area, with handwashing facilities for staff to cleanse their

hands before and after every patient contact.Type A refers to a Clinical Scrub basin (large) with non-touch
taps.Bay height to be consistent with adjacent doorway height.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2675 Floor finish Vinyl, non slip  Seamless coved Significant change in
colour to be avoided.

3000 Wall finish Paint Acrylic, washable  

2708 Wall finish   Splashback to basin Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG.

2670 Wall protection   Corner guards to 900
AFFL minimum 

Align heights of corner
guards with other corridor
elements

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended Acoustic tiles acceptable.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1

FF-6156 Dispenser - soap 2 1

FF-6158 Dispenser - soap antiseptic 2 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-3100 Basin - scrub, Type A 1 1
        

Elbow action
lever taps or
hands-free
taps optional.
Tap placement
should allow
washing up to
the elbow.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning



 

   Standard Components - Room Data Sheet 
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AusHFG code Description Comments

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-1983 General fluoresecent downlights 1 1
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Room Name Bay - Handwashing, Type B Room Number: BHWS-B
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Last modified 01/03/2016

Briefed Area 1.00

Remarks

Occupancy 1

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements An area off the corridor, which may be a recessed bay, with handwashing facilities for staff to cleanse their

hands before and after every patient contact. Type B refers to a Medium Handbasin with elbow action lever
taps - for procedural handwashing; taps may be basin mounted or wall mounted. A vanity unit is optional.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1045 Floor finish Vinyl, non slip Textured Seamless, coved under basin

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback Default = vinyl: tiles also
acceptable

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL 

as required, equal to
'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-530 Basin vanity top 1 1 optional

FF-6152 Dispenser - disposable glove 2 1 optional

FF-6154 Dispenser - paper/ hand towel 2 1

FF-6156 Dispenser - soap 2 1

FF-6158 Dispenser - soap antiseptic 2 1 optional

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

elbow action
lever taps, basin
or wall mounted

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services
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AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Room Name Bay - Handwashing, Type C Room Number: BHWS-C
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Last modified 01/03/2016

Briefed Area 1.00

Remarks

Occupancy 1

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements Handwashing facilities for staff, patients and public amenity. Type C refers to a Small to Medium hand basin

with a lever, or a flickmixer tap for general handwashing.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2675 Floor finish Vinyl, non slip  Seamless coved Significant change in
colour to be avoided.

3000 Wall finish Paint Acrylic, washable  

2708 Wall finish   Splashback to basin Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG.

2670 Wall protection   Corner guards to 900
AFFL minimum 

Align heights of corner
guards with other corridor
elements

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended Acoustic tiles acceptable.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1

FF-6156 Dispenser - soap 2 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2850 Basin - handwash, Type C
(with vanity)

1 1
        

Basin mounted
lever or single
lever mixer tap.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1
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AusHFG code Description Group Qty Comments

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 1.50

Remarks

Occupancy 1

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements An area off the corridor, which may be a recessed bay, with handwashing facilities for staff to cleanse

their hands before and after every patient contact and for the storage of PPE equipment. The PPE bay will
include a medium handbasin (Type B) with elbow action lever taps or handsfree (optional) for procedural
handwashing; taps may be basin mounted or wall mounted.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2526 Floor finish Vinyl Non-slip Seamless coved 

3000 Wall finish Paint Acrylic, washable  

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL 

as required, equal to
'Acrovyn'

2906 Wall finish   Splashback behind
basin 

2535 Wall protection   Corner guards to 900
AFFL 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended Acoustic tiles acceptable.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-20015 Shelving unit - PPE 1 1 for gowns, masks etc

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1

FF-6156 Dispenser - soap 2 1

FF-6158 Dispenser - soap antiseptic 2 1

FF-6163 Dispenser - mask 3 1 Optional, PPE

FF-5861 Dispenser - gown/apron 2 1

FF-6153 Dispenser - moisturiser 2 1 Optional. Depends on
Operational Policy.

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

Elbow action
levers or
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Room Name Bay - Handwashing, PPE Room Number: BHWS-PPE
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

handsfree
optional.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-1983 General fluoresecent downlights 1 1
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Room Name Birthing Room - LDR Room Number: BIRM
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Last modified 01/03/2016

Briefed Area 28.00

Remarks

Occupancy 1 patient; 1-2 support persons; up to 4 staff

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Birthing Room LDR provides for the entire process of delivery including patient preparation, relaxation

and analgesia during labour, delivery, infant resuscitation, post natal recovery and observation. The Birthing
Room shall include a scrub basin. Clinical items such as medical gases and services may be concealed
but within easy reach.Acoustics: Sound attenuation level high: Acoustic privacy requiredBody Protected
electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin

3092 Wall protection MDF Laminate Bed protection wall
panel 

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1400mm clear opening

6010 Cornice Plasterboard Paint 90mm to match ceiling
finish 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1

FF-12450 Locker - bedside 3 1

FF-12770 Lounge - 2 1/2 seat 3 1

FF-1465 Bracket - suction bottle 2 1

FF-1470 Bracket - sharps 2 1 mounted to trolley

FF-150 Air flowmeter 3 2 optional

FF-16200 Table - overbed 3 1

FF-16250 Oxygen flowmeter 3 3

FF-16280 Oxygen / nitrous mixer 3 1 mobile

FF-19700 Sharps bin 3 1 on trolley
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AusHFG code Description Group Qty Comments

FF-19800 Shelf - laminate 1 1 near basin

FF-21700 Stool - adjustable, mobile, high 3 1

FF-21950 Suction adapter 3 2

FF-2200 Chair - recliner 3 1

FF-22000 Suction bottle 3 2

FF-23950 Trolley 3 1

FF-24125 Waste bin - clinical 3 1

FF-2650 Chair - visitor, patient 3 1

FF-4330 Cupboard - wardrobe 1 1

FF-4391 Cupboard - special 1 1 to conceal services

FF-4460 Cupboard - wall mounted 1 2 over bench

FF-4500 Curtain track - ceiling mounted 1 1 to baby resus area

FF-4600 Curtain track - bed screen 1 1 to door entry

FF-480 Bassinet 3 1

FF-4900 Curtain track - window 1 1

FF-5000 Curtain - bed screen 3 2 to door entry and resus
trolley

FF-5410 Curtain - window, drapes 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-710 Bed - birthing, manual 3 1

FF-5825 Bracket - patient entertainment, ceiling 1 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-26950 Infant resuscitaire 3 1
        

FE-3100 Basin - scrub, Type A 1 1
        

refer to BHWS-A
(sim)

FE-31750 Light - examination, mobile 3 1
        

FE-32700 Light - operating, single,
mobile

3 1
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        

FE-35850 Monitor - foetal, CTG 3 1
        mobile

FE-54510 Telephone - handset,
standard

3 1
        

FF-5547 Patient entertainment 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6050 Special: reading Up/down light

S-6110 Downlights: dimmable optional

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 8 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 6 monitor

S-9001 GPO: Double 1 4

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 3

S-6050 Special: reading 2 1 Up/down light

S-6110 Downlights: dimmable 1 1 optional

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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AusHFG code Description Group Qty Comments

S-2072 Scavenge Outlet 1 1 and controls, on wall,
optional

S-7000 Oxygen (O2) 1 3

S-7010 Nitrous Oxide (N2O) 1 1 services panel

S-7020 Medical Air (MA) 1 2

S-7040 Suction 1 2

S-7070 Scavenge 1 1 services panel

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 2.00

Remarks

Occupancy 1-2 intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A recessed bay to accommodate a clean linen supply or exchange trolley; blankets and pillows may also

be stored. The bay may be enclosed with doors or sliding doors, however, an open bay is acceptable if a
covered trolley is supplied or the bay is located in non-public access areas.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3051 Wall finish Vinyl Prefinished Wall vinyl to 1800
AFFL 

To underside of shelf,
Default = vinyl

2535 Wall protection   Corner guards to 900
AFFL 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended Acoustic tiles acceptable.

9210 Door - 180 deg Solid Core Paint Double leaf Enclosed bay only. To be
decided at project level.

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12340 Trolley - clean linen 3 1

FF-19800 Shelf - laminate 1 1 Wall mounted, over trolley,
subject to operational
requirements.

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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AusHFG code Description Group Qty Comments

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 2.00

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Blood Store is a bay for refrigerated storage of blood and blood products. The Bay will be located with

ready access to Operating Rooms and patient treatment areas.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL Equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-44300 Refrigerator - blood products 3 3
        

with temperature
monitor

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9011 GPO: Emergency power, double (H) 1 2 for refrigerator

S-1005 Voice / Data outlet: single 1 2 in ceiling for data
projector; optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 4.00

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements An open storage bay for one or more items of mobile equipment in frequent use which may include

wheelchairs, mobile scales, commode chairs, patient lifting devices or other mobile equipment.Special
Design Requirements: The Bay should be deep enough to ensure equipment stored does not impede
corridor circulation; a depth range from 800mm to 1500mm is recommended, depending on equipment to be
stored. If imaging equipment is to be stored add 2m2 to bay.Electrical equipment that requires recharging
may be stored in this space whilst recharging, therefore provision of appropriately located power outlets will
be required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl: or carpet
also acceptable

3000 Wall finish Paint Acrylic, washable  

2538 Wall protection   Crash rail at 350mm
AFFL 

4022 Wall protection Composite Prefinished PVC Crash rail at 350 AFFL Optional; Equal to
'Acrovyn'

2535 Wall protection   Corner guards to 900
AFFL 

2537 Wall protection   Crash rail at 900 AFFL 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = vinyl: or
featheredge vinyl skirting
over carpet

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-7200 Hook - equipment 1 1

FF-17200 Slide boards - patient 3 1

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-5000 Airconditioning 1 1
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AusHFG code Description Group Qty Comments

S-6000 General fluorescent 1 1
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Briefed Area 6.00

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements An open storage bay for one or more items of mobile equipment in frequent use which may include imaging

equipment, wheelchairs, mobile scales, commode chairs, patient lifting devices or other mobile equipment.
Special Design Requirements: The Bay should be deep enough to ensure equipment stored does not
impede corridor circulation; a depth range from 800mm to 1500mm is recommended, depending on
equipment to be stored. Electrical equipment that requires recharging may be stored in this space whilst
recharging, therefore provision of appropriately located power outlets will be required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl: or carpet
also acceptable

3000 Wall finish Paint Acrylic, washable  

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL Equal to 'Acrovyn'

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL Equal to 'Acrovyn'

4022 Wall protection Composite Prefinished PVC Crash rail at 350 AFFL Optional; Equal to
'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = vinyl: or
featheredge vinyl skirting
over carpet

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-24200 Wheelchair 3 2 as required

FF-7400 Trolley - equipment 3 1 as required

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-35700 IMG - X-ray machine, mobile 3 1
        parking area

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2
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AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Briefed Area 4.00

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements An open storage bay for holding meal trolleys during meal delivery and collection times. Meal service and

mid-meal trolleys to be confirmed; special power may be required for Cook/chill rethermalisation trolleys.
Special Design Requirements: The Bay should be deep enough to ensure trolleys do not impede corridor
circulation; minimum depth 1200mm, however, the depth may need to increase to 1500mm depending on
the trolley selected.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl: or
consistent with adjacent
area

3000 Wall finish Paint Acrylic, washable  

2535 Wall protection   Corner guards to 900
AFFL 

As required; align heights
of corner uards with other
corridor elements.

2537 Wall protection   Crash rail at 900 AFFL As required.

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended Acoustic tiles acceptable.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = vinyl: or
consistent with adjacent
area

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-23910 Trolley - tray 3 1 As required, depends on
food delivery system.

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-21585 Trolley - food delivery, hot/
cold

3 1
        as required

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9065 GPO: Special: 3 phase 1 1 1 per food delivery or
rethermalisation trolley, as
required

S-5000 Airconditioning 1 1
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AusHFG code Description Group Qty Comments

S-6000 General fluorescent 1 1
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Briefed Area 1.00

Remarks

Occupancy 1 - 2 staff

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A space for the preparing and testing a range of specimens.  This space has been based on four (4)

benchtop POCT devices. This level of provision may be more common in critical care areas.  The space
is dependent on the number of devices used in each clinical situation. In a multi-device bay, 300mm gap
between each device is recommended.  Design to consider height clearances if above bench joinery is
installed.This space to be colocated with a pneumatic tube bay and in an area that is supervised by staff. 
Assumes that staff will access a hand hygiene bay nearby.  The workspace will suit a staff member who is
standing.Design consideration as to the weight of some POCT devices.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

2670 Wall protection   Corner guards to 900
AFFL minimum 

Align heights of corner
guards with other corridor
elements

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Between above bench
joinery and ceiling.

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended Acoustic tiles acceptable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 With optional inset sink.
Length to suit layout, refer
RLS or project specific
requirements.

FF-12900 Wire panel - for storage-bins 1 1 Over bench. Number to
suit layout.

FF-1470 Bracket - sharps 2 1 Optional.

FF-19700 Sharps bin 3 1 Optional.

FF-21755 Storage bins 3 2 Number to suit.

FF-4410 Cupboard - under bench 1 2 With adjustable shelf.
Number to suit layout,
refer RLS or project
specific requirements.

FF-4470 Cupboard - wall mounted, lockable (s) 1 4 Over bench. Number
to suit layout, refer
RLS or project specific
requirements.

FF-24124 Waste bin - clinical, 20 litres  1

FF-5830 Dispenser - antiseptic hand rub 2 1 May not be required
if Hand Hygiene Bay
colocated.
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Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

FE-43800 Refrigerator - under-bench,
120 Litre

3 1
        

Local
temperature
monitoring.
Optional,
depends on
frequency of
collection.

FE-54510 Telephone - handset,
standard

3 1
        

Bench or wall
mounted,
optional.

FE-6459 Point-of-Care device 3 1
        

Number to be
project specific.

FE-41150 Printer - labels 3 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 4

S-9011 GPO: Emergency power, double (H) 1 1 for refrigerator

S-1006 Voice / Data outlet: double 1 4 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6055 Special: task light, built in 1 2 under O/H cupboards
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Briefed Area 2.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A bay with provision for public telephones; Access should be provided for persons with disabilities.The

Public Telephone Bay should be located where justified, such as, Main Entry and Emergency
Department. Security considerations:- Fixed to wall to prevent theft/tampering. Design considerations:- A
2m2 bay will accommodate one (1) public telephone and a taxi phone.  Add 1m2 per additional telephone.- A
bay is shown, however, wall mounted in a corridor may be an alternate approach.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl: or
consitent with adjacent
space

3000 Wall finish Paint Acrylic, washable  

2670 Wall protection   Corner guards to 900
AFFL minimum 

Align heights of corner
guards with other corridor
elements

2709 Ceiling Acoustic Prefinished Drop-in tiles Or consistent with
adjacent space.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = vinyl: or
consitent with adjacent
space

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 2 1 at disabled access
height.

FF-16840 Partitions - laminate 1 1 Between telephones bays.
Quantity to suit number of
bays.

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-41900 Telephone - public 3 1
        

Add an
additional public
telephone if
taxi phone not
required.

FE-6189 Telephone - taxi 3 1
        

Optional.
Locate at main
entry point to
Hospital and/
or Ambulatory
Care. If not
required add
another public
telephone.

 
Service Requirements
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AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-1005 Voice / Data outlet: single 1 2 in ceiling for data
projector; optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-1983 General fluoresecent downlights 1 2
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Briefed Area 1.50

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A bay for the storage of personal protection equipment such as gloves, gowns, overshoes and masks for

infection control purposes. The bay may be located with the handwash Bay, immediately outside Isolation
Rooms of all types or outside patient rooms. One PPE Bay may be shared by 2 rooms.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL equal to 'Acrovyn'

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL 

as required; equal to
'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1

FF-20015 Shelving unit - PPE 1 1 for gloves, gowns, masks
etc

FF-23950 Trolley 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6159 Dispenser - goggles 2 1

FF-6163 Dispenser - mask 3 1

FF-5830 Dispenser - antiseptic hand rub 2 1 optional

FF-2930 Dispenser - gown 2 1

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1
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AusHFG code Description Group Qty Comments

S-6000 General fluorescent 1 1
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Briefed Area 0.00

Remarks

Occupancy 1

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The Pneumatic Tube Station (PTS) Bay provides an area for dispatchingand receiving of items via the

pneumatic tube system. Where a Bay - Pathology (POCT) exists, it will ideally be collocated. Bay to be
located in a staff accessible area. 

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

2670 Wall protection   Corner guards to 900
AFFL minimum 

Align heights of corner
guards with other corridor
elements

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended Acoustic tiles acceptable.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-6341 Rack - canister storage (pneumatic tube) 1 1 Storage of PTS
cannisters, wall mounted.
Number to suit project
specific requirements.

FF-2889 Basket - drop-in 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-40455 Pneumatic tube station 1 1
        

Size of station to
be confirmed.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-1142 Pneumatic tube alert light 1 1 under O/H cupboards

S-6000 General fluorescent 1 1
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Room Name Bay - Resuscitation Trolley Room Number: BRES
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Last modified 01/03/2016

Briefed Area 1.50

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A recessed bay to provide supervised holding of the resuscitation trolley and equipment. The bay should be

located close to a Staff Station. Rapid emergency access to the trolley and from this area to Patient Areas is
essential.Special Design Requirements: The Bay shall be a minimum of 800mm deep.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

2538 Wall protection   Crash rail at 350mm
AFFL 

2535 Wall protection   Corner guards to 900
AFFL 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-18800 Trolley - resuscitation, adult 3 1

FF-22070 Suction - twin-o-vac unit 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-15500 Defibrillator 3 1
        

FE-5878 ECG machine, on trolley 3 1
        

FE-2806 Trolley; medical equipment 3 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9011 GPO: Emergency power, double (H) 1 2 for refrigerator
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AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 1.00

Remarks

Occupancy

Hours of Operation  Available 24 Hours

Acoustics

Description or Special
Requirements An open storage bay for holding of supplies in frequent use. Stock will be stored in open, heavy duty,

adjustable shelving units.Special Design Requirements: - The Bay should not impede corridor circulation

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved consistent with adjacent
area

3000 Wall finish Paint Acrylic, washable  

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL Equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended consistent with adjacent
area

6030 Cornice Aluminium Powdercoat 24mm shadow angle consistent with adjacent
area

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

consistent with adjacent
area

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13660 Metal shelving - 900x400x2100 3 2 heavy duty

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Room Name Bay - Storage, 4m2 Room Number: BS-4
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Last modified 01/03/2016

Briefed Area 4.00

Remarks

Occupancy

Hours of Operation  Available 24 Hours

Acoustics

Description or Special
Requirements An open storage bay located adjacent to patient treatment areas for holding of supplies in frequent use.

Stock will be stored in open, heavy duty, adjustable shelving units.Special Design Requirements: - The Bay
should not impede corridor circulation

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved or consistent with adjacent
area

3000 Wall finish Paint Acrylic, washable  

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL Equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended or consistent with adjacent
area

6030 Cornice Aluminium Powdercoat 24mm shadow angle or consistent with adjacent
area

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

or consistent with adjacent
area

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13660 Metal shelving - 900x400x2100 3 4 heavy duty

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 1.00

Remarks

Occupancy

Hours of Operation  Available 24 Hours

Acoustics

Description or Special
Requirements A secure enclosed storage bay, located off a corridor, for storage of supplies. The storage bay will include

adjustable heavy duty shelving.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved consistent with adjacent
area

3000 Wall finish Paint Acrylic, washable  

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended consistent with adjacent
area

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9210 Door - 180 deg Solid Core Paint Double leaf Default = 180 degree
opening doors: or sliding
doors acceptable

6030 Cornice Aluminium Powdercoat 24mm shadow angle consistent with adjacent
area

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

consistent with adjacent
area

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13660 Metal shelving - 900x400x2100 3 2 heavy duty

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5015 Ventilation 1 1

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 1.00

Remarks

Occupancy 1

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Utility Bay provides an area with a bench and sink for use as a preparation area. The bay may

be located adjacent to patient treatment areas. The bay should be located in close proximity to a staff
handwashing basin.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL to entire bay

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL Equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended or consistent with adjacent
area

6030 Cornice Aluminium Powdercoat 24mm shadow angle consistent with adjacent
area

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge and inset
sink, open under

FF-20000 Shelving unit - adjustable 1 1 over bench

FF-6154 Dispenser - paper/ hand towel 2 1 to sink

FF-6156 Dispenser - soap 2 1 to sink

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-47800 Sink, SS - single in bench 1 1
        

warm water
if located
in a patient
accessible area

FE-4045 Tapware - elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent
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Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 2.00

Remarks

Occupancy 1

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Utility Bay provides an area with a bench and sink for use as a preparation area. The bay may be

located adjacent to patient treatment areas. The bay may incorporate a staff handwashing basin.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL to whole bay

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL Equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended or consistent with adjacent
area

6030 Cornice Aluminium Powdercoat 24mm shadow angle consistent with adjacent
area

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge and inset
sink

FF-19820 Shelf - SS, under 1 1 under bench

FF-20000 Shelving unit - adjustable 1 1 over bench

FF-6154 Dispenser - paper/ hand towel 2 1 to sink & basin

FF-6156 Dispenser - soap 2 1 to sink & basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

FE-47800 Sink, SS - single in bench 1 1
        

warm water
if located
in a patient
accessible area

FE-4045 Tapware - elbow mixer  1
        

 
Service Requirements
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Room Name Bay - Utility, 2m2 Room Number: BUT-2
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AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Room Name Bay - Vending Machine, 3m2 Room Number: BVM-3
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Last modified 01/03/2016

Briefed Area 3.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  Available 24 Hours

Acoustics

Description / Special
Requirements A recessed bay off corridor or a public area for vending machines. Add 1.5m2 per additional vending

machine.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved consistent with adjacent
area

3000 Wall finish Paint Acrylic, washable  

2535 Wall protection   Corner guards to 900
AFFL 

2709 Ceiling Acoustic Prefinished Drop-in tiles 

6030 Cornice Aluminium Powdercoat 24mm shadow angle consistent with adjacent
area

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

consistent with adjacent
area

Fittings and Furniture

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-58800 Vending machine - cold drinks 3 1
        

Type to be
project specific.

FE-59000 Vending machine - snacks 3 1
        

Type to be
project specific.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-1005 Voice / Data outlet: single 1 2 in ceiling for data
projector; optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

 



 

   Standard Components - Room Data Sheet 

Room Name Bay - Wheelchair Park, 4m2 Room Number: BWC

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 4.00

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements An open storage bay for wheelchairs, located in close proximity to the main entrance. Special Design

Requirements: The Bay should be deep enough to ensure equipment stored does not impede corridor
circulation; minimum depth 1200mm.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved consistent with adjacent
area

3000 Wall finish Paint Acrylic, washable  

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL Equal to 'Acrovyn'

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL Equal to 'Acrovyn'

4022 Wall protection Composite Prefinished PVC Crash rail at 350 AFFL Equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended consistent with adjacent
area

6030 Cornice Aluminium Powdercoat 24mm shadow angle consistent with adjacent
area

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

consistent with adjacent
area

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-24200 Wheelchair 3 3 as required

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

 



 

   Standard Components - Room Data Sheet 

Room Name Bay - Water Dispenser Room Number: BWD-1

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 0.00

Remarks

Occupancy 1 intermittently

Hours of Operation  Available 24 Hours

Acoustics

Description / Special
Requirements Recessed bay off a corridor, a public waiting area or associated with a Main Entry / Lobby area for a drinking

water dispenser. Suitability will depend on Infection Control policies and the provision of vending machines/
retail in close proximity. Preference to provide disposable cups with a dispensing holder than a bubbler.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2526 Floor finish Vinyl Non-slip Seamless coved Significant change in
colour to be avoided.

3000 Wall finish Paint Acrylic, washable  

2670 Wall protection   Corner guards to 900
AFFL minimum 

Align heights of corner
guards with other corridor
elements

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 Or consistent with
adjacent area.

6030 Cornice Aluminium Powdercoat 24mm shadow angle Or consistent with
adjacent area.

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2753 Dispenser - Water 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy Up to 3

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The Patient Change areas are provided for patients to change into gowns,to store their street clothing

and to perform personal ablutions. ChangeRooms should be divided into Male and Female areas on a
proportionalbasis and will include Change Cubicle, Toilet, handbasin and lockers forsecure storage of
personal property. Acoustics: Sound attenuation level - medium; acoustic privacy required. Body Protected
Electrical Area       

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default= vinyl, carpet also
acceptable

3000 Wall finish Paint Acrylic, washable  

3000 Wall finish Paint Acrylic, washable  

2727 Wall finish   Splashback To basin. Selection
of material to comply
with Part D Infection
Prevention and Control
AusHFG.

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf optional, 910mm outward
opening, privacy latch,
with emergency release

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame To be decided at project
level.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default= vinyl coved,
feather edge acceptable if
carpet used

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1000 Bench seat 1 1 To change cubicle. Or
chair, consider weight
capacity.

FF-12300 Linen carrier - dirty, single 3 1

FF-12509 Locker - 2 tier 3 4 16 half lockers or quarter
lockers.

FF-12600 Locker - 4 tier (1/4 size) 3 2

FF-13700 Mirror 1 1

FF-19100 Waste bin - sanitary 3 1 To Female Change
Rooms. Optional,
depends on Waste
Management Policy.
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AusHFG code Description Group Qty Comments

FF-19910 Shelf - vanity 1 1 Above basin. Or
integrated with basin.

FF-23610 Partitions - toilet 1 1

FF-2650 Chair - visitor, patient 3 1

FF-3350 Clock - battery operated 3 1 Optional

FF-3400 Coathook 1 2

FF-6154 Dispenser - paper/ hand towel 2 1

FF-6156 Dispenser - soap 2 1

FF-6160 Dispenser - toilet paper 1 1

FF-8390 Trolley - gowns 3 1

FF-8400 Grab rail - WC 1 2 Ambulant provision.

FF-5824 Waste bin - general 3 1

FF-2740 Partitions - change cubicle 1 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2850 Basin - handwash, Type C
(with vanity)

1 1
        

Or ensuite basin
with integral
shelf for patient
belongings.

FE-55605 Toilet suite - patient 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9040 Body protected 1 1

S-4033 Floor waste 1 1

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1
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AusHFG code Description Group Qty Comments

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 2 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Room Name Change Cubicle - Patient Room Number: CHPT
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Last modified 01/03/2016

Briefed Area 2.00

Remarks

Occupancy 1 patient

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The change cubicle is provided for ambulant patients to undress from street clothes into a hospital gown,

as appropriate, prior to examination or treatment. Following examination or treatment, the patient will re-
dress in street clothes. The Change Cubicle should provide facilities for hanging clothes and a bench for the
patient to sit on whilst changing.Special Requirements: Where two-way access is provided the corridor side
door should be lockable from the inside to provide security to patient belongings.Where rooms serve a Day
Surgery service locker space may be needed.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default= vinyl, carpet also
acceptable

3000 Wall finish Paint Acrylic, washable  

2683 Wall protection   Corner guards to 900
AFFL maximum 

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf Optional. Curtain across
doorway also acceptable.

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame To be decided at project
level.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default= vinyl coved,
feather edge acceptable if
carpet used

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1000 Bench seat 1 1 Optional in lieu of chair.

FF-13700 Mirror 1 1 for patient changing

FF-2650 Chair - visitor, patient 3 1 optional in lieu of bench;
consider weight capacity
of chair.

FF-3400 Coathook 1 2 at 1200 AFFL for
wheelchair users

FF-4700 Curtain track - privacy screen (90 deg) 1 1

FF-5250 Curtain - privacy screen 3 1

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning
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AusHFG code Description Comments

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Briefed Area 4.00

Remarks

Occupancy 1 patient

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A screened area for disabled patients to undress from street clothes into a hospital gown, as appropriate,

prior to examination or treatment. Following examination or treatment, the patient will re-dress in street
clothes. The Change Cubicle should provide facilities for hanging clothes and a bench or chair for the
patient to sit on whilst changing. Space allows for an independent disabled person and staff assistance if
required. Where rooms serve a Day Surgery service locker space may be needed. 

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default= vinyl: carpet also
acceptable

3000 Wall finish Paint Acrylic, washable  

2683 Wall protection   Corner guards to 900
AFFL maximum 

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf Optional. Curtain across
doorway also acceptable.

2529 Door protection Composite Prefinished PVC To door frame To be decided at project
level.

2712 Door protection   Protection plate to 900
AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = coved vinyl:
unless carpet required

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1000 Bench seat 1 1 Optional in lieu of chair.

FF-13700 Mirror 1 1

FF-2650 Chair - visitor, patient 3 1 optional in lieu of bench;
consider weight capacity
of chair.

FF-3400 Coathook 1 2 at 1200 AFFL for
wheelchair users

FF-4700 Curtain track - privacy screen (straight) 1 1 optional depending on if
door provided

FF-5250 Curtain - privacy screen 3 1 optional depending on if
door provided

FF-8510 Grab Rail - SS 1 1

 
Fixtures, Equipment and associated Services

 
Service Requirements



 

   Standard Components - Room Data Sheet 

Room Name Change Cubicle - Accessible Room Number: CHPT-D

 

Page: 2

 

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy Up to 3

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements Staff Change areas are provided for staff that are required to change into appropriate work clothing or

gowns, to store their street clothing and to perform personal ablutions.Change rooms should be divided into
male and female areas on a proportional basis and will include showers, toilets and handbasins. Secure
storage for personal property should be provided. Secured, staff only access to Change Rooms is
required. Acoustics: sound attenuation level - medium; acoustic privacy required. The area may increase
according to the number of staff showers/toilets and lockers to be accommodated.  Allow an additional 2m2
for each additional toilet and shower, 1m2 for each additional basin and 0.5m2 for each additional locker.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl: tiles also
acceptable

3000 Wall finish Paint Acrylic, washable  

3035 Wall finish Vinyl Prefinished Wall vinyl full height 

2727 Wall finish   Splashback Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG.

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear; Secure staff
only access

2713 Door protection   Kick plate 300 AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = coved vinyl: or
tiled skirting to tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1000 Bench seat 1 1 to shower cubicle

FF-1000 Bench seat 1 0 Under lockers, optional.

FF-12300 Linen carrier - dirty, single 3 1

FF-12340 Trolley - clean linen 3 1 Number to suit service.

FF-12509 Locker - 2 tier 3 6 12 half lockers

FF-13700 Mirror 1 1 full height, dressing

FF-13700 Mirror 1 1 above basin

FF-19100 Waste bin - sanitary 3 1 To Female Change
Rooms. Optional,
depends on Waste
Management Policy.

FF-19910 Shelf - vanity 1 1 Above basin. Or
integrated with basin.
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AusHFG code Description Group Qty Comments

FF-20055 Partitions - shower 1 1

FF-20650 Soap / shampoo holder 1 1 to shower cubicle

FF-23610 Partitions - toilet 1 1

FF-3350 Clock - battery operated 3 1 Optional

FF-3400 Coathook 1 2 WC / Shower cubicles

FF-4800 Curtain track - shower (90deg) 1 1 Optional

FF-5300 Curtain - shower 3 1 Optional, depends on
Infection Control Policy

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6160 Dispenser - toilet paper 1 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2850 Basin - handwash, Type C
(with vanity)

1 1
        

Or ensuite basin
with integral
shelf for staff
belongings.

FE-47500 Shower - fixed rose 1 1
        

with adjustable
shower head

FE-55600 Toilet suite - standard 1 1
        

FE-40412 TAP - COLD  1
        

FE-40413 TAP - HOT  1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-4033 Floor waste 1 2

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood
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AusHFG code Description Group Qty Comments

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-10020 Card access 1 1 optional; swipe card
access
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Last modified 01/03/2016

Briefed Area 20.00

Remarks

Occupancy Up to 5

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements Staff Change areas are provided for staff that are required to change into appropriate work clothing or

gowns, to store their street clothing and to perform personal ablutions.Change rooms should be divided into
male and female areas on a proportional basis and will include showers, toilets and handbasins. Secure
storage for personal property should be provided. Secured, staff only access to Change Rooms is
required. Acoustics: sound attenuation level - medium; acoustic privacy required. The area may increase
according to the number of staff showers/toilets and lockers to be accommodated.  Allow an additional 2m2
for each additional toilet and shower, 1m2 for each additional basin and 0.5m2 for each additional locker. 

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl: tiles also
acceptable

2526 Floor finish Vinyl Non-slip Seamless coved Suitable for barefeet. To
shower, default = vinyl,
tiles also acceptable.

3000 Wall finish Paint Acrylic, washable  

3035 Wall finish Vinyl Prefinished Wall vinyl full height 

2727 Wall finish   Splashback Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG.

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear; Secure staff
only access

2713 Door protection   Kick plate 300 AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = coved vinyl: or
tiled skirting to tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1000 Bench seat 1 1 to shower cubicle

FF-12300 Linen carrier - dirty, single 3 1

FF-12340 Trolley - clean linen 3 1 Number to suit service.

FF-12509 Locker - 2 tier 3 8 16 half lockers

FF-13700 Mirror 1 1 above basin

FF-13800 Mirror - full length 1 1

FF-19100 Waste bin - sanitary 3 2 To Female Change
Rooms. Optional,
depends on Waste
Management Policy.
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AusHFG code Description Group Qty Comments

FF-19910 Shelf - vanity 1 1 Above basin. Or
integrated with basin.

FF-20055 Partitions - shower 1 1

FF-20650 Soap / shampoo holder 1 1 to shower cubicle

FF-23610 Partitions - toilet 1 2

FF-3350 Clock - battery operated 3 1 Optional

FF-3400 Coathook 1 3 1 per cubicle.

FF-4800 Curtain track - shower (90deg) 1 1 Optional

FF-5300 Curtain - shower 3 1 Optional, depends on
Infection Control Policy

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 2 1 per basin.

FF-6160 Dispenser - toilet paper 1 2

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2850 Basin - handwash, Type C
(with vanity)

1 2
        

Or ensuite basin
with integral
shelf for staff
belongings.

FE-47500 Shower - fixed rose 1 1
        

with adjustable
shower head

FE-54520 Telephone - handset,
handsfree (WM)

3 1
        

FE-55600 Toilet suite - standard 1 2
        

FE-40406 Tapware - shower mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional
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AusHFG code Description Group Qty Comments

S-4033 Floor waste 1 2

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-10020 Card access 1 1 optional; swipe card
access
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Last modified 01/03/2016

Briefed Area 35.00

Remarks

Occupancy Up to 15

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements Staff Change areas are provided for staff that are required to change into appropriate work clothing or

gowns, to store their street clothing and to perform personal ablutions. Change rooms should be divided into
Male and Female areas on a proportional basis and will include showers, toilets and handbasins. Secure
storage for personal property should be provided. Secured, staff only access to Change Rooms is
required. Acoustics: sound attenuation level - medium; acoustic privacy required. The area may increase
according to the number of staff showers/toilets and lockers to be accommodated.  Allow an additional 2m2
for each additional toilet and shower, 1m2 for each additional basin and 0.5m2 for each additional locker.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl: tiles also
acceptable

2526 Floor finish Vinyl Non-slip Seamless coved Suitable for barefeet. To
shower, default = vinyl,
tiles also acceptable.

3000 Wall finish Paint Acrylic, washable  

2715 Wall finish Vinyl Prefinished Wall vinyl full height to
wet areas 

2727 Wall finish   Splashback Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG.

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear; Secure staff
only access from corridor

2713 Door protection   Kick plate 300 AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = coved vinyl:or
tiled skirting to tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1000 Bench seat 1 2 Under lockers, optional.

FF-1000 Bench seat 1 1 to shower cubicle,
waterproof

FF-12300 Linen carrier - dirty, single 3 2

FF-12340 Trolley - clean linen 3 1 Number to suit service.

FF-12509 Locker - 2 tier 3 12 24 half lockers

FF-13700 Mirror 1 1 full height, dressing

FF-13700 Mirror 1 1 above basin

FF-1492 Cabinet - coat/shoes valet 1 1 optional
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AusHFG code Description Group Qty Comments

FF-19100 Waste bin - sanitary 3 3 To Female Change
Rooms. Optional,
depends on Waste
Management Policy.

FF-20055 Partitions - shower 1 1

FF-20650 Soap / shampoo holder 1 1 to shower cubicle

FF-23610 Partitions - toilet 1 3

FF-3350 Clock - battery operated 3 1 Optional

FF-3400 Coathook 1 4 1 to each cubicle

FF-4800 Curtain track - shower (90deg) 1 1 Optional

FF-5300 Curtain - shower 3 1 Optional, depends on
Infection Control Policy

FF-6154 Dispenser - paper/ hand towel 2 2 to basins

FF-6156 Dispenser - soap 2 2 1 between each basin.

FF-6160 Dispenser - toilet paper 1 3

FF-5824 Waste bin - general 3 2

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2850 Basin - handwash, Type C
(with vanity)

1 3
        

Or ensuite basin
with integral
shelf for staff
belongings.

FE-47500 Shower - fixed rose 1 1
        

with adjustable
shower head

FE-54520 Telephone - handset,
handsfree (WM)

3 1
        

FE-55600 Toilet suite - standard 1 3
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-4033 Floor waste 1 2
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AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-1983 General fluoresecent downlights 1 4

S-10020 Card access 1 1 optional; swipe card
access
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Last modified 01/03/2016

Briefed Area 42.00

Remarks

Occupancy 1 patient, up to 6 staff

Hours of Operation  Available 24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements Procedure room where Cardiac Catheter procedures and electrophysiology studies are undertaken in a

controlled environment. A Control room will be located adjacent and may serve more than one procedure
room. A clinical scrub area should be located immediately adjacent to the room staff entry.Acoustics:
Acoustic privacy is requiredCardiac Protected Electrical Area Additional Design Considerations: - Radiation
shielding as advised by Radiation Consultant - Unistrut Ceiling able to carry moving loads may be required -
Cable ducts from Control Room and Computer/Equipment room may be required - 'X-Ray in Use' lights are
required outside each entry door - Power to Angiography equipment should be on emergency supply

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended at 3000 mm AFFL

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame equal to 'Acrovyn'

9005 Door - 910mm Solid Core/ Lead glass Paint Single leaf, observation
panel, lead shielding staff entry/ exit

9130 Door - 1600mm Solid Core Paint 1 1/2 leaf, with lead
shielding 

patient entry/ exit,
1600mm clear opening

7025 Observation Lead glass Clear Internal window to control room

6015 Cornice Plasterboard Paint Flush coved between
wall & ceiling 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1

FF-1465 Bracket - suction bottle 2 2 below services panel

FF-150 Air flowmeter 3 1 services panel

FF-16250 Oxygen flowmeter 3 2 services panel

FF-21950 Suction adapter 3 2

FF-22000 Suction bottle 3 2 on bracket

FF-4410 Cupboard - under bench 1 2 adjustable shelves

FF-4430 Cupboard - drawer unit 1 1 under bench

FF-4493 Cupboard - catheter hanging 1 1 sliding glass doors,
shelving to one side
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AusHFG code Description Group Qty Comments

FF-5824 Waste bin - general 3 1 under bench

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-32650 Light - operating, single, 550
diam nominal

1 1
        

FE-36050 Monitor - cardiac 3 3
        

on ceiling
support frame

FE-66460 IMG - Catheter Lab imaging
unit

1 1
        

with imaging &
cardiac monitors

FE-66464 IMG - Catheterisation table 1 1
        

FE-9700 Clock - analogue, electric 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9030 Cardiac protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6110 Downlights: dimmable optional

S-12030 Lead lining to walls and doors as specified

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 7 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 6 monitor

S-9001650 GPO:Double RCD  2 Imported 150916

S-9015 GPO: Cleaner 1 1

S-9030 Cardiac protected 1 1

S-9011 GPO: Emergency power, double (H) 1 3 for refrigerator

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 3 1 outlet for telephone

S-1040 Intercom 1 1 optional

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 3

S-6110 Downlights: dimmable 1 1 optional
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AusHFG code Description Group Qty Comments

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 2

S-7010 Nitrous Oxide (N2O) 1 1 services panel

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 2

S-7070 Scavenge 1 1 services panel

S-11000 Wall panel 2 2 patient services panels

S-11060 Special 1 1 to angiography table

S-12030 Lead lining 1 1 to walls and doors as
specified
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Last modified 01/03/2016

Briefed Area 14.00

Remarks

Occupancy Up to 3 staff

Hours of Operation  Available 24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements Room adjacent to Catheter Lab Procedure Room/s with direct visibility to the patient for remote control of

equipment, and review and reporting of procedure images. The Control/ Reporting room may serve two
procedure rooms.Acoustics: Acoustic privacy is requiredAdditional Design Considerations: - Radiation
shielding as advised by Radiation Consultant - Cable ducts from Angiography Procedure Room and
Computer/Equipment room may be required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 910mm clear opening

7025 Observation Lead glass Clear Internal window to procedure room

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 3 at 900H

FF-16840 Partitions - laminate 1 2 as required

FF-17250 Pedestal drawer unit - mobile, 660mmH 3 1

FF-17360 Pinboard - fabric covered 1 3 over bench

FF-1950 Chair - ergonomic, high 3 3

FF-20000 Shelving unit - adjustable 1 6 for books, manuals, over
bench

FF-3400 Coathook 1 2

FF-24405 Whiteboard - magnetic 2 1 optional

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        flat screen

FE-35950 Monitor 3 1
        patient

FE-41100 Printer - networked 3 1
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        

FE-54510 Telephone - handset,
standard

3 2
        on bench

FE-62150 IMG - console, control 1 1
        

Cath lab control
monitors

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 9

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 6 1 outlet for telephone

S-1040 Intercom 1 1 optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 4 under O/H cupboards
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A secure room for the storage and decanting of cleaning materials and agents, storage of cleaning

equipment and trolley, washing and storage of mops, buckets, brooms etc. and for waste disposal. The
larger floor area provides for additional storage or trolley holding.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1020 Floor finish Vinyl, non-slip Safety Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL tiles also acceptable

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear opening;
lock set

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13660 Metal shelving - 900x400x2100 3 3 heavy duty

FF-1485 Hook rack - broom/ mop 1 1 4 hooks, on mounting
plate

FF-3200 Trolley - cleaner's 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1

FF-6156 Dispenser - soap 2 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-40600 Polisher scrubber - floor 3 1
        

FE-49200 Sink - cleaner 1 1
        

FE-58400 Vacuum cleaner - commercial 3 1
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-9300 Dispenser - detergent/
chemical mixer

2 1
        optional

FE-4045 Tapware - long elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-4033 Floor waste

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-4033 Floor waste 1 1

S-4050 Cold water: hosecock 1 1 to detergent/ chemical
mixer if required

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 5.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A secure room for the localised storage and decanting of cleaning materials and agents, storage of cleaning

equipment and trolley, washing and storage of mops, buckets, brooms etc. and for liquid waste disposal.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1020 Floor finish Vinyl, non-slip Safety Seamless, coved 

2526 Floor finish Vinyl Non-slip Seamless coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

Default = vinyl: tiles also
acceptable

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead 

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear opening;
lock set

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1390 Bucket - cleaner's 3 1

FF-1485 Hook rack - broom/ mop 1 1 4 hooks, on mounting
plate

FF-15300 Mop 3 1

FF-19970 Shelving unit - heavy duty 1 1 adjustable shelves

FF-3200 Trolley - cleaner's 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1

FF-6156 Dispenser - soap 2 1

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2850 Basin - handwash, Type C 1 1
        

FE-49200 Sink - cleaner 1 1
        

FE-58400 Vacuum cleaner - commercial 3 1
        optional

FE-9300 Dispenser - detergent/
chemical mixer

2 1
        

hot water may
also be required,
optional

FE-4045 TAPWARE - ELBOW MIXER:
TAP MIXER, LONG LEVER

 1
        

 
Service Requirements

AusHFG code Description Comments

S-4033 Floor waste

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-4000 Hot water: outlet 1 1 to washing machine

S-4010 Cold water: outlet 1 1 to washing machine

S-4033 Floor waste 1 1

S-4050 Cold water: hosecock 1 1 to detergent/ chemical
mixer if required

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 15.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Clean-Up Room, Shared is used for rinsing and cleaning of medical equipment or endoscopes used

in the Operating Rooms or Procedure Rooms. Low temperature sterilisation of endoscopes may also be
undertaken in this room. The shared Clean-up Room should be located between two Minor Operating
Rooms or Procedures rooms where endoscopy procedures are undertaken.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1020 Floor finish Vinyl, non-slip Safety Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

1100 mm clear opening to
ORs, double swing, sliding
cover to observation panel

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge and inset
sinks

FF-1050 Bench - laminate 1 1

FF-1470 Bracket - sharps 2 1

FF-150 Air flowmeter 3 1 for tube drying

FF-19810 Shelf - SS, over 1 1 over sink bench

FF-19820 Shelf - SS, under 1 1 under sink bench

FF-21950 Suction adapter 3 1 for tube cleaning

FF-24125 Waste bin - clinical 3 1

FF-4430 Cupboard - drawer unit 1 3 under dry bench

FF-4460 Cupboard - wall mounted 1 2 over dry bench

FF-6152 Dispenser - disposable glove 2 2

FF-6154 Dispenser - paper/ hand towel 2 1 to basin
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AusHFG code Description Group Qty Comments

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-5824 Waste bin - general 3 1

FF-44614 Overbench single door (600hx425wx350d) 1 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

FE-49100 Sink - 750x500x300D 1 1
        hot water

FE-49800 Sink - flushing rim 1 1
        in bench

FE-52450 Steriliser - low temperature,
peracetic acid

3 1
        optional

FE-4045 Tapware - elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9011 GPO: Emergency power, double (H) 1 1 for refrigerator

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-4000 Hot water: outlet 1 1 to washing machine

S-4010 Cold water: outlet 1 1 to washing machine

S-4033 Floor waste 1 1

S-4037 Tundish drain 1 1 for low temp steriliser,
optional

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 3

S-6055 Special: task light, built in 1 3 under O/H cupboards
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AusHFG code Description Group Qty Comments

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1
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Last modified 01/03/2016

Briefed Area 7.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Clean-Up Room is used for holding of used trolleys and articles from an Operating or Procedure room.

Items may be sorted, rinsed or disposed of and despatched to waste holding/ CSSU areas as appropriate.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1020 Floor finish Vinyl, non-slip Safety Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL 

As required; Equal to
Acrovyn

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge

FF-12300 Linen carrier - dirty, single 3 1

FF-1470 Bracket - sharps 2 1

FF-15400 Hook rack - mops 1 1 4 hooks

FF-19700 Sharps bin 3 1

FF-19820 Shelf - SS, under 1 1 under SS bench

FF-20000 Shelving unit - adjustable 1 1 over bench

FF-23950 Trolley 3 1

FF-24125 Waste bin - clinical 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services
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Room Name Clean-Up Room, 7m2 Room Number: CLUP-7
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

elbow action
levers

FE-49111 Sink - 450x350x250D 1 1
        hot water

FE-49200 Sink - cleaner 1 1
        

FE-4045 Tapware - long elbow mixer  1
        

FE-4045 Tapware - elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-4033 Floor waste 1 1

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Room Name Clean-Up Room (Pathology) Room Number: CLUP-P
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Clean-up Room is used for rinsing and cleaning of equipment and utensils used in the Pathology Unit,

and disposal of waste.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1020 Floor finish Vinyl, non-slip Safety Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9128 Door - 1200mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 1350mm clear opening

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 3 with wet edge

FF-150 Air flowmeter 3 1

FF-19810 Shelf - SS, over 1 1 over sink bench

FF-24125 Waste bin - clinical 3 2 Sulo size

FF-4410 Cupboard - under bench 1 4 under SS bench,
adjustable shelves

FF-4460 Cupboard - wall mounted 1 1 over part SS bench,
adjustable shelves

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-44711 Overbench single door lockable (600hx400wx350d) 1 1

FF-44716 Overbench double door lockable (600hx800wx350d) 1 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        Type B

FE-47850 Sink, SS - double in bench 1 1
        

FE-49800 Sink - flushing rim 1 1
        in bench

FE-58200 Washer sanitiser - utensil 1 1
        optional

FE-4045 Tapware - elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-1433 Electrical Isolator: 1PH+N  1 Imported 150916

S-9001 GPO: Double 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-4000 Hot water: outlet 1 1 to washing machine

S-4010 Cold water: outlet 1 1 to washing machine

S-4010 Cold water: outlet 1 1 to washing machine

S-4033 Floor waste 1 1

S-4037 Tundish drain 1 1 for low temp steriliser,
optional

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches (2-way) 1 1

S-6055 Special: task light, built in 1 1 under O/H cupboards

S-7020 Medical Air (MA) 1 1
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Room Name Clean Utility, 12m2 Room Number: CLUR-12
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy 1 - 2 staff

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A room for the storage and preparation of clean and sterile consumables and equipment for patient

treatment; secure storage and preparation of medications, including intravenous fluids. It may also function
as an alternative storage area for the medication trolley. The room may provide storage for drugs of
dependence in accordance with relevant legislation. Secured staff only access to the room may be required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback default = vinyl: tiles also
acceptable

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

default = vinyl: tiles also
acceptable

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended for security reasons

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 open under part

FF-12900 Wire panel - for storage-bins 1 2

FF-1470 Bracket - sharps 2 1 mounted to side of bench

FF-17312 Pharmacy bin; returns 3 1 inside medication
cupboard

FF-19062 Safe - dangerous drugs, medium 1 1 in medication cupboard,
reinforce to 80kgs

FF-19700 Sharps bin 3 1

FF-19900 Shelves - pharmacy storage 1 1 in side locked cupboard ,
equal to 'stock flow'

FF-20000 Shelving unit - adjustable 1 1 heavy duty

FF-21755 Storage bins 3 30 for louvred panels, if
provided

FF-4335 Cupboard - double door lockable 1 1 pharmacy shelving inside
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AusHFG code Description Group Qty Comments

FF-4375 Cupboard - medication, lockable 1 1 with drug safe, with some
adjustable shelves

FF-4410 Cupboard - under bench 1 1 with adjustable shelves

FF-6154 Dispenser - paper/ hand towel 2 1 to hand basin

FF-6156 Dispenser - soap 2 1 to hand basin

FF-6157 Dispenser - medicated hand gel 2 1 optional

FF-6158 Dispenser - soap antiseptic 2 1 to hand basin

FF-6600 Trolley - dressing 3 2

FF-5824 Waste bin - general 3 1

FF-5598 Shelving unit - adjustable, full height 1 1

FF-5931 Shelving unit - over bench 1 2

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-43801 Refrigerator - drugs 3 1
        

FE-49111 Sink - 450x350x250D 1 1
        

Default = no
sink, optional

FE-2788 Refrigerator - under-bench,
80L

3 1
        

FE-4045 Tapware - elbow mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

S-8040 Annunciator

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1
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AusHFG code Description Group Qty Comments

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 2 under O/H cupboards

S-8040 Annunciator 1 1
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Last modified 01/03/2016

Briefed Area 14.00

Remarks

Occupancy 1 - 2 staff

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A room for the storage and preparation of clean and sterile consumables and equipment for patient

treatment; secure storage and preparation of medications, including intravenous fluids. It may also function
as an alternative storage area for the medication trolley. The room may provide storage for drugs of
dependence in accordance with relevant legislation.The Clean Utility 14m2 will provided access doors
from both sides of the room. Secure staff only access to the room will be required.Refer to project specific
requirements for automated medication management systems.Storage provisions to meet service /
functionality design and OH&S demands. This includes (and not limited to) proprietary storage systems.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

2526 Floor finish Vinyl Non-slip Seamless coved Significant change in
colour to be avoided.

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Laminate infill also
acceptable. Between
above bench joinery and
ceiling.

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended for security reasons

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 2 Length and number to
suit, refer RLS or project
specific requirements.

FF-12900 Wire panel - for storage-bins 1 2 Above bench, optional.
Depends on functionality,
infection control and
cleaning policies.

FF-1470 Bracket - sharps 2 1 Wall mounted or trolley.

FF-17312 Pharmacy bin; returns 3 1

FF-19062 Safe - dangerous drugs, medium 1 1 Or large drug safe, size
depends on operational
policy and functional
requirement. Reinforce
wall fixings to suit weight
capacity.
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AusHFG code Description Group Qty Comments

FF-19700 Sharps bin 3 1 Wall mounted or trolley.

FF-20015 Shelving unit - PPE 1 1

FF-4410 Cupboard - under bench 1 2 Optional, with adjustable
shelves. Number and
type to suit design and
functionality. Refer
RLS or project specific
requirements.

FF-4480 Cupboard - wall mounted, glass doors 1 0 Optional, over bench,
lockable, adjustable
shelves. Number and
type to suit design and
functionality. Refer
RLS or project specific
requirements.

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to hand basin

FF-6156 Dispenser - soap 2 1 to hand basin

FF-6158 Dispenser - soap antiseptic 2 1 to hand basin

FF-6600 Trolley - dressing 3 1 Number to suit service.

FF-6153 Dispenser - moisturiser 2 1 Optional

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 1

FF-5933 Cabinet - wall mounted, above bench 1 0 Number and type of
storage to suit design
and functionality. Refer
RLS or project specific
requirements.

FF-2965 Shelf - under bench 1 1

FF-5598 Shelving unit - adjustable, full height 1 1 IV fluid, etc. Number
and type to suit design
and functionality. Refer
RLS or project specific
requirements.

FF-5597 Shelving unit - over bench, adjustable 1 1 Optional. Number and
type to suit design and
functionality. Refer
RLS or project specific
requirements.

FF-5931 Shelving unit - over bench 1 2 Optional. Number and
type to suit design and
functionality. Refer
RLS or project specific
requirements.

FF-5580 Storage bins - stainless steel wire mesh 1 2 For louvred panels,
optional. Depends on
functionality, infection
control and cleaning
policies.

FF-13600 Trolley - medication 3 1 Number to suit service

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 0
        

Or mobile device
as per hospitals
ICT strategy

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-
B (sim). Elbow
action levers
or handsfree
optional.

FE-44360 Refrigerator - drugs, small 3 1
        

Or large drug
fridge, size
depends on
operational
policy and
functional
requirement.

FE-49111 Sink - 450x350x250D 1 0
        

Default = no
sink, optional

FE-49111 Sink - 450x350x250D 1 1
        

FE-54510 Telephone - handset,
standard

3 1
        

Wall or bench
mounted,
optional.

FF-5559 Automated medication
management device

1 1
        

Optional, fixed or
mobile solution
depending on
local medication
management
systems.

FE-41150 Printer - labels 3 0
        for medication

FE-4045 Tapware - elbow mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

S-8040 Annunciator

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 1 monitor

S-9011 GPO: Emergency power, double (H) 1 2 for refrigerator

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone
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AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches (2-way) 1 2

S-6200 Light switches (pelmet) 1 1

S-6055 Special: task light, built in 1 2 under O/H cupboards

S-8040 Annunciator 1 1

S-10020 Card access 1 2 optional; swipe card
access
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Last modified 01/03/2016

Briefed Area 8.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A small Clean Utility for the storage and preparation of clean and sterile stock, patient care items and secure

storage of medications. The Clean Utility-Sub should not be provided in Inpatient Units used for overnight
stay.Secured staff only access to the room may be required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback default = vinly: tiles also
acceptable

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

default = vinly: tiles also
acceptable

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 open under part

FF-12900 Wire panel - for storage-bins 1 2 above bench

FF-1470 Bracket - sharps 2 1

FF-17312 Pharmacy bin; returns 3 1

FF-19062 Safe - dangerous drugs, medium 1 1 in medication cupboard,
reinforce for 80kgs of
weight

FF-19700 Sharps bin 3 1 on bench

FF-19900 Shelves - pharmacy storage 1 2

FF-4375 Cupboard - medication, lockable 1 1 with drug safe

FF-4410 Cupboard - under bench 1 1 with adjustable shelf

FF-4470 Cupboard - wall mounted, lockable 1 1 over bench, with
adjustable shelf

FF-6152 Dispenser - disposable glove 2 1
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AusHFG code Description Group Qty Comments

FF-6154 Dispenser - paper/ hand towel 2 1 to hand basin

FF-6156 Dispenser - soap 2 1 to hand basin

FF-6158 Dispenser - soap antiseptic 2 1 to hand basin

FF-44219 Underbench single door  1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

elbow action
levers

FE-43800 Refrigerator - under-bench,
120 Litre

3 1
        optional

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches (2-way) 1 1

S-6200 Light switches (pelmet) 1 1

S-6055 Special: task light, built in 1 2 under O/H cupboards
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A secure room for engineering services to accommodate communications racks, interface control panels

for communication systems which may include MATV, Nurse Call and Fire/EWIS system and voice/data
backbone cabling. Equipment located in this room will require uninterruptible power which should be fed
from the essential supply (generator). It may also need airconditioning depending on heat load. Area shown
is indicative only. The size of the Communications Room will be project specific and will vary according to
engineering consultant advice. The Communication Room must be located such that it is not susceptible
to possible water damage or excessive electromagnetic interference. Water or gas pipes must not pass
through a Communication Room.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1030 Floor finish Vinyl Anti-static Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel Lockable.

2713 Door protection   Kick plate 300 AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 Optional, length to
suit layout, refer RLS
or project specific
requirements.

FF-2100 Chair - ergonomic, office 3 1 optional

FF-24405 Whiteboard - magnetic 2 1 optional

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-10655 Communications board 1 1
        

As required.
Refer project
specific
requirements.

FE-10890 Rack - communications 1 1
        

As required.
Refer project
specific
requirements.

FE-10895 Rack - voice, IDF 1 1
        

Optional. Refer
project specific
requirements.

FE-11400 Computer - PC & monitor 3 2 Flat screen, as
required. Refer
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        project specific
requirements.

FE-11900 Computer - server 3 1
        

As required.
Refer project
specific
requirements.

FE-17100 Distribution Board 1 1
        

UPS, single
phase

FE-54510 Telephone - handset,
standard

3 1
        

FE-8760 Control panel - fire & EWIS 1 1
        optional

FE-11200 Computer - mainframe 1 1
        

As required.
Refer project
specific
requirements..

 
Service Requirements

AusHFG code Description Comments

S-9020 UPS (uninterruptible power) as required

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 10

S-9020 UPS (uninterruptible power) 1 1 as required

S-9060 GPO: Special: for equipment 1 4 TV, ceiling

S-3040 EWIS 1 1 optional

S-1006 Voice / Data outlet: double 1 3 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-2088 Light switch: single 1 1

S-10000 Motion detector / alarm 3 1

S-10020 Card access 1 1 optional; swipe card
access
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Last modified 01/03/2016

Briefed Area 12.00

Remarks For bariatric consult requirements refer toTreatment Room options

Occupancy 1 patient: 1-2 staff, 1-2 visitors

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements The Consult Room will provide for private consultation and physical examination of patients with or without

support persons present.A second egress door may be required for staff safety and security and/or staff
access.A hoist, fixed or ceiling mounted (depending on local arrangments) may be required for selected
clinical situations.Acoustics: Sound attenuation level - high; Acoustic privacy essential.Body Protected
electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl: Carpet
also acceptable

2526 Floor finish Vinyl Non-slip Seamless coved Under basin, significant
change in colour to be
avoided

3000 Wall finish Paint Acrylic, washable  

2906 Wall finish   Splashback behind
basin 

Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Between above bench
joinery and ceiling

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9125 Door - 1400mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 

910/1400mm clear
opening or a 1200mm
clear opening single door.
Bariatric provision to be
decided at project level

2529 Door protection Composite Prefinished PVC To door frame 

2712 Door protection   Protection plate to 900
AFFL 

To be decided at project
level

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = coved skirting :
or vinyl featheredge
skirting over carpet

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1 for patient changing

FF-1465 Bracket - suction bottle 2 1 optional

FF-1470 Bracket - sharps 2 1

FF-150 Air flowmeter 3 1 optional

FF-16250 Oxygen flowmeter 3 1 optional

FF-17360 Pinboard - fabric covered 1 1 over desk, optional

FF-19700 Sharps bin 3 1 Wall mounted
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AusHFG code Description Group Qty Comments

FF-20000 Shelving unit - adjustable 1 1 over desk, optional,
number to suit layout refer
to RLS or project specific
requirements.

FF-2100 Chair - ergonomic, office 3 1

FF-21950 Suction adapter 3 1 optional

FF-22000 Suction bottle 3 1 optional

FF-2600 Chair - visitor, office 3 3 Consider weight capacity
of chair

FF-3400 Coathook 1 2

FF-4600 Curtain track - bed screen 1 1 to exam couch

FF-5000 Curtain - bed screen 3 1

FF-5900 Desk 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to hand basin

FF-6156 Dispenser - soap 2 1 to hand basin

FF-6158 Dispenser - soap antiseptic 2 1 to hand basin

FF-6153 Dispenser - moisturiser 2 1

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 1 to basin

FF-5824 Waste bin - general 3 1

FF-21020 Sphygmomanometer - portable 3 0 1 per 6 Consult Rooms.
Ratio to be determined at
project level.

FF-775 Dispenser - bed roll 2 1 Or provided as an
attachment to exam couch

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

High resolution
monitor for
PACS viewing

FE-15900 Diagnostic set - wall mounted 3 1
        

FE-20350 Examination couch - electric 3 1
        

Hi / low
operation

FE-2800 Basin - handwash, Type B 1 1
        

elbow action
levers

FE-31701 Light - examination, wall
mount

1 1
        

Default= wall
mounted: or
ceiling mounted

FE-41100 Printer - networked 3 0 EMR/E-med
compatible,
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        printing strategy
(centralised vs
decentral) to
be decided at
project level

FE-54520 Telephone - handset,
handsfree

3 1
        

FE-5836 Xray viewer - 2 screen,
portable

3 0
        

1 per
department,
number and
location to be
decided at
project level

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 2

S-9001 GPO: Double 1 1

S-9011 GPO: Emergency power, double (H) 1 1 for refrigerator

S-9040 Body protected 1 1

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-10005 Duress alarm 1 1
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AusHFG code Description Group Qty Comments

S-7000 Oxygen (O2) 1 1

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 12.00

Remarks For bariatric consult requirements refer to Treatment Room options

Occupancy 1 patient: 1-2 staff, 1-2 visitors

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements The Consult Room ENT/ Ophthalmology will provide for private consultation and examination of patients

for ENT/ Ophthalmology using specialised equipment. The Consult room may also be used for general
consultations.A second egress door may be required for staff safety and security and/or staff access.A
distance of 3m is required between the eye chart and mirror for effective use. Requires dimmable
lighting.Acoustics: Sound attenuation level - high; Acoustic privacy essential.Body Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl: Carpet
also acceptable

1020 Floor finish Vinyl, non-slip Safety Seamless, coved Under basin, significant
change in colour to be
avoided.

3000 Wall finish Paint Acrylic, washable  

2906 Wall finish   Splashback behind
basin 

Selection of material
to comply with Part D
Infection Prevention &
Control AusHFG.

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Between above bench
joinery and ceiling, default
joinery

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9125 Door - 1400mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 

910/1400mm clear
opening or a 1200mm
clear opening single door.
Bariatric provision to be
decided at project level.

2529 Door protection Composite Prefinished PVC To door frame 

2712 Door protection   Protection plate to 900
AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = coved skirting:
or vinyl featheredge
skirting over carpet

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13725 Mirror - hinged 3 1 wall mounted, for eye
chart

FF-1465 Bracket - suction bottle 2 1 optional

FF-1470 Bracket - sharps 2 1

FF-150 Air flowmeter 3 1 optional

FF-16250 Oxygen flowmeter 3 1 optional

FF-17360 Pinboard - fabric covered 1 1 Over desk, optional



 

   Standard Components - Room Data Sheet 

Room Name Consult Room - ENT/ Ophthalmology Room Number: CONS-ENT-OP

 

Page: 2

 

AusHFG code Description Group Qty Comments

FF-19700 Sharps bin 3 1 Wall mounted

FF-20000 Shelving unit - adjustable 1 1 Over desk, number to suit

FF-2100 Chair - ergonomic, office 3 1

FF-21950 Suction adapter 3 1 optional

FF-22000 Suction bottle 3 1 optional

FF-2600 Chair - visitor, office 3 2 Consider weight capacity
of chair

FF-3400 Coathook 1 2

FF-4600 Curtain track - bed screen 1 1 to exam couch

FF-5000 Curtain - bed screen 3 1

FF-5900 Desk 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to hand basin

FF-6156 Dispenser - soap 2 1 to hand basin

FF-6158 Dispenser - soap antiseptic 2 1 to hand basin

FF-6153 Dispenser - moisturiser 2 1 Depends on operational
policy

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 2 To hand basin

FF-21020 Sphygmomanometer - portable 3 1 1 per 6 consult rooms,
ratio to be determined at
project level

FF-775 Dispenser - bed roll 2 1 Or provided as an
attachment to exam couch

FF-7100 Trolley - ENT 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

To desk, high
resolution for
PACS viewing

FE-15900 Diagnostic set - wall mounted 3 1
        

FE-20350 Examination couch - electric 3 1
        Hi/Low operation

FE-2800 Basin - handwash, Type B 1 1
        

Tapware; elbow
action levers
or handsfree
optional

FE-31701 Light - examination, wall
mount

1 1
        

wall mounted or
ceiling mounted,
optional
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-36915 Light box - eye chart 3 1
        

Consider use of
a wall monitor
for viewing eye
charts as an
alternative and
where used
include bracket,
power and data
as needed.

FE-41100 Printer - networked 3 0
        

EMR/E-med
compatible.
Optional
printing strategy
(centralised vs.
decentralised)
to be decided at
project level.

FE-44360 Refrigerator - drugs, small 3 1
        eye medications

FE-50600 Slit lamp 3 1
        

FE-54520 Telephone - handset,
handsfree

3 1
        to desk

FE-5836 Xray viewer - 2 screen,
portable

3 0
        

1 per
department,
number and
location to be
determined at
project level

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 3 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 1 monitor

S-9001 GPO: Double 1 1

S-9001 GPO: Double 1 2

S-9011 GPO: Emergency power, double (H) 1 1 for refrigerator

S-9040 Body protected 1 1
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AusHFG code Description Group Qty Comments

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1085 Temperature monitor & alarm 1 1 to fridge

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-10005 Duress alarm 1 1

S-7000 Oxygen (O2) 1 1

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 0.00

Remarks

Occupancy N/A

Hours of Operation  24 hours

Acoustics

Description / Special
Requirements Corridor widths must be sized to allow for the safe movement and passingof trolleys, beds, wheelchairs

and other mobile equipment. Provisionshould also be made where oversized, additional equipment is
used, ie,bed extensions or bariatric beds.Area (m2) included in HPU circulation.1 x GPO-Cleaner should
be provided as per mandatory requirements.Corridor lighting, where patients are transported on trolleys,
positioned toprevent unnecessary glare to patient eyes. Light fittings shall berecessed, flush fitting and
sealed to prevent dust ingress.Refer to AusHFG Part C, 710 Space Standards and Dimensions, forfurther
information.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl or carpet
tiles are also acceptable.

3010 Wall finish Paint Scrub resistant  

2670 Wall protection   Corner guards to 900
AFFL minimum 

Align heights of corner
guards with other corridor
elements

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

1200mm (single door)
or 1500mm (1+1/2
doors) clear opening.
Doors widths to ensure
movement of trolleys/beds
from corridors to adjacent
rooms. Glazing optional.
Hold open devices may
be applied, magnetic hold
open devices to fire doors
must be connected to the
fire alarm system.

7001 Windows    Desirable.

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2729 Handrail    One side minimum.
Provision on both sides
of corridor to be project
specific.

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = coved vinyl,
featheredged vinyl skirting
to carpet tiles.

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-5830 Dispenser - antiseptic hand rub 2 2 Number to suit corridor
layout and Infection
Control policies.

FF-5828 External window dressing 3 1 Number to align with
window configuration.
Window dressing type
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AusHFG code Description Group Qty Comments

to comply with Infection
Control policy.

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6001 General: colour corrected

 
Services

AusHFG code Description Group Qty Comments

S-9015 GPO: Cleaner 1 1

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-8040 Annunciator 1 1

S-10020 Card access 1 1 optional; swipe card
access
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Last modified 01/03/2016

Briefed Area 6.00

Remarks

Occupancy Up to 2 staff

Hours of Operation  Available 24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements Room adjacent to CT Scanning Room/s with direct visibility to the patient for remote control of equipment,

and review and reporting of procedure images. The Control room may serve two procedure rooms.Acoustics:
Acoustic privacy is requiredAdditional Design Considerations: - Radiation shielding as advised by Radiation
Consultant - Cable ducts from CT Scanning and Computer room may be required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

staff entry/ exit; 910mm
clear opening

7025 Observation Lead glass Clear Internal window to procedure room

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-2100 Chair - ergonomic, office 3 2

FF-22615 Table - computer 3 1 small

FF-3400 Coathook 1 2

FF-24405 Whiteboard - magnetic 2 1 1200 x 900 optional

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

FE-54510 Telephone - handset,
standard

3 1
        

FE-62150 IMG - console, control 1 1
        

CT Scanning
equipment

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services
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AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 6

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 3 1 outlet for telephone

S-1040 Intercom 1 1 optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Briefed Area 45.00

Remarks

Occupancy 1 patient; up to 3 staff assisting

Hours of Operation  Available 24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements X-ray Room for CT scanning procedures with an adjacent Control Room and Computer Room. The Control

Room may serve more than one CT Scanning RoomAcoustics: Acoustic privacy is requiredBody Protected
electrical areaAdditional Design Considerations: - Radiation shielding as advised by Radiation Consultant
- Unistrut ceiling able to carry moving loads may be required - Cable ducts between Control Room and
Computer Room may be required - 'X-ray in Use' lights are required outside each entry door - Power should
be on emergency supply

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin; tiles also
acceptable

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL Equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended at 3000 mm AFFL

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9130 Door - 1600mm Solid Core Paint 1 1/2 leaf, with lead
shielding 

patient entry/ exit 1500mm
clear opening

7025 Observation Lead glass Clear Internal window to control room

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1465 Bracket - suction bottle 2 2

FF-150 Air flowmeter 3 1

FF-16250 Oxygen flowmeter 3 2

FF-21950 Suction adapter 3 2

FF-22000 Suction bottle 3 2

FF-6152 Dispenser - disposable glove 2 1 near door

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-5824 Waste bin - general 3 1 to basin



 

   Standard Components - Room Data Sheet 

Room Name CT Scanning - Procedure Room Room Number: CTPR

 

Page: 2

 

AusHFG code Description Group Qty Comments

FF-111670 Cupboard - with glazed doors 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-3100 Basin - scrub, Type A 1 1
        

refer to BHWS-A
(sim)

FE-66500 IMG - CT Scanning unit 1 1
        

FE-68700 Xray viewer - 2 screen 1 1
        

FE-9700 Clock - analogue, electric 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

S-6110 Downlights: dimmable optional

S-12030 Lead lining to walls and doors as specified

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 6 monitor

S-9001650 GPO:Double RCD  2 Imported 150916

S-9015 GPO: Cleaner 1 1

S-9011 GPO: Emergency power, double (H) 1 2 for refrigerator

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1040 Intercom 1 1 optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6110 Downlights: dimmable 1 1 optional
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AusHFG code Description Group Qty Comments

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 2

S-7010 Nitrous Oxide (N2O) 1 1 services panel

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 2

S-7070 Scavenge 1 1 services panel

S-11000 Wall panel 2 3 patient services panels

S-12030 Lead lining 1 1 to walls and doors as
specified
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Briefed Area 14.00

Remarks

Occupancy 1 patient, 1-2 staff; 1 support person as required

Hours of Operation  Available 24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Dental Surgery provides for dental consultation, examination and treatment for patients. An external

outlook is desirable. The 14m2 room provides for two door access if required.Acoustics: sound attenuation
level high; Acoustic privacy is requiredBody Protected electrical areaAdditional Design Considerations: -
Radiation shielding to be advised by Radiation Consultant - Services will be required for the dental chair unit
which will be dependant on the chair model and supplier and will include dental air, dental suction, filtered
water, power and drainage.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 with inset basin & sink,
to 2 sides, open uner
part for workstation and
underbench mobile units

FF-1250 Blind - Venetian 3 1 to external windows, if
provided

FF-1465 Bracket - suction bottle 2 1

FF-1470 Bracket - sharps 2 1

FF-16250 Oxygen flowmeter 3 1

FF-19700 Sharps bin 3 1

FF-21680 Stool - adjustable, mobile 3 2 1 high ergonomic stool for
900H workstation bench

FF-21950 Suction adapter 3 1

FF-22000 Suction bottle 3 1

FF-23930 Trolley - dentist's 3 1 under bench; dental
instruments and supplies



 

   Standard Components - Room Data Sheet 

Room Name Dental Surgery, 14m2 Room Number: DENSR-14

 

Page: 2

 

AusHFG code Description Group Qty Comments

FF-24400 Whiteboard 2 1 500x500 (optional)

FF-2655 Chair - visitor 3 1

FF-3350 Clock - battery operated 3 1

FF-4410 Cupboard - under bench 1 2 under work bench;
adjustable shelves

FF-4430 Cupboard - drawer unit 1 1 under bench, with slide
out tray

FF-4467 Cupboard - wall mounted 1 1

FF-4470 Cupboard - wall mounted, lockable 1 2 over bench, with
adjustable shelves

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to vanity basin

FF-6156 Dispenser - soap 2 1 to vanity basin

FF-6158 Dispenser - soap antiseptic 2 1 to vanity basin

FF-6163 Dispenser - mask 3 1

FF-9100 Hook - heavy duty 1 2 for lead aprons; may also
use wall mounted hanging
rail

FF-5824 Waste bin - general 3 1 to bench

FF-44614 Overbench single door (600hx425wx350d) 1 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        flat screen

FE-15650 Dental - chair, electric 2 1
        

FE-15800 Dental - X-ray unit, wall mount 2 1
        

FE-3120 Basin - vanity 1 1
        

FE-31605 Light - dental 2 1
        

part of chair
service unit

FE-47800 Sink, SS - single in bench 1 1
        warm water

FE-54510 Telephone - handset,
standard

3 1
        to bench

FE-68600 Xray viewer - 1 screen 1 1
        

FE-9000 Dental - chair service unit
(spitoon)

2 1
        

includes
intrument
tray, light &
spitoon; spitoon
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

is optional,
depending on
operational
policy

FE-4045 Tapware - elbow mixer  2
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 8

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1040 Intercom 1 1 optional

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 1

S-6055 Special: task light, built in 1 1 under O/H cupboards

S-8080 Emergency call 1 1 + indicator button & light

S-2072 Scavenge Outlet 1 1 and controls, on wall,
optional

S-7000 Oxygen (O2) 1 1

S-7010 Nitrous Oxide (N2O) 1 1 services panel

S-7040 Suction 1 1

S-11000 Wall panel 2 1 patient services panels
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Briefed Area 16.00

Remarks

Occupancy 1 patient, 1-2 staff; 1 support person as required

Hours of Operation  Available 24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Dental Surgery provides for dental consultation, examination and treatment for patients. An external

outlook is desirable. The 16m2 room provides for access by patient trolleys as required.Acoustics: sound
attenuation level high; Acoustic privacy is requiredBody Protected electrical areaAdditional Design
Considerations: - Radiation shielding to be advised by Radiation Consultant - Services will be required for
the dental chair unit which will be dependant on the chair model and supplier and will include dental air,
dental suction, filtered water, power and drainage.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

1200mm clear opening,
lockable

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 with inset basin & sink,
to 2 sides, open uner
part for workstation and
underbench mobile units

FF-11200 IV track - ceiling mounted 1 1

FF-1250 Blind - Venetian 3 1 to external windows, if
provided

FF-1465 Bracket - suction bottle 2 1

FF-1470 Bracket - sharps 2 1

FF-16250 Oxygen flowmeter 3 1

FF-19700 Sharps bin 3 1

FF-21680 Stool - adjustable, mobile 3 2 1 high ergonomic stool for
900H workstation bench

FF-21950 Suction adapter 3 1

FF-22000 Suction bottle 3 1
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AusHFG code Description Group Qty Comments

FF-23930 Trolley - dentist's 3 1 under bench; dental
instruments and supplies

FF-24400 Whiteboard 2 1 500x500 (optional)

FF-2655 Chair - visitor 3 1

FF-3350 Clock - battery operated 3 1

FF-4410 Cupboard - under bench 1 2 under work bench;
adjustable shelves

FF-4430 Cupboard - drawer unit 1 1 under bench, with slide
out tray

FF-4470 Cupboard - wall mounted, lockable 1 2 over bench, with
adjustable shelves

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to vanity basin

FF-6156 Dispenser - soap 2 1 to vanity basin

FF-6158 Dispenser - soap antiseptic 2 1 to vanity basin

FF-6163 Dispenser - mask 3 1

FF-9100 Hook - heavy duty 1 2 for lead aprons; may also
use wall mounted hanging
rail

FF-44711 Overbench single door lockable (600hx400wx350d) 1 1

FF-44716 Overbench double door lockable (600hx800wx350d) 1 1

FF-5824 Waste bin - general 3 1 under bench

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        flat screen

FE-15650 Dental - chair, electric 2 1
        

FE-15800 Dental - X-ray unit, wall mount 2 1
        

FE-3120 Basin - vanity 1 1
        

FE-31605 Light - dental 2 1
        

part of chair
service unit

FE-47800 Sink, SS - single in bench 1 1
        warm water

FE-54510 Telephone - handset,
standard

3 1
        to bench

FE-68600 Xray viewer - 1 screen 1 1
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-9000 Dental - chair service unit
(spitoon)

2 1
        

includes
intrument
tray, light &
spitoon; spitoon
is optional,
depending on
operational
policy

FE-4045 Tapware - elbow mixer  2
        

FF-16955 Lifter - patient, ceiling
mounted

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-1433 Electrical Isolator: 1PH+N  1 Imported 150916

S-9001 GPO: Double 1 8

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1040 Intercom 1 1 optional

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 1

S-6055 Special: task light, built in 1 1 under O/H cupboards

S-8080 Emergency call 1 1 + indicator button & light

S-2072 Scavenge Outlet 1 1 and controls, on wall,
optional

S-7000 Oxygen (O2) 1 1

S-7010 Nitrous Oxide (N2O) 1 1 services panel

S-7040 Suction 1 1
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AusHFG code Description Group Qty Comments

S-7070 Scavenge 1 1 services panel

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy 1 - 2

Hours of Operation  8am to 6 pm daily

Acoustics

Description or Special
Requirements The Dental Workroom provides facilities and equipment for dental technicians to make adjustments to

dentures or other dental prosthetics, and to store prosthetic supplies. Sound attenuation high: Acoustic
privacy required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback tiles also acceptable

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 910mm clear opening

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 2 with wet edge, open under
part

FF-19820 Shelf - SS, under 1 4 under bench

FF-20000 Shelving unit - adjustable 1 4 over bench

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-6163 Dispenser - mask 3 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-15850 Denture processing unit 3 1
        

FE-23400 Grinder 3 1
        

FE-2800 Basin - handwash, Type B 1 1
        

Refer to BHWS-
B (sim)
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-40300 Plaster trap 1 1
        under sink

FE-40620 Lathe - polishing, dental 3 1
        

FE-47890 Sink & drainer - single,
930mmL

1 1
        

FE-5350 Bunsen burner 3 1
        

FE-4045 Tapware - elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 4

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1040 Intercom 1 1 optional

S-4010 Cold water: outlet 1 1 to washing machine

S-4033 Floor waste 1 1

S-4055 Natural gas 1 1 for bunsen burner

S-5000 Airconditioning 1 1

S-5035 Special exhaust: hood 1 1 over dental processing
equipment

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 4 under O/H cupboards
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Last modified 01/03/2016

Briefed Area 25.00

Remarks

Occupancy Up to 8 patients; 1-2 staff

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description or Special
Requirements The Dining Room/ Beverage Bay is an area provided for patients within the Mental Health Unit to eat their

meals, away from the bedroom environment. The Dining Room may be used for other patient activities when
not in use for meals. Access and dining space should be provided for patients with disabilities. The Beverage
Bay will include a servery counter and will require restricted access. Access to an external courtyard area
is desirable. Finishes, fittings & fixtures and furniture should be suitable for mental health patients. All
glazing (including external windows) is to be Grade A safety glass to comply with AS/NZS 2208 and AS
1288, specifically, toughened laminated glass with a standard nominal thickness of 10.38mm, or equivalent
approved. Acoustics: Sound attenuation medium; acoustic privacy required Body Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to Bev. Bay; tiles also
acceptable

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

9007 Door - 910mm Solid Core/ Safety
glass 

Paint Single leaf, half glazed to Beverage Bay; 910mm
clear opening; door
hardware to not provide
ligature points

9120 Door - 1400mm Alum/ Safety glass Powdercoat/ paint 1 1/2 leaf, fully glazed Entry/Exit doors; 1400mm
clear opening; door
hardware to not provide
ligature points

7001 Windows    safety glass, desirable

7055 Observation Alum/ Glass Powdercoat Internal window, double
glazed 

safety glass, with integral
venetians as required

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 2 with inset sink

FF-1252 Blind - Venetian integral 1 2

FF-1700 Chair - dining 3 8 with space for wheelchair/
s

FF-17360 Pinboard - fabric covered 1 1 900x900, optional;
recessed, not removable

FF-18930 Roller shutter, manual 1 1 lockable, to Bev Bay;
heavy duty

FF-19990 Shelving unit - microwave 1 1 over bench

FF-23000 Table - dining 3 3
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AusHFG code Description Group Qty Comments

FF-350 Artwork 3 2 optional; recessed, not
removable

FF-4420 Cupboard - under bench, lockable 1 1 adjustable shelves

FF-4440 Cupboard - drawer unit, lockable 3 1 under bench

FF-4470 Cupboard - wall mounted, lockable 1 1 over bench, adjustable
shelves

FF-6154 Dispenser - paper/ hand towel 2 1 to sink; plastic; no ligature
points; no sharp edges

FF-6156 Dispenser - soap 2 1 to sink; no ligature points;
no sharp edges

FF-44208 Underbench double door lockable (870hx900wx570d)  1

FF-5824 Waste bin - general 3 1 under bench

FF-5550 Blind - integral 1 2 to external windows as
required

FF-44701 Overbench single door lockable (600hx450wx350d) 1 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-35400 Oven - microwave, domestic 3 1
        

FE-43800 Refrigerator - under-bench,
120 Litre

3 1
        

FE-47890 Sink & drainer - single,
930mmL

1 1
        warm water

FE-5000 Boiling water unit - 5 Litre 1 1
        

FE-54520 Telephone - handset,
handsfree (WM)

3 2
        

FE-9700 Clock - analogue, electric 1 1
        recessed

FE-4045 Tapware - long elbow mixer  1
        

FE-2788 Refrigerator - under-bench,
80L

3 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

S-6110 Downlights: dimmable optional

 
Services
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AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 4

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6110 Downlights: dimmable 1 1 optional

S-8080 Emergency call 1 1 + indicator button & light
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Last modified 01/03/2016

Briefed Area 72.00

Remarks

Occupancy 24 patients seated, 1-2 staff intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The Dining Room is an area provided for patients to eat their meals away from the bedroom environment in

an inpatient setting.  The Dining Room may be used for other patient recreational activities when not in use
for meals.  In this instance attention to sound separation must be considered.  Size of space will depend on
number of beds and Models of Care, designed area based on 3m2 per person. Access and dining space will
be required for patients with limited mobility including wheelchairs, walking frames and other walking aids.
  Design must also consider the needs of dementia patients and frail/elderly. Special design consideration:-
Natural light and outlook essential.- Domestic appearance.- Constant lighting across space.- Beverage Bay
and/or an ADL Kitchen may be collocated depending on Model of Care requirements. Acoustics: sound
attenuation level-high; acoustic privacy is required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Significant change in
colour to be avoided

3000 Wall finish Paint Acrylic, washable  

2670 Wall protection   Corner guards to 900
AFFL minimum 

2727 Wall finish   Splashback Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG.

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level

9128 Door - 1200mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 

1200mm (single door) or
1400mm (1+1/2 doors)
clear opening. Glazing
optional, lockable.

7001 Windows    Essential

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1700 Chair - dining 3 24

FF-23000 Table - dining 3 6

FF-23410 Bracket - television, wall mount 1 1 Optional

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 1

FF-5828 External window dressing 3 3 To external window as
required. Number to suit
window configuration.
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Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54520 Telephone - handset,
handsfree (WM)

3 1
        

FE-2795 Television 3 1
        Optional

FE-18610 DVD player 3 1
        

Optional. May
be replaced
by newer
technology.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6030 Special: downlights over bed/ trolley

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 3

S-9040 Body protected 1 1

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6030 Special: downlights 1 1 over bed/ trolley

S-8000 Patient/ Staff call 1 3 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 2 + indicator button & light
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The Disposal Room provides for the temporary holding of clinical waste, general waste, sharps, soiled linen

and recyclables prior to removal. The Disposal Room should be located in close proximity to a handwashing
basin or be provided within the room (optional) if waste will be handled in this area. The room should be
lockable.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

2593 Wall protection   Wall vinyl full height 

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

2529 Door protection Composite Prefinished PVC To door frame 

2712 Door protection   Protection plate to 900
AFFL 

2718 Doors Solid Core Paint Single leaf Optional glazed viewing
panel to door

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-23925 Trolley - soiled linen collection 3 1

FF-24102 Waste bin - general 3 2 240 Litre

FF-24125 Waste bin - clinical 3 2 240 Litre or waste skip

FF-6152 Dispenser - disposable glove 2 1

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-24107 Waste bin - cytotoxic 3 1

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services
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AusHFG code Description Group Qty Comments

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 8.00

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Disposal Room provides for the temporary holding of clinical waste, general waste, sharps, soiled linen

and recyclables prior to removal. The Disposal Room should be located in close proximity to a handwashing
basin or be provided within the room (optional) if waste will be handled in this area. The room should be
lockable.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback Default = no hand basin;
to basin, if provided

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL as required

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9001 Door - 1100mm Solid Core Paint Single leaf 1100mm clear opening,
lockable, optional glazed
viewing panel to door

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-23925 Trolley - soiled linen collection 3 1

FF-24102 Waste bin - general 3 2 240 Litre

FF-24125 Waste bin - clinical 3 1 240 Litre

FF-6154 Dispenser - paper/ hand towel 2 1 to hand basin, if provided

FF-6156 Dispenser - soap 2 1 to hand basin, if provided

FF-6157 Dispenser - medicated hand gel 2 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2850 Basin - handwash, Type C 1 1
        

Default = no
hand basin:
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

optional with
shroud

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2
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Last modified 01/03/2016

Briefed Area 16.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements Area for automatic daylight processing equipment with sorting and viewing of images and films. The

processing area should be located with ready access to X-Ray procedure rooms and reporting rooms.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to sink, tiles also
acceptable

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 Sorting and viewing

FF-1050 Bench - laminate 1 1 with inset lab sink

FF-1950 Chair - ergonomic, high 3 1 to sorting bench

FF-20000 Shelving unit - adjustable 1 5 over sorting bench

FF-21290 Cupboard - steel 3 1

FF-3350 Clock - battery operated 3 1

FF-4410 Cupboard - under bench 1 2 under sink bench

FF-4460 Cupboard - wall mounted 1 2 over sink bench

FF-6154 Dispenser - paper/ hand towel 2 1 to sink

FF-6156 Dispenser - soap 2 1 to sink

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

FE-49115 Sink - 600x450x450D 1 1
        hot water

FE-54510 Telephone - handset,
standard

3 1
        on bench



 

   Standard Components - Room Data Sheet 

Room Name Daylight Processing Room Number: DPRO

 

Page: 2

 

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-65000 IMG - processor, darkroom 3 1
        

FE-65100 IMG - processor, daylight 3 1
        

FE-65900 IMG - silver recovery unit 3 1
        

FE-69000 Xray viewer - 6 screen 1 1
        over bench

FE-4045 Tapware - elbow mixer 1 1
        

 
Service Requirements

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 4

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 3 1 outlet for telephone

S-4037 Tundish drain 1 1 for low temp steriliser,
optional

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 5 under O/H cupboards
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Dirty Utility provides for cleaning and holding of used equipment for collection and sterilisation

elsewhere, disposal of clinical and other wastes and soiled linen, testing and disposing of patient specimens
and decontamination and storage of patient utensils such as pans, urinals and bowls.Acoustics: Sound
attenuation level - high; Acoustic privacy required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1020 Floor finish Vinyl, non-slip Safety Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening; pull
handle/push plate, closer

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge

FF-12300 Linen carrier - dirty, single 3 3

FF-1455 Rack - bowl / basin 1 1

FF-1470 Bracket - sharps 2 1

FF-16500 Rack - pan & urinal 1 2 total of 12 pans/ 12 urinals

FF-19700 Sharps bin 3 1

FF-19820 Shelf - SS, under 1 1 @ 350mm AFFL

FF-24125 Waste bin - clinical 3 1 240 litre sulo bin

FF-4494 Cupboard - urinalysis 1 1 over bench, optional

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to hand basin

FF-6156 Dispenser - soap 2 1 to hand basin



 

   Standard Components - Room Data Sheet 

Room Name Dirty Utility, 10m2 Room Number: DTUR-10

 

Page: 2

 

AusHFG code Description Group Qty Comments

FF-7200 Hook - equipment 1 2 for clean linen bags

FF-9200 Hook - for catheter bag 1 2 above flushing rim sink

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-38700 Washer sanitiser - pan 1 1
        

not hardwired,
combined
utensil/pan
sanitiser optional

FE-49111 Sink - 450x350x250D 1 1
        hot water

FE-49800 Sink - flushing rim 1 1
        

& pressure
control hose
spray

FE-58200 Washer sanitiser - utensil 1 1
        

combined
utensil/pan
sanitiser optional

FE-4045 Tapware - elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-1433 Electrical Isolator: 1PH+N  1 Imported 150916

S-9001 GPO: Double 1 1

S-9060 GPO: Special: for equipment 1 2 TV, ceiling

S-4000 Hot water: outlet 1 1 to washing machine

S-4010 Cold water: outlet 1 1 to washing machine

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1
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AusHFG code Description Group Qty Comments

S-6200 Light switches (2-way) 1 1
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Dirty Utility provides for cleaning and holding of used equipment for collection and sterilisation

elsewhere, disposal of clinical and other wastes and soiled linen, testing and disposing of patient specimens
and decontamination and storage of patient utensils such as pans, urinals and bowls.Acoustics: Sound
attenuation level - high; Acoustic privacy required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1020 Floor finish Vinyl, non-slip Safety Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
closer, push plate - pull
handle

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge

FF-12300 Linen carrier - dirty, single 3 3

FF-1455 Rack - bowl / basin 1 1

FF-1470 Bracket - sharps 2 1

FF-16500 Rack - pan & urinal 1 2 total of 12 pans/12 urinals

FF-19700 Sharps bin 3 1

FF-19820 Shelf - SS, under 1 1 @ 350mm AFFL

FF-24125 Waste bin - clinical 3 2 240 litre sulo bins

FF-24400 Whiteboard 2 1 600x900, optional

FF-2928 Dispenser - alcohol rub 2 1 optional

FF-3960 Container - covered 3 1 under bench

FF-4494 Cupboard - urinalysis 1 1 over bench, optional
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AusHFG code Description Group Qty Comments

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to hand basin

FF-6156 Dispenser - soap 2 1 to hand basin

FF-7200 Hook - equipment 1 2 for clean linen bags

FF-9200 Hook - for catheter bag 1 2 above flushing rim sink

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-38700 Washer sanitiser - pan 1 1
        

not hardwired,
combined
utensil/pan
washer optional

FE-49111 Sink - 450x350x250D 1 1
        hot water

FE-49800 Sink - flushing rim 1 1
        

& pressure
control spray
hose

FE-58200 Washer sanitiser - utensil 1 1
        

combined
utensil/pan
washer optional

FE-4045 Tapware - elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-4033 Floor waste

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-1433 Electrical Isolator: 1PH+N  1 Imported 150916

S-9001 GPO: Double 1 1

S-9060 GPO: Special: for equipment 1 2 TV, ceiling

S-4000 Hot water: outlet 1 1 to washing machine

S-4010 Cold water: outlet 1 1 to washing machine
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AusHFG code Description Group Qty Comments

S-4033 Floor waste 1 1

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2
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Last modified 01/03/2016

Briefed Area 14.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements The Dirty Utility provides for cleaning and holding of used equipment for collection and sterilisation

elsewhere, disposal of clinical and other wastes and soiled linen, testing and disposing of patient specimens
and decontamination and storage of patient utensils such as pans, urinals and bowls.The Dirty Utility 14m2
may provide access doors from both sides of the room.Acoustics: Sound attenuation level - high; Acoustic
privacy required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2526 Floor finish Vinyl Non-slip Seamless coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Laminate infill also
acceptable. Between
above bench joinery and
ceiling.

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening, pull
handle/push plate, closer

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge. Length
to suit layout, refer
RLS or project specific
requirements.

FF-12300 Linen carrier - dirty, single 3 2 or 3 if only one 120L bin
required

FF-1455 Rack - bowl / basin 1 1

FF-1470 Bracket - sharps 2 1

FF-16500 Rack - pan & urinal 1 2 total of 12 pans/12 urinals

FF-19700 Sharps bin 3 1 Wall mounted or trolley.

FF-19820 Shelf - SS, under 1 1 At 350mm AFFL or
underbench, stainless
steel cupboard.

FF-24102 Waste bin - general 3 1
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AusHFG code Description Group Qty Comments

FF-24125 Waste bin - clinical 3 1 240 120 litre bin. Number
and size depends on
Waste Management
policy.

FF-4494 Cupboard - urinalysis 1 1 Or shelf, over bench,
optional

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to hand basin

FF-6156 Dispenser - soap 2 1 to hand basin

FF-7200 Hook - equipment 1 2 For clean linen bags,
optional.

FF-9200 Hook - for catheter bag 1 2 Above sink

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 1 240 litre bin. Number and
size depends on Waste
Management policy.

FF-24107 Waste bin - cytotoxic 3 0 Cancer treatment areas
only.

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-
B (sim). Elbow
action levers
or handsfree
optional.

FE-38700 Washer sanitiser - pan 1 1
        

not hardwired,
combined
utensil/pan
washer optional

FE-49800 Sink - flushing rim 1 1
        

FE-58200 Washer sanitiser - utensil 1 1
        

combined
utensil/pan
washer optional

FE-4045 TAPWARE - ELBOW MIXER:
TAPWARE - ELBOW MIXER

 1
        

FE-58050 Urinalysis machine 3 1
        

FE-5787 Sink - 450x350x250D 1 1
        

Hot water & cold
water. Tapware:
lever tapware,
fixture mounted.

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent
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Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9060 GPO: Special: for equipment 1 2 TV, ceiling

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches (2-way) 1 2
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Last modified 01/03/2016

Briefed Area 8.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Dirty Utility - Sub is a small Dirty Utility Room providing for cleaning and holding of used equipment for

collection, disposal of clinical and other wastes and soiled linen testing and disposal of patient specimens.
Decontamination and storage of patient bedpans, urinals and bowls is optional in the Dirty Utility-Sub. The
Dirty Utility -Sub may be located in Allied Health, Imaging or Ambulatory Day Care areas. The room shall
not be provided in Inpatient Units used for overnight stay.Acoustics: Sound attenuation level - high; Acoustic
privacy is required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1020 Floor finish Vinyl, non-slip Safety Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening, pull
handle/push plate, closer

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge

FF-12300 Linen carrier - dirty, single 3 1

FF-1455 Rack - bowl / basin 1 1 optional

FF-1470 Bracket - sharps 2 1

FF-16500 Rack - pan & urinal 1 1 6 pans/ 6 urinals, optional

FF-19700 Sharps bin 3 1

FF-19810 Shelf - SS, over 1 1 over bench

FF-19820 Shelf - SS, under 1 1

FF-4495 Cupboard - urinalysis 1 2

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to hand basin
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AusHFG code Description Group Qty Comments

FF-6156 Dispenser - soap 2 1 to hand basin

FF-7200 Hook - equipment 1 2

FF-9200 Hook - for catheter bag 1 2 above rim flushing sink

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 1 to basin

FF-24405 Whiteboard - magnetic 2 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-38700 Washer sanitiser - pan 1 1
        

FE-49111 Sink - 450x350x250D 1 1
        

FE-49800 Sink - flushing rim 1 1
        

& pressure
control hose
spray, or slop
hopper optional

FE-4045 Tapware - elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-4033 Floor waste

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-4000 Hot water: outlet 1 1 to washing machine

S-4010 Cold water: outlet 1 1 to washing machine

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1
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AusHFG code Description Group Qty Comments

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 30.00

Remarks

Occupancy 1 patient; 1 - 2 staff

Hours of Operation  Available 24 Hours

Acoustics Acoustic privacy is required

Description or Special
Requirements Room for diagnostic echocardiography procedures including trans-oesophageal echocardiography.

Echocardiography procedures may be performed under local anaesthesia. The Echocardiography room
should be located close to patient toilet and change rooms. Acoustics: Acoustic privacy requiredBody
Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin; tiles also
acceptable

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1400mm clear opening

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1

FF-150 Air flowmeter 3 1 patient services panel

FF-16250 Oxygen flowmeter 3 1 patient services panel

FF-1650 Chair - client 3 1

FF-2100 Chair - ergonomic, office 3 1

FF-21950 Suction adapter 3 1 patient services panel

FF-3350 Clock - battery operated 3 1

FF-3400 Coathook 1 1

FF-4360 Cupboard - door ht adj. shelves 1 1

FF-4410 Cupboard - under bench 1 1 adjustable shelves

FF-4460 Cupboard - wall mounted 1 1 over bench

FF-4700 Curtain track - privacy screen (90 deg) 1 1 to entry door

FF-5250 Curtain - privacy screen 3 1 to entry door
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AusHFG code Description Group Qty Comments

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-7500 Examination couch 3 1

FF-8100 Footstool 3 1

FF-44716 Overbench double door lockable (600hx800wx350d) 1 1

FF-5824 Waste bin - general 3 1 to basin

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-19200 IMG - Echocardiography
machine

3 1
        

FE-2800 Basin - handwash, Type B 1 1
        

FE-54520 Telephone - handset,
handsfree (WM)

3 1
        

FE-68700 Xray viewer - 2 screen 1 1
        optional

FE-5857 Light - procedures small,
ceiling

1 1
        optional

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6110 Downlights: dimmable optional

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 3 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 4 monitor

S-9001 GPO: Double 1 4

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 3 TV, ceiling

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5000 Airconditioning 1 1



 

   Standard Components - Room Data Sheet 

Room Name Echocardiography - Trans-oesophageal Room Number: ECHO

 

Page: 3

 

AusHFG code Description Group Qty Comments

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 3

S-6055 Special: task light, built in 1 2 under O/H cupboards

S-6110 Downlights: dimmable 1 1 optional

S-8000 Patient/ Staff call 1 2 + indicator button & light

S-8005 Patient call handset 1 2 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 2 + indicator button & light

S-7000 Oxygen (O2) 1 1

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Equipment Clean-Up Room is used for cleaning and maintaining of equipment used in the Unit. Storage

may be required for holding cleaned equipment and spares. Equipment may also be recharged in this room.
Natural light is desirable.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1020 Floor finish Vinyl, non-slip Safety Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

5021 Ceiling - Plasterboard Plasterboard Paint, washable Water resistant, flush
set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

1100mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge, inset sink

FF-19820 Shelf - SS, under 1 1 under bench

FF-20000 Shelving unit - adjustable 1 1 over bench

FF-23950 Trolley 3 2 optional

FF-4360 Cupboard - door ht adj. shelves 1 1 lockable, optional

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1

FF-5824 Waste bin - general 3 2 to basin and under bench

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1 Refer to BHWS-
B (sim)
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        

FE-45601 Hose - spray 1 1
        optional

FE-49000 Sink - 500x450x250D 1 2
        hot water

FE-4045 Tapware - elbow mixer  2
        

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy 1 - 2 staff intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The Equipment Clean Up Room is used for cleaning of equipment used in patient care or loaned to

outpatients following return.Storage will be required for holding cleaning equipment.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2526 Floor finish Vinyl Non-slip Seamless coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

Water resistant flush
set suspended also
acceptable.

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

1100mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge and
inset sink/s. Length
to suit layout, refer
RLS or project specific
requirements.

FF-19820 Shelf - SS, under 1 1 At 350mm AFFL or
underbench, stainless
steel cupboard.

FF-20000 Shelving unit - adjustable 1 2 Over bench. Number
to suit layout, refer
RLS or project specific
requirements.

FF-4360 Cupboard - door ht adj. shelves 1 1 Lockable, optional.
Number to suit layout.

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-7515 Platform - equipment washing 3 1 Stainless steel, grated,
height adjustable, wall
mounted.
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AusHFG code Description Group Qty Comments

FF-6214 Trolley - equipment 3 1 Optional.

FF-6153 Dispenser - moisturiser 2 0 Optional

FF-5830 Dispenser - antiseptic hand rub 2 1 Optional

FF-5824 Waste bin - general 3 1

FF-24405 Whiteboard - magnetic 2 1

FF-6150 Dispenser - detergent 2 1 To sink.

FF-2930 Dispenser - gown 2 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

Elbow action
levers or
handsfree
optional.

FE-45600 Hose reel - retractable 1 1
        

FE-49000 Sink - 500x450x250D 1 1
        hot water

FE-5597 Hose spray - pressure control 1 1
        

Above sink,
optional.
Depends on
operational/
infection control
policies.

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-4000 Hot water: outlet 1 2 to washing machine

S-4010 Cold water: outlet 1 2 to washing machine

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 14.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Equipment Clean-Up Room is used for cleaning and maintaining of equipment used in the Unit. Storage

may be required for holding cleaned equipment and spares. Equipment may also be recharged in this room.
Natural light is desirable.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1020 Floor finish Vinyl, non-slip Safety Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

5021 Ceiling - Plasterboard Plasterboard Paint, washable Water resistant, flush
set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

1100mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge, inset sinks

FF-19820 Shelf - SS, under 1 1 under bench

FF-20000 Shelving unit - adjustable 1 1 over bench

FF-4360 Cupboard - door ht adj. shelves 1 2 lockable, optional

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1

FF-7400 Trolley - equipment 3 3 optional

FF-5824 Waste bin - general 3 2 to basin and under bench

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1 Refer to BHWS-
B (sim)
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        

FE-45601 Hose - spray 1 1
        optional

FE-49000 Sink - 500x450x250D 1 2
        hot water

FE-58200 Washer sanitiser - utensil 1 1
        optional

FE-4045 Tapware - elbow mixer  2
        

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-1433 Electrical Isolator: 1PH+N  1 Imported 150916

S-9001 GPO: Double 1 2

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-4000 Hot water: outlet 1 1 to washing machine

S-4010 Cold water: outlet 1 1 to washing machine

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Briefed Area 8.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Equipment Clean-Up Room is used for cleaning and maintaining of equipment used in the Unit. Storage

may be required for holding cleaned equipment and spares. Equipment may also be recharged in this room.
Natural light is desirable.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1020 Floor finish Vinyl, non-slip Safety Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

5021 Ceiling - Plasterboard Plasterboard Paint, washable Water resistant, flush
set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

1100mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge, inset sink

FF-19820 Shelf - SS, under 1 1 under bench

FF-20000 Shelving unit - adjustable 1 1 over bench

FF-4360 Cupboard - door ht adj. shelves 1 1 lockable, optional

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

Refer to BHWS-
B (sim)
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-49000 Sink - 500x450x250D 1 2
        hot water

FE-4045 Tapware - elbow mixer  2
        

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Briefed Area 7.00

Remarks

Occupancy 1 patient; 1-2 staff assisting

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements An Ensuite is for use by a patient with a disability to wash, shave, groom themselves, shower and use the

toilet, either independently or with assistance.  The room shall comply with AS1428. The area and layout
must accommodate an assisting nurse and a shower commode. Mobile patient lifters will not routinely
be used within this space but the ensuite should accommodate this equipment in the case of a patient
fall. Acoustics: sound attenuation level - High.  Acoustic privacy required. Additional design requirements: -
The shower floor must not have a raised hob- The entrance is to be flush with the adjoining floor- The door is
to be fitted with escape hardware Body protected electrical area.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2526 Floor finish Vinyl Non-slip Seamless coved 

3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; tiles also
acceptable

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

water resistant set
plasterboard ceiling also
acceptable

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH or tiles for a tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1 over basin

FF-19100 Waste bin - sanitary 3 1

FF-20050 Shower seat - fold up 1 1

FF-20650 Soap / shampoo holder 1 1

FF-23700 Towel rail 1 1 with grab rail strength and
fixings

FF-3400 Coathook 1 2 1 @ 1200 AFFL for
wheelchair users

FF-4800 Curtain track - shower (90deg) 1 1

FF-5300 Curtain - shower 3 1

FF-6154 Dispenser - paper/ hand towel 2 1 optional

FF-6156 Dispenser - soap 2 2 optional

FF-6160 Dispenser - toilet paper 1 1 locate on drop down rail
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AusHFG code Description Group Qty Comments

FF-8400 Grab rail - WC 1 1

FF-8450 Grab rail - Shower 1 1

FF-8500 Grab rail - WC, hinged 1 1 drop down rails to sides of
WC

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-3050 Basin - handwash, accessible 1 1
        

FE-47400 Shower - hand-held 1 1
        

FE-5604 Toilet suite - accessible 1 1
        

FE-40406 Tapware - shower mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-4033 Floor waste 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-1983 General fluoresecent downlights 1 1

S-8000 Patient/ Staff call 1 2 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Last modified 01/03/2016

Briefed Area 7.00

Remarks

Occupancy 1 patient; 1-2 staff assisting

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements An Ensuite - Bariatric is designed to meet the needs of bariatric (obese or morbidly obese) patients allowing

the patient to wash, shave, groom themselves, shower and use the toilet, either independently or with
assistance.The Ensuite - Bariatric is associated with the 1 Bed Room - Bariatric. The area and layout must
accommodate two assisting nurses and a shower commode with bariatric capability. The Ensuite and
Bedroom will need to be planned as an integral suite so the use of a ceiling mounted hoist is optimised
across the two rooms. The choice of Ensuite will depend on the patient type, the Operational Policy and
floor layout of the facility.Acoustics: Sound attenuation level - High. Acoustic privacy required.Body protected
electrical areaAdditional Design Requirements: - The shower floor must not have a raised hob - The
entrance is to be flush with the adjoining flooring - The door is to be fitted with escape hardware

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

3000 Wall finish Paint Acrylic, washable  

3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; tiles also
acceptable

2525 Wall protection   Bed protection wall
panel 

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1200mm clear opening,
outward opening, privacy
latch, emergency release

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH or tiles for a tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1 over basin

FF-19100 Waste bin - sanitary 3 1

FF-20603 Soap / shampoo holder - recessed 1 1

FF-23700 Towel rail 1 1

FF-3400 Coathook 1 2 1 @ 1200 AFFL for
wheelchair users

FF-4800 Curtain track - shower (90deg) 1 1

FF-5300 Curtain - shower 3 1

FF-6154 Dispenser - paper/ hand towel 2 1 optional

FF-6156 Dispenser - soap 2 2 optional



 

   Standard Components - Room Data Sheet 

Room Name Ensuite - Bariatric Room Number: ENS-BA

 

Page: 2

 

AusHFG code Description Group Qty Comments

FF-6160 Dispenser - toilet paper 1 1

FF-8450 Grab rail - Shower 1 1

FF-8500 Grab rail - WC, hinged 1 2 optional

FF-5673 Chair - shower, bariatric 3 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-47400 Shower - hand-held 1 1
        

FE-5603 Basin - ensuite 1 1
        

FE-5602 Toilet suite - bariatric 1 1
        

FF-39155 Patient lifter, ceiling mounted 1 1
        

FE-40406 Tapware - shower mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-4033 Floor waste 1 2

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 2 + indicator button & light

S-8070 Patient call pendant 1 1 waterproof, for bath

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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AusHFG code Description Group Qty Comments

S-7000 Oxygen (O2) 1 1
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy 1 patient; 1-2 staff assisting

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Birthing Room Ensuite is for the Birthing Room patient to wash, shower, use the toilet, and bath as

desired for pain relief, either independently or with assistance. The area and layout must accommodate an
assisting nurse. The Ensuite will include a shower, handbasin, toilet and an island bath. The island bath will
include steps and a seating platform at the bath edge.Acoustics: Sound attenuation level - High. Acoustic
privacy required.Body Protected Electrical AreaAdditional Design Requirements: - The shower floor must
not have a raised hob - The entrance is to be flush with the adjoining flooring - The door is to be fitted with
escape hardware

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1025 Floor finish Vinyl, non slip Studded Seamless, coved Tiles also acceptable

3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; tiles also
acceptable

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9001 Door - 1100mm Solid Core Paint Single leaf 910 clear outward
opening, privacy latch,
emergency release

7001 Windows    optional, obscure glass

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH or tiles for a tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-10800 Hook - for IV flasks 1 3

FF-13700 Mirror 1 1 over basin

FF-16250 Oxygen flowmeter 3 1

FF-20650 Soap / shampoo holder 1 1

FF-2300 Chair - shower 3 1

FF-23700 Towel rail 1 1 with grab rail strength and
fixings

FF-3400 Coathook 1 2 1 @ 1200 AFFL for
wheelchair users

FF-4800 Curtain track - shower (90deg) 1 1

FF-5300 Curtain - shower 3 1

FF-6152 Dispenser - disposable glove 2 1
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AusHFG code Description Group Qty Comments

FF-6154 Dispenser - paper/ hand towel 2 1

FF-6156 Dispenser - soap 2 1

FF-6160 Dispenser - toilet paper 1 1

FF-8400 Grab rail - WC 1 2 1 behind toilet, 1 to side

FF-8430 Grab rail - Bath 1 1

FF-8450 Grab rail - Shower 1 1

FF-8500 Grab rail - WC, hinged 1 1 optional, drop down rail

FF-9200 Hook - for catheter bag 1 3

FF-5824 Waste bin - general 3 1 to basin

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-3200 Bath - patient 1 1
        

island, with
steps & seating
platform

FE-47400 Shower - hand-held 1 1
        

low level over
bath

FE-47400 Shower - hand-held 1 1
        

FE-55605 Toilet suite - patient 1 1
        

FE-40406 Tapware - shower mixer 1 2
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6001 General: colour corrected

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9040 Body protected 1 1

S-4000 Hot water: outlet 1 1 to washing machine

S-4010 Cold water: outlet 1 1 to washing machine
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AusHFG code Description Group Qty Comments

S-4033 Floor waste 1 2

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 3 + indicator button & light

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-2072 Scavenge Outlet 1 1 and controls, on wall,
optional

S-7000 Oxygen (O2) 1 1

S-7010 Nitrous Oxide (N2O) 1 1 services panel

S-7070 Scavenge 1 1 services panel

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 5.00

Remarks

Occupancy 1 patient; 1 staff assisting

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements An Ensuite, Birthing Room is for the patient to wash, shower and use the toilet, either independently or with

assistance. The area and layout must accommodate an assisting nurse, and wheelchair access. The Ensuite
will have direct access from the Birthing Room.Acoustics: Sound attenuation level - High. Acoustic privacy
required.Body Protected Electrical AreaAdditional Design Requirements: - The shower floor must not have
a raised hob - The entrance is to be flush with the adjoining flooring - The door is to be fitted with escape
hardware

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1025 Floor finish Vinyl, non slip Studded Seamless, coved Tiles also acceptable

3000 Wall finish Paint Acrylic, washable  

3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; tiles also
acceptable

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9001 Door - 1100mm Solid Core Paint Single leaf 910 clear outward
opening, privacy latch,
emergency release

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH or tiles for a tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-10800 Hook - for IV flasks 1 2

FF-13700 Mirror 1 1 over basin

FF-19100 Waste bin - sanitary 3 1

FF-20650 Soap / shampoo holder 1 1

FF-2300 Chair - shower 3 1

FF-23700 Towel rail 1 1 with grab rail strength and
fixings

FF-3400 Coathook 1 2 1 @ 1200 AFFL for
wheelchair users

FF-4800 Curtain track - shower (90deg) 1 1

FF-5300 Curtain - shower 3 1

FF-6154 Dispenser - paper/ hand towel 2 1

FF-6156 Dispenser - soap 2 1
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AusHFG code Description Group Qty Comments

FF-6160 Dispenser - toilet paper 1 1

FF-8400 Grab rail - WC 1 2 1 behind toilet, 1 to side

FF-8450 Grab rail - Shower 1 1

FF-8500 Grab rail - WC, hinged 1 1 optional

FF-9200 Hook - for catheter bag 1 2

FF-5824 Waste bin - general 3 1 to basin

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2850 Basin - handwash, Type C
(with vanity)

1 1
        

refer to BHWS-C
(sim)

FE-47400 Shower - hand-held 1 1
        

FE-55605 Toilet suite - patient 1 1
        

FE-40406 Tapware - shower mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9040 Body protected 1 1

S-4033 Floor waste 1 1

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 2 + indicator button & light

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light
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AusHFG code Description Group Qty Comments

S-1951 Staff assist call 1 2 + indicator button & light

 



 

   Standard Components - Room Data Sheet 

Room Name Ensuite - Mental Health Room Number: ENS-MH

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 5.00

Remarks

Occupancy 1 patient; 1 staff assisting as required

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Ensuite - Mental Health will provide a shower, toilet and handbasin for use by mental health patients.

The Ensuite will be lockable and Master Keyed from the outside with a privacy latch on the inside.The
Ensuite - Mental Health may vary in configuration to suit different room types including: - ENS-MH-A
Inboard Ensuite with direct access, for 1 or 2 Bed Rooms - ENS-MH-B Inboard Ensuite with access from
corridor, for 1 or 2 Bed Rooms - ENS-MH-D Inboard Ensuite for 2 Bed Room, with direct access Acoustics:
Sound attenuation level high; Acoustic privacy requiredBody Protected electrical areaAdditional Design
Considerations: - Two floor wastes will be required - Fittings are to have a breaking strain of not more
than 15 kg - Grab rails, shower and door furniture must not provide points for ligature - Cisterns should be
concealed - All glazing in the room including mirror to be unbreakable - An 'observation bay' which may
include thermostatic mixing & shut off valves and RCD is optional

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1025 Floor finish Vinyl, non slip Studded Seamless, coved tiles also acceptable

3000 Wall finish Paint Acrylic, washable  

3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; tiles also
acceptable

5021 Ceiling - Plasterboard Plasterboard Paint, washable Water resistant, flush
set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9001 Door - 1100mm Solid Core Paint Single leaf 910 clear outward
opening, privacy latch;
anti-hang door hardware

6010 Cornice Plasterboard Paint 90mm to match ceiling
finish 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH or tiles for a tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1327 Grab rail with infill - Shower 1 1 vertical

FF-1328 Grab rail with infill - WC 1 1 vertical

FF-1329 Coathook - collapsible 1 2

FF-1331 Shelf - vanity, recessed 1 1 to basin

FF-1332 Curtain track - ceiling, recessed 1 1 plastic, collapsible curtain

FF-13730 Mirror - acrylic 1 1 or safety glass mirror

FF-20603 Soap / shampoo holder - recessed (h) 1 1 to shower

FF-5300 Curtain - shower 3 1 collapsible; anti-hang
fabric

FF-6154 Dispenser - paper/ hand towel 2 1 plastic; no ligature points;
no sharp cutting edges
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AusHFG code Description Group Qty Comments

FF-6156 Dispenser - soap 2 1 optional; no ligature
points; no sharp cutting
edges

FF-6160 Dispenser - toilet paper 1 1 no ligature points; no
sharp cutting edges

FF-5824 Waste bin - general 3 1 to basin

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-1142 Toilet suite - concealed
cistern

1 1
        

accessible
height for patient
use

FE-2850 Basin - handwash, Type C
(with vanity)

1 1
        

taps and spout
with no ligature
points

FE-47550 Shower - corrective services 1 1
        

tapware with no
ligature points

FE-40412 TAP - COLD  1
        

FE-40413 TAP - HOT  1
        

 
Service Requirements

 
Services

AusHFG code Description Group Qty Comments

S-9040 Body protected 1 1

S-4033 Floor waste 1 2

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-1086 General fluorescent: vandal proof 1 1

S-8000 Patient/ Staff call 1 2 + indicator button & light

 



Room Data Sheets

Department

Australasian Standard Project

Standard Components  1940Room Tag:

Room Name Ensuite - Mental Health ENS-MHRoom Code:

Area 5.0 M2

 No of Rooms 1

 Subtotal of Area 5.0 M2

Hours of Operation 24 Hours

Occupancy 1 patient; 1 staff assisting as required

Also covers these

Rooms

Description/

Special Requirements

The Ensuite - Mental Health will provide a shower, toilet and handbasin for 

use by mental health patients. The Ensuite will be lockable and Master 

Keyed from the outside with a privacy latch on the inside.

The Ensuite - Mental Health may vary in configuration to suit different room 

types including:

   - ENS-MH-A Inboard Ensuite with direct access, for 1 or 2 Bed Rooms

   - ENS-MH-B Inboard Ensuite with access from corridor, for 1 or 2 Bed

     Rooms

   - ENS-MH-D Inboard Ensuite for 2 Bed Room, with direct access 

Acoustics:  Sound attenuation level high; Acoustic privacy required

Body Protected electrical area

Additional Design Considerations:

  - Two floor wastes will be required

  - Fittings are to have a breaking strain of not more than 15 kg

  - Grab rails, shower and door furniture must not provide points for ligature

  - Cisterns should be concealed

  - All glazing in the room including mirror to be unbreakable

  - An 'observation bay' which may include thermostatic mixing & shut off 

    valves and RCD is optional

07.06.05, - First DraftAmendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5021 Ceiling Plasterboard Paint, washable Water resistant, 

flush set, 

suspended

 6010 Cornice Plasterboard Paint 90mm to match 

ceiling finish

 8010 Door protection Composite Prefinished 

PVC

Protection plate to 

900 AFFL

Equal to 'Acrovyn'

 8040 Door protection Composite Prefinished 

PVC

To door frame Equal to 'Acrovyn'

 9001 Doors Solid Core Paint Single leaf 910 clear outward opening, 

privacy latch

 1025 Floor finish Vinyl, non slip Studded Seamless, coved tiles also acceptable

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

or tiles for a tiled floor

 3000 Wall finish Paint Acrylic, 

washable

 3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; tiles also 

acceptable

HCAMC

Provided by HPI for :

Page 1 of 2

7 Jun 2005Print Date:

Issue Date:

Issue No: 1

10 Jun 2005

This document is for advisory purpose only 



Room Data Sheets

Department

Australasian Standard Project

Standard Components  1940Room Tag:

Room Name Ensuite - Mental Health ENS-MHRoom Code:

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 3400 Coathook Metalwork  2 collapsible1

 4800 Curtain track: shower Metalwork  1 plastic, ceiling mounted/ recessed1

 5300 Curtain: shower Furniture/ Fitting  13

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 no sharp cutting edges2

 6156 Dispenser: soap Furniture/ Fitting  1 optional2

 6160 Dispenser: toilet paper Furniture/ Fitting  11

 8450 Grab rail: Shower Metalwork  1 vertical with infill1

 8400 Grab rail: WC Metalwork  1 vertical with infill1

 13730 Mirror: acrylic Metalwork  11

 19910 Shelf: vanity Furniture/ Fitting  1 recessed1

 20650 Soap/ shampoo holder Furniture/ Fitting  1 recessed1

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to hand basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 2850 Basin: handwash, Type C  1 ___ yes ___ yes yes yes ______1

 47550 Shower: corrective services  1 ___ yes ___ yes yes yes ______1

 55605 Toilet suite: patient  1 ___ yes ___ ___ yes yes ___ concealed cistern___1

Services

ID Description Service Category Qty Remarks

 5000 Airconditioning HVAC

 5019 Exhaust HVAC for heat/ steam

 4033 Floor waste Hydraulics  2

 8000 Patient/ Staff call Nurse Call  2 + indicator button & light

HCAMC

Provided by HPI for :

Page 2 of 2

7 Jun 2005Print Date:

Issue Date:

Issue No: 1

10 Jun 2005

This document is for advisory purpose only 
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Last modified 01/03/2016

Briefed Area 6.00

Remarks

Occupancy 1 patient; 1 staff assisting

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements An Ensuite - Shared is for a patient to wash, shave, groom themselves, shower and use the toilet, either

independently or with assistance. The area and layout must accommodate an assisting nurse, patient lifter
and wheelchair access. The Ensuite shared may be accessed from two patient rooms. Special privacy
latching will be required to lock both entry doors on activation. The actual choice of Ensuite will depend on
the patient type and the Operational Policy of the facility.The Ensuite - Shared may vary in configuration
to suit different patient types or room types including: - ENS-SH-A Shared ensuite - standard - ENS-
SH-B Shared ensuite with additional access Acoustics: Sound attenuation level - High. Acoustic privacy
required.Body Protected Electrical AreaAdditional Design Requirements: - The shower floor must not have a
raised hob - The entrance is to be flush with the adjoining flooring

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1025 Floor finish Vinyl, non slip Studded Seamless, coved Tiles also acceptable

3000 Wall finish Paint Acrylic, washable  

3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; tiles also
acceptable

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9001 Door - 1100mm Solid Core Paint Single leaf 910 clear outward
opening, privacy latch

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH or tiles for a tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1 over basin

FF-20650 Soap / shampoo holder 1 1

FF-2300 Chair - shower 3 1

FF-23700 Towel rail 1 2 with grab rail strength and
fixings

FF-3400 Coathook 1 2 1 @ 1200 AFFL for
wheelchair users

FF-4800 Curtain track - shower (90deg) 1 1

FF-530 Basin vanity top 1 1

FF-5300 Curtain - shower 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 optional
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AusHFG code Description Group Qty Comments

FF-6156 Dispenser - soap 2 1 optional

FF-6160 Dispenser - toilet paper 1 1

FF-8400 Grab rail - WC 1 1 1 to side

FF-8450 Grab rail - Shower 1 1

FF-8500 Grab rail - WC, hinged 1 1 drop down rail, optional for
standard shared ensuite

FF-8500 Grab rail - WC, hinged 1 1 to both sides of WC in
additional access ensuite

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-47400 Shower - hand-held 1 1
        

FE-55605 Toilet suite - patient 1 1
        

FE-5603 Basin - ensuite 1 1
        

FE-40406 Tapware - shower mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9040 Body protected 1 1

S-4033 Floor waste 1 2

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-8000 Patient/ Staff call 1 2 + indicator button & light

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light
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AusHFG code Description Group Qty Comments

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Last modified 01/03/2016

Briefed Area 6.00

Remarks

Occupancy 1 patient; 1-2 staff assisting

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements An Ensuite - Super is for a patient to wash, shave, groom themselves, shower and use the toilet, either

independently or with assistance. The Ensuite - Super is associated with the 1 Bed Room - Special; the
additional area and layout will facilitate two assisting nurses, patient lifter and wheelchair access. The
Ensuite - Super may vary in configuration to suit different patient types or room types including: - ENS-SP-
A Ensuite Super, Inboard - ENS-SP-B Ensuite Super, Stand aloneThe actual choice of Ensuite will depend
on the patient type, the Operational Policy and floor layout of the facility.Acoustics: Sound attenuation level
- High. Acoustic privacy required.Body Protected Electrical AreaAdditional Design Requirements: - The
shower floor must not have a raised hob - The entrance is to be flush with the adjoining flooring - The door is
to be fitted with escape hardware

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1025 Floor finish Vinyl, non slip Studded Seamless, coved Tiles also acceptable

3000 Wall finish Paint Acrylic, washable  

3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; tiles also
acceptable

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1200mm clear opening,
outward opening, privacy
latch, emergency release

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH or tiles for a tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1 over basin

FF-20650 Soap / shampoo holder 1 1

FF-2300 Chair - shower 3 1

FF-23700 Towel rail 1 2 with grab rail strength and
fixings

FF-3400 Coathook 1 2 1 @ 1200 AFFL for
wheelchair users

FF-4800 Curtain track - shower (90deg) 1 1

FF-530 Basin vanity top 1 1

FF-5300 Curtain - shower 3 1

FF-6154 Dispenser - paper/ hand towel 2 1 optional
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AusHFG code Description Group Qty Comments

FF-6156 Dispenser - soap 2 1 optional

FF-6160 Dispenser - toilet paper 1 1

FF-8400 Grab rail - WC 1 2 1 behind toilet, 1 to side

FF-8450 Grab rail - Shower 1 1

FF-8500 Grab rail - WC, hinged 1 1 optional

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2850 Basin - handwash, Type C
(with vanity)

1 1
        

FE-47400 Shower - hand-held 1 1
        

FE-55605 Toilet suite - patient 1 1
        

FE-40406 Tapware - shower mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9040 Body protected 1 1

S-4033 Floor waste 1 1

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light
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AusHFG code Description Group Qty Comments

S-1951 Staff assist call 1 2 + indicator button & light
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Last modified 01/03/2016

Briefed Area 5.00

Remarks

Occupancy 1 patient; 1 staff assisting

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements An Ensuite is for a patient to wash, shave, groom themselves, shower and use the toilet, either

independently or with assistance. The area and layout must accommodate an assisting nurse and a shower
commode. The Ensuite and Bedroom should be planned as an integrated suite so the layout is optimised
across the two rooms.Acoustics: Sound attenuation level - High. Acoustic privacy required.Body Protected
Electrical AreaAdditional Design Requirements: - The shower floor must not have a raised hob - The
entrance is to be flush with the adjoining flooring - The door is to be fitted with escape hardware

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2526 Floor finish Vinyl Non-slip Seamless coved Suitable for barefeet. Tiles
also acceptable.

3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; tiles also
acceptable

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

water resistant flush set
plasterboard ceiling also
acceptable

9001 Door - 1100mm Solid Core Paint Single leaf 910 clear outward
opening, privacy latch,
emergency release

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH or tiles for a tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1 over basin

FF-19100 Waste bin - sanitary 3 0 Optional, depends on
Waste Management
Policy.

FF-20650 Soap / shampoo holder 1 1

FF-2300 Chair - shower 3 1 Or commode chair
or combined shower/
commode chair.

FF-23700 Towel rail 1 1 With grab rail strength and
fixings to support bariatric
capacity.

FF-3400 Coathook 1 2

FF-4800 Curtain track - shower (90deg) 1 1 Optional, depends on
Infection Control Policy

FF-5300 Curtain - shower 3 1 Optional, depends on
Infection Control Policy

FF-6154 Dispenser - paper/ hand towel 2 1



 

   Standard Components - Room Data Sheet 

Room Name Ensuite - Standard Room Number: ENS-ST-A

 

Page: 2

 

AusHFG code Description Group Qty Comments

FF-6156 Dispenser - soap 2 2 1 x basin. 1 x shower
(optional).

FF-6160 Dispenser - toilet paper 1 1 Locate on drop down rail.

FF-8400 Grab rail - WC 1 1 1 to side or wrap-around.

FF-8450 Grab rail - Shower 1 1 Combined with hand held
shower.

FF-8500 Grab rail - WC, hinged 1 1 Drop down rails on both
sides of WC; 1 x toilet
paper dispenser, 1 x
patient staff call 1 x NC.
Fixings to support bariatric
capacity.

FF-8510 Grab Rail - SS 1 1 behind toilet

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-47400 Shower - hand-held 1 1
        

Tapware: mixer,
wall mounted,
shower.

FE-55605 Toilet suite - patient 1 1
        

With backrest.
Concealed
cistern, optional.

FE-5603 Basin - ensuite 1 1
        

With integral
shelf for patient
belongings or
separate shelf.
Tapware: mixer,
fixture mounted.

FE-40406 Tapware - shower mixer 1 1
        

 
Service Requirements

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9040 Body protected 1 1

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-1983 General fluoresecent downlights 1 1

S-8000 Patient/ Staff call 1 2 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light
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AusHFG code Description Group Qty Comments

S-1951 Staff assist call 1 1 + indicator button & light

 



Room Data Sheets

Department

Australasian Standard Project

Standard Components  1900Room Tag:

Room Name Ensuite - Standard ENS-STRoom Code:

Area 5.0 M2

 No of Rooms 1

 Subtotal of Area 5.0 M2

Minimum Dimension 0.0 M2

Hours of Operation 24 Hours

Occupancy 1 patient; 1 staff assisting

Also covers these

Rooms

Description/

Special Requirements

An Ensuite is for a patient to wash, shave, groom themselves, shower and 

use the toilet, either independently or with assistance. The area and layout 

must accommodate an assisting nurse, patient lifter and wheelchair 

access. 

The Ensuite may vary in configuration to suit different room types including:

   - ENS-ST-A   Inboard Ensuite 

   - ENS-ST-B   Outboard Ensuite. 

Acoustics:  Sound attenuation level - High. Acoustic privacy required.

Body Protected Electrical Area

Additional Design Requirements: 

  - The shower floor must not have a raised hob

  - The entrance is to be flush with the adjoining flooring

  - The door is to be fitted with escape hardware

10.10.03, - First Draft

07.02.05, - BOB User review, description, fittings modified
Amendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5023 Ceiling Plasterboard Prefinished Water resistant, 

drop in tiles, 

600x1200

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 8010 Door protection Composite Prefinished 

PVC

Protection plate to 

900 AFFL

Equal to Acrovyn

 8040 Door protection Composite Prefinished 

PVC

To door frame Equal to Acrovyn

 9001 Doors Solid Core Paint Single leaf 910 clear outward opening, 

privacy latch, emergency 

release

 1025 Floor finish Vinyl, non slip Studded Seamless, coved Tiles also acceptable

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

or tiles for a tiled floor

 3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; tiles also 

acceptable

 3000 Wall finish Paint Acrylic, 

washable

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 530 Basin vanity top Furniture/ Fitting  11

HCAMC

Provided by HPI for :

Page 1 of 2

20 May 2005Print Date:

Issue Date:

Issue No: 2

20 May 2005

This document is for advisory purpose only 



Room Data Sheets

Department

Australasian Standard Project

Standard Components  1900Room Tag:

Room Name Ensuite - Standard ENS-STRoom Code:

ID Description Category Group Qty Selection

 2300 Chair: shower Furniture/ Fitting  13

 3400 Coathook Metalwork  2 1 @ 1200 AFFL for wheelchair users1

 4800 Curtain track: shower Metalwork  11

 5300 Curtain: shower Furniture/ Fitting  13

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 optional2

 6156 Dispenser: soap Furniture/ Fitting  1 optional2

 6160 Dispenser: toilet paper Furniture/ Fitting  12

 8450 Grab rail: Shower Metalwork  11

 8400 Grab rail: WC Metalwork  2 1 behind toilet, 1 to side1

 8500 Grab rail: WC, hinged Metalwork  1 optional1

 9200 Hook: for catheter bag Metalwork  21

 10800 Hook: for IV flasks Metalwork  21

 13700 Mirror Metalwork  1 over basin1

 20650 Soap/ shampoo holder Furniture/ Fitting  11

 23700 Towel rail Metalwork  1 with grab rail strength and fixings1

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to hand basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 3120 Basin: vanity  1 ___ yes ___ yes yes yes ______1

 47400 Shower: hand-held  1 ___ yes ___ yes yes yes ______1

 55605 Toilet suite: patient  1 ___ yes ___ ___ yes yes ______1

Services

ID Description Service Category Qty Remarks

 5000 Airconditioning HVAC

 5019 Exhaust HVAC for steam/ heat

 4033 Floor waste Hydraulics  1

 6000 General fluorescent Lighting

 8080 Emergency call Nurse Call  1 + indicator button & light

 8000 Patient/ Staff call Nurse Call  2 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  1 + indicator button & light

 9040 Body protected Power

 9001 GPO: Double Power  1
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1900Room Tag:

Room Name Ensuite - Standard ENS-STRoom Code:

Area 5.0 M2

 No of Rooms 1

 Subtotal of Area 5.0 M2

Minimum Dimension 0.0 M2

Hours of Operation 24 Hours

Occupancy 1 patient; 1 staff assisting

Also covers these

Rooms

Description/

Special Requirements

An Ensuite is for a patient to wash, shave, groom themselves, shower and 

use the toilet, either independently or with assistance. The area and layout 

must accommodate an assisting nurse, patient lifter and wheelchair 

access. 

The Ensuite may vary in configuration to suit different room types including:

   - ENS-ST-A   Inboard Ensuite 

   - ENS-ST-B   Outboard Ensuite. 

Acoustics:  Sound attenuation level - High. Acoustic privacy required.

Body Protected Electrical Area

Additional Design Requirements: 

  - The shower floor must not have a raised hob

  - The entrance is to be flush with the adjoining flooring

  - The door is to be fitted with escape hardware

10.10.03, - First Draft

07.02.05, - BOB User review, description, fittings modified
Amendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5023 Ceiling Plasterboard Prefinished Water resistant, 

drop in tiles, 

600x1200

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 8010 Door protection Composite Prefinished 

PVC

Protection plate to 

900 AFFL

Equal to Acrovyn

 8040 Door protection Composite Prefinished 

PVC

To door frame Equal to Acrovyn

 9001 Doors Solid Core Paint Single leaf 910 clear outward opening, 

privacy latch, emergency 

release

 1025 Floor finish Vinyl, non slip Studded Seamless, coved Tiles also acceptable

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

or tiles for a tiled floor

 3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; tiles also 

acceptable

 3000 Wall finish Paint Acrylic, 

washable

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 530 Basin vanity top Furniture/ Fitting  11
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Issue Date:
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1900Room Tag:

Room Name Ensuite - Standard ENS-STRoom Code:

ID Description Category Group Qty Selection

 2300 Chair: shower Furniture/ Fitting  13

 3400 Coathook Metalwork  2 1 @ 1200 AFFL for wheelchair users1

 4800 Curtain track: shower Metalwork  11

 5300 Curtain: shower Furniture/ Fitting  13

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 optional2

 6156 Dispenser: soap Furniture/ Fitting  1 optional2

 6160 Dispenser: toilet paper Furniture/ Fitting  12

 8450 Grab rail: Shower Metalwork  11

 8400 Grab rail: WC Metalwork  2 1 behind toilet, 1 to side1

 8500 Grab rail: WC, hinged Metalwork  1 optional1

 9200 Hook: for catheter bag Metalwork  21

 10800 Hook: for IV flasks Metalwork  21

 13700 Mirror Metalwork  1 over basin1

 20650 Soap/ shampoo holder Furniture/ Fitting  11

 23700 Towel rail Metalwork  1 with grab rail strength and fixings1

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to hand basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 3120 Basin: vanity  1 ___ yes ___ yes yes yes ______1

 47400 Shower: hand-held  1 ___ yes ___ yes yes yes ______1

 55605 Toilet suite: patient  1 ___ yes ___ ___ yes yes ______1

Services

ID Description Service Category Qty Remarks

 5000 Airconditioning HVAC

 5019 Exhaust HVAC for steam/ heat

 4033 Floor waste Hydraulics  1

 6000 General fluorescent Lighting

 8080 Emergency call Nurse Call  1 + indicator button & light

 8000 Patient/ Staff call Nurse Call  2 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  1 + indicator button & light

 9040 Body protected Power

 9001 GPO: Double Power  1
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1900Room Tag:

Room Name Ensuite - Standard ENS-STRoom Code:

Area 5.0 M2

 No of Rooms 1

 Subtotal of Area 5.0 M2

Minimum Dimension 0.0 M2

Hours of Operation 24 Hours

Occupancy 1 patient; 1 staff assisting

Also covers these

Rooms

Description/

Special Requirements

An Ensuite is for a patient to wash, shave, groom themselves, shower and 

use the toilet, either independently or with assistance. The area and layout 

must accommodate an assisting nurse, patient lifter and wheelchair 

access. 

The Ensuite may vary in configuration to suit different room types including:

   - ENS-ST-A   Inboard Ensuite 

   - ENS-ST-B   Outboard Ensuite. 

Acoustics:  Sound attenuation level - High. Acoustic privacy required.

Body Protected Electrical Area

Additional Design Requirements: 

  - The shower floor must not have a raised hob

  - The entrance is to be flush with the adjoining flooring

  - The door is to be fitted with escape hardware

10.10.03, - First Draft

07.02.05, - BOB User review, description, fittings modified
Amendment

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5023 Ceiling Plasterboard Prefinished Water resistant, 

drop in tiles, 

600x1200

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 8010 Door protection Composite Prefinished 

PVC

Protection plate to 

900 AFFL

Equal to Acrovyn

 8040 Door protection Composite Prefinished 

PVC

To door frame Equal to Acrovyn

 9001 Doors Solid Core Paint Single leaf 910 clear outward opening, 

privacy latch, emergency 

release

 1025 Floor finish Vinyl, non slip Studded Seamless, coved Tiles also acceptable

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

or tiles for a tiled floor

 3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; tiles also 

acceptable

 3000 Wall finish Paint Acrylic, 

washable

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 530 Basin vanity top Furniture/ Fitting  11
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Room Data Sheets

Department

Australasian Standard Project

Standard Components  1900Room Tag:

Room Name Ensuite - Standard ENS-STRoom Code:

ID Description Category Group Qty Selection

 2300 Chair: shower Furniture/ Fitting  13

 3400 Coathook Metalwork  2 1 @ 1200 AFFL for wheelchair users1

 4800 Curtain track: shower Metalwork  11

 5300 Curtain: shower Furniture/ Fitting  13

 6154 Dispenser: paper/ hand towel Furniture/ Fitting  1 optional2

 6156 Dispenser: soap Furniture/ Fitting  1 optional2

 6160 Dispenser: toilet paper Furniture/ Fitting  12

 8450 Grab rail: Shower Metalwork  11

 8400 Grab rail: WC Metalwork  2 1 behind toilet, 1 to side1

 8500 Grab rail: WC, hinged Metalwork  1 optional1

 9200 Hook: for catheter bag Metalwork  21

 10800 Hook: for IV flasks Metalwork  21

 13700 Mirror Metalwork  1 over basin1

 20650 Soap/ shampoo holder Furniture/ Fitting  11

 23700 Towel rail Metalwork  1 with grab rail strength and fixings1

 24100 Waste bin: paper, 20 Litre Furniture/ Fitting  1 to hand basin3

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 3120 Basin: vanity  1 ___ yes ___ yes yes yes ______1

 47400 Shower: hand-held  1 ___ yes ___ yes yes yes ______1

 55605 Toilet suite: patient  1 ___ yes ___ ___ yes yes ______1

Services

ID Description Service Category Qty Remarks

 5000 Airconditioning HVAC

 5019 Exhaust HVAC for steam/ heat

 4033 Floor waste Hydraulics  1

 6000 General fluorescent Lighting

 8080 Emergency call Nurse Call  1 + indicator button & light

 8000 Patient/ Staff call Nurse Call  2 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  1 + indicator button & light

 9040 Body protected Power

 9001 GPO: Double Power  1
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Last modified 01/03/2016

Briefed Area 7.00

Remarks

Occupancy Up to 3

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements The Feeding Room provides an area for mothers to feed babies with staff assistance as required or to

express breast milk. The Feeding Room will be located adjacent to the General Nursery with ready access
to the Formula Room.Acoustics: Sound attenuation medium, acoustic protection requiredBody Protected
electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable, obs panel to
Formula Rm side only

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-2000 Chair - lounge 3 2

FF-22800 Table - low 3 2

FF-2655 Chair - visitor 3 1

FF-3400 Coathook 1 1

FF-350 Artwork 3 1 optional

FF-4700 Curtain track - privacy screen (90 deg) 1 1 to entry door

FF-5250 Curtain - privacy screen 3 1 to entry door

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

S-6110 Downlights: dimmable optional
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Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9040 Body protected 1 1

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6110 Downlights: dimmable 1 1 optional

 



 

   Standard Components - Room Data Sheet 

Room Name Formula Room Room Number: FORM

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 7.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements The Formula Room provides space for the preparation, distribution and storage of baby feeds. Pre-packaged

feeds will also be stored in this area. The room will provide facilities for washing, sterilisation and storage
of baby bottles, teats and equipment, preparation of baby formulas, refrigerated storage of baby feeds and
demonstration of formula preparation to mothers.Acoustics: Acoustic privacy required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback tiles also acceptable

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame equal to Acrovyn

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910 mm clear opening,
with hold open device

7030 Observation Alum/ Glass Powdercoat Internal window, door
height 

observation window to
Nursery area

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 with inset sink

FF-19990 Shelving unit - microwave 1 1 over bench, optional

FF-4410 Cupboard - under bench 1 1 adjustable shelves

FF-4430 Cupboard - drawer unit 1 1 under bench

FF-4460 Cupboard - wall mounted 1 2 over bench

FF-6154 Dispenser - paper/ hand towel 2 1 to sink

FF-6156 Dispenser - soap 2 1 to sink

FF-44207 Underbench single door  1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-16600 Dishwasher - commercial 2 1 under bench,
optional
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        

FE-19500 Kettle - electric 3 1
        

FE-44100 Refrigerator - 250 Litre,
domestic

3 1
        

FE-47890 Sink & drainer - single,
930mmL

1 1
        

FE-4045 TAPWARE - ELBOW MIXER:
TAPWARE - ELBOW MIXER

 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 5 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 1

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 3 TV, ceiling

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 2 under O/H cupboards
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Last modified 01/03/2016

Briefed Area 16.00

Remarks

Occupancy Up to 4

Hours of Operation  8am to 8pm, daily

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements A room located within the Medical Imaging Unit to accommodate the film processing equipment along with a

workstation area for viewing, and reporting of images.Acoustics: Sound attenuation level - Medium; acoustic
privacy required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback above sink, tiles also
acceptable

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
glazing optional

7010 Observation Glass Clear Through door/s 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 with inset sink

FF-1120 Bench - workstation 1 1

FF-17360 Pinboard - fabric covered 1 2 above bench

FF-20000 Shelving unit - adjustable 1 5 over workstation bench

FF-2100 Chair - ergonomic, office 3 2

FF-21290 Cupboard - steel 3 1 chemical storage

FF-3350 Clock - battery operated 3 1

FF-4410 Cupboard - under bench 1 1 adjustable shelves

FF-4460 Cupboard - wall mounted 1 1 over sink bench,
adjustable shelves

FF-6154 Dispenser - paper/ hand towel 2 1 to sink

FF-6156 Dispenser - soap 2 1 to sink

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services



 

   Standard Components - Room Data Sheet 

Room Name Film Processing, Viewing and Reporting Room Number: FPVR

 

Page: 2

 

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11415 Computer - PACS 3 2
        

for computerised
images

FE-41100 Printer - networked 3 1
        

FE-49115 Sink - 600x450x450D 1 1
        

hot water, lab
sink

FE-54510 Telephone - handset,
standard

3 2
        

FE-65100 IMG - processor, daylight 3 1
        

FE-65900 IMG - silver recovery unit 3 1
        

FE-69210 Xray viewer - multiscreen 1 2
        optional

FE-4045 Tapware - elbow mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6005 Dimmable for image viewing

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 6

S-9060 GPO: Special: for equipment 1 2 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 4 1 outlet for telephone

S-4037 Tundish drain 1 1 for low temp steriliser,
optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6005 Dimmable 1 1 for image viewing

S-6200 Light switches 1 1

S-6200 Light switches (pelmet) 1 1

S-6055 Special: task light, built in 1 4 under O/H cupboards

 



 

   Standard Components - Room Data Sheet 

Room Name General X-Ray Room Number: GENXR

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 30.00

Remarks

Occupancy 1 patient; 1 - 2 staff

Hours of Operation  Available 24 Hours

Acoustics

Description / Special
Requirements General X-ray is a room for undertaking general radiographic procedures, which may be located within the

Imaging Unit or within an emergency care area.Additional Design Requirements: - Radiation shielding to
walls and glazing as advised by Radiation Consultant - Unistrut type ceiling may be required, depending on
equipment to be installed - Cable ducting between the X-ray table, vertical bucky and control area may be
required, depending on equipment type and layout - 'X-ray in Use' warning lights will be required outside
each entry doorBody Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin, tiles also
acceptable

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL 

Equal to 'Acrovyn', as
requried

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 at 3000 mm AFFL

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9230 Doors Solid Core Paint Double leaf, with lead
shielding 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 cupboards under

FF-11905 Rack - lead apron 1 1

FF-1465 Bracket - suction bottle 2 1

FF-150 Air flowmeter 3 1 to services panel

FF-16250 Oxygen flowmeter 3 1 to services panel

FF-1650 Chair - client 3 1

FF-22000 Suction bottle 3 1

FF-4410 Cupboard - under bench 1 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin
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AusHFG code Description Group Qty Comments

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-5824 Waste bin - general 3 1 to basin

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-54520 Telephone - handset,
handsfree (WM)

3 1
        

FE-61600 IMG - bucky, chest 1 1
        

FE-62400 IMG - control booth 1 1
        

FE-66000 IMG - X-ray table, floating top 1 1
        

FE-66600 IMG - X-ray unit, general
purpose

1 1
        

FE-68600 Xray viewer - 1 screen 1 1
        

FE-62152 IMG - console, control
(integrated stand)

1 1
        

FE-68400 IMG: generator 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6110 Downlights: dimmable optional

S-12030 Lead lining to walls and doors as specified

 
Services

AusHFG code Description Group Qty Comments

FF-21950 Suction adapter 3 1

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 2 monitor

S-9010 GPO: Emergency power, single (V) 1 4 monitor

S-9001 GPO: Double 1 4

S-9040 Body protected 1 1
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AusHFG code Description Group Qty Comments

S-9060 GPO: Special: for equipment 1 2 TV, ceiling

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1040 Intercom 1 1 optional

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 3

S-6110 Downlights: dimmable 1 1 optional

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 1

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1

S-11000 Wall panel 2 1 patient services panels

S-12030 Lead lining 1 1 to walls and doors as
specified

 



 

   Standard Components - Room Data Sheet 

Room Name Goods Receipt - Pharmacy Room Number: GRE
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Last modified 01/03/2016

Briefed Area 5.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  8am to 6pm, daily

Acoustics

Description or Special
Requirements The Goods Receipt is an area for receiving deliveries of pharmaceuticals and other goods, unpacking and

checking deliveries and despatch into the Pharmacy area. The entry into Goods Receipt and doors into
Pharmacy are secured; the entry doors will require an intercom to alert staff of a delivery.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL Equal to Acrovyn

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1400mm clear opening,
lockable, observation
panel in internal door only

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 1000mm AFFL

FF-17360 Pinboard - fabric covered 1 1

FF-19800 Shelf - laminate 1 1 over bench

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

flat screen,
optional

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2
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AusHFG code Description Group Qty Comments

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1040 Intercom 1 1 optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

 



 

   Standard Components - Room Data Sheet 
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Last modified 01/03/2016

Briefed Area 45.00

Remarks

Occupancy Up to 10

Hours of Operation  8am to 6pm daily

Acoustics Acoustic privacy is required

Description or Special
Requirements The Gymnasium provides for patient evaluation, rehabilitation exercise activities, therapy and ambulation

training. An external outlook is desirable. The equipment to be used in this area will be dependent on the
function of the gym and the Operational Policy.Acoustics: Acoustic privacy required.Body Protected electrical
area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin, tiles also
acceptable

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9225 Door - 1500mm Solid Core/ Glass Paint Double leaf, observation
panel 

1400 mm clear opening,
lockable

7001 Windows    desirable, may require
obscure / mirrored glass

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 optional

FF-1250 Blind - Venetian 3 2

FF-1325 Mirror - safety glass 1 2

FF-13645 Steel mesh - framed, ceiling mount 1 2

FF-13646 Steel mesh - framed, wall mount 1 2

FF-1650 Chair - client 3 2

FF-16780 Parallel bars 3 1

FF-17630 Plinth 3 2

FF-18170 Pulley weights - wall mounted 3 1

FF-3350 Clock - battery operated 3 1

FF-4410 Cupboard - under bench 1 2 optional
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AusHFG code Description Group Qty Comments

FF-4430 Cupboard - drawer unit 1 1 under bench, optional

FF-4460 Cupboard - wall mounted 1 2 over bench, optional

FF-4600 Curtain track - bed screen 1 2

FF-5000 Curtain - bed screen 3 2

FF-5250 Curtain - privacy screen 3 1

FF-6154 Dispenser - paper/ hand towel 2 2 to basin & sink

FF-6156 Dispenser - soap 2 2 to basin & sink

FF-7520 Exercise bicycle 3 2

FF-7530 Exercise stairs 3 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-47890 Sink & drainer - single,
930mmL

1 1
        optional

FE-54520 Telephone - handset,
handsfree (WM)

3 1
        

FE-4045 Tapware - elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 8

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-1000 Telephone: PABX 1 1 wall telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1



 

   Standard Components - Room Data Sheet 

Room Name Gymnasium, 45m2 Room Number: GYAH-45

 

Page: 3

 

AusHFG code Description Group Qty Comments

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 2 + indicator button & light

S-8005 Patient call handset 1 2 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 3 + indicator button & light
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Last modified 01/03/2016

Briefed Area 60.00

Remarks

Occupancy Up to 13 patients/ hour; up to 4 staff

Hours of Operation  8am to 6pm daily

Acoustics Acoustic privacy is required

Description or Special
Requirements The Gymnasium provides for patient evaluation, rehabilitation exercise activities, therapy and ambulation

training. An external outlook is desirable. The equipment to be used in this area will be dependent on the
function of the gym and the Operational Policy.Acoustics: Acoustic privacy required.Body Protected electrical
area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin & sink, tiles also
acceptable

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 flush set plasterboard
ceiling also acceptable

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9225 Door - 1500mm Solid Core/ Glass Paint Double leaf, observation
panel 

1400 mm clear opening,
lockable

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH cushioned vinyl optional

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 optional

FF-12450 Locker - bedside 3 2 or trolley, to plinth spaces

FF-1250 Blind - Venetian 3 3 1 to each external/ internal
window, if provided

FF-1325 Mirror - safety glass 1 2

FF-13645 Steel mesh - framed, ceiling mount 1 2 to plinths, optional

FF-13646 Steel mesh - framed, wall mount 1 2 to plinths, optional

FF-1650 Chair - client 3 2

FF-16780 Parallel bars 3 1 min 5 metres long

FF-17630 Plinth 3 2

FF-18170 Pulley weights - wall mounted 3 1 optional

FF-3350 Clock - battery operated 3 1
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AusHFG code Description Group Qty Comments

FF-4410 Cupboard - under bench 1 2 optional

FF-4430 Cupboard - drawer unit 1 1 under bench, optional

FF-4460 Cupboard - wall mounted 1 2 over bench, optional

FF-4600 Curtain track - bed screen 1 2 to plinth spaces

FF-5000 Curtain - bed screen 3 2 to plinth spaces

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 2 to basin & sink

FF-6156 Dispenser - soap 2 2 to basin & sink

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-7520 Exercise bicycle 3 2 optional

FF-7530 Exercise stairs 3 1 optional

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS
(sim)

FE-47890 Sink & drainer - single,
930mmL

1 1
        

optional, hot
water

FE-54520 Telephone - handset,
handsfree (WM)

3 1
        

FE-4045 Tapware - elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 9

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-1000 Telephone: PABX 1 1 wall telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone
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AusHFG code Description Group Qty Comments

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 2 + indicator button & light

S-8005 Patient call handset 1 2 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 3 + indicator button & light
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Last modified 01/03/2016

Briefed Area 90.00

Remarks

Occupancy Up to 12

Hours of Operation  7am to 8pm, daily

Acoustics

Description or Special
Requirements Hydrotherapy Pool for patient rehabilitation and exercise under supervision. Pool size 15m x 6 m (not

including pool surrounds). Pool and surrounds to comply with AS 3979 - Hydrotherapy Pools.Additional
Design Considerations: - Depth 0.9 metres to 1.5 metres - gradual slope; Deep end may be reduced if
paediatric use is likely to be frequent - Wet deck - single channel; - Temperature of water - 33 - 34 degrees;
- Temperature of air to be no more than 10 degrees below water temperature - Water to be earthed -
Pool surface - tiled, non-slip; ensure a high level of slip resistance to tiles on the ramp; vertical surfaces
of tiling do not need to be slip resistant - Glazing to pool walls recommended - Ramp access with handrail
& stair access with handrails - Pool handrails required - not recessed type - Pool blanket may be required
(insulation for energy conservation) - Disinfection system to be advised - Pool hydraulic hoist may be
required - Underwater pressure jets for therapeutic purposes is optional

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1175 Floor finish Tiles Non-slip Ceramic 'Metz' 245x122 or 'Granito'
200x200 are suitable

3090 Wall finish Tiles Glazed  

5040 Ceiling - Fibre Cement Fibre cement Paint, washable Flush set, suspended 

9001 Door - 1100mm Solid Core Paint Single leaf to Change Rooms/
Cleaner/ Plant areas;
lockable

9120 Door - 1400mm Alum/ Safety glass Powdercoat/ paint 1 1/2 leaf, fully glazed to Lobby/ Waiting & Exit;
1500mm clear opening,
lockable, restricted access

9003 Doors Alum/ Safety glass Powdercoat/ paint Single leaf, fully glazed alternative Exit if required
by BCA; 910mm clear
opening, lockable

7001 Windows    Desirable

7030 Observation Alum/ Glass Powdercoat Internal window, door
height 

Observation windows as
required

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2145 Skirting Tiles To match floor Coved max 25mmH

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1000 Bench seat 1 2 to concourse, under
lockers, optional

FF-12600 Locker - 4 tier (1/4 size) 3 8 to concourse, on bench
seat, optional

FF-4800 Curtain track - shower (straight) 1 1

FF-5300 Curtain - shower 3 2

FF-17715 Hoist - pool, hydraulic 1 1

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-40630 Pool blanket - auto operated 1 1
        optional

FE-41910 Public address system 1 1
        

announcements,
music

 
Service Requirements

AusHFG code Description Comments

S-4033 Floor waste

S-5005 Air conditioning: special positive pressure, filtered

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1140 Public address system 1 1

S-4010 Cold water: outlet 1 1 to washing machine

S-4033 Floor waste 1 18

S-5005 Air conditioning: special 1 1 positive pressure, filtered

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-8080 Emergency call 1 4 + indicator button & light
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Room Name Interview Room - Family/ Large Room Number: INTF
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy Up to 6 persons

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements A larger Interview Room to undertake confidential discussion and/ or counselling between staff, patients and

or family members where required. The Interview Room may also be used as a multipurpose room for small
staff groups or discussions. An external outlook is desirable.The Interview Room - Family may also be used
for mental health patients. If used for this purpose an observation window (toughened glass with integral
venetians) should be installed.Assumes staff will bring their own laptop / tablet (BYOD).Acoustics: Sound
attenuation level - high; Acoustic privacy required.Additional Design Considerations: - A second egress door
may be required for staff safety and security

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles 

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

7001 Windows    Desirable (external
outlook)

2529 Door protection Composite Prefinished PVC To door frame 

2712 Door protection   Protection plate to 900
AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH or floor vinyl coved skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-17385 Pinboard/ whiteboard combination 2 1

FF-22660 Table - round 3 1

FF-22780 Table - small 3 2

FF-2655 Chair - visitor 3 6

FF-350 Artwork 3 1 optional

FF-5824 Waste bin - general 3 1

FF-5828 External window dressing 3 0 If external window
provided

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54510 Telephone - handset,
standard

3 1
        

 
Service Requirements
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AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 3

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-6110 Downlights: dimmable 1 1 optional

S-10005 Duress alarm 1 1
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Last modified 01/03/2016

Briefed Area 6.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements Domestic style laundry for use by mental health patients with staff supervision. The room will include a

bench, laundry tub, domestic washing machine and dryer and ironing facilities. All fittings to be suitable for
mental health patients. All glazing (including external windows) is to be Grade A safety glass to comply with
AS/NZS 2208 and AS 1288, specifically, toughened laminated glass with a standard nominal thickness of
10.38mm, or equivalent approved. Door and joinery hardware should not provide ligature points.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1020 Floor finish Vinyl, non-slip Safety Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL tiles also acceptable

5021 Ceiling - Plasterboard Plasterboard Paint, washable Water resistant, flush
set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9006 Door - 1100mm Solid Core/ Safety
glass 

Paint Single leaf, observation
panel 

910mm clear opening,
lockable; anti-hang door
harware

7031 Observation Alum/ Safety glass Powdercoat/ paint Internal window observation window

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 with inset laundry tub

FF-1460 Bracket - wall 1 1 for dryer

FF-1505 Cabinet - ironing board 1 1 lockable, with integral
ironing board

FF-23956 Trolley - laundry, basket 3 1 under bench

FF-4410 Cupboard: under bench 1 1 under laundry, lockable

FF-44812 Overbench double door (785w) 1 2

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-18400 Dryer - tumble, domestic 3 1
        wall mounted

FE-29200 Iron - electric 3 1
        inside cupboard



 

   Standard Components - Room Data Sheet 

Room Name Laundry - Mental Health Room Number: LAUN-MH

 

Page: 2

 

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-49400 Sink - laundry, single 1 1
        

warm water, with
overflow drain

FE-60650 Washing machine - domestic 3 1
        

provide
themostatic
mixing valve
to hot water or
supply warm
water

FE-4045 Tapware - elbow mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-1086 General fluorescent: vandal proof

 
Services

AusHFG code Description Group Qty Comments

S-1088 RCD device 1 1 may be located outside
room - not on bedhead
services panel

S-9000 GPO: Single 1 3 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 1

S-9040 Body protected 1 1

S-4000 Hot water: outlet 1 1 to washing machine

S-4010 Cold water: outlet 1 1 to washing machine

S-4033 Floor waste 1 1

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-1086 General fluorescent: vandal proof 1 1

S-6200 Light switches 1 1
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Briefed Area 6.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements Domestic style laundry for patient use. The room will include a bench, laundry tub, domestic style washing

machine, dryer and ironing facilities.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2726 Floor finish Vinyl, non slip  Seamless coved 

3000 Wall finish Paint Acrylic, washable  

2727 Wall finish   Splashback Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG.

5021 Ceiling - Plasterboard Plasterboard Paint, washable Water resistant, flush
set, suspended 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

7030 Observation Alum/ Glass Powdercoat Internal window, door
height 

Observation window,
optional

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame To be decided at project
level.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 With inset laundry tub,
open under part. Length
to suit layout, refer
RLS or project specific
requirements.

FF-1460 Bracket - wall 1 1 for dryer

FF-1505 Cabinet - ironing board 1 1 lockable, with integral
ironing board

FF-23956 Trolley - laundry, basket 3 1 under bench

FF-4410 Cupboard - under bench 1 1

FF-4460 Cupboard - wall mounted 1 2 Over bench. Number
to suit layout, refer
RLS or project specific
requirements. Some
lockable space may be
needed.

FF-5824 Waste bin - general 3 1
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Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-18400 Dryer - tumble, domestic 3 1
        

wall mounted @
600mm AFFL on
bracket

FE-29200 Iron - electric 3 1
        

inside cupboard,
hardwired.

FE-49400 Sink - laundry, single 1 1
        

with overflow
drain, warm
water, sinlge
mixer to tub
optional

FE-60650 Washing machine - domestic 3 1
        heavy duty

FE-40403 Tapware - accessible basin
mixer

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 3 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 1

S-4000 Hot water: outlet 1 1 to washing machine

S-4010 Cold water: outlet 1 1 to washing machine

S-4033 Floor waste 1 1

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-5037 Special exhaust: dryer 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Room Name Lounge - Parent, 12m2 Room Number: LNPA-12
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy Up to 6 visitors

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description or Special
Requirements The Parent Lounge provides a change of environment away from clinical areas for parents or visitors to

patients in the Paediatric/ Adolescent Unit, NNIC and SCN. An external outlook is desirable. Door width
should allow access for twin prams. Acoustics: Sound attenuation level - Medium; Acoustic privacy required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. Default = carpet: Vinyl
also acceptable

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9115 Door - 1400mm Solid Core/ Glass Paint 1 1/2 leaf, half glazed 910 /1400mm clear
opening, small door leaf
optional

7001 Windows    desirable

7030 Observation Alum/ Glass Powdercoat Internal window, door
height optional

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = feather edged:
or floor vinyl coved skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1250 Blind - Venetian 3 1 to internal windows,
optional

FF-2000 Chair - lounge 3 4

FF-22800 Table - low 3 3

FF-2655 Chair - visitor 3 2

FF-350 Artwork 3 1 optional

FF-4900 Curtain track - window 1 1

FF-5410 Curtain - window, drapes 3 2 or blinds

FF-7513 Bracket LCD monitor 1 1 optional

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54510 Telephone - handset,
standard

3 1
        on table, optional

FE-7719 Monitor - LCD 3 1
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6046 Indirect lighting optional

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-6046 Indirect lighting 1 1 optional
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Room Name Lounge - Patient / Family Room Number: LNPF-20
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Last modified 01/03/2016

Briefed Area 0.00

Remarks

Occupancy Up to 10 patients / visitors; 1-2 staff intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The Patient/Family Lounge provides a change of environment away fromclinical areas for patients and

visitors. It is an area where family groupscan visit and patients can socialise. A range of occupants will
need to be considered including adults andchildren, able-bodied people as well as people with disabilities.
Bariatriccapacity may be provided where required. An external outlook is essential. Access for patient lifters
and beds are required. Body protected electrical area. Add/subtract 1.5m2 per person. 

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl; carpet tiles
also acceptable.

3000 Wall finish Paint Acrylic, washable  

2670 Wall protection   Corner guards to 900
AFFL minimum 

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9115 Door - 1400mm Solid Core/ Glass Paint 1 1/2 leaf, half glazed Optional.

7001 Windows    

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

Optional, if doors
provided.

2529 Door protection Composite Prefinished PVC To door frame To be decided at project
level and if doors
provided.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = coved skirting;
feather edge acceptable if
carpet tiles used.

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12750 Lounge - 2 seat 3 2

FF-1300 Bookcase 3 1

FF-13120 Rack - magazine/ pamphlet 3 1 Optional.

FF-2000 Chair - lounge 3 2

FF-2150 Chair - patient 3 2

FF-22800 Table - low 3 2

FF-23410 Bracket - television, wall mount 1 1

FF-2655 Chair - visitor 3 2

FF-350 Artwork 3 2

FF-5824 Waste bin - general 3 1
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AusHFG code Description Group Qty Comments

FF-5828 External window dressing 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54510 Telephone - handset,
standard

3 1
        

FE-2795 Television 3 1
        

Flat screen,
on bracket.
Optional.

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

S-6046 Indirect lighting optional

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 3

S-9040 Body protected 1 1

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-6046 Indirect lighting 1 1 optional

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy Up to 6 patients/ visitors; 1-2 staff intermittently

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description or Special
Requirements The Patient Lounge provides a change of environment away from clinical areas for patients and visitors. It

is an area where family groups can visit and patients can socialise. An external outlook is essential. Access
for patient lifter and bed may be required.Acoustics: Sound attenuation level - Medium; Acoustic privacy
required.Body Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. Default = carpet; vinyl also
acceptable

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9115 Door - 1400mm Solid Core/ Glass Paint 1 1/2 leaf, half glazed 910mm/ 1400mm clear
opening, small door leaf
optional

7001 Windows    essential

7035 Observation Alum/ Glass Powdercoat Internal window optional

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = feather edged:
or floor vinyl coved skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-2150 Chair - patient 3 4 adjustable height may be
required

FF-22800 Table - low 3 2

FF-23410 Bracket - television, wall mount 1 1 optional

FF-2650 Chair - visitor, patient 3 2

FF-350 Artwork 3 2 optional

FF-4900 Curtain track - window 1 1

FF-5410 Curtain - window, drapes 3 1 or blinds

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54510 Telephone - handset,
standard

3 1
        optional, on table

FE-54580 Television - 54 cm 3 1
        optional
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Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

S-6046 Indirect lighting optional

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 1

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-6046 Indirect lighting 1 1 optional

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Last modified 01/03/2016

Briefed Area 30.00

Remarks

Occupancy Up to 20 patients/visitors; 1 - 2 staff intermittently

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description or Special
Requirements The Patient Lounge provides a change of environment away from clinical areas for patients and visitors. It is

an area where family groups can visit and patients can socialise. An external outlook is essential.Acoustics:
Sound attenuation level - Medium; Acoustic privacy required.Body Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. Default = carpet: vinyl also
acceptable

3000 Wall finish Paint Acrylic, washable  

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL 

as required, if doors not
provided

4041 Wall Protection Composite Prefinished PVC Chair Rail optional

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

Equal to 'Acrovyn', if doors
provided

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn', if doors
provided

9115 Door - 1400mm Solid Core/ Glass Paint 1 1/2 leaf, half glazed 910mm/ 1400mm clear
opening, small leaf
optional if doors provided;
doors optional

7001 Windows    essential

7035 Observation Alum/ Glass Powdercoat Internal window optional

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = feather edge: or
floor vinyl coved skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-22800 Table - low 3 8

FF-23410 Bracket - television, wall mount 1 1 optional

FF-2655 Chair - visitor 3 16

FF-350 Artwork 3 2 optional

FF-4900 Curtain track - window 1 1 or blinds

FF-5410 Curtain - window, drapes 3 1 or blinds

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54580 Television - 54 cm 3 1
        

optional, on
bracket - flat
screen

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

S-6046 Indirect lighting optional

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 8 Bedhead low level, for
electric bed

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-6046 Indirect lighting 1 1 optional

S-8000 Patient/ Staff call 1 2 + indicator button & light

S-8005 Patient call handset 1 2 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Room Name Mammography Room Number: MAMMO
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Last modified 01/03/2016

Briefed Area 16.00

Remarks

Occupancy 1 patient; Up to 2 staff assisting

Hours of Operation  Available 24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements X-ray room for mammography imaging procedures, with change area within the room. Acoustics: Acoustic

privacy required Body Protected electrical area Additional Design Considerations: - Radiation shielding as
advised by Radiation Consultant - Cable ducts between X-ray table and control area may be required - 'X-
ray in Use' lights required outside each entry door

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9130 Door - 1600mm Solid Core Paint 1 1/2 leaf, with lead
shielding 1400mm clear opening

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1 to change area

FF-1650 Chair - client 3 1 to change area

FF-20000 Shelving unit - adjustable 1 1 above desk, optional

FF-2055 Chair - mammography 3 1 'Hausted'

FF-2100 Chair - ergonomic, office 3 1 to desk

FF-3400 Coathook 1 2 to change area, 1
@1200H

FF-4700 Curtain track - privacy screen (90 deg) 1 1 to change area

FF-5250 Curtain - privacy screen 3 1 to change area

FF-5900 Desk 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin
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AusHFG code Description Group Qty Comments

FF-5824 Waste bin - general 3 1 to basin

FF-43503 Full height cupboard (2100hx900wx350d) 1 1 adjustable shelves

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-54510 Telephone - handset,
standard

3 1
        to desk

FE-66700 IMG - Mammography imaging
unit

1 1
        

with control
panel

FE-68700 Xray viewer - 2 screen 1 1
        above desk

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6110 Downlights: dimmable optional

S-12030 Lead lining to walls and doors as specified

 
Services

AusHFG code Description Group Qty Comments

S-9010 GPO: Emergency power, single (H) 1 2 monitor

S-9001 GPO: Double 1 3

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-9050 Direct connection 3 1 XRV, clocks, lights

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 3

S-6110 Downlights: dimmable 1 1 optional

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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AusHFG code Description Group Qty Comments

S-12030 Lead lining 1 1 to walls and doors as
specified
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy Up to 8

Hours of Operation  8am to 10 pm daily

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements A multipurpose room for interviews, meetings, teaching and training activities. An external outlook is

desirable. The room may be located in close proximity to a Beverage Bay as required.Acoustics: Sound
attenuation level - high; Acoustic privacy essential.Size of space and FF&E quantity/type to be adapted to
suit specific project briefing requirements as per AusHFG HPUs.  Add 1.2m2 per additional person and allow
1.5m2 for wheelchair parking space as required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles Slip resistant vinyl also
acceptable.

2726 Floor finish Vinyl, non slip  Seamless coved 

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9128 Door - 1200mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 

910/1400mm clear
opening, lockable; small
leaf optional

9001 Door - 1100mm Solid Core Paint Single leaf optional, egress door

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1250 Blind - Venetian 3 0 Internal window, if
provided.

FF-2060 Chair - meeting room 3 8 May be stackable.
Consider weight capacity.

FF-23040 Table - meeting 3 1 Or two smaller tables
may be located together.
Folding.

FF-3350 Clock - battery operated 3 1

FF-5824 Waste bin - general 3 1

FF-5828 External window dressing (blackout) 3 1

FF-24405 Whiteboard - magnetic 2 1

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54520 Telephone - handset,
handsfree (WM)

3 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6110 Downlights: dimmable optional

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 4

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-2088 Light switch: single 1 1

S-6110 Downlights: dimmable 1 1 optional
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Last modified 01/03/2016

Briefed Area 9.00

Remarks

Occupancy Up to 4

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements A multipurpose room for staff interviews, meetings, teaching and training activities. May also function as

a 'breakout' room in an open workstation environment. An external outlook is desirable. Acoustics: Sound
attenuation level - high; Acoustic privacy essential. Size of space and FF&E quantity/type to be adapted to
suit specific project briefing requirements as per AusHFG HPUs.  Add 1.2m2 per additional person and allow
1.5m2 for wheelchair parking space as required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles Slip resistant vinyl also
acceptable.

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9002 Door - 910mm Solid Core/ Glass Paint Single leaf, half glazed 910mm clear opening,
lockable, glazing optional

7001 Windows    Desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

default = feather edged :
or floor vinyl coved skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-23040 Table - meeting 3 1

FF-2655 Chair - visitor 3 4 Consider weight capacity

FF-3400 Coathook 1 2 Optional

FF-5824 Waste bin - general 3 1

FF-5828 External window dressing 3 2 Number to align with
window configuration,
if provided. Window
dressing type to comply
with Infection Control
policy. Blackout may
be required if used for
audiovisual presentations.

FF-24405 Whiteboard - magnetic 2 1

FF-5550 Blind - integral 1 0 Internal window, if
provided.

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54510 Telephone - handset,
standard

3 1
        On table

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-2088 Light switch: single 1 1
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Briefed Area 15.00

Remarks

Occupancy Up to 12

Hours of Operation  Available 24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Medium & Large Meeting Rooms will accommodate staff and other meetings. It is a multipurpose room

also used for tutorials, staff meetings, training or educational purposes. The room may be located in close
proximity to a Beverage Bay. Acoustics: Sound attenuation level high; Acoustic privacy required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. 

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9001 Door - 1100mm Solid Core Paint Single leaf egress door, optional

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 optional

FF-1250 Blind - Venetian 3 1 if window provided,
'grey-out' for audiovisual
presentaions

FF-17360 Pinboard - fabric covered 1 1

FF-2060 Chair - meeting room 3 12 may be stackable

FF-23040 Table - meeting 3 2 smaller tables may be
located together

FF-24400 Whiteboard 2 1

FF-3350 Clock - battery operated 3 1

FF-4410 Cupboard - under bench 1 1 optional

FF-4468 Cupboard - wall mounted 1 1 optional

FF-44711 Overbench single door lockable (600hx400wx350d) 1 1

FF-44716 Overbench double door lockable (600hx800wx350d) 1 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-41350 Projection screen - ceiling,
auto

1 1
        

FE-41400 Projector 3 1
        on table, optional

FE-54510 Telephone - handset,
standard

3 1
        

immediately
outside room
entry

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6110 Downlights: dimmable optional

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-9001 GPO: Double 1 3

S-9015 GPO: Cleaner 1 1

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-1130 Vetel: video-conferencing outlet 1 1 optional

S-1387 Floor services box: flush mount 1 1 optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-6110 Downlights: dimmable 1 1 optional

S-10005 Duress alarm 1 1
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Briefed Area 20.00

Remarks

Occupancy Up to 16

Hours of Operation  Available 24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements A multipurpose room for staff meetings, teaching, training/education and patient group activities.  This room

may also accommodate other meetings such as those held with the visiting Magistrate Review Hearings
in Mental Health units.  Refer to  AusHFG mental health HPUs for specific requirements.Seek audiovisual
expertise for complex, project specific requirements.An external outlook is desirable.A second egress door
may be required for staff safety and security.  A specific requirement for Magistrate Review Hearings.The
room may be located in close proximity to a Beverage Bay as required.Acoustics: sound attenuation level
- high.  Acoustic privacy essential.Size of space and FF&E quantity/type to be adapted to suit specific
project briefing requirements as per AusHFG HPUs.  Add 1.2m2 per additional person and allow 1.5m2 for
wheelchair parking space as required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles Slip resistant vinyl also
acceptable.

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9001 Door - 1100mm Solid Core Paint Single leaf Egress door, may also be
required for magistrate's
use in Mental Health units,
optional.

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lock set

2706 Observation Alum/ Glass Powdercoat Internal window with
internal blinds Optional

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 Optional. Length to
suit layout, refer RLS
or project specific
requirements.

FF-17360 Pinboard - fabric covered 1 2

FF-2060 Chair - meeting room 3 16 May be stackable. Heavy
duty for Review Hearings.

FF-23040 Table - meeting 3 4 Smaller tables may be
located together. Folding
or general use, heavy duty
for Review Hearings.

FF-3350 Clock - battery operated 3 1
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AusHFG code Description Group Qty Comments

FF-4420 Cupboard - under bench, lockable 1 1 adjustable shelf, optional.
Number to suit layout,
refer RLS or project
specific requirements.
Storage solution for
consumables and
equipment to meet project
specific Infection Control
and OHS requirements.

FF-7514 AV rack 1 1 Optional. May be required
for Magistrate Hearings.
Integral with video-
conferencing system.
Requirement to be
confirmed at project level.

FF-7513 Bracket LCD monitor 1 1

FF-5824 Waste bin - general 3 1

FF-5828 External window dressing 3 1 Number to align with
window configuration,
if provided. Window
dressing type to comply
with Infection Control
policy. Blackout may be
required for audiovisual
presentations and video-
conferencing, if required.

FF-24405 Whiteboard - magnetic 2 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11100 Computer - laptop 3 1
        

Not fixed
or desktop
computer,
optional. Refer
project specific
operational
policies for
secure storage
when not in use.

FE-7722 Camera - video-conferencing 3 1
        

Optional. For
Magistrate
Hearings.
Requirement to
be confirmed at
project level.

FE-7718 Microphone - video-
conferencing

3 1
        

Optional. For
Magistrate
Hearings
and integral
with video-
conferencing
system.
Requirement to
be confirmed
at project level.
Ceiling or table
mounted.

FE-7719 Monitor - LCD 3 1
        

Image
projection.
Number
and size of
monitor/s to suit
project specific
requirements.
Video-
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

conferencing
for Magistrate
Hearings
optional, to be
confirmed at
project level.
Provide conduit
for wiring from
monitors to
services floor
box.

FE-7720 Speakers - video-
conferencing, wall mounted

3 2
        

Optional. For
Magistrate
Hearings
and integral
with video-
conferencing
system.
Requirement to
be confirmed at
project level.

FE-6466 Telephone - teleconference 3 1
        Optional.

FE-7721 Video-conferencing system 3 1
        

Optional,
for Mental
Health Review
Hearings.
Console,
integral with
camera, monitor,
speakers and
microphone.
Configuration
and Mental
Health
Review Board
requirement to
be confirmed at
project level.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6110 Downlights: dimmable optional

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-9001 GPO: Double 1 5

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1007 Voice / Data outlet: triple 2 1 on wall for VC unit (min
requirement for VC is
1-triple outlet); 1 outlet
for IP connectivity for
videoconferencing
unit; ISDN (Onramp2)
connection, ISDN NT
box only if required;
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network terminator boxes
(NT1) to be located within
the room; equipment to
be directly connected,
no patch panels; verify
location before installation

S-1090 TV: MATV 1 1

S-1387 Floor services box: flush mount 1 1 optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-2088 Light switch: single 1 1

S-6110 Downlights: dimmable 1 1 optional

S-8080 Emergency call 1 1 + indicator button & light

S-10005 Duress alarm 1 1
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Last modified 01/03/2016

Briefed Area 30.00

Remarks

Occupancy Up to 20

Hours of Operation  Available 24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements A multipurpose room providing video-conferencing facilities for staff meetings, teaching, training/education

and patient group activities.  This room may also accommodate other meetings such as:- Those held with
the visiting Magistrate Review Hearings in Mental Health units.  Refer to  AusHFG mental health HPUs for
specific requirements.- Telehealth providing video-conferencing facilities for staff and client meetings.The
room should be located away from high traffic and noise areas.An external outlook is desirable.A second
egress door may be required for staff safety and security. A specific requirement for Magistrate Review
Hearings.Integration of video-conference equipment should be considered including but not limited to the
following:- Room and VC Control - Room sound system- Room microphone system (dual, wireless, ceiling
or combination)- Display system (eg, monitor or monitors)- AV- Seek audiovisual expertise for complex,
project specific requirements.Acoustics: sound attenuation level high; Acoustic privacy required; discussions
within the room should not be heard in adjacent rooms or corridor; background noise (from HVAC or other
sources) should be kept to a minimum; avoid parallel hard surfaces in the room; acoustic panelling may
be considered.Additonal video-conferencing design requirements:- Table should be positioned so that all
chairs face the camera; tables may be small modular type located together or oval.- High level of lighting is
required in the room to illuminate faces in view of the camera; avoid bright spots, shadows or dark patches.-
Room decor should avoid white or pastel colours for optimal picture quality, soft furnishes should avoid
busy patterns in camera view.- Hard surfaces should be covered to minimise echo.- provide data and ISDN
connections and 2 DGPOs for the video-conferencing unit in addition to other power/data provisions in the
room; verify locations on site.The room may be located in close proximity to a Beverage Bay and Equipment
Bay.Size of space and FF&E quantity/type to be adapted to suit specific project briefing requirements as
per AusHFG HPUs.  Add 1.2m2 per additional person and allow 1.5m2 for wheelchair parking space as
required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles Slip resistant vinyl also
acceptable.

3000 Wall finish Paint Acrylic, washable  Decor for video-
conferencing to be light/
neutral, avoid white and
pastel colours, free from
patterning, avoid grey/
blue-grey shades for
optimal picutre quality.

2707 Wall finish Acoustic panels Prefinished  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9001 Door - 1100mm Solid Core Paint Single leaf Egress door, may also be
required for magistrate's
use in Mental Health units,
optional.

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lock set

2706 Observation Alum/ Glass Powdercoat Internal window with
internal blinds Optional

7001 Windows    Desirable. If provided
preferrably not on a wall in
front of the camera.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 
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AusHFG code Description Material Finish Specification Comments

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 optional. Length to
suit layout, refer RLS
or project specific
requirements.

FF-17360 Pinboard - fabric covered 1 2

FF-2060 Chair - meeting room 3 20 May be stackable. Heavy
duty for Review Hearings.

FF-23040 Table - meeting 3 8

FF-3350 Clock - battery operated 3 1

FF-4420 Cupboard - under bench, lockable 1 1 adjustable shelf, optional.
Number to suit layout,
refer RLS or project
specific requirements.
Storage solution for
consumables and
equipment to meet project
specific Infection Control
and OHS requirements.

FF-7514 AV rack 1 1 Optional. May be required
for Magistrate Hearings.
Integral with video-
conferencing system.
Requirement to be
confirmed at project level.

FF-7513 Bracket LCD monitor 1 1

FF-7516 External window dressing, blackout 3 1 Number to align with
window configuration,
if provided. Window
dressing type to
comply with Infection
Control policy. Blackout
required for audiovisual
presentations and video-
conferencing.

FF-5824 Waste bin - general 3 1

FF-24405 Whiteboard - magnetic 2 1

FF-12200 Lectern 3 1 Optional, may incorporate
switches, AV computer,
power and data. May be
more appropriate when
two 30m2 meeting rooms
are adjacent with an
operable wall.

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11100 Computer - laptop 3 1
        

Resident
computer or
laptop.

FE-54510 Telephone - handset,
standard

3 1
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-7722 Camera - video-conferencing 3 1
        

Mounted to
monitor/s or wall
mounted.

FE-7718 Microphone - video-
conferencing

3 2
        

FE-7719 Monitor - LCD 3 1
        

Image projection
and video-
conferencing.
Number
and size of
monitor/s to suit
project specific
requirements.
Interface options
to be confirmed
at project level.
Provide conduit
for wiring from
monitor/s to
services floor
box.

FE-7720 Speakers - video-
conferencing, wall mounted

3 2
        

Integral
with video-
conferencing
system.

FE-6466 Telephone - teleconference 3 1
        Optional.

FE-7721 Video-conferencing system 3 1
        

Optional,
for Mental
Health Review
Hearings.
Console,
integral with
camera, monitor,
speakers and
microphone.
Configuration
and Mental
Health
Review Board
requirement to
be confirmed at
project level.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6110 Downlights: dimmable optional

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-9001 GPO: Double 1 7

S-1006 Voice / Data outlet: double 1 3 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1007 Voice / Data outlet: triple 2 1 on wall for VC unit (min
requirement for VC is
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1-triple outlet); 1 outlet
for IP connectivity for
videoconferencing
unit; ISDN (Onramp2)
connection, ISDN NT
box only if required;
network terminator boxes
(NT1) to be located within
the room; equipment to
be directly connected,
no patch panels; verify
location before installation

S-1090 TV: MATV 1 1

S-1387 Floor services box: flush mount 1 1 optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-2088 Light switch: single 1 1

S-6110 Downlights: dimmable 1 1 optional

S-8080 Emergency call 1 1 + indicator button & light

S-10005 Duress alarm 1 1
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Last modified 01/03/2016

Briefed Area 55.00

Remarks

Occupancy

Hours of Operation  Available up to 24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The large Meeting Room will provide videoconferencing facilities for staff and client meetings. It is a

multipurpose room also used for training or educational purposes. The room should be located away from
high traffic and noise areas. An operable wall will allow the room to be sub-divided, so that two separate
meetings can be run simultaneously. For use in mental health applications, an alternative egress door
should be provided and equipment recessed into walls where possible; finishes, fittings & fixtures and
furniture should be suitable for mental health patients. For Mental Health rooms, all glazing (including
external windows) is to be Grade A safety glass to comply with AS/NZS 2208 and AS 1288, specifically,
toughened laminated glass with a standard nominal thickness of 10.38mm, or equivalent approved.
Integration of Video-conference equipment should be considered including the following: - Lectern design -
Room and VC Control (AMX, Creston, Joey etc.) - Room sound system - Room microphone system (dual,
wireless, ceiling or combination) - Display system (e.g. projector, monitor or monitors) - AV equipment
(matrix switch, amp, secondary camera etc.) Acoustics: Sound attenuation level high; Acoustic privacy
required; discussions within the room should not be heard in adjacent rooms or corridor; reverberation
time RT60 in the room ideally less than 250ms; background noise (from HVAC or other sources) should
be kept to a minimum, below 40dBA; avoid parallel hard surfaces in the room; acoustic panelling may be
considered. Additional design requirements: - table should be positioned so that all chairs face the camera;
tables may be small modular type located together or oval - high level of lighting is required in the room to
illuminate faces in view of the camera; avoid bright spots, shadows or dark patches; the front light fittings
should be 45 degrees above the subject&apos;s horizontal sightline; track lighting with halogen lamps may
be considered - room decor should avoid white or pastel colours for optimal picture quality; soft furnishings
should avoid busy patterns in camera view - hard surfaces should be covered to minimise echo; - provide
data and ISDN (Onramp2) connections and 2 DGPOs for the videoconferencing unit in addition to other
power/data provisions in the room; verify locations on site - Network termination boxes (NT1), if required for
local areas, should be located within the room; if adjacent rooms are sharing lines, no patch panels should
be used, outlets (sBus) should be parallel & active

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. 

3000 Wall finish Paint Acrylic, washable  Decor to be light/neutral,
avoid white and pastel
colours, free from
patterning, no grey/ bue-
grey shades for optimal
picture quality

1126 Wall finish Acoustic panels Prefinished  may be required
depending on room
acoustics

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high Equal to Acrovyn

9128 Door - 1200mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 

1350 mm clear opening,
with cover to observation
panel; lock set

7001 Windows    not essential; if provided,
preferrabley not on a wall
in front of the camera

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 2
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FF-17360 Pinboard - fabric covered 1 2

FF-2060 Chair - meeting room 3 44 some with arms

FF-3350 Clock - battery operated 3 2

FF-4350 Cupboard - tall 1 1 for video-conferencing
equipment; optional

FF-4410 Cupboard - under bench 1 2

FF-5100 Curtain - blackout 3 1 optional; or black-out
blinds for audiovisual
presentations;

FF-7513 Bracket LCD monitor 1 2

FF-7516 External window dressing, blackout 3 1

FF-5824 Waste bin - general 3 2

FF-24405 Whiteboard - magnetic 2 2

FF-4490 Cupboard - double door, freestanding, lockable 3 2

FF-12200 Lectern 3 1

FF-16025 Operable wall 1 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11100 Computer - laptop 3 2
        

for
presentations;
optional

FE-34800 Microphone 3 2
        

videoconference
unit component;
will requrie a
min of 2 for
35m2 room -
may require
1 microphone
between every 2
chairs; on table;
may also be
ceiling mounted

FE-41350 Projection screen - ceiling,
auto

1 1
        optional

FE-41400 Projector 3 1
        

ceiling mounted;
optional

FE-54510 Telephone - handset,
standard

3 2
        

1 wall phone
outside room
entry

FE-7722 Camera - video-conferencing 3 1
        

2nd camera
optional; for
video stream
switching

FE-7722 Camera - video-conferencing 3 1
        

part of
videoconferencing
unit; mounted to
monitor/s or wall
mounted
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-7719 Monitor - LCD 3 2
        

videoconference
unit component;
Plasma, 50" min,
high resolution
screen with
HDMI (High
Definition
Multimedia
Interface); 2nd
screen optional

FE-7720 Speakers - video-
conferencing, wall mounted

3 2
        

FE-6466 Telephone - teleconference 3 2
        

FE-7721 Video-conferencing system 3 2
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6110 Downlights: dimmable optional

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9001 GPO: Double 1 5

S-9015 GPO: Cleaner 1 1

S-9011 GPO: Emergency power, double (H) 1 1 for refrigerator

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1007 Voice / Data outlet: triple 2 3 on wall for VC unit (min
requirement for VC is
1-triple outlet); 1 outlet
for IP connectivity for
videoconferencing
unit; ISDN (Onramp2)
connection, ISDN NT
box only if required;
network terminator boxes
(NT1) to be located within
the room; equipment to
be directly connected,
no patch panels; verify
location before installation

S-1090 TV: MATV 1 2

S-1387 Floor services box: flush mount 1 2 optional

S-5000 Airconditioning 1 1
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S-6000 General fluorescent 1 1

S-6200 Light switches 1 4

S-6110 Downlights: dimmable 1 1 optional

S-8080 Emergency call 1 2 + indicator button & light

S-10005 Duress alarm 1 2
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Last modified 01/03/2016

Briefed Area 30.00

Remarks

Occupancy Up to 4

Hours of Operation  Available 24 Hours

Acoustics

Description or Special
Requirements Room for undertaking post mortem examinations. The Autopsy Room should be located adjacent to the

Body Cool Store and have ready access to a clean-up area.Additional Design Considerations - Doors to be
sealed for odours - Post mortem table to have water flushing system - An observation area is optional

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9128 Door - 1200mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 1400mm clear opening

7030 Observation Alum/ Glass Powdercoat Internal window, door
height observation window/s

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge & draining
sink

FF-1470 Bracket - sharps 2 1

FF-1550 Cabinet - instrument 3 1

FF-19700 Sharps bin 3 1

FF-19820 Shelf - SS, under 1 3 under SS bench

FF-21730 Stool - operating, mobile 3 1

FF-21950 Suction adapter 3 1 to table

FF-23950 Trolley 3 1

FF-24125 Waste bin - clinical 3 1

FF-3350 Clock - battery operated 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin
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FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-5824 Waste bin - general 3 1

FF-24405 Whiteboard - magnetic 2 1 900x900, optional

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-3100 Basin - scrub, Type A 1 1
        

refer to BHWS-
A (sim); sensor
taps

FE-45600 Hose reel - retractable 1 1
        

FE-49000 Sink - 500x450x250D 1 1
        

sensor taps, hot
water

FE-49205 Sink - draining 1 1
        

in bench, sensor
taps, hot water

FE-53050 Saw - surgical 3 1
        

FE-54100 Table - post mortem 1 1
        

& medical gases
to pedestal

FE-54520 Telephone - handset,
handsfree

3 1
        wall telephone

FE-68700 Xray viewer - 2 screen 1 1
        recessed

FE-5857 Light - procedures small,
ceiling

1 1
        

FE-40404 Tapware - sensor 1 2
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6001 General: colour corrected

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 5 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 2 monitor

S-9001 GPO: Double 1 1

S-1000 Telephone: PABX 1 1 wall telephone



 

   Standard Components - Room Data Sheet 

Room Name Mortuary - Autopsy Room Room Number: MOR-AU

 

Page: 3

 

AusHFG code Description Group Qty Comments

S-1040 Intercom 1 1 optional

S-4030 Drainage 1 2 to contaminated water
trap

S-4033 Floor waste 1 2

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 1

S-7030 Tool Air 1 1 to table

S-7040 Suction 1 1
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Briefed Area 25.00

Remarks

Occupancy 1 - 2 staff intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Cool Store provides a refrigerated area for temporary holding of bodies with trolley holding space

adjacent. The Cool Store should be located with ready access to the viewing area.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL 

as required, Equal to
'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9128 Door - 1200mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 

14000mm clear opening
to entry airlock/ autopsy

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1600mm clear opening to
viewing room

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13650 Metal shelving - 1200x600x2100 3 1

FF-15460 Trolley - mortuary, hydraulic 3 2

FF-6152 Dispenser - disposable glove 2 1 to basin

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-13650 Cool room - body holding 1 1
        

with capacity for
large bodies

FE-2800 Basin - handwash, Type B 1 1 refer to BHWS-B
(sim)
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        

FE-45600 Hose reel - retractable 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5015 Ventilation

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9015 GPO: Cleaner 1 1

S-4033 Floor waste 1 1

S-5000 Airconditioning 1 1

S-5015 Ventilation 1 1

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 6.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Mortuary Clean-up is a small Utility Room providing for cleaning and holding of used equipment for

collection, disposal of clinical and other wastes and soiled linen used in the Mortuary area.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1020 Floor finish Vinyl, non-slip Safety Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL tiles also acceptable

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening; pull
handle/push plate, closer

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge

FF-1470 Bracket - sharps 2 1

FF-19700 Sharps bin 3 1

FF-19810 Shelf - SS, over 1 1 over bench

FF-19820 Shelf - SS, under 1 1 under bench

FF-24125 Waste bin - clinical 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to handbasin

FF-6156 Dispenser - soap 2 1 to handbasin

FF-6158 Dispenser - soap antiseptic 2 1 to handbasin

FF-5824 Waste bin - general 3 1

FF-24405 Whiteboard - magnetic 2 1 600x900, optional

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-49111 Sink - 450x350x250D 1 1
        hot water

FE-49800 Sink - flushing rim 1 1
        with hose spray

FE-4045 Tapware - elbow mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

 



 

   Standard Components - Room Data Sheet 

Room Name Mortuary - Exit Room Number: MOR-EX

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 7.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements Exit from Mortuary Cool Store area to the loading dock area. Entry to this area by authorised personnel.

Handwashing facilities should be located in close proximity. This area may include a observation bay for
Autospy room if required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL 

Equal to 'Acrovyn', as
required

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1400mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-17360 Pinboard - fabric covered 1 1 900 x 900, optional

FF-2100 Chair - ergonomic, office 3 1 to desk, if provided

FF-3400 Coathook 1 2

FF-5900 Desk 3 1 optional, small

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54510 Telephone - handset,
standard

3 1
        to desk, optional

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services
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AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 8.00

Remarks

Occupancy

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Viewing Room is provided for bodies to be viewed by relatives/ friends. Bodies may be viewed through a

window and optional access may be provided for relatives to directly view bodies. The Viewing Room will be
located adjacent to the Mortuary Waiting Area.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL 

Equal to 'Acrovyn', not
required if room enclosed
with walls & doors

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9002 Door - 910mm Solid Core/ Glass Paint Single leaf, half glazed 910mm clear opening,
from Waiting area,
optional, lockable

9210 Door - 180 deg Solid Core Paint Double leaf 1600mm clear opening, to
Cool Store area, lockable,
optional

7030 Observation Alum/ Glass Powdercoat Internal window, door
height viewing window

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-15460 Trolley - mortuary, hydraulic 3 1

FF-4700 Curtain track - privacy screen (90 deg) 1 2 to bay & viewing window

FF-5250 Curtain - privacy screen 3 1

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services
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AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 9.00

Remarks

Occupancy Up to 4

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Mortuary Waiting provides an area for relatives and other personnel to await the viewing of a body. The

area should be comfortable and non-clinical in appearance. The Viewing Room will be located adjacent to
the Waiting Room.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved to basin area

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin, tiles also
acceptable

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended plasterboard drop in tile
ceiling also acceptable

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12750 Lounge - 2 seat 3 1

FF-22800 Table - low 3 1

FF-2655 Chair - visitor 3 3

FF-350 Artwork 3 1 optional

FF-530 Basin vanity top 1 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-5824 Waste bin - general 3 1 to basin

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2850 Basin - handwash, Type C
(with vanity)

1 1
        

FE-54520 Telephone - handset,
handsfree (WM)

3 1
        

 



 

   Standard Components - Room Data Sheet 

Room Name Mortuary - Waiting Room Number: MOR-W

 

Page: 2

 

Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6046 Indirect lighting optional

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-6046 Indirect lighting 1 1 optional

S-10005 Duress alarm 1 1
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Last modified 01/03/2016

Briefed Area 5.00

Remarks

Occupancy 1 baby; 1-2 staff

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required to perimeter walls.

Description or Special
Requirements A single bay for the care of well babies away from their mother's bed area which may include treatments

such as phototherapy. A staff handwash basin should be provided for each four Neonatal Bays - General
Care. An external outlook is required.Acoustics: Sound attenuation level - high; Acoustic privacy is required
to perimeter wallsBody Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL Equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

7001 Windows    Essential

6010 Cornice Plasterboard Paint 90mm to match ceiling
finish 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1465 Bracket - suction bottle 2 1 shared between 4 bays

FF-150 Air flowmeter 3 1 shared between 4 bays

FF-16250 Oxygen flowmeter 3 1 optional, shared between
4 bays

FF-22000 Suction bottle 3 1 shared between 4 bays

FF-480 Bassinet 3 1

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6005 Dimmable for image viewing

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed
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AusHFG code Description Group Qty Comments

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6005 Dimmable 1 1 for image viewing

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 1

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy 1 baby; 2-3 staff; 1-2 parents

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required to perimeter walls.

Description or Special
Requirements A single bay for neonates requiring Intensive Care nursing and medical treatment. The Bay will include

provisions for charting and storage. A staff handwash basin (Type A) should be provided within close access
of each Bay. An external outlook is required.Acoustics: Sound attenuation level - high; Acoustic privacy is
required to perimeter wallsCardiac Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin, tiles also
acceptable

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

7001 Windows    External outlook to the
area required

7030 Observation Alum/ Glass Powdercoat Internal window, door
height 

with integral venetians,
optional

6010 Cornice Plasterboard Paint 90mm to match ceiling
finish 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-10200 Trolley - instrument 3 1

FF-1050 Bench - laminate 1 1

FF-1252 Blind - Venetian integral 1 1 to observation window if
provided

FF-1465 Bracket - suction bottle 2 2

FF-150 Air flowmeter 3 3

FF-16250 Oxygen flowmeter 3 3

FF-20000 Shelving unit - adjustable 1 3 over bench

FF-21950 Suction adapter 3 3

FF-22000 Suction bottle 3 3

FF-2655 Chair - visitor 3 1

FF-4410 Cupboard - under bench 1 2 adjustable shelves

FF-4430 Cupboard - drawer unit 1 1 under bench
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AusHFG code Description Group Qty Comments

FF-4600 Curtain track - bed screen 1 1 to full bay

FF-5000 Curtain - bed screen 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-26000 Humidicrib 3 1
        

FE-3100 Basin - scrub, Type A 1 1
        

in close
proximity; refer
to BHWS-A (sim)

FE-5857 Light - procedures small,
ceiling

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9030 Cardiac protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6005 Dimmable for image viewing

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9010 GPO: Emergency power, single (V) 1 12 monitor

S-9015 GPO: Cleaner 1 1

S-9030 Cardiac protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6005 Dimmable 1 1 for image viewing

S-6200 Light switches 1 1

S-6055 Special: task light, built in 1 2 under O/H cupboards
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AusHFG code Description Group Qty Comments

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 3

S-7020 Medical Air (MA) 1 3

S-7040 Suction 1 3

S-11000 Wall panel 2 1 patient services panels
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Briefed Area 10.00

Remarks

Occupancy 1 baby; 1-2 staff; 1-2 parents

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required to perimeter walls.

Description or Special
Requirements A single bay for neonates requiring Special Care nursing and medical treatment. The Bay will include

provisions for charting and storage. A staff handwash basin (Type A) should be provided within close access
of each Bay. An external outlook is required.Acoustics: Sound attenuation level - high; Acoustic privacy is
required to perimeter wallsCardiac Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

7001 Windows    External outlook to the
area is required

6010 Cornice Plasterboard Paint 90mm to match ceiling
finish 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1

FF-1465 Bracket - suction bottle 2 2

FF-150 Air flowmeter 3 2

FF-16250 Oxygen flowmeter 3 2

FF-20000 Shelving unit - adjustable 1 3 over bench

FF-21950 Suction adapter 3 2

FF-22000 Suction bottle 3 1

FF-2655 Chair - visitor 3 2

FF-4410 Cupboard - under bench 1 2

FF-4430 Cupboard - drawer unit 1 2 under bench

FF-4600 Curtain track - bed screen 1 1

FF-5000 Curtain - bed screen 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-26000 Humidicrib 3 1
        or bassinette
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-5857 Light - procedures small,
ceiling

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9030 Cardiac protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6005 Dimmable for image viewing

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9010 GPO: Emergency power, single (V) 1 8 monitor

S-9015 GPO: Cleaner 1 1

S-9030 Cardiac protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6005 Dimmable 1 1 for image viewing

S-6200 Light switches 1 1

S-6055 Special: task light, built in 1 3 under O/H cupboards

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 2

S-7020 Medical Air (MA) 1 2

S-7040 Suction 1 2

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy Up to 2 staff, up to 2 visitors

Hours of Operation  8am to 6pm, daily

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements An Office for two persons to carry out administrative functions in a degree of privacy. An external outlook is

desirable.Acoustics: Sound attenuation level - Medium; Acoustic privacy required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles or vinyl

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9007 Door - 910mm Solid Core/ Safety
glass 

Paint Single leaf, half glazed 

7001 Windows    Desirable

7030 Observation Alum/ Glass Powdercoat Internal window, door
height optional

2591 Door protection   Kickplate 300mm high 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

or coved skirting for vinyl
flooring

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-17250 Pedestal drawer unit - mobile, 660mmH 3 2 lockable, under
workstation

FF-2100 Chair - ergonomic, office 3 2

FF-24488 Workstation - partitions 3 0 May include pinboard and
shelving unit

FF-2600 Chair - visitor, office 3 2

FF-3400 Coathook 1 2

FF-5905 Desk - with computer workstation 3 2

FF-4332 Cupboard - tambour unit (half) 3 2

FF-7516 External window dressing, blackout 3 1 Number to align with
window configuration,
window dressing type
to comply with infection
control policy and solar
impact.

FF-5824 Waste bin - general 3 2

FF-24405 Whiteboard - magnetic 2 1

FF-5976 Workstation - shelving unit 3 2 Optional

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 2
        

Consider
locataion of
harddrive, if
below desk add
bracket

FE-54510 Telephone - handset,
standard

3 2
        

FE-32500 Light: task, portable 1 2
        

Depends on
tasks being
undertaken

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 5

S-1006 Voice / Data outlet: double 1 3 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Briefed Area 15.00

Remarks

Occupancy Up to 3 staff

Hours of Operation  8am to 6pm, daily

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements A shared Office for three persons to carry out administrative functions in a degree of privacy. This may

include patient care coordination and preparation of reports. An external outlook is desirable.Add 5.5 sqm
per additional workspace.Acoustics: Sound attenuation level - medium; Acoustic privacy required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles or vinyl

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9007 Door - 910mm Solid Core/ Safety
glass 

Paint Single leaf, half glazed 910mm clear opening,
glazing optional

7001 Windows    Desirable

7030 Observation Alum/ Glass Powdercoat Internal window, door
height 

2591 Door protection   Kickplate 300mm high 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Or coved vinyl for slip
resistant vinyl flooring

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-17250 Pedestal drawer unit - mobile, 660mmH 3 3 lockable, under
workstations

FF-20010 Shelving unit 3 3

FF-2100 Chair - ergonomic, office 3 3

FF-24440 Workstation - computer 3 3

FF-24488 Workstation - partitions 3 3 may include pinboard and
shelving unit

FF-3400 Coathook 1 3

FF-4332 Cupboard - tambour unit (half) 3 1

FF-5824 Waste bin - general 3 3

FF-5828 External window dressing 3 1 Number to align with
window configuration,
window dressing type
to comply with infection
control policy.

FF-24405 Whiteboard - magnetic 2 1

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 3
        

Consider
location of
harddrive, if
below desk add
bracket.

FE-54510 Telephone - handset,
standard

3 3
        

FE-32500 Light: task, portable 1 3
        

Depends on
tasks being
undertaken

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 7

S-1006 Voice / Data outlet: double 1 4 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Briefed Area 20.00

Remarks

Occupancy Up to 4 staff

Hours of Operation  8am to 6pm, daily

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description or Special
Requirements An Office space to be shared by four persons for carrying out administrative functions in a degree of privacy.

The area will allow for group discussions at a small table, if required.Acoustics: Sound attenuation level -
medium; Acoustic privacy required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. 

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high Equal to 'Acrovyn',

9002 Door - 910mm Solid Core/ Glass Paint Single leaf, half glazed 910mm clear opening,
lock set, glazing optional

7001 Windows    Desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1250 Blind - Venetian 3 2 to external windows as
required

FF-17250 Pedestal drawer unit - mobile, 660mmH 3 4 lockable, under
workstations

FF-17255 Pedestal filing unit - mobile, 660mmH 3 1 optional

FF-17255 Pedestal filing unit - mobile, 660mmH 3 4 lockable, under
workstations

FF-17360 Pinboard - fabric covered 1 4 over workstations

FF-20000 Shelving unit - adjustable 1 8 for books, over
workstations / desks

FF-2100 Chair - ergonomic, office 3 4

FF-22660 Table - round 3 1

FF-24400 Whiteboard 2 1 900x900

FF-24440 Workstation - computer 3 4 or desks

FF-5824 Waste bin - general 3 4

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 4
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        

FE-41100 Printer - networked 3 1
        

Shared use,
optional

FE-54510 Telephone - handset,
standard

3 4
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 9

S-1006 Voice / Data outlet: double 1 5 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 5

S-6055 Special: task light, built in 1 8 under O/H cupboards
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Briefed Area 15.00

Remarks

Occupancy 4 write-up spaces

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements A staff workroom adjoining or in close proximity to the Staff Station or Clinical Write-up Bay for staff to write

up notes, view digital imaging, hold confidential discussions, store records and have handovers.Acoustics:
Sound attenuation level - Medium; acoustic privacy required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles Or vinyl

3000 Wall finish Paint Acrylic, washable  

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Between above bench
joinery and ceiling.

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

2539 Door protection Composite Prefinished Kickplate, 300mm high To inside face of door

9002 Door - 910mm Solid Core/ Glass Paint Single leaf, half glazed Default = glass sliding
door with privacy film

7030 Observation Alum/ Glass Powdercoat Internal window, door
height 

2712 Door protection   Protection plate to 900
AFFL To outside face of door

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Or coved vinyl for slip
resistant vinyl flooring

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 2 For write-up, number
to suit layout, refer
RLS or project specific
requirements.

FF-17360 Pinboard - fabric covered 1 2 above bench, number to
suit layout

FF-20000 Shelving unit - adjustable 1 5 over bench, full length,
number to suit layout,
refer RLS or project
specific requirements.

FF-2100 Chair - ergonomic, office 3 5

FF-5974 Bracket - patient flow monitor 2 1 monitor, CPU and
keyboard to be wall
mounted

FF-23980 Trolley - medical records 3 2 Optional, number to suit

FF-5824 Waste bin - general 3 1 Size to suit function

FF-24405 Whiteboard - magnetic 2 1 Size to suit function

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 5
        

Consider
location of
harddrive, if
below desk add
bracket. High
resolution for
PACS viewing.

FE-41100 Printer - networked 3 1
        EMR compatible

FE-54510 Telephone - handset,
standard

3 5
        

FE-5835 Monitor - patient flow, flat
sceen

3 1
        

Monitor + CPU +
keyboard

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 11

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-1006 Voice / Data outlet: double 1 6 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 3

S-6055 Special: task light, built in 1 5 under O/H cupboards
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Briefed Area 12.00

Remarks

Occupancy 1 staff member; up to 2 visitors

Hours of Operation  8am to 6pm, daily

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements A Single Person Office 12 m2 is provided for a Director or other senior Manager to carry out administrative

functions in a degree of privacy. The room size allows for a small meeting area within the room. An external
outlook is desirable.Acoustics: Sound attenuation level - medium; Acoustic privacy required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles 

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9007 Door - 910mm Solid Core/ Safety
glass 

Paint Single leaf, half glazed 

7001 Windows    Desirable

2591 Door protection   Kickplate 300mm high 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-17250 Pedestal drawer unit - mobile, 660mmH 3 1 lockable, under
workstation

FF-17360 Pinboard - fabric covered 1 1 Optional

FF-2100 Chair - ergonomic, office 3 1

FF-22660 Table - round 3 1 small meeting table

FF-24440 Workstation - computer 3 1

FF-2600 Chair - visitor, office 3 3

FF-3400 Coathook 1 1

FF-4331 Cupboard - tambour unit (full) 3 1

FF-5824 Waste bin - general 3 1

FF-5828 External window dressing 3 0 If external window
provided

FF-24405 Whiteboard - magnetic 2 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        



 

   Standard Components - Room Data Sheet 

Room Name Office - Single Person, 12m2 Room Number: OFF-S12

 

Page: 2

 

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54520 Telephone - handset,
handsfree

3 1
        

FE-32500 Light: task, portable 1 1
        

Optional
depending on
tasks being
undertaken

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 3

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Briefed Area 9.00

Remarks

Occupancy 1 staff member; up to 3 visitors

Hours of Operation  8am to 6pm, daily

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements A single person office where Unit Managers can carry out administrative functions in a degree of privacy.

This includes preparing rosters, reports, counselling and interviewing staff and patients. An external outlook
is desirable.Acoustics: Sound attenuation level - medium; Acoustic privacy required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles 

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9007 Door - 910mm Solid Core/ Safety
glass 

Paint Single leaf, half glazed 910mm clear opening,
lockable, glazing optional

7001 Windows    Desirable

7030 Observation Alum/ Glass Powdercoat Internal window, door
height 

2591 Door protection   Kickplate 300mm high 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-17250 Pedestal drawer unit - mobile, 660mmH 3 1 lockable, under
workstation

FF-2100 Chair - ergonomic, office 3 1

FF-24440 Workstation - computer 3 1

FF-2600 Chair - visitor, office 3 2

FF-3400 Coathook 1 1

FF-4331 Cupboard - tambour unit (full) 3 1

FF-5824 Waste bin - general 3 1

FF-24405 Whiteboard - magnetic 2 1

FF-5976 Workstation - shelving unit 3 1 optional

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

FE-54510 Telephone - handset,
standard

3 1
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        

FE-32500 Light: task, portable 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Briefed Area 2.20

Remarks

Occupancy 1 staff member or visitor

Hours of Operation  8am to 6pm, daily

Acoustics

Description / Special
Requirements A workstation within an open plan arrangement for multiple users to share a workbase during different time

periods to carry out administrative/data entry functions.  It may also be appropriate for roving staff who are
not at their workstation for long periods of time on a daily basis. Consider small meeting table between
workstations in high density areas.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles Or vinyl

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Coved vinyl to vinyl
flooring

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 Seated height. Length
to suit layout, refer
RLS or project specific
requirements.

FF-2100 Chair - ergonomic, office 3 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

Consider
location of
harddrive, if
below desk add
bracket.

FE-54510 Telephone - handset,
standard

3 1
        

1 shared
between 2
workspaces
optional.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2
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AusHFG code Description Group Qty Comments

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Briefed Area 5.00

Remarks

Occupancy 2 staff members

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Write-up Bay provides a write-up bench for use by members of the patient care team.  In this space the

User may review and write-up patient records, enter patient data on computer and make telephone calls.If
located within the Operating Unit it may also include an optional area for porters to wait until paged or called
by staff.The Write-up space must not impede the corridor.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

2535 Wall protection   Corner guards to 900
AFFL 

Align heights of corner
guards with other corridor
elements

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Between above bench
joinery and ceiling

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 Standing or seating
height, refer RLS
or project specific
requirements

FF-20000 Shelving unit - adjustable 1 4 Above bench, number
to suit layout. Refer to
RLS or project specific
requirements

FF-2100 Chair - ergonomic, office 3 2 For standing height
bench, use ergonomic
high chair for standring
height

FF-5824 Waste bin - general 3 1

FF-24405 Whiteboard - magnetic 2 1 Between bench and
overbench joinery

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 2
        

Consider
location of
harddrive, if
below bench add
bracket

FE-54510 Telephone - handset,
standard

3 2
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Service Requirements

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 4

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 2 under O/H cupboards

S-8040 Annunciator 1 1
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Briefed Area 42.00

Remarks

Occupancy 1 patient; 5 - 8 staff

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The Operating Room - General provides an aseptic environment in which to carry out surgical procedures

under local, regional or general anaesthetic. The General Operating Room may be used for General surgery
and specialties including ENT, Urology, Gynaecology, Ophthalmology, Plastic Surgery and any other
procedures that do not require bulky equipment. The Operating Room will have direct access to a Scrub-
up Room, exit bay and sterile stock/set-up area.Cardiac Protected electrical areaSpecial Air Conditioning
- HEPA filtrationAdditional Design Considerations: - Minimum critical dimension 6000mm. - 'Laser In
Use' warning lights may be required outside all exit doors to room if laser equipment is to be used - Lead
shielding may be required depending on use of X-ray equipment - to be assessed by Radiation Consultant -
External windows are desirable - double glazed with integral Venetian blinds

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3010 Wall finish Paint Scrub resistant  

3038 Wall finish Vinyl Prefinished Wall vinyl to 900 AFFL 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening to
set-up/scrub rooms

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

1100mm clear opening, to
clean-up room

9225 Door - 1500mm Solid Core/ Glass Paint Double leaf, observation
panel 

1500mm clear opening to
patient entry/exit

7010 Observation Glass Clear Through door/s with cover (sliding)

7035 Observation Alum/ Glass Powdercoat Internal window double glazing with
integral venetian, optional

6015 Cornice Plasterboard Paint Flush coved between
wall & ceiling 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-10200 Trolley - instrument 3 4

FF-1102 Bench - resinate, mobile 3 1 for computer, optional

FF-11100 IV stand - mobile 3 2

FF-11500 Kickbucket & stand 3 2

FF-12300 Linen carrier - dirty, single 3 1

FF-1252 Blind - Venetian integral 1 1 to internal window, if
provided
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AusHFG code Description Group Qty Comments

FF-13500 Table - mayo 3 1

FF-1440 Bowl stand - single 3 2

FF-1465 Bracket - suction bottle 2 4

FF-150 Air flowmeter 3 2 to services pendants

FF-15100 Bracket - monitor 3 1 optional, for TV monitor if
required

FF-1580 Chair - anaesthetist 3 1

FF-16000 Operating table - manual 3 1

FF-16250 Oxygen flowmeter 3 4 to services pendants

FF-21730 Stool - operating, mobile 3 2

FF-21950 Suction adapter 3 4 to services pendants

FF-22000 Suction bottle 3 4 in mobile carrier

FF-22050 Suction bottle carrier 3 1 mobile

FF-300 Trolley - anaesthetic 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-8390 Trolley - gowns 3 1

FF-24405 Whiteboard - magnetic 2 1 900x900, optional

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        optional

FE-16000 Diathermy machine 3 1
        

FE-32600 Light - operating, 2 arm,
950/550 diam nominal

1 1
        

FE-35960 Monitor - anaesthetic 3 1
        

with printer, on
anaesth machine

FE-47000 Services pendant - ceiling 1 2
        

cable support
arm optional

FE-54520 Telephone - handset,
handsfree

3 1
        to bench

FE-68900 Xray viewer - 4 screen 1 1
        

recessed, 4x1
layout

FE-700 Anaesthetic machine 3 1
        

FE-9750 Clock - slave, analogue 1 1
        recessed
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-9800 Clock - time elapse 1 1
        

beside analogue,
recessed

FE-2795 Television (large flatscreen) 3 1
        

FE-55750 Tourniquet - surgical 3 1
        

 
Service Requirements

AusHFG code Description Comments

S-9030 Cardiac protected

S-5005 Air conditioning: special positive pressure, filtered

S-5040 Pressure: positive

S-6001 General: colour corrected

S-6074 Special: 'Laser In Use' lights outside room entries, if laser to be
used

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 8 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 1 monitor

S-9010 GPO: Emergency power, single (V) 1 2 monitor

S-9010 GPO: Emergency power, single (V) 1 8 monitor

S-9001 GPO: Double 1 1

S-9015 GPO: Cleaner 1 1

S-9030 Cardiac protected 1 1

S-9050 Direct connection 3 3 XRV, clocks, lights

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1120 Monitor connection facilities and cabling 1 1 optional

S-5005 Air conditioning: special 1 1 positive pressure, filtered

S-5040 Pressure: positive 1 1

S-1416 Light Control Panel  1 Imported 150916

S-6001 General: colour corrected 1 1

S-6074 Special: 'Laser In Use' lights 1 4 outside room entries, if
laser to be used
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AusHFG code Description Group Qty Comments

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-8090 Orderly/ Porter call 1 1 optional

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 4

S-7010 Nitrous Oxide (N2O) 1 2 services panel

S-7020 Medical Air (MA) 1 2

S-7030 Tool Air 1 2 to table

S-7040 Suction 1 4

S-7050 Gas Alarm Panel 1 1

S-7060 Tourniquet air 1 1 and controls, on wall,
optional

S-7070 Scavenge 1 2 services panel

S-11000 Wall panel 2 4 patient services panels
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Briefed Area 52.00

Remarks

Occupancy 1 patient; 5 - 12 staff

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Operating Room - Large provides an aseptic environment in which to carry out surgical procedures

under local, regional or general anaesthetic. The Operating Room - Large may be used for surgical
procedures that require large and bulky equipment, including Neurosurgery, Orthopaedics and Cardiac
Surgery. Cardiac Protected electrical area Special Air Conditioning - HEPA filtration Additional Design
Considerations:    - Minimum critical dimension 6000mm.  - 'Laser In Use' warning lights may be required
outside all exit doors to room if laser equipment is to be used  - Lead shielding may be required depending
on use of X-ray equipment; to be assessed by Radiation Consultant  - External windows are desirable
- double glazed with integral Venetian blinds  - Provide isolated power supply individually to each large
Operating Room, together with its associated line isolation and overload monitors

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3010 Wall finish Paint Scrub resistant  

3038 Wall finish Vinyl Prefinished Wall vinyl to 900 AFFL 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

1100mm clear opening, to
clean-up rooms

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening to
set-up/ scrub rooms

9225 Door - 1500mm Solid Core/ Glass Paint Double leaf, observation
panel 

1500mm clear opening to
patient entry/exit

7010 Observation Glass Clear Through door/s with cover, (sliding)

7055 Observation Alum/ Glass Powdercoat Internal window, double
glazed 

with integral venetians,
optional

6015 Cornice Plasterboard Paint Flush coved between
wall & ceiling 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-10200 Trolley - instrument 3 4

FF-1102 Bench - resinate, mobile 3 1 for computer, optional

FF-11100 IV stand - mobile 3 2

FF-11500 Kickbucket & stand 3 2

FF-12300 Linen carrier - dirty, single 3 1

FF-1252 Blind - Venetian integral 1 1 to internal window, if
provided
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AusHFG code Description Group Qty Comments

FF-13500 Table - mayo 3 1

FF-1440 Bowl stand - single 3 2

FF-1465 Bracket - suction bottle 2 4

FF-150 Air flowmeter 3 2 to services on pendant

FF-15100 Bracket - monitor 3 1 optional, for TV monitor if
required

FF-1580 Chair - anaesthetist 3 1

FF-16250 Oxygen flowmeter 3 4 to services on pendant

FF-21730 Stool - operating, mobile 3 2

FF-21950 Suction adapter 3 4 to services on pendant

FF-22000 Suction bottle 3 4 in mobile carrier

FF-22050 Suction bottle carrier 3 1

FF-300 Trolley - anaesthetic 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-8390 Trolley - gowns 3 1

FF-24405 Whiteboard - magnetic 2 1 optional

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        optional

FE-16000 Diathermy machine 3 1
        

FE-32600 Light - operating, 2 arm,
950/550 diam nominal

1 1
        

FE-35960 Monitor - anaesthetic 3 1
        

with printer, on
anaesth machine

FE-36670 Operating table - mobile,
electric

3 1
        

FE-47000 Services pendant - ceiling 1 2
        

cable boom
optional

FE-54520 Telephone - handset,
handsfree

3 1
        on bench

FE-68900 Xray viewer - 4 screen 1 1
        

recessed, 4x1
layout

FE-700 Anaesthetic machine 3 1
        

FE-9750 Clock - slave, analogue 1 1
        

master clock
system
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-9800 Clock - time elapse 1 1
        beside analogue

FE-2795 Television (large flatscreen) 3 1
        

FE-55750 Tourniquet - surgical 3 1
        

 
Service Requirements

AusHFG code Description Comments

S-9022 Isolated power supply system individaully to each OR-Large

S-9024 Line isolation monitor to each OR-Large

S-9026 Overload monitor to each OR-Large

S-9030 Cardiac protected

S-5005 Air conditioning: special positive pressure, filtered

S-5040 Pressure: positive

S-6001 General: colour corrected

S-6074 Special: 'Laser In Use' lights outside room entries, if laser to be
used

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 8 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 4 monitor

S-9010 GPO: Emergency power, single (V) 1 1 monitor

S-9010 GPO: Emergency power, single (V) 1 8 monitor

S-9001 GPO: Double 1 1

S-9015 GPO: Cleaner 1 1

S-9050 Direct connection 3 3 XRV, clocks, lights

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1120 Monitor connection facilities and cabling 1 1 optional

S-1416 Light Control Panel  1 Imported 150916

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-8090 Orderly/ Porter call 1 1 optional
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AusHFG code Description Group Qty Comments

S-1951 Staff assist call 1 1 + indicator button & light

S-2072 Scavenge Outlet 1 1 and controls, on wall,
optional

S-7000 Oxygen (O2) 1 4

S-7010 Nitrous Oxide (N2O) 1 2 services panel

S-7020 Medical Air (MA) 1 2

S-7030 Tool Air 1 2 to table

S-7040 Suction 1 4

S-7050 Gas Alarm Panel 1 1

S-7060 Tourniquet air 1 1 and controls, on wall,
optional

S-7070 Scavenge 1 2 services panel

S-11000 Wall panel 2 5 patient services panels
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Briefed Area 36.00

Remarks

Occupancy 1 patient; 3 - 5 staff

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements Operating Room/ Procedures Room for minor surgical or endoscopic procedures under local, regional or

general anaesthetic in an aseptic environment. A clinical scrub basin or sink should be located immediately
outside the room. Clean-up and Set-up rooms may be located in close proximity. The Operating Room -
Minor may vary in size from 30 m2 to 36 m2 depending on need.Cardiac Protected electrical areaSpecial
Air Conditioning - HEPA filtrationAdditional Design Considerations: - 'Laser In Use' warning lights may be
required outside all exit doors to room if laser equipment is to be used - Lead shielding may be required
depending on use of X-ray equipment; to be assessed by Radiation Consultant - External windows desirable
- double glazed with integral Venetian blinds

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3010 Wall finish Paint Scrub resistant  

3038 Wall finish Vinyl Prefinished Wall vinyl to 900 AFFL 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9128 Door - 1200mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 

1500mm clear opening to
patient entry/exit

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

1100mm clear opening, to
clean-up room

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening, to
set-up/scrub rooms

7001 Windows    desirable

7010 Observation Glass Clear Through door/s with cover, (sliding)

7055 Observation Alum/ Glass Powdercoat Internal window, double
glazed 

with integral Venetians,
optional

6015 Cornice Plasterboard Paint Flush coved between
wall & ceiling 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-10200 Trolley - instrument 3 1

FF-1050 Bench - laminate 1 1 with computer workstation,
optional

FF-11100 IV stand - mobile 3 1

FF-11500 Kickbucket & stand 3 1

FF-12300 Linen carrier - dirty, single 3 1
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AusHFG code Description Group Qty Comments

FF-1252 Blind - Venetian integral 1 1 if window provided

FF-1465 Bracket - suction bottle 2 4

FF-150 Air flowmeter 3 1 to services pendant

FF-15100 Bracket - monitor 3 1 optional, for TV monitor if
required

FF-16000 Operating table - manual 3 1 or patient procedure
trolley

FF-16250 Oxygen flowmeter 3 4 to services pendant

FF-21730 Stool - operating, mobile 3 1

FF-21950 Suction adapter 3 4 to services pendant

FF-22000 Suction bottle 3 4 in trolley carrier

FF-22050 Suction bottle carrier 3 1 mobile

FF-24125 Waste bin - clinical 3 1

FF-300 Trolley - anaesthetic 3 1

FF-4410 Cupboard - under bench 1 1 optional

FF-4450 Cupboard - endoscope hanging 1 1 optional

FF-6152 Dispenser - disposable glove 2 1

FF-8390 Trolley - gowns 3 1

FF-24405 Whiteboard - magnetic 2 1 optional

FF-5931 Shelving unit - over bench 1 2 adjustable shelves,
optional

FF-4370 Cupboard - lockable 1 1 optional

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        optional

FE-32650 Light - operating, single, 550
diam nominal

1 1
        

FE-35960 Monitor - anaesthetic 3 1
        

with printer, on
anaesth machine

FE-47000 Services pendant - ceiling 1 2
        

FE-54520 Telephone - handset,
handsfree

3 1
        to bench

FE-68700 Xray viewer - 2 screen 1 1
        recessed

FE-700 Anaesthetic machine 3 1
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-9750 Clock - slave, analogue 1 1
        

master clock
system

FE-9800 Clock - time elapse 1 1
        beside analogue

FE-2795 Television (large flatscreen) 3 1
        

 
Service Requirements

AusHFG code Description Comments

S-9030 Cardiac protected

S-5005 Air conditioning: special positive pressure, filtered

S-5040 Pressure: positive

S-6001 General: colour corrected

S-6074 Special: 'Laser In Use' lights outside room entries, if laser to be
used

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 8 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 1 monitor

S-9010 GPO: Emergency power, single (V) 1 8 monitor

S-9010 GPO: Emergency power, single (V) 1 4 monitor

S-9001 GPO: Double 1 2

S-9015 GPO: Cleaner 1 1

S-9030 Cardiac protected 1 1

S-9050 Direct connection 3 3 XRV, clocks, lights

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1120 Monitor connection facilities and cabling 1 1 optional

S-5005 Air conditioning: special 1 1 positive pressure, filtered

S-5040 Pressure: positive 1 1

S-6001 General: colour corrected 1 1

S-6074 Special: 'Laser In Use' lights 1 3 outside room entries, if
laser to be used

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light
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AusHFG code Description Group Qty Comments

S-8090 Orderly/ Porter call 1 1 optional

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 4

S-7010 Nitrous Oxide (N2O) 1 2 services panel

S-7020 Medical Air (MA) 1 2

S-7030 Tool Air 1 2 to table

S-7040 Suction 1 4

S-7050 Gas Alarm Panel 1 1

S-7060 Tourniquet air 1 1 and controls, on wall,
optional

S-7070 Scavenge 1 2 services panel

S-11000 Wall panel 2 3 patient services panels
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy 1

Hours of Operation  Available 24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements A single Bedroom with an adjoining Ensuite for clinical staff, carer or parents needing to remain on close call

overnight. The room shall be lockable. An external outlook is required.Acoustics: Acoustic privacy required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles 

3000 Wall finish Paint Acrylic, washable  

2692 Wall protection   Bed protection wall
panel 

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear opening,
lockable

7001 Windows    essential

2710 Door protection   Protection plate to 300
AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-2100 Chair - ergonomic, office 3 1 to desk

FF-22690 Table - bedside 3 1

FF-4330 Cupboard - wardrobe 1 1

FF-5900 Desk 3 1 small

FF-6425 Bed - domestic, single + mattress 3 1

FF-5824 Waste bin - general 3 1

FF-5828 External window dressing 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-44000 Refrigerator - 120 Litre,
domestic

3 1
        optional

FE-54510 Telephone - handset,
standard

3 1
        

 
Service Requirements
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AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-9001 GPO: Double 1 1

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-2087 Special: reading light 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2
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Last modified 01/03/2016

Briefed Area 4.00

Remarks

Occupancy 1

Hours of Operation  Available 24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements An ensuite with shower, toilet and handbasin adjoining the overnight stay bedroom for  use by staff, family

and carers. Acoustics:  Acoustic privacy required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2526 Floor finish Vinyl Non-slip Seamless coved Suitable for barefeet. Tiles
also acceptable.

3035 Wall finish Vinyl Prefinished Wall vinyl full height default = vinyl, tiles also
acceptable.

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf 850mm clear opening;
privacy latch, cavity sliding
door.

2529 Door protection Composite Prefinished PVC To door frame To be decided at project
level.

2712 Door protection   Protection plate to 900
AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

default = vinyl: or tiles for
tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1 above basin

FF-19100 Waste bin - sanitary 3 1 Optional, depends on
Waste Management
Policy.

FF-20650 Soap / shampoo holder 1 1

FF-23700 Towel rail 1 1 600mm length; grab rail
fittings

FF-3400 Coathook 1 2

FF-4800 Curtain track - shower (90deg) 1 1 Optional, depends on
infection control policy

FF-5300 Curtain - shower 3 1 Optional, depends on
infection control policy.

FF-6154 Dispenser - paper/ hand towel 2 1

FF-6156 Dispenser - soap 2 1

FF-6160 Dispenser - toilet paper 1 1

FF-5824 Waste bin - general 3 1
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Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-47500 Shower - fixed rose 1 1
        

FE-55600 Toilet suite - standard 1 1
        

FE-5603 Basin - ensuite 1 1
        

With integral
shelf for
personal
belongings or
separate shelf.

FE-40412 TAP - COLD  1
        

FE-40413 TAP - HOT  1
        

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Briefed Area 16.00

Remarks

Occupancy Up to 4

Hours of Operation  Available 24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description or Special
Requirements A room located within the Medical Imaging Unit to accommodate the PACS computer equipment along

with a workstation area for viewing, and reporting of images.Acoustics: Sound attenuation level - Medium;
acoustic privacy required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. vinyl also acceptable

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9002 Door - 910mm Solid Core/ Glass Paint Single leaf, half glazed 910mm clear opening,
glazing optional

7010 Observation Glass Clear Through door/s 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH or floor vinyl coved skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1120 Bench - workstation 1 2 to 2 sides of room

FF-17255 Pedestal filing unit - mobile, 660mmH 3 2 under bench

FF-17360 Pinboard - fabric covered 1 1 above bench

FF-20000 Shelving unit - adjustable 1 1 over bench

FF-2100 Chair - ergonomic, office 3 4

FF-24400 Whiteboard 2 1 900x900, optional

FF-3350 Clock - battery operated 3 1

FF-5824 Waste bin - general 3 2

FF-5597 Shelving unit - over bench, adjustable 1 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11415 Computer - PACS 3 2
        

for computerised
images

FE-11900 Computer - server 3 1
        PACS

FE-41100 Printer - networked 3 1
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        

FE-54510 Telephone - handset,
standard

3 4
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6005 Dimmable for image viewing

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 9

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 4 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6005 Dimmable 1 1 for image viewing

S-6200 Light switches 1 3

S-6055 Special: task light, built in 1 6 under O/H cupboards
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Briefed Area 6.00

Remarks

Occupancy Up to 2

Hours of Operation  Available 24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements The Parenting Room is provided for parents to feed and change babies,and will provide access for prams.

The Parenting Room will be located with other child related facilities and have ready access to a Toilet and
Waiting area. Acoustics: Sound attenuation level - High. Acoustic privacy required. 

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved tiles also acceptable

3000 Wall finish Paint Acrylic, washable  

2727 Wall finish   Splashback Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG.

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear opening,
privacy latch

2529 Door protection Composite Prefinished PVC To door frame To be decided at project
level.

2712 Door protection   Protection plate to 900
AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH or tiles for tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 with sink. Length to
suit layout, refer RLS
or project specific
requirements.

FF-2000 Chair - lounge 3 1

FF-3400 Coathook 1 1

FF-6154 Dispenser - paper/ hand towel 2 1 to sink

FF-6156 Dispenser - soap 2 1 to sink

FF-7229 Baby change mat 1 1

FF-5860 Waste bin - fliptop 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-47800 Sink, SS - single in bench 1 1
        

warm water.
Tapware: sink
mixer, fixture
mounted.
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-40403 Tapware - accessible basin
mixer

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Briefed Area 20.00

Remarks

Occupancy 1 patient, 1-2 visitors, Up to 6-8 staff

Hours of Operation  24 Hours

Acoustics Acoustic privacy is required

Description or Special
Requirements A Single Bed Bay for patient requiring critical care nursing and medical treatment; Visual access to Staff

Station is required; Screen curtains are required for patient privacy. Maximum natural light is required to
patient beds.Acoustics: Acoustic privacy is required.Cardiac Protected Electrical Area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin, tiles also
acceptable

3092 Wall protection MDF Laminate Bed protection wall
panel 

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL Equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

7001 Windows    desirable

7055 Observation Alum/ Glass Powdercoat Internal window, double
glazed 

to partition walls, with
integral Venetians

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12300 Linen carrier - dirty, single 3 1

FF-1252 Blind - Venetian integral 1 1 to windows, controls to
both sides

FF-1470 Bracket - sharps 2 1 mounted to trolley

FF-1480 Bracket - ECG monitor 3 1 mounted on pendant

FF-150 Air flowmeter 3 2

FF-16200 Table - overbed 3 1

FF-16250 Oxygen flowmeter 3 4

FF-19700 Sharps bin 3 1 on trolley

FF-21700 Stool - adjustable, mobile, high 3 1 for staff

FF-21950 Suction adapter 3 4

FF-2200 Chair - recliner 3 1 patient - intermittent use

FF-22000 Suction bottle 3 4
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AusHFG code Description Group Qty Comments

FF-22050 Suction bottle carrier 3 1 mobile

FF-23950 Trolley 3 1

FF-24400 Whiteboard 2 1 600mm x 600mm

FF-2610 Chair - visitor, stackable 3 1

FF-4600 Curtain track - bed screen 1 1

FF-5000 Curtain - bed screen 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-8070 Flowchart stand - mobile 3 1

FF-5825 Bracket - patient entertainment, ceiling 1 1

FF-5824 Waste bin - general 3 1

FF-5975 Waste bin - clinical 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-15985 Dialysis station 1 1
        

with RO water &
tundish drain

FE-3100 Basin - scrub, Type A 1 1
        

refer to BHWS-A
(sim)

FE-31700 Light - examination, ceiling 1 1
        

FE-36050 Monitor - cardiac 3 1
        

FE-3730 Bed - ICU, electric 3 1
        

FE-54520 Telephone - handset,
handsfree

3 1
        

to staff work
area

FE-9700 Clock - analogue, electric 1 1
        

ceiling mounted,
master clock
system

FF-5547 Patient entertainment 1 1
        

FE-5859 Services pendant - 2 arm 1 1
        

 
Service Requirements
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AusHFG code Description Comments

S-9030 Cardiac protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6060 Special: night lights

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 13 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 12 monitor

S-9001 GPO: Double 1 2

S-9001 GPO: Double 1 2

S-9015 GPO: Cleaner 1 1

S-9030 Cardiac protected 1 1

S-9011 GPO: Emergency power, double (H) 1 1 for refrigerator

S-9060 GPO: Special: for equipment 1 3 TV, ceiling

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-1120 Monitor connection facilities and cabling 1 1 optional

S-4037 Tundish drain 1 1 for low temp steriliser,
optional

S-4045 Reverse osmosis (RO) water outlet 1 1

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6060 Special: night lights 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-2072 Scavenge Outlet 1 1 and controls, on wall,
optional

S-7000 Oxygen (O2) 1 4

S-7020 Medical Air (MA) 1 2
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AusHFG code Description Group Qty Comments

S-7040 Suction 1 4

S-11050 Column 1 1 for power/ data, ceiling
suspended
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Briefed Area 24.00

Remarks

Occupancy 1 patient, 1-2 visitors, Up to 6-8 staff

Hours of Operation  24 Hours

Acoustics Acoustic privacy is required

Description or Special
Requirements A Single Bed Bay for patient requiring critical care nursing and medical treatment; Visual access to Staff

Station is required; Screen curtains are required for patient privacy. Maximum natural light is required to
patient beds.Acoustics: Acoustic privacy is required.Cardiac Protected Electrical Area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin, tiles also
acceptable

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL Equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

7001 Windows    desirable

7055 Observation Alum/ Glass Powdercoat Internal window, double
glazed 

to partition walls, with
integral Venetians

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12300 Linen carrier - dirty, single 3 1

FF-1252 Blind - Venetian integral 1 3 to windows, controls to
both sides

FF-1470 Bracket - sharps 2 1 mounted to trolley

FF-150 Air flowmeter 3 2

FF-16200 Table - overbed 3 1

FF-16250 Oxygen flowmeter 3 4

FF-19700 Sharps bin 3 1 on trolley

FF-21700 Stool - adjustable, mobile, high 3 1 for staff

FF-21950 Suction adapter 3 4

FF-2200 Chair - recliner 3 1 patient - intermittent use

FF-22000 Suction bottle 3 4

FF-22050 Suction bottle carrier 3 1 mobile

FF-23950 Trolley 3 1
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AusHFG code Description Group Qty Comments

FF-24400 Whiteboard 2 1 600mm x 600mm

FF-2610 Chair - visitor, stackable 3 1

FF-4600 Curtain track - bed screen 1 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-8070 Flowchart stand - mobile 3 1

FF-5825 Bracket - patient entertainment, ceiling 1 1

FF-5824 Waste bin - general 3 1

FF-5975 Waste bin - clinical 3 1

FF-5591 Bracket - cardiac monitor 3 1 mounted on pendant

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-15985 Dialysis station 1 1
        

with RO water &
tundish drain

FE-3100 Basin - scrub, Type A 1 1
        

refer to BHWS-A
(sim)

FE-31700 Light - examination, ceiling 1 1
        

FE-36050 Monitor - cardiac 3 1
        

FE-54520 Telephone - handset,
handsfree

3 1
        

to staff work
area

FE-9700 Clock - analogue, electric 1 1
        

ceiling mounted,
master clock
system

FF-5547 Patient entertainment 1 1
        

FE-5854 Bed - ICU, electric + patient
mattress

3 1
        

FE-5859 Services pendant - 2 arm 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9030 Cardiac protected

S-5000 Airconditioning

S-6001 General: colour corrected
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AusHFG code Description Comments

S-6060 Special: night lights

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 12 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 12 monitor

S-9001 GPO: Double 1 2

S-9001 GPO: Double 1 2

S-9015 GPO: Cleaner 1 1

S-9030 Cardiac protected 1 1

S-9011 GPO: Emergency power, double (H) 1 1 for refrigerator

S-9060 GPO: Special: for equipment 1 3 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1090 TV: MATV 1 1

S-1120 Monitor connection facilities and cabling 1 1 optional

S-4037 Tundish drain 1 1 for low temp steriliser,
optional

S-4045 Reverse osmosis (RO) water outlet 1 1

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6060 Special: night lights 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 4

S-7020 Medical Air (MA) 1 2

S-7040 Suction 1 4

S-11050 Column 1 1 for power/ data, ceiling
suspended
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Briefed Area 20.00

Remarks

Occupancy 1 patient, 1-2 visitors, Up to 6-8 staff

Hours of Operation  24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements An enclosed single Bed Bay for a patient requiring critical care nursing and medical treatment, suitable for

Role Delineation Levels 2 to 4 (20m2) /  Levels 5 & 6 (25m2) health care facilities; Visual access to Staff
Station is required; Screen curtains are required for patient privacy. Maximum natural light is required to
patient beds.Acoustics: Acoustic privacy is required.Cardiac Protected Electrical Area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

2526 Floor finish Vinyl Non-slip Seamless coved Under basin. Significant
change in colour to be
avoided.

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback behind basin. Selection
of material to comply
with Part D Infection
Prevention and Control
AusHFG.

2535 Wall protection   Corner guards to 900
AFFL 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended Acoustic tiles acceptable
if ceiling mounted lifter is
not required and room is
not negatively pressured.

7001 Windows    Natural light & outlook
essential

2719 Doors Alum/Glass Anodised Triple leaf, fully glazed,
sliding safety glass 

2720 Observation Alum/ Glass Powdercoat Internal window, double
partition walls with
internal blinds 

Optional, to rooms with an
outboard ensuite.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1090 Bench - laminate, free standing 1 1 optional

FF-12300 Linen carrier - dirty, single 3 1

FF-1465 Bracket - suction bottle 2 2 On pendant

FF-150 Air flowmeter 3 2

FF-16200 Table - overbed 3 1

FF-16250 Oxygen flowmeter 3 4

FF-21700 Stool - adjustable, mobile, high 3 1 for staff
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AusHFG code Description Group Qty Comments

FF-21950 Suction adapter 3 4 On pendant

FF-22000 Suction bottle 3 2 On pendant

FF-23950 Trolley 3 1

FF-2610 Chair - visitor, stackable 3 1

FF-4600 Curtain track - bed screen 1 1

FF-5000 Curtain - bed screen 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-8070 Flowchart stand - mobile 3 1 Not required with
electronic medical records

FF-5825 Bracket - patient entertainment, ceiling 1 1 In accordance with ICT
policy.

FF-6153 Dispenser - moisturiser 2 1 Depends on Operational
Policy.

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 1

FF-5975 Waste bin - clinical 3 1 Size, number and type
depends on Waste
Management policy.

FF-24405 Whiteboard - magnetic 2 1

FF-5550 Blind - integral 1 4 To windows, controls
to both sides of internal
observation windows.
Number to align with
window configuration.

FF-5591 Bracket - cardiac monitor 3 1

FF-10900 IV pole 3 1 On pendant, number to
suit.

FF-5993 Sharps bin; on trolley 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-15985 Dialysis station 1 1
        

RO water outlet
& tundish drain

FE-3100 Basin - scrub, Type A 1 1
        

FE-36050 Monitor - cardiac 3 1
        

on services
pendant

FE-54520 Telephone - handset,
handsfree

3 1
        wall phone
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FF-5547 Patient entertainment 1 1
        

FF-5992 Lifter - patient, sling 3 1
        

FF-39155 Patient lifter, ceiling mounted 1 1
        

Optional. H-
track.

FF-6479 Chair - recliner, electric 3 1
        

FE-5854 Bed - ICU, electric + patient
mattress

3 1
        

FE-5855 Clock - electric 1 1
        

Master clock
system

FE-5856 Computer on wheels 3 1
        

CIS. Or wall
mounted,
optional. If wall
mounted add
bracket.

FE-5857 Light - procedures small,
ceiling

1 1
        Or on pendant

FE-5858 Pump - infusion 3 1
        

Number and
type per
bed to be
confirmed to suit
project specific
requirements..

FE-5859 Services pendant - 2 arm 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9030 Cardiac protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6060 Special: night lights

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 12 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 10 monitor

S-9010 GPO: Emergency power, single (V) 1 1 monitor

S-9001 GPO: Double 1 2

S-9015 GPO: Cleaner 1 1

S-9030 Cardiac protected 1 1
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AusHFG code Description Group Qty Comments

S-9050 Direct connection 3 1 XRV, clocks, lights

S-2089 GPO: Uninterripted power single 1 2 as required

S-1080 Clock: master clock 1 1

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-1006 Voice / Data outlet: double 1 3 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-1120 Monitor connection facilities and cabling 1 1 optional

S-4037 Tundish drain 1 1 for low temp steriliser,
optional

S-4045 Reverse osmosis (RO) water outlet 1 1

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 2

S-6060 Special: night lights 1 2

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 4

S-7020 Medical Air (MA) 1 2

S-7040 Suction 1 4
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Last modified 01/03/2016

Briefed Area 25.00

Remarks

Occupancy 1 patient, 1- visitors, Up to 6-8 staff

Hours of Operation  24 Hours

Acoustics Acoustic privacy is required

Description or Special
Requirements An enclosed single Bed Bay for a patient requiring critical care nursing and medical treatment, suitable

for Levels 5 & 6 health care facilities; Visual access to Staff Station is required; Screen curtains are
required for patient privacy. Maximum natural light is required to patient beds.Acoustics: Acoustic privacy is
required.Cardiac Protected Electrical Area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin

3092 Wall protection MDF Laminate Bed protection wall
panel 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

9002 Door - 910mm Solid Core/ Glass Paint Single leaf, half glazed additional door to
adjoining space optional

9330 Door - sliding Alum/ Safety glass Powdercoat/ paint Triple leaf, fully glazed,
sliding 

7001 Windows    desirable

7055 Observation Alum/ Glass Powdercoat Internal window, double
glazed 

to partition walls, with
integral Venetians

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1090 Bench - laminate, free standing 1 1 optional

FF-12300 Linen carrier - dirty, single 3 1

FF-1252 Blind - Venetian integral 1 4 to windows, controls to
both sides of internal
observation windows

FF-1470 Bracket - sharps 2 1 mounted on trolley

FF-150 Air flowmeter 3 2

FF-16200 Table - overbed 3 1

FF-16250 Oxygen flowmeter 3 4

FF-19700 Sharps bin 3 1 mounted on trolley

FF-20000 Shelving unit - adjustable 1 1 near basin

FF-21700 Stool - adjustable, mobile, high 3 1 for staff



 

   Standard Components - Room Data Sheet 

Room Name Patient Bay - Critical (Enclosed), 25m2 Room Number: PBCE-25

 

Page: 2

 

AusHFG code Description Group Qty Comments

FF-21950 Suction adapter 3 4

FF-2200 Chair - recliner 3 1 patient - intermittent use

FF-22000 Suction bottle 3 4

FF-22050 Suction bottle carrier 3 1 mobile

FF-23950 Trolley 3 1

FF-24400 Whiteboard 2 1 600 x 600

FF-2610 Chair - visitor, stackable 3 1

FF-4600 Curtain track - bed screen 1 1

FF-5000 Curtain - bed screen 3 1

FF-6152 Dispenser - disposable glove 2 1 near entry

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-8070 Flowchart stand - mobile 3 1

FF-5825 Bracket - patient entertainment, ceiling 1 1

FF-5824 Waste bin - general 3 1

FF-5975 Waste bin - clinical 3 1

FF-5591 Bracket - cardiac monitor 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-15985 Dialysis station 1 1
        

with RO water
outlet & tundish
drain

FE-3100 Basin - scrub, Type A 1 1
        

refer to BHWS-A
(sim)

FE-31700 Light - examination, ceiling 1 1
        

FE-36050 Monitor - cardiac 3 1
        

on services
pendant

FE-3730 Bed - ICU, electric 3 1
        

FE-54520 Telephone - handset,
handsfree

3 1
        wall phone

FE-9700 Clock - analogue, electric 1 1
        

master clock
system

FF-5547 Patient entertainment 1 1
        



 

   Standard Components - Room Data Sheet 

Room Name Patient Bay - Critical (Enclosed), 25m2 Room Number: PBCE-25

 

Page: 3

 

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-5859 Services pendant - 2 arm 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9030 Cardiac protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6060 Special: night lights

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 12 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 12 monitor

S-9001 GPO: Double 1 4

S-9015 GPO: Cleaner 1 1

S-9030 Cardiac protected 1 1

S-9011 GPO: Emergency power, double (H) 1 1 for refrigerator

S-9060 GPO: Special: for equipment 1 3 TV, ceiling

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-1120 Monitor connection facilities and cabling 1 1 optional

S-4037 Tundish drain 1 1 for low temp steriliser,
optional

S-4045 Reverse osmosis (RO) water outlet 1 1

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 1

S-6060 Special: night lights 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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AusHFG code Description Group Qty Comments

S-7000 Oxygen (O2) 1 4

S-7020 Medical Air (MA) 1 2

S-7040 Suction 1 4

S-11050 Column 1 1 for power/ data, ceiling
suspended
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy 1 patient; 1 - 2 staff

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Patient Bed Bay Acute Treatment may be used for assessment and treatment of patients with acute

conditions and will be located within the Emergency Unit. The Bay may have partition side walls; glazing
is recommended. The Patient Bay will have close access to a staff handwashing basin.Body Protected
electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3092 Wall protection MDF Laminate Bed protection wall
panel 

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL As required, Equal to
'Acrovyn'

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL 

As required, Equal to
'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

7055 Observation Alum/ Glass Powdercoat Internal window, double
glazed 

to partition walls, if
provided

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-10200 Trolley - instrument 3 1

FF-10700 IV hanger for ceiling track 1 1

FF-1090 Bench - laminate, free standing 1 1 optional

FF-11200 IV track - ceiling mounted 1 1

FF-1252 Blind - Venetian integral 1 2 to internal windows if
provided

FF-12900 Wire panel - for storage-bins 1 1 optional, for storage

FF-1465 Bracket - suction bottle 2 1

FF-1470 Bracket - sharps 2 1

FF-150 Air flowmeter 3 1

FF-15100 Bracket - monitor 3 1 optional, may have
ergonomic arm

FF-16250 Oxygen flowmeter 3 2

FF-19700 Sharps bin 3 1
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AusHFG code Description Group Qty Comments

FF-19800 Shelf - laminate 1 1 above services panel,
optional

FF-21755 Storage bins 3 10 optional, for storage on
louvred panel

FF-21950 Suction adapter 3 2

FF-22000 Suction bottle 3 1

FF-23952 Trolley - small 3 1

FF-2650 Chair - visitor, patient 3 1

FF-4600 Curtain track - bed screen 1 1

FF-5000 Curtain - bed screen 3 1

FF-6152 Dispenser - disposable glove 2 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-15900 Diagnostic set - wall mounted 3 1
        optional

FE-36055 Monitor - cardiac with vital
signs

3 1
        optional

FE-5854 Bed - ICU, electric + patient
mattress

3 1
        

FE-5857 Light - procedures small,
ceiling

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 4 monitor

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1
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AusHFG code Description Group Qty Comments

S-1120 Monitor connection facilities and cabling 1 1 optional

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-2072 Scavenge Outlet 1 1 and controls, on wall,
optional

S-7000 Oxygen (O2) 1 2

S-7010 Nitrous Oxide (N2O) 1 1 services panel

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 2

S-7070 Scavenge 1 1 services panel

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 6.00

Remarks

Occupancy 1 patient; 1 - 2 staff intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A Patient Bed Bay used for holding of patients prior to procedures, observation of patients following

procedures or for assessment and treatment of patients with non acute conditions. The Patient Bay will have
close access to a staff handwashing basin. Requirement for services including medical gases and power will
be dependant on the use of the bay.Body Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3092 Wall protection MDF Laminate Bed protection wall
panel 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended Default = set plasterboard;
plasterboard drop in tile
ceiling also acceptable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12900 Wire panel - for storage-bins 1 1 optional

FF-1465 Bracket - suction bottle 2 1 required if suction outlet
provided

FF-150 Air flowmeter 3 1 required if air outlet
provided

FF-16250 Oxygen flowmeter 3 1 required if oxygen outlet
provided

FF-21755 Storage bins 3 3 for louvred panel

FF-21950 Suction adapter 3 1 required if suction outlet
provided

FF-22000 Suction bottle 3 1 required if suction outlet
provided

FF-4600 Curtain track - bed screen 1 1

FF-5000 Curtain - bed screen 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-3725 Bed - emergency, electric 3 1
        

spatial provision
required

FE-5857 Light - procedures small,
ceiling

1 1
        optional

 



 

   Standard Components - Room Data Sheet 

Room Name Patient Bay - Holding, 6m2 Room Number: PBTR-H-6

 

Page: 2

 

Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6030 Special: downlights over bed/ trolley

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 2 monitor

S-9040 Body protected 1 1

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 1

S-6030 Special: downlights 1 1 over bed/ trolley

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 1

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 9.00

Remarks

Occupancy 1 patient; 1 - 2 staff intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A Patient Bed Bay used for holding of patients prior to procedures, observation of patients following

procedures or for assessment and treatment of patients with non acute conditions. The Patient Bay will
have close access to a staff handwashing basin.  The Patient Bay may be reduced to a minimum of 6m2 to
accommodate a recliner chair instead of a patient bed. Requirement for services including medical gases
and power will be dependent on the use of the bay. Body protected electrical area.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Significant change in
colour to be avoided.

3000 Wall finish Paint Acrylic, washable  

2692 Wall protection   Bed protection wall
panel 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended Acoustic tiles acceptable.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12900 Wire panel - for storage-bins 1 1 Optional. Depends on
functionality, infection
control and cleaning
policies.

FF-1465 Bracket - suction bottle 2 1 required if suction outlet
provided

FF-150 Air flowmeter 3 1 optional, required if air
outlet provided

FF-16250 Oxygen flowmeter 3 1 required if oxygen outlet
provided

FF-21755 Storage bins 3 3 on louvred panel, optional

FF-21950 Suction adapter 3 1 required if suction outlet
provided

FF-22000 Suction bottle 3 1 required if suction outlet
provided

FF-2650 Chair - visitor, patient 3 1 optional

FF-4600 Curtain track - bed screen 1 1

FF-5250 Curtain - privacy screen 3 1

FF-6152 Dispenser - disposable glove 2 1 Optional.

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-24405 Whiteboard - magnetic 2 1 Optional. Clinical use.
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AusHFG code Description Group Qty Comments

FF-5580 Storage bins - stainless steel wire mesh 1 1 For wired panels, optional.
Depends on functionality,
infection control and
cleaning policies.

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-31700 Light - examination, ceiling 1 1
        

spatial provision
required

FE-5622 Bed - inpatient, electric +
standard patient mattress

3 1
        

Or electric
recliner chair.
Spatial provision
for bed may
only be required
depending on
service.

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-1412 Special examination downlight

S-6001 General: colour corrected

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 3 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 3 monitor

S-9001 GPO: Double 1 1

S-9040 Body protected 1 1

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-1412 Special examination downlight 1 1

S-6001 General: colour corrected 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 1

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1
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AusHFG code Description Group Qty Comments

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy 1 patient; 1 - 2 staff intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A Patient Bed Bay used for assessment and treatment of patients with non acute conditions. The Patient

Bay will have close access to a staff handwashing basin.Body Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3092 Wall protection MDF Laminate Bed protection wall
panel 

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL As required, equal to
'Acrovyn'

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL 

As required, Equal to
'Acrovyn"

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-11200 IV track - ceiling mounted 1 1

FF-12900 Wire panel - for storage-bins 1 1 optional

FF-1465 Bracket - suction bottle 2 1

FF-1470 Bracket - sharps 2 2

FF-150 Air flowmeter 3 1 to services panel

FF-16250 Oxygen flowmeter 3 1 to services panel

FF-19700 Sharps bin 3 2

FF-19802 Shelf - laminate 1 1

FF-21755 Storage bins 3 3 on louvred panel, if
provided

FF-21950 Suction adapter 3 1 to services panel

FF-22000 Suction bottle 3 1 on bracket

FF-23950 Trolley 3 1

FF-2650 Chair - visitor, patient 3 1

FF-4600 Curtain track - bed screen 1 1
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AusHFG code Description Group Qty Comments

FF-5000 Curtain - bed screen 3 1

FF-6152 Dispenser - disposable glove 2 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-15900 Diagnostic set - wall mounted 3 1
        optional

FE-5854 Bed - ICU, electric + patient
mattress

3 1
        

FE-5857 Light - procedures small,
ceiling

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6030 Special: downlights over bed/ trolley

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 3 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 3 monitor

S-9040 Body protected 1 1

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6030 Special: downlights 1 1 over bed/ trolley

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 1

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1
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AusHFG code Description Group Qty Comments

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 25.00

Remarks

Occupancy 1 patient; 4 - 5 staff

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A Patient Bed Bay for assessment, resuscitation and treatment of patients with critical conditions, located

within the Emergency Unit. The Bay may have partition side walls and a bench used for preparation and
write-up. Resuscitation and diagnostic equipment should be located in close proximity which may include
ventilator, cardiac pacemaking equipment and mobile X-ray machine.Cardiac Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin & above bench

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL As required, equal to
'Acrovyn'

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL 

As required, Equal to
'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 open under part

FF-10700 IV hanger for ceiling track 1 1 optional, may be attached
to pendant

FF-11200 IV track - ceiling mounted 1 1 optional

FF-12900 Wire panel - for storage-bins 1 2 for storage, above bench

FF-1470 Bracket - sharps 2 1 on trolley

FF-150 Air flowmeter 3 2 to services pendant

FF-16250 Oxygen flowmeter 3 3 to services pendant

FF-18800 Trolley - resuscitation, adult 3 1

FF-19060 Safe - dangerous drugs, small 1 1 in cupboard

FF-1950 Chair - ergonomic, high 3 1 for staff use

FF-19700 Sharps bin 3 1 on trolley

FF-20000 Shelving unit - adjustable 1 3 over bench, storage

FF-21755 Storage bins 3 3 for storage on louvred
panel
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AusHFG code Description Group Qty Comments

FF-21950 Suction adapter 3 3 to services pendant

FF-22000 Suction bottle 3 3

FF-4375 Cupboard - medication, lockable 1 1 with drug safe

FF-4410 Cupboard - under bench 1 2 adjustable shelf

FF-4467 Cupboard - wall mounted 1 2 over bench, drug storage

FF-4600 Curtain track - bed screen 1 1

FF-5000 Curtain - bed screen 3 1

FF-5250 Curtain - privacy screen 3 2

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-5824 Waste bin - general 3 1

FF-5975 Waste bin - clinical 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

to bench,
optional

FE-15500 Defibrillator 3 1
        

on resuscitation
trolley

FE-15900 Diagnostic set - wall mounted 3 1
        

FE-3100 Basin - scrub, Type A 1 1
        

refer to BHWS-A
(sim)

FE-32650 Light - operating, single, 550
diam nominal

1 1
        

FE-36050 Monitor - cardiac 3 1
        

FE-3725 Bed - emergency, electric 3 1
        

FE-43800 Refrigerator - under-bench,
120 Litre

3 1
        

FE-47000 Services pendant - ceiling 1 1
        

FE-54510 Telephone - handset,
standard

3 1
        to bench

FE-68800 Xray viewer - 3 screen 1 1
        recessed
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-9800 Clock - time elapse 1 1
        beside analogue

 
Service Requirements

AusHFG code Description Comments

S-9030 Cardiac protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 16 monitor

S-9015 GPO: Cleaner 1 1

S-9030 Cardiac protected 1 1

S-9011 GPO: Emergency power, double (H) 1 1 for refrigerator

S-9011 GPO: Emergency power, double (H) 1 2 for refrigerator

S-9060 GPO: Special: for equipment 1 3 TV, ceiling

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1120 Monitor connection facilities and cabling 1 1 optional

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 1

S-6055 Special: task light, built in 1 1 under O/H cupboards

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-2072 Scavenge Outlet 1 1 and controls, on wall,
optional

S-7000 Oxygen (O2) 1 3

S-7010 Nitrous Oxide (N2O) 1 1 services panel

S-7020 Medical Air (MA) 1 2
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AusHFG code Description Group Qty Comments

S-7040 Suction 1 3

S-7070 Scavenge 1 1 services panel
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Last modified 01/03/2016

Briefed Area 9.00

Remarks

Occupancy 1 patient; 1 staff

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A Patient Bed Bay used for the recovery of patients from anaesthetic, located within the Operating Unit

or Day Procedures Unit. A clinical handwashing basin will be provided for each 4 Recovery Bed Bays.
Recovery Bed Bays will require direct observation from the Staff Station.Cardiac Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3092 Wall protection MDF Laminate Bed protection wall
panel 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

7001 Windows    Desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1252 Blind - Venetian integral 1 1 to external window/s

FF-12900 Wire panel - for storage-bins 1 1 optional

FF-1465 Bracket - suction bottle 2 2

FF-1470 Bracket - sharps 2 1

FF-150 Air flowmeter 3 1

FF-15100 Bracket - monitor 3 1

FF-16250 Oxygen flowmeter 3 2

FF-19700 Sharps bin 3 1

FF-19800 Shelf - laminate 1 1 to bedhead, full length

FF-21755 Storage bins 3 2 to louvred panel, if
provided

FF-21950 Suction adapter 3 2

FF-22000 Suction bottle 3 2

FF-4600 Curtain track - bed screen 1 2

FF-5000 Curtain - bed screen 3 2

FF-6152 Dispenser - disposable glove 2 1
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Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-36055 Monitor - cardiac with vital
signs

3 1
        on bracket

FE-5854 Bed - ICU, electric + patient
mattress

3 1
        

FE-5857 Light - procedures small,
ceiling

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9030 Cardiac protected

S-5000 Airconditioning

S-6001 General: colour corrected

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 4 monitor

S-9015 GPO: Cleaner 1 1

S-9030 Cardiac protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-1120 Monitor connection facilities and cabling 1 1 optional

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 2

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 2
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AusHFG code Description Group Qty Comments

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 9.00

Remarks

Occupancy 1 - 2 staff members (1 standing)

Hours of Operation  0800 Hours - 1800

Acoustics

Description or Special
Requirements A Counter/ Reception area for Pharmacy Unit for receiving and delivery of dispensed prescriptions to

patients or staff.Additional Design Requirements: - Security glazing will be required with communication slots

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. 

3000 Wall finish Paint Acrylic, washable  

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead optional

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear opening;
Lockable

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 900mm AFFL

FF-1555 Cabinet - pass through 1 1 lockable, under bench, for
transfer of large items

FF-17252 Pedestal drawer unit - mobile, 840mmH 3 1 under bench

FF-17360 Pinboard - fabric covered 1 2 over bench

FF-1950 Chair - ergonomic, high 3 1

FF-19505 Security screen - safety glass 1 1 with communication slot/s

FF-4230 Counter top 1 1 over bench

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

FE-41100 Printer - networked 3 1
        optional

FE-54510 Telephone - handset,
standard

3 1
        

 
Service Requirements
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AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6030 Special: downlights over bed/ trolley

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-9011 GPO: Emergency power, double (H) 1 2 for refrigerator

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-6030 Special: downlights 1 1 over bed/ trolley

S-10005 Duress alarm 1 1
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Briefed Area 10.00

Remarks

Occupancy Up to 5

Hours of Operation  Available 24 Hours

Acoustics

Description / Special
Requirements An area where children may play while waiting with parents and may be associated with a Waiting area.The

Play Area should allow access for prams.Public toilets and baby change facilities should be located nearby.
The Play Area should be designed to minimise noise transfer and be observable by parents from the
adjacent area.Acoustics: sound attenuation level - high.Size and FF&E to be adapted to suit specific project
briefing requirements as per AusHFG HPUs. 

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles Default = carpet,
cushioned vinyl or
standard slip resistant
vinyl also acceptable.

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = featheredged
vinyl; floor vinyl coved
skirting for vinyl floor.

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1600 Chair - child 3 2

FF-22700 Table - child 3 1

FF-22800 Table - low 3 1

FF-2655 Chair - visitor 3 2

FF-5828 External window dressing 3 1 Number to align with
window configuration.
Window dressing type
to comply with Infection
Control policy. Dangling
cords to be avoided.

FF-24405 Whiteboard - magnetic 2 1

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services
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AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Briefed Area 20.00

Remarks

Occupancy Up to 8

Hours of Operation  Available 24 Hours

Acoustics

Description or Special
Requirements An area where children may play while parents wait or are attended to by staff, associated with a Waiting

area or located within a Paediatric Unit. The Play Area should allow access for prams. Public toilets and
baby change facilities should be located nearby. The Play Area should be designed to keep children in the
area, minimise noise transfer and be observable by parents / staff from the adjacent area.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. default = carpet;
cushioned vinyl also
acceptable

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH or coved vinyl skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1130 Blackboard 2 1 child height, optional

FF-1250 Blind - Venetian 3 1 to external window if
provided, no dangling
cords

FF-1600 Chair - child 3 2

FF-19506 Security screen - child proof 1 1 with gate

FF-22700 Table - child 3 1

FF-22800 Table - low 3 1

FF-23800 Toy box & toys 3 1

FF-2655 Chair - visitor 3 2

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services
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AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Briefed Area 14.00

Remarks

Occupancy 1 patient; 2 -3 staff

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The Plaster Room allows for the application of Plaster of Paris, or other splints, and for the closed reduction

of displaced fractures or dislocations under sedative or regional anaesthesia.  Typically a dedicated room
provided for high volume services, otherwise, a generic Treatment Room may be used with the inclusion
of a plaster trap and other specific plastering equipment. Acoustics: Sound attenuation level - highAcoustic
privacy is required Body Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

2726 Floor finish Vinyl, non slip  Seamless coved Under basin. Significant
change in colour to be
avoided.

3000 Wall finish Paint Acrylic, washable  

2692 Wall protection   Bed protection wall
panel or similar

2727 Wall finish   Splashback Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG.

2537 Wall protection   Crash rail at 900 AFFL 

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Between above bench
joinery and ceiling.

9128 Door - 1200mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 

1400mm clear opening,
sliding cover to glazing

2529 Door protection Composite Prefinished PVC To door frame To be decided at project
level.

2712 Door protection   Protection plate to 900
AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 With SS sink and
wet edge. Length to
suit layout, refer RLS
or project specific
requirements.

FF-1465 Bracket - suction bottle 2 1

FF-1470 Bracket - sharps 2 1

FF-150 Air flowmeter 3 1

FF-16250 Oxygen flowmeter 3 1

FF-17501 Trolley - plaster 3 1
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AusHFG code Description Group Qty Comments

FF-19700 Sharps bin 3 1

FF-22000 Suction bottle 3 1

FF-4360 Cupboard - door ht adj. shelves 1 1 Number to suit layout,
refer RLS or project
specific requirements.

FF-4420 Cupboard - under bench, lockable 1 1 Number to suit layout,
refer RLS or project
specific requirements.

FF-4420 Cupboard - under bench, lockable (s) 1 1 Number to suit layout,
refer RLS or project
specific requirements.

FF-4470 Cupboard - wall mounted, lockable 1 1 Number to suit layout,
refer RLS or project
specific requirements.

FF-4472 Cupboard - wall mounted, lockable 1 1

FF-6152 Dispenser - disposable glove 2 1 to basin

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-6153 Dispenser - moisturiser 2 1 to hand basin. Depends
on operational policy.

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 2

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

On bench,
flatscreen, or
wall mounted.
If wall mounted
add bracket.
PACS images
may be
viewed, refer
specific project
requirements.

FE-2800 Basin - handwash, Type B 1 1
        

elbow action
levers or
handsfree
optional.

FE-31700 Light - examination, ceiling 1 1
        

FE-40300 Plaster trap 1 1
        

under sink,
mobile

FE-49110 Sink - 450x350x300D 1 1
        

hot water;
tapware, long
lever, wall
mounted

FE-54520 Telephone - handset,
handsfree (WM)

3 1
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-5622 Bed - inpatient, electric +
standard patient mattress

3 1
        

FE-40330 Saw - plaster 3 1
        

FE-4045 Tapware - elbow mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 2 monitor

S-9001 GPO: Double 1 3

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 2

S-2088 Light switch: single 1 1

S-6055 Special: task light, built in 1 1 under O/H cupboards

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-10005 Duress alarm 1 1

S-2072 Scavenge Outlet 1 1 and controls, on wall,
optional

S-7000 Oxygen (O2) 1 1

S-7010 Nitrous Oxide (N2O) 1 1 services panel



 

   Standard Components - Room Data Sheet 

Room Name Plaster Room Room Number: PLST

 

Page: 4

 

AusHFG code Description Group Qty Comments

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1

S-11000 Wall panel 2 1 patient services panels
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Briefed Area 12.00

Remarks

Occupancy 1 patient; 1 staff

Hours of Operation  Available 24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Podiatry Treatment room provides for podiatry consultation, examination and treatment. The room

may be used for measuring and fitting prosthetic appliances but not for fabrication. An external outlook is
desirable. Acoustics: sound attenuation level high; Acoustic privacy is required Body Protected electrical
area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin & sink; Default =
vinyl; tiles also acceptable

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 Default = acoustic tiles;
flush set plasterboard
ceiling also acceptable

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9128 Door - 1200mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 

910/1400mm clear
opening, half door optional

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 open under part for write-
up area

FF-1250 Blind - Venetian 3 1 to external window if
provided

FF-12900 Wire panel - for storage-bins 1 1 above bench, optional

FF-21680 Stool - adjustable, mobile 3 1 for staff

FF-21755 Storage bins 3 3 for louvred panel, optional

FF-24400 Whiteboard 2 1

FF-4410 Cupboard - under bench 1 1 under part bench

FF-4420 Cupboard - under bench, lockable 1 1

FF-4470 Cupboard - wall mounted, lockable 1 1

FF-4470 Cupboard - wall mounted, lockable 1 2 over bench, adjustable
shelves



 

   Standard Components - Room Data Sheet 

Room Name Podiatry Treatment, 12m2 Room Number: PODTR-12

 

Page: 2

 

AusHFG code Description Group Qty Comments

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 2 to basin & sink

FF-6156 Dispenser - soap 2 2 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-6163 Dispenser - mask 3 1

FF-7402 Trolley - equipment 3 1

FF-5824 Waste bin - general 3 1 to basin

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        flat screen

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-40300 Plaster trap 1 1
        under sink

FE-40458 Chair - podiatry, electric 3 1
        

FE-43800 Refrigerator - under-bench,
120 Litre

3 1
        optional

FE-47890 Sink & drainer - single,
930mmL

1 1
        

provide warm
water

FE-54510 Telephone - handset,
standard

3 1
        

FE-68600 Xray viewer - 1 screen 1 1
        

FE-5857 Light - procedures small,
ceiling

1 1
        

FE-4045 Tapware - elbow mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed
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AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 3

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 2 under O/H cupboards

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Briefed Area 14.00

Remarks

Occupancy 1 patient; 1 staff

Hours of Operation  Available 24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Podiatry Treatment room provides for podiatry consultation, examination and treatment. The room

may be used for measuring and fitting prosthetic appliances but not for fabrication. An external outlook is
desirable. Acoustics: sound attenuation level high; Acoustic privacy is required Body Protected electrical
area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin & sink; Default =
vinyl; tiles also acceptable

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 Default = acoustic tiles;
flush set plasterboard
ceiling also acceptable

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9128 Door - 1200mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 

910/1400mm clear
opening, half door optional

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 open under part for write-
up area

FF-1250 Blind - Venetian 3 1 to external window if
provided

FF-12900 Wire panel - for storage-bins 1 1 above bench, optional

FF-21680 Stool - adjustable, mobile 3 1 for staff

FF-21755 Storage bins 3 3 for louvred panel, optional

FF-24400 Whiteboard 2 1

FF-4410 Cupboard - under bench 1 1 under part bench

FF-4420 Cupboard - under bench, lockable 1 1

FF-4470 Cupboard - wall mounted, lockable 1 1

FF-4470 Cupboard - wall mounted, lockable 1 2 over bench, adjustable
shelves
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AusHFG code Description Group Qty Comments

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 2 to basin & sink

FF-6156 Dispenser - soap 2 2 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-6163 Dispenser - mask 3 1

FF-7402 Trolley - equipment 3 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        flat screen

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-40300 Plaster trap 1 1
        under sink

FE-40458 Chair - podiatry, electric 3 1
        

FE-43800 Refrigerator - under-bench,
120 Litre

3 1
        optional

FE-47890 Sink & drainer - single,
930mmL

1 1
        

provide warm
water

FE-54510 Telephone - handset,
standard

3 1
        

FE-68600 Xray viewer - 1 screen 1 1
        

FE-5857 Light - procedures small,
ceiling

1 1
        

FE-4045 Tapware - elbow mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed
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Room Name Podiatry Treatment, 14m2 Room Number: PODTR-14
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AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 3

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 1 under O/H cupboards

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

 



 

   Standard Components - Room Data Sheet 

Room Name Preparation Room - Non Sterile (Pharmacy) Room Number: PREP

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy Up to 3

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Preparation Room provides a wet area for cleaning of equipment and extemporaneous preparation and

compounding of medications as required. The Preparation area should be located in close proximity to the
Assembly/ Preparation area.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback tiles also acceptable

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL 

Equal to 'Acrovyn'; as
required

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 2

FF-23950 Trolley 3 2

FF-4420 Cupboard - under bench, lockable 1 5 adjustable shelves

FF-4470 Cupboard - wall mounted, lockable 1 1 over bench, adjustable
shelves

FF-6154 Dispenser - paper/ hand towel 2 2 to sink & handbasin

FF-6156 Dispenser - soap 2 2 to sink & handbasin

FF-44711 Overbench single door lockable (600hx400wx350d) 1 2

FF-44716 Overbench double door lockable (600hx800wx350d) 1 5

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-48100 Sink & drainer - R bowl,
930mmL

1 1
        hot water

FE-54510 Telephone - handset,
standard

3 1
        

to bench,
optional



 

   Standard Components - Room Data Sheet 

Room Name Preparation Room - Non Sterile (Pharmacy) Room Number: PREP
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-40403 Tapware - accessible basin
mixer

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 3

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 3

S-6055 Special: task light, built in 1 1 under O/H cupboards
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Room Name Preparation/ Set-up Room (Imaging) Room Number: PREP-S
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Last modified 01/03/2016

Briefed Area 9.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A room for the storage and preparation of opaque radiological media, and where set-up for procedures is

undertaken.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback tiles also acceptable

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL tiles also acceptable

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 2 with inset sink

FF-12900 Wire panel - for storage-bins 1 2 above bench, optional

FF-1470 Bracket - sharps 2 1

FF-19700 Sharps bin 3 1

FF-4360 Cupboard - door ht adj. shelves 1 1 lockable

FF-4410 Cupboard - under bench 1 2 with adjustable shelf

FF-4470 Cupboard - wall mounted, lockable 1 2 over bench, with
adjustable shelf

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to hand basin

FF-6156 Dispenser - soap 2 1 to hand basin

FF-6158 Dispenser - soap antiseptic 2 1 to hand basin

FF-44711 Overbench single door lockable (600hx400wx350d) 1 1



 

   Standard Components - Room Data Sheet 

Room Name Preparation/ Set-up Room (Imaging) Room Number: PREP-S
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AusHFG code Description Group Qty Comments

FF-44716 Overbench double door lockable (600hx800wx350d) 1 1

FF-44118 Underbench single (870hx400wx600d)  1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

FE-43800 Refrigerator - under-bench,
120 Litre

3 1
        optional

FE-47900 Sink & drainer - L bowl,
930mmL

1 1
        hot water

FE-54510 Telephone - handset,
standard

3 1
        

optional, on
bench

FE-40403 Tapware - accessible basin
mixer

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 2 under O/H cupboards
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   Standard Components - Room Data Sheet 

Room Name Procedure Room, 20m2 Room Number: PROC-20

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 20.00

Remarks

Occupancy 1 patient; 2-4 staff

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements The Procedure Room may be required for the performance of procedures that do not require the full facilities

of the Operating Suite. This may include suturing or wounds, dressings, administration of local anaesthesia
and use of medical gases in connection with the procedures being performed. General anaesthesia will not
be administered in this room.Acoustics: Sound attenuation level - High. Acoustic privacy is required.Body
Protected electrical areaAdditional Design Considerations:- Lead shielding may be required depending on
use of mobile Imaging equipment- Treatment of bariatric patients including mobile, bariatric lifter access.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

1020 Floor finish Vinyl, non-slip Safety Seamless, coved Under basin. Significant
change in colour to be
avoided.

3000 Wall finish Paint Acrylic, washable  

2692 Wall protection   Bed protection wall
panel or similar

2727 Wall finish   Splashback Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG.

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Between above bench
joinery and ceiling.

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9128 Door - 1200mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 

1500mm clear opening,
cover to glazing

6021 Cornice Tape set Paint Set between
plasterboard wall and
ceiling 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 Optional . Length to
suit layout, refer RLS
or project specific
requirements.

FF-1465 Bracket - suction bottle 2 2

FF-1470 Bracket - sharps 2 1

FF-150 Air flowmeter 3 1

FF-15100 Bracket - monitor 3 1



 

   Standard Components - Room Data Sheet 

Room Name Procedure Room, 20m2 Room Number: PROC-20

 

Page: 2

 

AusHFG code Description Group Qty Comments

FF-16250 Oxygen flowmeter 3 2

FF-19700 Sharps bin 3 1 wall mounted

FF-21700 Stool - adjustable, mobile, high 3 1

FF-21950 Suction adapter 3 2

FF-22000 Suction bottle 3 2

FF-4360 Cupboard - door ht adj. shelves 1 1 Optional, lockable.
Number to suit layout.

FF-4420 Cupboard - under bench, lockable 1 2 adjustable shelf, optional.
Number to suit layout,
refer RLS or project
specific requirements.
Storage solution for
consumables and
equipment to meet project
specific Infection Control
and WH&S requirements.

FF-4470 Cupboard - wall mounted, lockable 1 2 over bench, adjustable
shelf, optional. Number
to suit layout, refer
RLS or project specific
requirements. Storage
solution for consumables
and equipment to meet
project specific Infection
Control and WH&S
requirements.

FF-4600 Curtain track - bed screen 1 1 to door opening

FF-5000 Curtain - bed screen 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-6214 Trolley - equipment 3 1

FF-6153 Dispenser - moisturiser 2 1 Optional. Depends on
Operational Policy.

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 1

FF-5550 Blind - integral 1 1 Optional, to external
windows. Number to suit
window configuration.

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

On bench or
wall mounted,
optional. If wall
mounted add
bracket. PACS
images may be
viewed, refer
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Room Name Procedure Room, 20m2 Room Number: PROC-20
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

specific project
requirements.

FE-3100 Basin - scrub, Type A 1 1
        

elbow action
levers or
handsfree
optional.

FE-36055 Monitor - cardiac with vital
signs

3 1
        optional

FE-54520 Telephone - handset,
handsfree

3 1
        

to bench or wall
mounted

FE-9700 Clock - analogue, electric 1 1
        

FE-5622 Bed - inpatient, electric +
standard patient mattress

3 1
        

FE-5857 Light - procedures small,
ceiling

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 3 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 4 monitor

S-9001 GPO: Double 1 3

S-9040 Body protected 1 1

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1120 Monitor connection facilities and cabling 1 0 optional

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 2

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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AusHFG code Description Group Qty Comments

S-10005 Duress alarm 1 1

S-7000 Oxygen (O2) 1 2

S-7010 Nitrous Oxide (N2O) 1 1 services panel

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 2

S-7070 Scavenge 1 1 services panel

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 2.00

Remarks

Occupancy Up to 3, intermittently

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements A Bay containing lockers for the secure storage of staff or patient property including clothing, handbags and

personal effects.For every 4 banks of lockers add 1m2. In staff areas number of lockers depends on staff
complement per shift.Acoustics: Sound attenuation level - Medium; acoustic privacy required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl; carpet also
acceptable

3000 Wall finish Paint Acrylic, washable  

2670 Wall protection   Corner guards to 900
AFFL minimum 

As required. Align heights
of corner guards with
other corridor elements

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 Or consistent with
adjoining area.

6030 Cornice Aluminium Powdercoat 24mm shadow angle Or consistent with
adjoining area.

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = coved vinyl;
alternatively, featheredge
vinyl skirting over carpet

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12600 Locker - 4 tier (1/4 size) 3 8 Or 8 x 2 tier lockers,
depends on location and
functionality.

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 8.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Pantry is for preparing and/ or heating refreshments and snacks, washing some utensils, storing

food and drink and disposing of food waste. It may also provide space for a meal tray trolley. If food
rethermalisation trolleys are to be located in this room during meal times, up to an additional 4m2 may be
added to the total area.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback Full length of bench;
Default = vinyl; tiles also
acceptable

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL 

Equal to Acrovyn, as
required

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 910 mm clear opening

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 2 with inset sink/drainer

FF-19990 Shelving unit - microwave 1 1 over bench, optional

FF-4410 Cupboard - under bench 1 3

FF-4430 Cupboard - drawer unit 1 1 under bench

FF-4460 Cupboard - wall mounted 1 2 above bench, adjustable
shelf

FF-4471 Cupboard: wall mounted, lockable 1 1

FF-4472 Cupboard - wall mounted, lockable 1 1

FF-6154 Dispenser - paper/ hand towel 2 1 to sink

FF-6156 Dispenser - soap 2 1 to sink

FF-44615 Overbench single door (450w) 1 1

FF-44616 Overbench single door (350w) 1 1



 

   Standard Components - Room Data Sheet 

Room Name Pantry Room Number: PTRY

 

Page: 2

 

AusHFG code Description Group Qty Comments

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-26801 Dispenser - ice 1 1
        optional

FE-35400 Oven - microwave, domestic 3 1
        optional

FE-44100 Refrigerator - 250 Litre,
domestic

3 1
        

or underbench
refrigerator

FE-47890 Sink & drainer - single,
930mmL

1 1
        

warm water;
lever taps

FE-5000 Boiling water unit - 5 Litre 1 1
        optional

FE-4045 Tapware - elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 3 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 20.00

Remarks

Occupancy Up to 3 staff members

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A Reception area for the Emergency Unit where patients/ visitors can be received, located in close proximity

to Triage and waiting areas.Additional Design Requirements: - Security glazing required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. 

3000 Wall finish Paint Acrylic, washable  

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead optional

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable with safety glass
from Waitng area

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 behind reception desk,
900mmH, open under part

FF-1110 Bench - laminate, writing 1 1

FF-11465 Keyboard shelf - drop down 1 3 optional

FF-17255 Pedestal filing unit - mobile, 660mmH 3 3 under workstation bench

FF-17360 Pinboard - fabric covered 1 3 above upstand of benches

FF-19505 Security screen - safety glass 1 1 over counter top, with
communication slots

FF-2100 Chair - ergonomic, office 3 3

FF-24400 Whiteboard 2 1 900x900

FF-3350 Clock - battery operated 3 1

FF-4230 Counter top 1 1 laminate/ resinate

FF-4360 Cupboard - door ht adj. shelves 1 1 lockable

FF-4410 Cupboard - under bench 1 2

FF-4415 Cupboard - under bench 1 1 under part of high bench

FF-4460 Cupboard - wall mounted 1 1 over high bench
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AusHFG code Description Group Qty Comments

FF-6510 Drawer unit - lockable 1 1 cash drawer under bench,
optional

FF-44716 Overbench double door lockable (600hx800wx350d) 1 4

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 3
        flat acreen

FE-17220 Document transfer system 1 1
        optional

FE-41100 Printer - networked 3 1
        optional

FE-54510 Telephone - handset,
standard

3 4
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6030 Special: downlights over bed/ trolley

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 10

S-1006 Voice / Data outlet: double 1 3 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1040 Intercom 1 1 optional

S-1045 EFTPOS connection 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 4

S-6030 Special: downlights 1 1 over bed/ trolley

S-6055 Special: task light, built in 1 5 under O/H cupboards

S-10005 Duress alarm 1 3

S-10051 Remote door release 3 3
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy Up to 2 staff members

Hours of Operation  0800 Hours - 1800 or 2000 hours, dependent on function of unit

Acoustics

Description / Special
Requirements A Reception area where visitors to a Unit can be received and immediately directed to their destination or

a Waiting Area. The Reception area may also act as an administrative base providing for the co-ordination
of computer entry and making/receivng telephone calls, etc.  May also act as the access control to the
Unit.Acoustics:  sound attenuation level - Medium; acoustic privacy required.Additional design requirements:-
Dependent on location, security shutters or glazing may be required.- Reception desk should have set down
counter for disabled persons access.- Access for disabled staff working within the Reception area needs to
be considered.- A minimum allowance of  4.4m2 per additional person seated- CCTV monitor/intercom and
door release button linked to entry point to be considered for areas where controlled and after hour access is
required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles Standard, slip resistant
vinyl also acceptable.

3000 Wall finish Paint Acrylic, washable  

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead optional

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9007 Door - 910mm Solid Core/ Safety
glass 

Paint Single leaf, half glazed full height door optional,
if Reception enclosed,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = featheredged
vinyl; floor vinyl coved
skirting for vinyl floor.

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-17255 Pedestal filing unit - mobile, 660mmH 3 1 Under bench, lockable.
Number to suit design and
functionality.

FF-17360 Pinboard - fabric covered 1 1 Optional. If upstand
included in reception
counter design.

FF-19505 Security screen - safety glass 1 3 optional

FF-2100 Chair - ergonomic, office 3 2

FF-7517 Counter - accessible 1 1

FF-7518 Reception desk - high performance surfaces 1 1 Length to suit layout, refer
RLS or project specific
requirements.

FF-5824 Waste bin - general 3 1

FF-21270 Stationery slots 1 1 Optional.



 

   Standard Components - Room Data Sheet 

Room Name Reception/ Clerical, 10m2 Room Number: RECL-10

 

Page: 2

 

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 2
        

Consider
location of
harddrive, if
below desk add
bracket.

FE-41100 Printer - networked 3 1
        

Optional. EMR
compatible.

FE-54510 Telephone - handset,
standard

3 2
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6030 Special: downlights over bed/ trolley

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9010 GPO: Emergency power, single (V) 1 1 monitor

S-9001 GPO: Double 1 5

S-1006 Voice / Data outlet: double 1 3 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-2088 Light switch: single 1 2

S-6030 Special: downlights 1 1 over bed/ trolley

S-6055 Special: task light, built in 1 2 under O/H cupboards

S-10005 Duress alarm 1 1
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Room Name Reception/ Clerical, 12m2 Room Number: RECL-12
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy Up to 2 staff members

Hours of Operation  0800 Hours - 1800 or 2000 hours, dependent on function of unit

Acoustics

Description or Special
Requirements A Reception area where visitors to the unit of facility can be received combined with an additional

workstation area for clerical activities. May also act as the access control to the Unit.Additional Design
Requirements: - Dependent on location, security shutters or glazing may be required - Reception desk may
have set down counter for disabled persons access, if Reception is accessed by the public - Access for
disabled staff working within the Reception area needs to be considered

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. 

3000 Wall finish Paint Acrylic, washable  

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead optional

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9007 Door - 910mm Solid Core/ Safety
glass 

Paint Single leaf, half glazed full height door optional,
if Reception enclosed,
lockable

9050 Door - 910mm Laminate Prefinished Single leaf, counter
height 

910mm clear opening,
lockable, optional

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH to carpeted area

2160 Skirting Laminate Prefinished 150 mmH to reception desk, external
aspect

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 900mm AFFL, behind staff
station

FF-11465 Keyboard shelf - drop down 1 2 optional

FF-17250 Pedestal drawer unit - mobile, 660mmH 3 2 under workstation bench

FF-17360 Pinboard - fabric covered 1 3 to upstand of reception
desk

FF-18550 Reception desk - laminate/ timber 1 1 with resinate/ laminate
countertop

FF-19505 Security screen - safety glass 1 1 optional, may also use
Perspex/Lexan

FF-20000 Shelving unit - adjustable 1 3 over part workstation
bench

FF-2100 Chair - ergonomic, office 3 2

FF-4410 Cupboard - under bench 1 3 under high bench

FF-4472 Cupboard - wall mounted, lockable 1 1 over high bench

FF-44716 Overbench double door lockable (600hx800wx350d) 1 3
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AusHFG code Description Group Qty Comments

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 2
        

FE-20800 Facsimile machine 3 1
        optional

FE-38445 PABX - switchboard 3 1
        optional

FE-39810 Photocopier - benchtop 3 1
        optional

FE-41100 Printer - networked 3 1
        optional

FE-54510 Telephone - handset,
standard

3 2
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6030 Special: downlights over bed/ trolley

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 8

S-1006 Voice / Data outlet: double 1 4 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 5

S-6030 Special: downlights 1 1 over bed/ trolley

S-6055 Special: task light, built in 1 8 under O/H cupboards

S-10005 Duress alarm 1 1

 



 

   Standard Components - Room Data Sheet 
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Last modified 01/03/2016

Briefed Area 15.00

Remarks

Occupancy Up to 3 staff members

Hours of Operation  0800 Hours - 1800 or 2000 hours, dependent on function of unit

Acoustics

Description or Special
Requirements A Reception area where visitors to the unit of facility can be received combined with an additional

workstation area for clerical activities. May also act as the access control to the Unit.Additional Design
Requirements: - Dependent on location, security shutters or glazing may be required - Reception desk may
have set down counter for disabled persons access, if Reception is accessed by the public - Access for
disabled staff working within the Reception area needs to be considered

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. 

3000 Wall finish Paint Acrylic, washable  

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead optional

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9007 Door - 910mm Solid Core/ Safety
glass 

Paint Single leaf, half glazed full height door optional,
if Reception enclosed,
lockable

9050 Door - 910mm Laminate Prefinished Single leaf, counter
height 

910mm clear opening,
lockable, optional

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH to carpeted area

2160 Skirting Laminate Prefinished 150 mmH to Reception desk,
external aspect

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 900mm AFFL, behind staff
station

FF-1110 Bench - laminate, writing 1 1 L shaped

FF-11465 Keyboard shelf - drop down 1 2 optional

FF-17255 Pedestal filing unit - mobile, 660mmH 3 2 under workstation bench

FF-17360 Pinboard - fabric covered 1 4 to upstand of reception
desk

FF-18550 Reception desk - laminate/ timber 1 1 with resinate/ laminate
countertop

FF-1950 Chair - ergonomic, high 3 1

FF-19505 Security screen - safety glass 1 1 optional, may also use
Perspex/Lexan

FF-20000 Shelving unit - adjustable 1 3 over part workstation
bench

FF-2100 Chair - ergonomic, office 3 2

FF-4410 Cupboard - under bench 1 2
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AusHFG code Description Group Qty Comments

FF-4420 Cupboard - under bench, lockable 1 1 under part of high bench,
adjustable shelves

FF-4460 Cupboard - wall mounted 1 4 over high bench

FF-44118 Underbench single (870hx400wx600d)  1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 2
        

FE-20800 Facsimile machine 3 1
        optional

FE-38445 PABX - switchboard 3 1
        optional

FE-39810 Photocopier - benchtop 3 1
        optional

FE-41100 Printer - networked 3 1
        optional

FE-54510 Telephone - handset,
standard

3 2
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6030 Special: downlights over bed/ trolley

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 8

S-1006 Voice / Data outlet: double 1 4 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 5

S-6030 Special: downlights 1 1 over bed/ trolley

S-6055 Special: task light, built in 1 5 under O/H cupboards

S-10005 Duress alarm 1 1
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Last modified 01/03/2016

Briefed Area 6.00

Remarks

Occupancy Up to 2

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Scrub-up/ Gowning 6m2 provides for pre-operative scrubbing and gowning/ gloving, located adjacent to

a Procedures Room or Imaging Room. Additional Design Considerations: - A minimum of 800mm is required
between scrub stations - Taps to be non touch - automatically operated or foot operated

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

1020 Floor finish Vinyl, non-slip Safety Seamless, coved to wet zone

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

3010 Wall finish Paint Scrub resistant  

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL Equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12300 Linen carrier - dirty, single 3 1

FF-19810 Shelf - SS, over 1 1 over scrub trough

FF-6158 Dispenser - soap antiseptic 2 2

FF-6164 Dispenser - scrub brush 3 2

FF-8390 Trolley - gowns 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-50000 Sink - scrub trough 1 1
        

auto/knee
operated taps x
2

FE-9700 Clock - analogue, electric 1 1
        

FE-40404 Tapware - sensor 1 2
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning
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AusHFG code Description Comments

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 8.00

Remarks

Occupancy Up to 3

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description or Special
Requirements The Scrub-up Gowning room provides an enclosed area for pre-operative scrubbing and gowning/ gloving.

Acoustics: Sound attenuation level - medium; acoustic privacy requiredAdditional Design Considerations: -
A minimum of 800mm is required between scrub stations - Taps to be non touch - automatically operated or
foot operated

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

1020 Floor finish Vinyl, non-slip Safety Seamless, coved to wet zone

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

3010 Wall finish Paint Scrub resistant  

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL 

As required, Equal to
'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening to
Operating Rooms, entry
door optional

7010 Observation Glass Clear Through door/s with cover, (sliding)

7055 Observation Alum/ Glass Powdercoat Internal window, double
glazed 

to Operating Room,
optional

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12300 Linen carrier - dirty, single 3 1

FF-1252 Blind - Venetian integral 1 1 to internal windows if
provided

FF-13800 Mirror - full length 1 1

FF-19800 Shelf - laminate 1 1 over trolleys

FF-19810 Shelf - SS, over 1 1 over scrub trough

FF-6158 Dispenser - soap antiseptic 2 3

FF-6164 Dispenser - scrub brush 3 3

FF-8390 Trolley - gowns 3 1 optional
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Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-50000 Sink - scrub trough 1 1
        

auto/knee
operated taps x
3

FE-9700 Clock - analogue, electric 1 1
        

FE-40404 Tapware - sensor 1 3
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Briefed Area 10.00

Remarks

Occupancy Up to 2

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description or Special
Requirements The Shared Scrub-up Gowning room provides an enclosed area for pre-operative scrubbing and gowning/

gloving, shared between two Operating/ Procedure Rooms.Acoustics: Sound attenuation level - medium;
acoustic privacy requiredAdditional Design Considerations: - A minimum of 800mm is required between
scrub stations - Taps to be non touch - automatically operated or foot operated

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

1020 Floor finish Vinyl, non-slip Safety Seamless, coved to wet zone

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL 

3010 Wall finish Paint Scrub resistant  

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL 

As required, Equal to
'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening to
Operating Rooms, double
swing

7010 Observation Glass Clear Through door/s with cover, (sliding)

7055 Observation Alum/ Glass Powdercoat Internal window, double
glazed 

to Operating Rooms,
optional

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12300 Linen carrier - dirty, single 3 2

FF-1252 Blind - Venetian integral 1 2 to internal windows if
provided

FF-19800 Shelf - laminate 1 2 over linen carriers

FF-19810 Shelf - SS, over 1 2 over scrub trough

FF-6158 Dispenser - soap antiseptic 2 4

FF-6164 Dispenser - scrub brush 3 4

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-50000 Sink - scrub trough 1 2
        

auto/knee
operated taps x
2 each trough

FE-9700 Clock - analogue, electric 1 1
        

FE-40404 Tapware - sensor 1 4
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 36.00

Remarks

Occupancy 1 patient; 1 - 2 staff

Hours of Operation  Available 24 Hours

Acoustics

Description / Special
Requirements Screening Room (Fluoroscopy) is a room for undertaking radiographic procedures involving contrast

media. Patient Change, Toilets and Shower should be located in close proximity. The room may include
a preparation area with sink.Additional Design Requirements: - Radiation shielding to walls and glazing
as advised by Radiation Consultant - Unistrut type ceiling may be required, depending on equipment to
be installed - Cable ducting between the X-ray table, vertical bucky and control area may be required,
depending on equipment type and layout - 'X-ray in Use' warning lights will be required outside each entry
doorBody Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin & sink, tiles also
acceptable

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 at 3000 mm AFFL

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9001 Door - 1100mm Solid Core Paint Single leaf to Patient Change/ Toilet

9130 Door - 1600mm Solid Core Paint 1 1/2 leaf, with lead
shielding 

Patient entry/exit 1400mm
clear opening

7025 Observation Lead glass Clear Internal window to control booth

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1010 Bench - stainless steel 1 1 with wet edge

FF-1090 Bench - laminate, free standing 1 1 workstation

FF-11460 Keyboard shelf - slide out 1 1 for PACS computer
screen

FF-11905 Rack - lead apron 1 1

FF-1480 Bracket - ECG monitor 3 1

FF-150 Air flowmeter 3 1 to services panel

FF-16250 Oxygen flowmeter 3 1 to services panel

FF-1650 Chair - client 3 1

FF-21950 Suction adapter 3 1

FF-22000 Suction bottle 3 1
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Room Name Screening Room (Fluoroscopy) Room Number: SCRN
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AusHFG code Description Group Qty Comments

FF-4410 Cupboard - under bench 1 1 adjustable shelf

FF-4420 Cupboard - under bench, lockable 1 2

FF-4470 Cupboard - wall mounted, lockable 1 2

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-5824 Waste bin - general 3 1 to basin

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11415 Computer - PACS 3 1
        flat screen

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-47800 Sink, SS - single in bench 1 1
        warm water

FE-54520 Telephone - handset,
handsfree

3 1
        

FE-61600 IMG - bucky, chest 1 1
        

FE-62400 IMG - control booth 1 1
        with lead glazing

FE-66000 IMG - X-ray table, floating top 1 1
        

FE-67000 IMG - Screening
(Fluoroscopy) imaging unit

1 1
        

FE-4045 TAPWARE - ELBOW MIXER:
TAP MIXER, LONG LEVER

 1
        

FE-62152 IMG - console, control
(integrated stand)

1 1
        

FE-68400 IMG: generator 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6110 Downlights: dimmable optional

S-12030 Lead lining to walls and doors as specified
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Room Name Screening Room (Fluoroscopy) Room Number: SCRN
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Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 2 monitor

S-9001 GPO: Double 1 5

S-9030 Cardiac protected 1 1

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 2 TV, ceiling

S-1006 Voice / Data outlet: double 1 3 1 outlet for telephone

S-1040 Intercom 1 1 optional

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 5

S-6110 Downlights: dimmable 1 1 optional

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 1

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1

S-11000 Wall panel 2 1 patient services panels

S-12030 Lead lining 1 1 to walls and doors as
specified
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Room Name Seclusion Room Room Number: SECL
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Last modified 01/03/2016

Briefed Area 15.00

Remarks

Occupancy 1 patient; 1-2 staff intermittently

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements A Seclusion Room provides for the sole confinement of a distressed or agitated person requiring separation

for short periods at any hour of the day or night on an involuntary basis. The Seclusion Room will be
observable from the Staff Station. An external outlook is desirable. All glazing (including external windows)
is to be Grade A safety glass to comply with AS/NZS 2208 and AS 1288, specifically, toughened laminated
glass with a standard nominal thickness of 10.38mm, or equivalent approved. Door and joinery hardware
should not provide ligature points. Acoustics: Sound attenuation level high; Acoustic privacy is required
Additional Design Considerations: - An internal observation window is required - A second room egress door
is required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1010 Floor finish Vinyl Cushioned Seamless, coved 

3072 Wall finish Vinyl Cushioned Wall vinyl full height 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 3000 mm height

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9006 Door - 1100mm Solid Core/ Safety
glass 

Paint Single leaf, observation
panel 

1100mm clear opening,
lockable from outside;
anti-hang door hardware

9001 Door - 1100mm Solid Core Paint Single leaf 500mm clear outward
opening, optional,
additional; anti-hang door
hardware

7001 Windows    external windows double
glazed Grade A safety
glass with integral
venetians

7045 Observation Safety glass Powdercoat Internal window double glazed with
integral venetians; Grade
A safety glass

7015 Observation Safety glass Clear Through door/s double glazed with
integral venetians; Grade
A safety glass

6010 Cornice Plasterboard Paint 90mm to match ceiling
finish 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1252 Blind - Venetian integral 1 3 to windows & doors,
controls outside room

FF-13350 Mattress - foam 3 1 foam, on floor

 
Fixtures, Equipment and associated Services
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Room Name Seclusion Room Room Number: SECL
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-7300 Camera - CCTV security 1 1
        

in ceiling dome,
vandal resistant

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6030 Special: downlights over bed/ trolley

S-6060 Special: night lights

 
Services

AusHFG code Description Group Qty Comments

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-5000 Airconditioning 1 1

S-1087 Special: reading, vandal proof 1 1 may be ceiling recessed

S-6060 Special: night lights 1 1
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Room Name Security Room, 10m2 Room Number: SECR-10
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy Up to 2 staff

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description or Special
Requirements A lockable room for security personnel to monitor surveillance equipment. Staff identity photographs may

also be taken in this area. The Security Room should be located close to the Main Entrance / Emergency
Unit after hours entry. The Security Room configuration may alter to suit different monitoring arrangements.
Acoustics: Sound attenuation level - medium; Acoustic privacy required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. 

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

7001 Windows    Desirable, for surveillance
of external areas

7031 Observation Alum/ Safety glass Powdercoat/ paint Internal window one way glass; with
communication/document
slots

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1

FF-1250 Blind - Venetian 3 1 to external window, if
provided

FF-17360 Pinboard - fabric covered 1 1 above bench

FF-18160 Projection screen - ceiling mount 1 1 900mmW, for photo
backdrop, as required

FF-20012 Shelving unit - fixed shelves 1 1 monitor chambers,
optional

FF-2100 Chair - ergonomic, office 3 1

FF-2600 Chair - visitor, office 3 1

FF-3400 Coathook 1 2

FF-4230 Counter top 1 1 to communication window

FF-4360 Cupboard - door ht adj. shelves 1 1 lockable

FF-5824 Waste bin - general 3 1 under bench

 
Fixtures, Equipment and associated Services
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Room Name Security Room, 10m2 Room Number: SECR-10
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        flat screen

FE-35860 Monitor - CCTV 3 9
        

flat screen;
quantity as
required

FE-41100 Printer - networked 3 1
        

FE-54510 Telephone - handset,
standard

3 1
        

FE-7500 Camera - ID photo 3 1
        

optional, on
tripod stand

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 9 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 3

S-1005 Voice / Data outlet: single 1 9 in ceiling for data
projector; optional

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 8.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A room for storage and holding of sterile stock for use in the Operating Unit, and set-up of case trolleys for

operating procedures. The Set-up area will be located with direct access to Operating Rooms and ready
access from CSSU for receipt of sterile stock.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL 

Equal to Acrovyn, as
required

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL Equal to Acrovyn

5020 Ceiling - Plasterboard Plasterboard Paint, scrub resistant Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

8040 Door protection Composite Prefinished PVC To door frame 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

1050mm clear opening,
sliding panel on doors to
ORs

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-10200 Trolley - instrument 3 1

FF-1250 Blind - Venetian 3 1 to windows if provided

FF-17255 Pedestal filing unit - mobile, 660mmH 3 1 under desk

FF-20000 Shelving unit - adjustable 1 1 over desk, optional

FF-2100 Chair - ergonomic, office 3 1 to bench

FF-24400 Whiteboard 2 1 900 x 900, optional

FF-3350 Clock - battery operated 3 1

FF-5900 Desk 3 1

FF-7519 Shelving - stainless steel wire mesh, mobile 3 2

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

FE-54510 Telephone - handset,
standard

3 1
        to desk

 
Service Requirements

AusHFG code Description Comments

S-5005 Air conditioning: special positive pressure, filtered

S-5040 Pressure: positive

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5005 Air conditioning: special 1 1 positive pressure, filtered

S-5040 Pressure: positive 1 1

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 4.00

Remarks

Occupancy 1 patient; 1-2 staff assisting as required

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Shower - Accessible is a room containing a shower for use by people with disabilities, either

independently or with nurse assistance. The Room is to comply with AS 1428. Acoustics: Sound attenuation
level - high; Acoustic privacy required. Body Protected electrical area Additional Design Considerations: -
Access is required for commode chairs/ wheelchairs - The floor must not have a raised hob additional text -
The door will require escape hardware to allow staff access in an emergency

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1025 Floor finish Vinyl, non slip Studded Seamless, coved Default = vinyl; tiles also
acceptable

3000 Wall finish Paint Acrylic, washable  

3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; Default =
vinyl; tiles also acceptable

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear; Outward
opening; privacy latch;
emergency release

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = vinyl; tiles for
tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1002 Bench seat - fold up/down 1 1 reinforced for up to 150kg
weight

FF-20650 Soap / shampoo holder 1 1

FF-23700 Towel rail 1 1

FF-3400 Coathook 1 2 1 at 1200H for wheelchair
users

FF-4800 Curtain track - shower (90deg) 1 1

FF-5300 Curtain - shower 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-8450 Grab rail - Shower 1 1 L shaped, optional

FF-8450 Grab rail - Shower 1 1 T bar

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-47400 Shower - hand-held 1 1
        

FE-40412 TAP - COLD  1
        

FE-40413 TAP - HOT  1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-4033 Floor waste 1 1

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Last modified 01/03/2016

Briefed Area 8.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Decontamination Shower is provided to shower patients who arrive in the Unit contaminated with toxic

and/or infectious substances. The room will include a flexible water hose, floor drain and contaminated water
trap. The shower should be accessible from the ambulance bay without entering any other part of the Unit. A
Personal Protective Equipment Bay may be located in close proximity.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1025 Floor finish Vinyl, non slip Studded Seamless, coved tiles also acceptable

3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; tiles also
acceptable

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear; Outward
opening; privacy latch;
emergency release.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH or tiles for tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-6152 Dispenser - disposable glove 2 2

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-47605 Shower - decontamination 1 1
        

in lockable
cabinet

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6001 General: colour corrected

 
Services

AusHFG code Description Group Qty Comments

S-4030 Drainage 1 1 to contaminated water
trap

S-5015 Ventilation 1 1
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Room Name Shower - Decontamination Room Number: SHDEC
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AusHFG code Description Group Qty Comments

S-5019 Exhaust 1 1 to rangehood

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 2

S-8080 Emergency call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 1

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1

S-11000 Wall panel 2 1 patient services panels
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Last modified 01/03/2016

Briefed Area 4.00

Remarks

Occupancy 1 patient; 1-2 staff assisting as required

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements The Patient Shower is a room containing a shower and a handbasin for patients to shower or wash,

either independently or with nurse assistance. This room may be provided in an Emergency Department
or other units where an additional shower is required.  Ensuites are generally preferred in inpatient
environments. Acoustics: Sound attenuation level - high; Acoustic privacy required.Body Protected electrical
areaAdditional Design Considerations:- Access is required for commode chairs- The floor must not have a
raised hob- The door will require escape hardware to allow staff access in an emergency

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2526 Floor finish Vinyl Non-slip Seamless coved Suitable for barefeet. Tiles
also acceptable.

3000 Wall finish Paint Acrylic, washable  

3070 Wall finish Vinyl Prefinished Wall vinyl full height to wet areas; tiles also
acceptable

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear; outward
opening; privacy latch;
emergency release

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH Or tiles for a tiled floor.

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1

FF-20650 Soap / shampoo holder 1 1

FF-2300 Chair - shower 3 1 Or commode chair
or combined shower/
commode chair, optional.

FF-23700 Towel rail 1 1 with grab rail strength/
fixings

FF-3400 Coathook 1 2

FF-4800 Curtain track - shower (90deg) 1 1 Optional, depends on
Infection Control Policy

FF-5300 Curtain - shower 3 1 Optional, depends on
Infection Control Policy

FF-6154 Dispenser - paper/ hand towel 2 1

FF-6156 Dispenser - soap 2 2 1 x basin. 1 x shower
(optional).
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AusHFG code Description Group Qty Comments

FF-8450 Grab rail - Shower 1 1 Combined with hand held
shower.

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-47400 Shower - hand-held 1 1
        

Tapware: mixer,
wall mounted,
shower.

FE-5603 Basin - ensuite 1 1
        

FE-40406 Tapware - shower mixer 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9040 Body protected 1 1

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-1983 General fluoresecent downlights 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Last modified 01/03/2016

Briefed Area 3.00

Remarks

Occupancy 1 staff member

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A shower room for staff use. The Staff Shower may be gender specific or unisex. Acoustic: Sound

attenuation - medium; Acoustic privacy is required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

2526 Floor finish Vinyl Non-slip Seamless coved Suitable for barefeet.

3070 Wall finish Vinyl Prefinished Wall vinyl full height Default = vinyl; tiles also
acceptable

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf 850mm clear opening;
privacy latch

2710 Door protection   Protection plate to 300
AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = vinyl; tiles for
tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13800 Mirror - full length 1 1 optional

FF-20050 Shower seat - fold up 1 1 used for sitting and/or
placement of personal
effects, located outside of
shower zone.

FF-20650 Soap / shampoo holder 1 1

FF-23700 Towel rail 1 1

FF-3400 Coathook 1 1

FF-4800 Curtain track - shower (90deg) 1 1 Optional, depends on
Infection Control Policy

FF-5300 Curtain - shower 3 1 Optional, depends on
Infection Control Policy

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-47500 Shower - fixed rose 1 1
        

FE-40412 TAP - COLD  1
        

FE-40413 TAP - HOT  1
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Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-10020 Card access 1 1 optional; swipe card
access
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Last modified 01/03/2016

Briefed Area 9.00

Remarks

Occupancy 1 patient; 1 staff member

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A Patient Bay used for collection of specimens from patients. The Specimen Collection Bay will have close

access to a staff handwashing basin.Body Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL Equal to 'Acrovy'

4031 Wall protection Composite Prefinished PVC Corner guards to 1500
AFFL Equal to 'Acrovyn'

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended plasterboard drop in tile
ceiling also acceptable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1110 Bench - laminate, writing 1 1 small, 900mm high

FF-12900 Wire panel - for storage-bins 1 1

FF-1470 Bracket - sharps 2 1 on trolley

FF-19700 Sharps bin 3 1 on trolley

FF-21680 Stool - adjustable, mobile 3 1 staff use

FF-21755 Storage bins 3 1 for louvred panel

FF-2200 Chair - recliner 3 1 or mobile trolley/ bed

FF-4600 Curtain track - bed screen 1 1

FF-5000 Curtain - bed screen 3 1

FF-6152 Dispenser - disposable glove 2 1

FF-7402 Trolley - equipment 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-5857 Light - procedures small,
ceiling

1 1
        

 
Service Requirements
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Room Name Specimen Collection Bay, 9m2 Room Number: SPECC

 

Page: 2

 

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

S-6030 Special: downlights over bed/ trolley

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 1 monitor

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6030 Special: downlights 1 1 over bed/ trolley

 



 

   Standard Components - Room Data Sheet 

Room Name Specimen Reception/ Sort/ Preparation Room Number: SPREC
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Last modified 01/03/2016

Briefed Area 20.00

Remarks

Occupancy Up to 4 staff members, 3 seated workstations

Hours of Operation  0800 Hours - 1800 or 2000 hours

Acoustics

Description or Special
Requirements A Reception area where specimens for analysis are received, sorted and held temporarily before despatch

into laboratory areas. Additional Design Requirements: - Security shutters or glazing may be required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved to sort/ preparation area

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. to front reception area

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin & sorting bench,
tiles also acceptable

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL as required

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead optional

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH to sort/ preparation area

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH to front reception area

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 sorting bench

FF-1110 Bench - laminate, writing 1 1

FF-11465 Keyboard shelf - drop down 1 3 optional

FF-17250 Pedestal drawer unit - mobile, 660mmH 3 2 under bench

FF-17360 Pinboard - fabric covered 1 2 to upstand of reception
desk and over workstation
bench

FF-18550 Reception desk - laminate/ timber 1 1 with resinate/ laminate
countertop

FF-18930 Roller shutter, manual 1 1 optional, may also use
safety glass or 'Perspex/
Lexan' materials

FF-1950 Chair - ergonomic, high 3 1

FF-20000 Shelving unit - adjustable 1 6 over sorting/ prepartion
area benches

FF-2100 Chair - ergonomic, office 3 2
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AusHFG code Description Group Qty Comments

FF-4410 Cupboard - under bench 1 1 under part bench

FF-4460 Cupboard - wall mounted 1 3 over part workstation
bench

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 3
        flat screen

FE-27900 Incubator - laboratory 3 1
        optional

FE-2800 Basin - handwash, Type B 1 1
        

FE-41100 Printer - networked 3 1
        

FE-43500 Refrigerator 3 1
        

specimen
holding

FE-54510 Telephone - handset,
standard

3 1
        

FE-8900 Centrifuge 3 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6030 Special: downlights over bed/ trolley

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 10

S-1006 Voice / Data outlet: double 1 5 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 3

S-6030 Special: downlights 1 1 over bed/ trolley
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AusHFG code Description Group Qty Comments

S-6055 Special: task light, built in 1 2 under O/H cupboards

S-10005 Duress alarm 1 1
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Last modified 01/03/2016

Briefed Area 15.00

Remarks

Occupancy Up to 8

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Staff Room is a shared facility for staff to use for respite, rest and relaxation during meal breaks,

especially where it is difficult for staff to use common facilities particularly at night. The room may also be
used for small meetings or tutorials and for the storage of staff resources or library materials. Facilities for
food and beverage preparation and storage should be provided. Where possible the Staff Room should
be shared between two Inpatient Units or one per floor in a larger facility. An external outlook is desirable.
Acoustics: Sound attenuation level - high; Acoustic privacy is required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved to tea bench

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. Default = carpet; vinyl also
acceptable

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to sink bench; Default =
vinyl; tiles also acceptable

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high Equal to Acrovyn

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

850mm clear opening,
lockable

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = fealtheredge
vinyl; floor vinyl coved
skirting for vinyl floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 with inset sink/ drainer

FF-1250 Blind - Venetian 3 1 to windows

FF-16455 Rack - magazine 3 1 optional

FF-1700 Chair - dining 3 4

FF-17360 Pinboard - fabric covered 1 1 900mm x 900mm; optional

FF-19990 Shelving unit - microwave 1 1 over bench

FF-2000 Chair - lounge 3 4

FF-22800 Table - low 3 1

FF-23410 Bracket - television, wall mount 1 1 optional

FF-24400 Whiteboard 2 1 900mmx 900mm; optional

FF-4410 Cupboard - under bench 1 1 adjustable shelf
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Room Name Staff Room, 15m2 Room Number: SRM-15
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AusHFG code Description Group Qty Comments

FF-4430 Cupboard - drawer unit 1 1 under bench

FF-4470 Cupboard - wall mounted, lockable 1 1 over bench, adjustable
shelf

FF-6154 Dispenser - paper/ hand towel 2 1 to sink

FF-6156 Dispenser - soap 2 1 to sink

FF-105700 Table - round, 900 diameter  1

FF-5824 Waste bin - general 3 1 under bench

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-35400 Oven - microwave, domestic 3 1
        optional

FE-44100 Refrigerator - 250 Litre,
domestic

3 1
        or underbench

FE-47890 Sink & drainer - single,
930mmL

1 1
        hot water

FE-5000 Boiling water unit - 5 Litre 1 1
        

FE-54520 Telephone - handset,
handsfree (WM)

3 1
        

FE-54580 Television - 54 cm 3 1
        optional

FE-4045 Tapware - long elbow mixer  1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-8040 Annunciator

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1
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Room Name Staff Room, 15m2 Room Number: SRM-15
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AusHFG code Description Group Qty Comments

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-8040 Annunciator 1 1
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Room Name Staff Room, 18m2 Room Number: SRM-18
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Last modified 01/03/2016

Briefed Area 18.00

Remarks

Occupancy Up to 8-10 seated minimum

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements The Staff Room is a shared facility for staff to use for respite, rest and relaxation during meal breaks,

especially where it is difficult for staff to use common facilities particularly at night.Facilities for food and
beverage preparation and storage should be provided.Where possible the Staff Room should be shared
between two Inpatient Units or one per floor in a larger facility and located separate from public/patient
access areas.  An external outlook is desirable.Acoustics: Sound attenuation level - high; Acoustic privacy is
required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved to tea bench

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles Default = carpet, vinyl also
acceptable.

3000 Wall finish Paint Acrylic, washable  

2727 Wall finish   Splashback Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG.

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Between above bench
joinery and ceiling.

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable.

7001 Windows    

2710 Door protection   Protection plate to 300
AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = fealtheredge
vinyl; floor vinyl coved
skirting for vinyl floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 with inset sink/ drainer.
Length to suit layout, refer
RLS or project specific
requirements.

FF-1250 Blind - Venetian 3 1

FF-16455 Rack - magazine 3 1 optional

FF-1700 Chair - dining 3 8 Minimum.

FF-17360 Pinboard - fabric covered 1 1 900mm x 900mm; optional

FF-19990 Shelving unit - microwave 1 1 over bench
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Room Name Staff Room, 18m2 Room Number: SRM-18
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AusHFG code Description Group Qty Comments

FF-2000 Chair - lounge 3 2

FF-22800 Table - low 3 1

FF-23000 Table - dining 3 1

FF-23410 Bracket - television, wall mount 1 1 optional

FF-4410 Cupboard - under bench 1 2 Adjustable shelf. Number
to suit layout, refer
RLS or project specific
requirements.

FF-4430 Cupboard - drawer unit 1 2 under bench

FF-4460 Cupboard - wall mounted 1 3 over bench, adjustable
shelf. Number to suit
layout, refer RLS
or project specific
requirements.

FF-6154 Dispenser - paper/ hand towel 2 1

FF-6156 Dispenser - soap 2 1

FF-5824 Waste bin - general 3 1 Under bench. Size,
number and type depends
on Waste Management
policy.

FF-24405 Whiteboard - magnetic 2 2

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-35400 Oven - microwave, domestic 3 1
        

FE-44100 Refrigerator - 250 Litre,
domestic

3 1
        

FE-47890 Sink & drainer - single,
930mmL

1 1
        hot water

FE-5080 Tapware - Boiling/chilled
water unit (comb)

1 1
        

FE-5080 Boiling/chilled water unit
(comb)

1 1
        

Unit underbench,
with bench
mounted spout.
Tapware: instant
hot/cold water
tap to bench/sink
top.

FE-2795 Television 3 1
        

FE-40403 Tapware - accessible basin
mixer

1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning



 

   Standard Components - Room Data Sheet 

Room Name Staff Room, 18m2 Room Number: SRM-18

 

Page: 3

 

AusHFG code Description Comments

S-6000 General fluorescent

S-8040 Annunciator

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 3 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 2

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1050 Telephone: wall mounted 1 1

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Room Name Staff Room, 35m2 Room Number: SRM-35
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Last modified 01/03/2016

Briefed Area 35.00

Remarks

Occupancy Up to 25

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Staff Room is a shared facility for staff to use for respite, rest and relaxation during meal breaks,

especially where it is difficult for staff to use common facilities particularly at night. The room may also be
used for small meetings or tutorials and for the storage of staff resources or library materials. Facilities for
food and beverage preparation and storage should be provided. Where possible the Staff Room should
be shared between two Inpatient Units or one per floor in a larger facility. An external outlook is desirable.
Acoustics: Sound attenuation level - high; Acoustic privacy is required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved to dining area

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. Default = carpet; vinyl also
acceptable

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to sink bench; Default =
vinyl; tiles also acceptable

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = featheredge
vinyl; floor vinyl coved
skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 with inset sink/ drainer

FF-1250 Blind - Venetian 3 2 to windows, curtains also
acceptable

FF-12750 Lounge - 2 seat 3 3

FF-16455 Rack - magazine 3 1 optional

FF-1700 Chair - dining 3 16

FF-17360 Pinboard - fabric covered 1 1 900x900

FF-1800 Chair - easy 3 4

FF-19990 Shelving unit - microwave 1 1 over bench

FF-22800 Table - low 3 4

FF-23410 Bracket - television, wall mount 1 1 optional



 

   Standard Components - Room Data Sheet 
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AusHFG code Description Group Qty Comments

FF-24400 Whiteboard 2 1 900x900, optional

FF-4410 Cupboard - under bench 1 2 adjustable shelves

FF-4430 Cupboard - drawer unit 1 1 under bench

FF-4460 Cupboard - wall mounted 1 2 over bench, adjustable
shelves

FF-4472 Cupboard - wall mounted, lockable 1 1

FF-6154 Dispenser - paper/ hand towel 2 1 to sink

FF-6156 Dispenser - soap 2 1 to sink

FF-105700 Table - round, 900 diameter  4

FF-5824 Waste bin - general 3 1 under bench

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-35400 Oven - microwave, domestic 3 1
        

FE-44100 Refrigerator - 250 Litre,
domestic

3 1
        or underbench

FE-47890 Sink & drainer - single,
930mmL

1 1
        hot water

FE-5000 Boiling water unit - 5 Litre 1 1
        

FE-54520 Telephone - handset,
handsfree (WM)

3 1
        

FE-4045 Tapware - long elbow mixer  1
        

FE-2795 Television 3 1
        optional

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-8040 Annunciator

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 3 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 4

S-9060 GPO: Special: for equipment 1 1 TV, ceiling
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AusHFG code Description Group Qty Comments

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-8040 Annunciator 1 1
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy Up to 2 staff

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description or Special
Requirements The Staff Station is the administrative base for a Unit in which it is located, and enquiry point for patients

and visitors. It provides for the co-ordination of patient care, observation, writing up of clinical notes, entering
data into computers and making and receiving telephone calls. The Staff Station may also accommodate
a Unit Receptionist/ Clerk. The floor area may vary according to the Health Planning Unit, activity level,
number of full and part-time staff, the Operational Model and the building layout. Acoustics: Sound
attenuation level - Medium; acoustic privacy required.Special Design Requirements: - Staff Station should
have a set down area for disabled access - Lockable full height/ counter height doors may be provided for
additional security if required. - If doors are required, access for disabled staff may require consideration

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl; carpet also
acceptable

3000 Wall finish Paint Acrylic, washable  

4010 Wall protection Composite Prefinished PVC Combined rail & crash
bar at 900 AFFL to front of desk, optional

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead optional

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9002 Door - 910mm Solid Core/ Glass Paint Single leaf, half glazed 910mm clear opening,
optional to adjoining
Office-Clinical

9050 Door - 910mm Laminate Prefinished Single leaf, counter
height 

910mm clear opening,
lockable, optional for
security

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = coved vinyl; vinyl
featheredge skirting over
carpet

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-11465 Keyboard shelf - drop down 1 2 optional

FF-17255 Pedestal filing unit - mobile, 660mmH 3 2 under bench, lockable

FF-17360 Pinboard - fabric covered 1 8 to upstand of staff station

FF-2100 Chair - ergonomic, office 3 2

FF-21250 Staff station - laminate/ timber 1 1

FF-4230 Counter top 1 1 resinate or laminate, to
staff station

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 2
        

FE-54510 Telephone - handset,
standard

3 2
        

FE-68700 Xray viewer - 2 screen 1 1
        recessed

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6030 Special: downlights over bed/ trolley

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 4

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5000 Airconditioning 1 1

S-5070 Temperature control 1 1 control panel, optional

S-1416 Light Control Panel  1 Imported 150916

S-6000 General fluorescent 1 1

S-6200 Light switches (pelmet) 1 2

S-6030 Special: downlights 1 1 over bed/ trolley

S-6055 Special: task light, built in 1 4 under O/H cupboards

S-8040 Annunciator 1 1

S-10005 Duress alarm 1 1

S-7050 Gas Alarm Panel 1 1
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Last modified 01/03/2016

Briefed Area 14.00

Remarks

Occupancy Up to 3 staff

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description / Special
Requirements The Staff Station is the administrative base for a Unit in which it is located, and enquiry point for patients

and visitors. It provides for the co-ordination of patient care, observation, writing up of clinical notes, entering
data into computers and making and receiving telephone calls. The Staff Station may also accommodate
a Unit Receptionist/ Clerk. The floor area may vary according to the Health Planning Unit Unit in which it is
located, activity level, number of full and part-time staff, the Operational Model and the building layout. The
Staff Station 14m2 is suitable for a typical Inpatient Unit of 30 beds. Acoustics: Sound attenuation level -
Medium; acoustic privacy required. Special Design Requirements: - Staff Station should have a set down
area for disabled access - Lockable counter height doors may be provided for additional security if required.
- If doors are required, access for disabled staff may require consideration

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl; carpet also
acceptable

3000 Wall finish Paint Acrylic, washable  

2535 Wall protection   Corner guards to 900
AFFL 

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead optional

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = coved vinyl; vinyl
featheredge skirting over
carpet

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-17250 Pedestal drawer unit - mobile, 660mmH 3 2

FF-17360 Pinboard - fabric covered 1 4 to upstand of staff station

FF-2100 Chair - ergonomic, office 3 3

FF-5824 Waste bin - general 3 1

FF-5980 Counter - accessible access 1 1

FF-5981 Staff station - high performance surfaces 1 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 3
        

FE-54510 Telephone - handset,
standard

3 3
        

 
Service Requirements
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AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6030 Special: downlights over bed/ trolley

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 6

S-1006 Voice / Data outlet: double 1 3 1 outlet for telephone

S-5000 Airconditioning 1 1

S-5070 Temperature control 1 1 control panel, optional

S-1416 Light Control Panel  1 Imported 150916

S-6000 General fluorescent 1 1

S-6200 Light switches (pelmet) 1 3

S-6030 Special: downlights 1 1 over bed/ trolley

S-6055 Special: task light, built in 1 3 under O/H cupboards

S-8040 Annunciator 1 1

S-10005 Duress alarm 1 1

S-7050 Gas Alarm Panel 1 1
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Last modified 01/03/2016

Briefed Area 20.00

Remarks

Occupancy Up to 4 staff

Hours of Operation  24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description or Special
Requirements The Staff Station is the administrative base for a Unit in which it is located, and enquiry point for patients

and visitors. It provides for the co-ordination of patient care, observation, writing up of clinical notes, entering
data into computers and making and receiving telephone calls. The Staff Station may also accommodate a
Unit Receptionist/ Clerk. The floor area may vary according to the Health Planning Unit in which it is located,
activity level, number of full and part-time staff, the Operational Model and the building layout. A 20m2 Staff
Station wll predominatantly be used in Critical Care Units such as ICU, CCU, NICU, PICU etc.Acoustics:
Sound attenuation level - Medium; acoustic privacy required.Special Design Requirements: - Staff Station
should have a set down area for disabled access - Lockable counter height doors may be provided for
additional security if required. - If doors are required, access for disabled staff may require consideration

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = vinyl; carpet also
acceptable

3000 Wall finish Paint Acrylic, washable  

4010 Wall protection Composite Prefinished PVC Combined rail & crash
bar at 900 AFFL to front of desk, optional

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead optional

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

9002 Door - 910mm Solid Core/ Glass Paint Single leaf, half glazed 910mm clear opening,
optional to adjoining
Office-Clinical

9050 Door - 910mm Laminate Prefinished Single leaf, counter
height 

910mm clear opening,
lockable, optional for
security

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = coved vinyl; vinyl
featheredge skirting over
carpet

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-11465 Keyboard shelf - drop down 1 4 optional

FF-17250 Pedestal drawer unit - mobile, 660mmH 3 4

FF-17255 Pedestal filing unit - mobile, 660mmH 3 4 under bench, lockable

FF-17360 Pinboard - fabric covered 1 3 to upstand of staff station

FF-2100 Chair - ergonomic, office 3 4

FF-21250 Staff station - laminate/ timber 1 1

FF-4230 Counter top 1 1 resinate or laminate, to
staff station

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 4
        

FE-54510 Telephone - handset,
standard

3 2
        

FE-68700 Xray viewer - 2 screen 1 1
        recessed

FE-8830 Monitor - central station, ICU 3 1
        as required

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6030 Special: downlights over bed/ trolley

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 8

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 4 1 outlet for telephone

S-1120 Monitor connection facilities and cabling 1 1 optional

S-5000 Airconditioning 1 1

S-5070 Temperature control 1 1 control panel, optional

S-1416 Light Control Panel  1 Imported 150916

S-6000 General fluorescent 1 1

S-6200 Light switches 1 3

S-6030 Special: downlights 1 1 over bed/ trolley

S-6055 Special: task light, built in 1 4 under O/H cupboards

S-8040 Annunciator 1 1

S-10005 Duress alarm 1 1

S-7050 Gas Alarm Panel 1 1
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Last modified 01/03/2016

Briefed Area 5.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Store - Accoountable Drugs is a strongroom for storage of accountable (Schedule 8) drugs and

medications, located wihin the Pharmacy Unit. Refrigerated storage may also be required. The strongroom
will require adequate ventilation and a gate door for security when the main door is open. Accountable
drugs storage facilites are to comply with NSW Health Pharmaceuticals Services Branch Policy and
the requirements noted in the NSW Police Service document - 'Minimising the Risks'.Additional Design
Considerations: - The strongroom should be independent of the rest of the building structure with no beams
or columns passing through the ceiling, walls or floor - The ceiling, walls and floor should be constructed of
concrete with a compressive strength of 70 m/p/a with either 1 cm thick tang bar or 1 cm thick reinforcing
rods in three levels in a criss cross pattern. The ceiling, walls and floor should be a minimum thickness of
300mm. - The door should be torch and drill resistant, fitted with a combination lock facility incorporating
duress features and an internal release mechanism in case persons are trapped within - A torch and drill
resistant breather tube must be fitted, to comply with Fire Regulations - Security detection equipment should
be incorporated into the alarm system, to detect any attack on the structure - A telephone should be installed
for staff safety; the telephone should be concealed to restrict unauthorised tampering

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

9030 Door - 910mm Steel Paint Strongroom, security
door 

Equal to 'Chubb' Pacific
100

9032 Doors Steel Paint Strongroom, grille gate
door inner door

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1

FF-19968 Shelving - pharmacy stock flow 3 2

FF-21760 Storage unit - under bench 1 1 drawer/ cupboard unit

FF-5597 Shelving unit - over bench, adjustable 1 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-44350 Refrigerator - drugs 3 1
        under bench

FE-54510 Telephone - handset,
standard

3 1
        

on bench,
optional

 
Service Requirements
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AusHFG code Description Comments

S-5000 Airconditioning

S-5015 Ventilation

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 2

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-5015 Ventilation 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 1 under O/H cupboards

S-10005 Duress alarm 1 1

S-10010 Reed switch / alarm 1 1 to door and structure
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Room Name Store - Bulk, 20m2 Room Number: STBK-20
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Last modified 01/03/2016

Briefed Area 20.00

Remarks

Occupancy Up to 3

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Bulk Store is the primary storage area for all delivered supplies and stores prior to distribution to hospital

Units when requisioned or on an imprest supply system. The area requires security and controlled access.
The Bulk Store should be located with ready access to the loading dock area.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9210 Door - 180 deg Solid Core Paint Double leaf 1800mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13660 Metal shelving - 900x400x2100 3 16

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-43550 Refrigerator - double door 3 1
        optional

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9011 GPO: Emergency power, double (H) 1 1 for refrigerator

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone



 

   Standard Components - Room Data Sheet 

Room Name Store - Bulk, 20m2 Room Number: STBK-20

 

Page: 2

 

AusHFG code Description Group Qty Comments

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 40.00

Remarks

Occupancy Up to 3

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Bulk Store is the primary storage area for all delivered supplies and stores prior to distribution to hospital

Units when requisioned or on an imprest supply system. The area requires security and controlled access.
The Bulk Store should be located with ready access to the loading dock area.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL Equal to Acrovyn, as
required

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9210 Door - 180 deg Solid Core Paint Double leaf 1800mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13660 Metal shelving - 900x400x2100 3 25

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-43550 Refrigerator - double door 3 2
        optional

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9011 GPO: Emergency power, double (H) 1 2 for refrigerator

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone
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AusHFG code Description Group Qty Comments

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

 



 

   Standard Components - Room Data Sheet 

Room Name Store - Cleaners Room Number: STCL

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Cleaners Store is a bulk store provided for the central storage of large items of cleaning equipment, bulk

containers of cleaning chemicals and mobile cleaning equipment.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL Equal to 'Acrovyn'

4022 Wall protection Composite Prefinished PVC Crash rail at 350 AFFL Equal to 'Acrovyn'

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1400 mm clear opening;
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13663 Metal shelving - 1200x400x2100 3 3 heavy duty

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood
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AusHFG code Description Group Qty Comments

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 8.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  Available 24 Hours

Acoustics

Description or Special
Requirements The Disaster Equipment Store provides for the storage of equipment used in retreival of patients, and for

equipment used in Chemical, Biological and Radiological (CBR) incidents. The size of the room will be
dependant on the role delineation and service level of the facility.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3052 Wall finish Vinyl Prefinished Wall vinyl to 1500
AFFL wall protection

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9001 Door - 1100mm Solid Core Paint Single leaf 1100mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13650 Metal shelving - 1200x600x2100 3 2 heavy duty

FF-13665 Metal shelving - 900x600x2100 3 2 heavy duty

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The medication room is used for the storage of drugs and medications where minimal clinical consumables

are used, e.g. Mental Health Unit or as defined by local arrangements. Refer to project specific requirements
for automated medication management systems, storage solutions to meet project specific service/
functionality demands. This includes (and not limited to) proprietary storage systems.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

2526 Floor finish Vinyl Non-slip Seamless coved Under basin, significant
change in colour to be
avoided

3000 Wall finish Paint Acrylic, washable  

2906 Wall finish   Splashback behind
basin 

Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening;
Lock set

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1

FF-12900 Wire panel - for storage-bins 1 1 above bench, optional

FF-1470 Bracket - sharps 2 1

FF-19062 Safe - dangerous drugs, medium 1 1

FF-19700 Sharps bin 3 1

FF-20015 Shelving unit - PPE 1 1

FF-4410 Cupboard - under bench 1 1 adjustable shelves

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1
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AusHFG code Description Group Qty Comments

FF-7231 Cupboard - wall mounted, overbench, adjustable shelf, lockable 1 1

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5824 Waste bin - general 3 1

FF-5612 Cabinet - pharmacy management system, full height 3 1

FF-5580 Storage bins - stainless steel wire mesh 1 4 optional

FF-13600 Trolley - medication 3 1

FF-4340 Cupboard - adjustable shelves 1 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

FE-44360 Refrigerator - drugs, small 3 1
        

with integrated
temperature
monitor and
alarm panel.

FF-5559 Automated medication
management device

1 1
        

Optional, fixed or
mobile solution
depending on
local medication
management
systems.

FE-5560 Trolley - automated
medication dispensing

3 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 1

S-9011 GPO: Emergency power, double (H) 1 1 for refrigerator

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1050 Telephone: wall mounted 1 1

S-6000 General fluorescent 1 1
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AusHFG code Description Group Qty Comments

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 2 under O/H cupboards

S-10005 Duress alarm 1 1

S-10020 Card access 1 1 optional; swipe card
access
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Last modified 01/03/2016

Briefed Area 14.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Equipment Store is used for the storage of medical equipment when not in use and recharging of

electrical items. Space is required for parking of mobile equipment including IV poles, wheelchairs, lifting
equipment, trolleys, cradles and commode chairs for the Unit. Hooks will be required for hanging equipment.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL Equal to 'Acrovyn'

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1400mm clear opening,
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13660 Metal shelving - 900x400x2100 3 4

FF-24400 Whiteboard 2 1 900 x 900, optional

FF-7200 Hook - equipment 1 4 on mounting plate

FF-7300 Rail - equipment 1 2 vertical for recharging
pumps, optional

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 6

S-5000 Airconditioning 1 1
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AusHFG code Description Group Qty Comments

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 20.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The Equipment Store is used for the storage of medical equipment when not in use and recharging of

electrical items. Space is required for parking of mobile equipment including IV poles, wheelchairs, lifting
equipment, trolleys, cradles and commode chairs for the Unit. Hooks will be required for hanging equipment.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

2537 Wall protection   Crash rail at 900 AFFL 

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1400mm clear opening;
lockable

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13660 Metal shelving - 900x400x2100 3 5

FF-24200 Wheelchair 3 0

FF-6140 Diagnostic set - portable 3 0

FF-7300 Rail - equipment 1 1

FF-7400 Trolley - equipment 3 0

FF-23560 Toilet frame 3 0

FF-3500 Trolley collection 3 0

FF-5863 Walking frame - pick up 3 0

FF-24190 Walking frame - with wheels 3 0

FF-7200 Hooks - equipment, on mounting plate 1 1

FF-21020 Sphygmomanometer - portable 3 0

FF-24405 Whiteboard - magnetic 2 1

FF-3700 Chair - commode 3 0
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AusHFG code Description Group Qty Comments

FF-11000 IV pole - mobile 3 0

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-19300 ECG machine 3 0
        

FE-28301 Pump - infusion, single 3 0
        

FE-29300 Pump - patient feeding 3 0
        

FE-39550 Pump - PCA 3 0
        

FE-53850 Pump - syringe 3 0
        

FE-19750 Scales - electronic, standing 3 0
        

FE-4350 Scanner - bladder 3 0
        

FE-51400 Spirometer 3 0
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 5

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

 



 

   Standard Components - Room Data Sheet 

Room Name Store - Files, 10m2 Room Number: STFS-10

 

Page: 1

 

Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The Files Store is a secure room for the storage of departmental files or patient clinical records in static

metal shelving or compactus shelving.  If compactus shelving is installed, the track may be recessed into
the floor (recessed into the floor is the preferred option to maximise accessibility for staff).    Structural
Engineer's advice must be sought if compactus is to be used (floor load bearing capacity and potential
deflection effect on walls, doors, etc). Handwheel operation may be required  to reduce operator strain
depending on block load, refer project specific OHS policies. Size and number/type of shelving to be
adapted to suit specific project briefing and OHS requirements as per AusHFG HPUs.  Add 1m2 per
900w400d2100h static shelving unit, compactus size as per manufacturer's specifications.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles Slip resistant vinyl also
acceptable.

3000 Wall finish Paint Acrylic, washable  

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear opening;
lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = featheredge
vinyl; floor vinyl coved
skirting for vinyl floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13660 Metal shelving - 900x400x2100 3 9 or compactus filing unit

FF-24405 Whiteboard - magnetic 2 1 optional.

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54520 Telephone - handset,
handsfree (WM)

3 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services
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AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-2088 Light switch: single 1 1
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Last modified 01/03/2016

Briefed Area 20.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Files Store is a secure room for the storage of departmental files or patient clinical records in static

metal shelving or compactus shelving; refer to - STFS-20-C for compactus shelving option - STFS-20-S for
static shelving optionIf compactus shelving is installed, the track may be recessed into the floor; (recessed
into the floor is the preferred option to maximise accessibility for staff). Structural Engineer's advice must be
sought if compactus is to be used, (floor load bearing capacity and potential deflection effect on walls, door
etc.)

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. Default = carpet; vinyl also
acceptable

3000 Wall finish Paint Acrylic, washable  

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear opening;
lock set

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = featheredge
vinyl; floor vinyl coved
skirting for vinyl floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13660 Metal shelving - 900x400x2100 3 18 or compactus filing units

FF-24400 Whiteboard 2 1 900 x 900, optional

FF-3750 Shelving unit - compactus 3 1 or shelving

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54520 Telephone - handset,
handsfree (WM)

3 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services
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AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 8.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The General Store is a secure room for the storage of general supplies used within the Unit. Equipment may

also be recharged in this room.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9001 Door - 1100mm Solid Core Paint Single leaf 910 mm clear opening;
Lock set

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12900 Wire panel - for storage-bins 1 3 1800H - optional

FF-13660 Metal shelving - 900x400x2100 3 5

FF-24400 Whiteboard 2 1 optional

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Last modified 01/03/2016

Briefed Area 9.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements The General Store is a secure room for the storage of general supplies used within the Unit. Equipment may

also be recharged in this room.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf 910 mm clear opening;
Lock set

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12900 Wire panel - for storage-bins 1 15 1800H - optional

FF-13660 Metal shelving - 900x400x2100 3 7

FF-24405 Whiteboard - magnetic 2 1

FF-5580 Storage bins - stainless steel wire mesh 1 15

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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AusHFG code Description Group Qty Comments

S-6200 Light switches 1 1
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Briefed Area 8.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  Available 24 Hours

Acoustics

Description / Special
Requirements A secure room for the storage of patient property including luggage.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

5030 Ceiling - Plasterboard Plasterboard Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL External face only.

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9001 Door - 1100mm Solid Core Paint Single leaf 910 mm clear opening;
Lock set

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-12600 Locker - 4 tier (1/4 size) 3 4 16 compartments,
lockable

FF-13660 Metal shelving - 900x400x2100 3 5

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-2088 Light switch: single 1 1
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy 1-2 intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A secure room for the storage of office stationery and for use of a freestanding, multifunctional device

(MFD) and other office equipment as required.To be located adjacent Staff Station/Ward Clerk in IPU
areas.Acoustics: sound attenuation level -  High; acoustic privacy required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Consistent with adjoining
space; IPU, vinyl; office
areas, carpet. Depends
on Infection Control and
cleaning policies.

3000 Wall finish Paint Acrylic, washable  

2668 Wall protection  Prefinished  Behind waste bins.

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Between above bench
joinery and ceiling.

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

2667 Door protection   Protection plate to 300
AFFL Optional, if door required.

2725 Doors Solid Core Paint Single leaf, 910 mm
clear opening, lockable 

Optional. Depends on
location.

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Consistent with adjoining
space; IPU, vinyl; office
areas, carpet. Depends
on Infection Control and
cleaning policies.

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 Length to suit layout, refer
RLS or project specific
requirements.

FF-20000 Shelving unit - adjustable 1 3 Or cupboards, over
bench. Number to
suit layout, refer RLS
or project specific
requirements.

FF-4360 Cupboard - door ht adj. shelves 1 1 stationery storage,
lockable

FF-4420 Cupboard - under bench, lockable 1 2 Adjustable shelves,
paper storage. Number
to suit layout, refer
RLS or project specific
requirements.

FF-5824 Waste bin - general 3 1 Size, type and number
depends on waste
management policy.
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AusHFG code Description Group Qty Comments

FF-6559 Waste bin - secure 3 1 Size, type and number
depends on waste
management policy.

FF-24104 Waste bin - paper, recycling 3 1 Size, type and number
depends on waste
management policy.

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-6040 Multifunctional device,
freestanding

3 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 2

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 2 under O/H cupboards
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Last modified 01/03/2016

Briefed Area 8.00

Remarks

Occupancy 1-2 intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A secure room for the storage of office stationery and for use of a photocopier and/or other office equipment

including the facsimile and printers as required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. Default = carpet; vinyl also
acceptable

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9001 Door - 1100mm Solid Core Paint Single leaf optional, 910mm clear
opening; lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = featheredge
vinyl; floor vinyl coved
skirting for vinyl floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1

FF-20000 Shelving unit - adjustable 1 2 over bench

FF-24114 Waste bin - fliptop, 50 Litre 3 1

FF-4360 Cupboard - door ht adj. shelves 1 1 stationery storage,
lockable

FF-4420 Cupboard - under bench, lockable 1 2 adjustable shelves, paper
storage

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-20800 Facsimile machine 3 1
        optional

FE-39800 Photocopier 3 1
        

FE-41100 Printer - networked 3 1
        optional

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-5019 Exhaust to rangehood
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AusHFG code Description Comments

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 3

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 2

S-6055 Special: task light, built in 1 1 under O/H cupboards
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy 1 patient; 1 - 2 staff

Hours of Operation  Available 24 Hours

Acoustics Acoustic privacy is required

Description or Special
Requirements Room for undertaking patient diagnostic stress testing procedures. The Stress Testing room should be

located close to patient toilet and change rooms. Acoustics: Acoustic privacy requiredBody Protected
electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin; tiles also
acceptable

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to Acrovyn

8040 Door protection Composite Prefinished PVC To door frame Equal to Acrovyn

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 910mm clear opening

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1650 Chair - client 3 1

FF-2100 Chair - ergonomic, office 3 1

FF-22615 Table - computer 3 1

FF-3350 Clock - battery operated 3 1

FF-3400 Coathook 1 1

FF-4700 Curtain track - privacy screen (90 deg) 1 1 to entry door

FF-5250 Curtain - privacy screen 3 1 to entry door

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-7520 Exercise bicycle 3 1

FF-5824 Waste bin - general 3 1

 



 

   Standard Components - Room Data Sheet 

Room Name Stress Testing Room Number: STRT

 

Page: 2

 

Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11400 Computer - PC & monitor 3 1
        

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-54510 Telephone - handset,
standard

3 1
        

to computer
table

FE-56600 Treadmill - automatic 3 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6001 General: colour corrected

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 4

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 2 + indicator button & light

S-8005 Patient call handset 1 2 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Last modified 01/03/2016

Briefed Area 12.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A room with an aseptic environment for storage and holding of sterile stock for use in the Operating Suite

or other acute treatment areas.  This room may also accommodate drugs in lockable cupboards and safe
as required.Sterile stock may be stored in  wire mesh shelving either static units, single mobile units or
compactus.  Structural Engineer's advice must be sought if compactus is to be used (floor load bearing
capacity and potential deflection effect on walls, doors, etc).  Size and number/type of shelving to be
adapted to suit specific project briefing and OHS requirements as per AusHFG HPUs.  Add 1m2 per
900w400d2100h shelving unit.  Compactus units as per manufacturer's specifications.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3010 Wall finish Paint Scrub resistant  

2670 Wall protection   Corner guards to 900
AFFL minimum 

2537 Wall protection   Crash rail at 900 AFFL 

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Between above bench
joinery and ceiling.

5020 Ceiling - Plasterboard Plasterboard Paint, scrub resistant Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

6015 Cornice Plasterboard Paint Flush coved between
wall & ceiling 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 Optional. Length to suit,
refer RLS or project
specific requirements.

FF-7519 Shelving - stainless steel wire mesh, mobile 3 6 Or compactus top-track
system, to be determined
at project level.

FF-19600 Trolley - set-up 3 1

FF-24405 Whiteboard - magnetic 2 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54510 Telephone - handset,
standard

3 1
        

Optional, to
bench or wall
mounted.
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2540 Barcode tracking system 3 1
        

Optional.
Depends on
inventory
control policy, if
required.

 
Service Requirements

AusHFG code Description Comments

S-5005 Air conditioning: special positive pressure, filtered

S-5040 Pressure: positive

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5005 Air conditioning: special 1 1 positive pressure, filtered

S-5040 Pressure: positive 1 1

S-6000 General fluorescent 1 1

S-2088 Light switch: single 1 1

S-6200 Light switches (pelmet) 1 1

S-6055 Special: task light, built in 1 0 under O/H cupboards
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Last modified 01/03/2016

Briefed Area 20.00

Remarks

Occupancy Up to 3 intermittently

Hours of Operation  24 hours

Acoustics

Description / Special
Requirements A room with an aseptic environment for storage and holding of sterile stock for use in the Operating Suite

or other acute treatment areas.  This room may also accommodate drugs in lockable cupboards and safe
as required. Sterile stock may be stored in  wire mesh shelving either static units, single mobile units or
compactus.  Structural Engineer's advice must be sought if compactus is to be used (floor load bearing
capacity and potential deflection effect on walls, doors, etc).  Size and number/type of shelving to be
adapted to suit specific project briefing and OHS requirements as per AusHFG HPUs.  Add 1m2 per
900w400d2100h shelving unit.  Compactus units as per manufacturer's specifications.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3010 Wall finish Paint Scrub resistant  

2670 Wall protection   Corner guards to 900
AFFL minimum 

2537 Wall protection   Crash rail at 900 AFFL 

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Between above bench
joinery and ceiling.

5020 Ceiling - Plasterboard Plasterboard Paint, scrub resistant Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

6015 Cornice Plasterboard Paint Flush coved between
wall & ceiling 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 Optional. Length to suit,
refer RLS or project
specific requirements.

FF-7519 Shelving - stainless steel wire mesh, mobile 3 10 Or compactus top-track
system, to be determined
at project level.

FF-19600 Trolley - set-up 3 2

FF-24405 Whiteboard - magnetic 2 1 Optional

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54510 Telephone - handset,
standard

3 1
        

Optional, to
bench or wall
mounted.
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2540 Barcode tracking system 3 1
        

Optional.
Depends on
inventory
control policy, if
required.

 
Service Requirements

AusHFG code Description Comments

S-5005 Air conditioning: special positive pressure, filtered

S-5040 Pressure: positive

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5005 Air conditioning: special 1 1 positive pressure, filtered

S-5040 Pressure: positive 1 1

S-6000 General fluorescent 1 1

S-2088 Light switch: single 1 1

S-6200 Light switches (pelmet) 1 1
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Briefed Area 24.00

Remarks

Occupancy 1 - 2 intermittently

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A room with an aseptic environment for storage and holding of sterile stock for use in the Operating Suite or

other treatment areas. This area may also accommodate drugs in lockable cupboards and safe as required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3010 Wall finish Paint Scrub resistant  

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL Equal to 'Acrovyn'

5020 Ceiling - Plasterboard Plasterboard Paint, scrub resistant Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

6015 Cornice Plasterboard Paint Flush coved between
wall & ceiling 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-10200 Trolley - instrument 3 2

FF-1050 Bench - laminate 1 1 optional

FF-19060 Safe - dangerous drugs, small 1 1 optional

FF-1950 Chair - ergonomic, high 3 1 to bench, if provided

FF-24400 Whiteboard 2 1 optional

FF-3350 Clock - battery operated 3 1

FF-4375 Cupboard - medication, lockable 1 1 with drug safe, optional

FF-4460 Cupboard - wall mounted 1 1 over bench, optional

FF-4472 Cupboard - wall mounted, lockable 1 1

FF-7519 Shelving - stainless steel wire mesh, mobile 3 11

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54510 Telephone - handset,
standard

3 1
        

to writing bench,
optional
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Service Requirements

AusHFG code Description Comments

S-5005 Air conditioning: special positive pressure, filtered

S-5040 Pressure: positive

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 2

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5005 Air conditioning: special 1 1 positive pressure, filtered

S-5040 Pressure: positive 1 1

S-6000 General fluorescent 1 1

S-6200 Light switches (pelmet) 1 2

S-6055 Special: task light, built in 1 1 under O/H cupboards
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Briefed Area 30.00

Remarks

Occupancy Up to 3 intermittently

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements A room with an aseptic environment for storage and holding of sterile stock for use in the Operating Suite

or other acute treatment areas. This room may also accommodate drugs in lockable cupboards and safe
as required.Sterile stock may be stored in  wire mesh shelving either static units, single mobile units or
compactus.  Structural Engineer's advice must be sought if compactus is to be used (floor load bearing
capacity and potential deflection effect on walls, doors, etc).  Size and number/type of shelving to be
adapted to suit specific project briefing and OHS requirements as per AusHFG HPUs.  Add 1m2 per
900w400d2100h shelving unit.  Compactus units as per manufacturer's specifications.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3010 Wall finish Paint Scrub resistant  

2670 Wall protection   Corner guards to 900
AFFL minimum 

2537 Wall protection   Crash rail at 900 AFFL 

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead Between above bench
joinery and ceiling.

5020 Ceiling - Plasterboard Plasterboard Paint, scrub resistant Flush set, suspended 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening,
lockable

6015 Cornice Plasterboard Paint Flush coved between
wall & ceiling 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 Optional. Length to suit,
refer RLS or project
specific requirements.

FF-1950 Chair - ergonomic, high 3 1 to workstation bench,
optional

FF-3350 Clock - battery operated 3 1

FF-4460 Cupboard - wall mounted 1 2 Optional. Number and
type of storage to suit
design and functionality.
Refer RLS or project
specific requirement

FF-7519 Shelving - stainless steel wire mesh, mobile 3 15

FF-19600 Trolley - set-up 3 3
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AusHFG code Description Group Qty Comments

FF-24405 Whiteboard - magnetic 2 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54510 Telephone - handset,
standard

3 1
        

Optional, to
bench or wall
mounted.

FE-2540 Barcode tracking system 3 1
        

Optional.
Depends on
inventory
control policy, if
required.

 
Service Requirements

AusHFG code Description Comments

S-5005 Air conditioning: special positive pressure, filtered

S-5040 Pressure: positive

S-6000 General fluorescent

S-6055 Special: task light, built in under O/H cupboards

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 3

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5005 Air conditioning: special 1 1 positive pressure, filtered

S-5040 Pressure: positive 1 1

S-6000 General fluorescent 1 1

S-2088 Light switch: single 1 2

S-6055 Special: task light, built in 1 1 under O/H cupboards
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Briefed Area 14.00

Remarks

Occupancy 1 patient; 1-2 staff

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description or Special
Requirements The Treatment Room provides a controlled environment, privacy and facilities for carrying out consultations,

examinations and minor procedures. Acoustics: Sound attenuation level - high; Acoustic privacy is required.
Body Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

2726 Floor finish Vinyl, non slip  Seamless coved 

3000 Wall finish Paint Acrylic, washable  

2727 Wall finish   Splashback 

2525 Wall protection   Bed protection wall
panel 

5007 Ceiling - Plasterboard Plasterboard Paint Bulkhead 

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

9128 Door - 1200mm Solid Core/ Glass Paint 1 1/2 leaf, observation
panel 

1400mm clear opening;
lockable

9004 Door - 1100mm Solid Core/ Glass Paint Single leaf, observation
panel 

910mm clear opening, to
Clean Utility, optional

2529 Door protection Composite Prefinished PVC To door frame 

2712 Door protection   Protection plate to 900
AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 optional

FF-12900 Wire panel - for storage-bins 1 2 over bench, optional

FF-1465 Bracket - suction bottle 2 1

FF-150 Air flowmeter 3 1 to services panel

FF-16250 Oxygen flowmeter 3 2 to services panel

FF-19700 Sharps bin 3 1 on trolley

FF-21755 Storage bins 3 5 for louvred panels,
optional

FF-21950 Suction adapter 3 1 to services panel

FF-24100 Waste bin - paper, 20 Litre 3 1 to basin
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AusHFG code Description Group Qty Comments

FF-3350 Clock - battery operated 3 1

FF-4410 Cupboard - under bench 1 1 adjustable shelf, optional

FF-4470 Cupboard - wall mounted, lockable 1 1 over bench, adjustable
shelf, optional

FF-4600 Curtain track - bed screen 1 1 to door opening

FF-5000 Curtain - bed screen 3 1

FF-6152 Dispenser - disposable glove 2 1 3 compartments

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6157 Dispenser - medicated hand gel 2 1

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-6600 Trolley - dressing 3 1 600x600x900mmH

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11415 Computer - PACS 3 1
        optional

FE-3100 Basin - scrub, Type A 1 1
        

refer to BHWS-A
(sim)

FE-31700 Light - examination, ceiling 1 1
        

FE-3700 Bed - inpatient, electric 3 1
        

spatial provision
only

FE-43800 Refrigerator - under-bench,
120 Litre

3 1
        optional

FE-54510 Telephone - handset,
standard

3 1
        

to bench,
optional

FE-68700 Xray viewer - 2 screen 1 1
        optional

 
Service Requirements

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 2 monitor

S-9001 GPO: Double 1 1

S-9015 GPO: Cleaner 1 1
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AusHFG code Description Group Qty Comments

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 2 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6055 Special: task light, built in 1 1 under O/H cupboards

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 2

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1

S-11000 Wall panel 2 1 patient services panels
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Room Name Treatment Bay - Chemotherapy Room Number: TRMT-CHE
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Last modified 01/03/2016

Briefed Area 9.00

Remarks

Occupancy 1 patient, 1support person, 1 staff assisting

Hours of Operation  0800 Hours to 1800 Hours, daily

Acoustics

Description or Special
Requirements The Treatment Bay - Chemotherapy is used for day treatment of patients undergoing cytotoxic treatments. A

staff handwashing basin will be provided for each 4 bays (refer to Bay-Handwashing Tupe B for basin).Body
Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin, tiles also
acceptable

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

7001 Windows    Desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1250 Blind - Venetian 3 1 to external windows

FF-1465 Bracket - suction bottle 2 1 1 between 2 bays

FF-1470 Bracket - sharps 2 1

FF-150 Air flowmeter 3 1 1 between 2 bays

FF-16200 Table - overbed 3 1

FF-16250 Oxygen flowmeter 3 1 1 between 2 bays

FF-19700 Sharps bin 3 1

FF-19800 Shelf - laminate 1 1 for equipment

FF-21680 Stool - adjustable, mobile 3 1

FF-21950 Suction adapter 3 1 1 between 2 bays

FF-2200 Chair - recliner 3 1 or patient bed

FF-22000 Suction bottle 3 1 1 between 2 bays

FF-23400 Bracket - television, ceiling 1 1 to each bay

FF-2650 Chair - visitor, patient 3 1

FF-4600 Curtain track - bed screen 1 1
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Room Name Treatment Bay - Chemotherapy Room Number: TRMT-CHE
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AusHFG code Description Group Qty Comments

FF-5000 Curtain - bed screen 3 1

FF-7402 Trolley - equipment 3 1

FF-5825 Bracket - patient entertainment, ceiling 1 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-31750 Light - examination, mobile 3 1
        

FE-54510 Telephone - handset,
standard

3 1
        optional

FF-5547 Patient entertainment 1 1
        

FE-5854 Bed - ICU, electric + patient
mattress

3 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

S-6050 Special: reading Up/down light

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 4 Bedhead low level, for
electric bed

S-9010 GPO: Emergency power, single (V) 1 1 monitor

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6050 Special: reading 2 1 Up/down light

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light
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AusHFG code Description Group Qty Comments

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 1

S-7020 Medical Air (MA) 1 1

S-7040 Suction 1 1
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Last modified 01/03/2016

Briefed Area 9.00

Remarks

Occupancy 1 patient, 1 support person, 1 staff assisting

Hours of Operation  0800 Hours to 1800 Hours, daily

Acoustics

Description or Special
Requirements The Treatment Bay - Renal Dialysis is used for day treatment of patients undergoing renal dialysis

treatments. Treatments for each patient may take from 3 to 6 hours, for 3 days per week. Natural light is
desirable. Furniture and furnishings should provide a high level of patient comfort and amenity. A staff
handwashing basin will be located in close proximity.Body Protected electrical area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3092 Wall protection MDF Laminate Bed protection wall
panel 

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 Minimum height 2700mm,
flush set plasterboard
ceiling also acceptable

7001 Windows    Desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1250 Blind - Venetian 3 1 to external windows, if
provided

FF-1465 Bracket - suction bottle 2 1

FF-150 Air flowmeter 3 1 optional

FF-16200 Table - overbed 3 1 may use a fixed table
attached to a recliner chair

FF-16250 Oxygen flowmeter 3 1

FF-21950 Suction adapter 3 1

FF-2200 Chair - recliner 3 1 or patient bed

FF-22000 Suction bottle 3 1

FF-2650 Chair - visitor, patient 3 1

FF-4600 Curtain track - bed screen 1 1

FF-5000 Curtain - bed screen 3 1

FF-7402 Trolley - equipment 3 1

FF-5825 Bracket - patient entertainment, ceiling 1 1

 
Fixtures, Equipment and associated Services
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Room Name Treatment Bay - Renal Dialysis Room Number: TRMT-RD
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-15980 Dialysis machine 3 1
        

if space used for
dialysis

FE-15985 Dialysis station 1 1
        

if space used
for dialysis; RO
reticulated water
and drain

FE-54510 Telephone - handset,
standard

3 1
        

FF-5547 Patient entertainment 1 1
        

FE-5857 Light - procedures small,
ceiling

1 1
        

 
Service Requirements

 
Services

AusHFG code Description Group Qty Comments

S-9010 GPO: Emergency power, single (V) 1 2 monitor

S-9001 GPO: Double 1 3

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 2 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1090 TV: MATV 1 1

S-4037 Tundish drain 1 1 for low temp steriliser,
optional

S-4045 Reverse osmosis (RO) water outlet 1 1

S-5000 Airconditioning 1 1

S-6001 General: colour corrected 1 1

S-6200 Light switches 1 1

S-6050 Special: reading 2 1 Up/down light

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light

S-7000 Oxygen (O2) 1 1

S-7020 Medical Air (MA) 1 1
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AusHFG code Description Group Qty Comments

S-7040 Suction 1 1

S-11000 Wall panel 2 1 patient services panels

 



Room Data Sheets

Department

Australasian Standard Project

Standard Components  4640Room Tag:

Room Name Treatment Bay - Renal Dialysis TRMT-RDRoom Code:

Area 9.0 M2

 No of Rooms 1

 Subtotal of Area 9.0 M2

Hours of Operation 0800 Hours to 1800 Hours, daily

Occupancy 1 patient, 1 support person, 1 staff assisting

Also covers these

Rooms

Description/

Special Requirements

The Treatment Bay - Renal Dialysis is used for day treatment of patients 

undergoing renal dialysis treatments. Treatments for each patient may take 

from 3 to 6 hours, for 3 days per week. Natural light is desirable.  Furniture 

and furnishings should provide a high level of patient comfort and amenity.  

A  staff handwashing basin will be located in close proximity.

Body Protected electrical area

Amendment 11.03.05, - First Draft

21.03.05, - BOB User review; Group 3 fittings modified

Room Fabric and outline specifications

Fabric RemarksSpecificationFinishMaterialID Selection

 5060 Ceiling Acoustic Prefinished Drop-in tiles, 

600x1200

Minimum height 2700mm, 

flush set plasterboard ceiling 

also acceptable

 6030 Cornice Aluminium Powdercoat 24mm shadow 

angle

 1000 Floor finish Vinyl Standard slip 

resistant

Seamless, coved

 2000 Skirting Vinyl Prefinished Floor vinyl coved, 

150 mmH

 3000 Wall finish Paint Acrylic, 

washable

 3092 Wall protection MDF Laminate Bed protection wall 

panel

 7001 Windows Desirable

Fittings and Furniture (FF)

ID Description Category Group Qty Selection

 150 Air flowmeter Furniture/ Fitting  1 optional3

 1250 Blind: Venetian Metalwork  1 to external windows, if provided3

 1465 Bracket: suction bottle Furniture/ Fitting  12

 23400 Bracket: television, ceiling Metalwork  11

 2200 Chair: recliner Furniture/ Fitting  1 or patient bed3

 2650 Chair: visitor, patient Furniture/ Fitting  13

 4600 Curtain track: bed screen Metalwork  11

 5000 Curtain: bed screen Furniture/ Fitting  13

 16250 Oxygen flowmeter Furniture/ Fitting  13

 21950 Suction adapter Furniture/ Fitting  13

 22000 Suction bottle Furniture/ Fitting  13

 16200 Table: overbed Furniture/ Fitting  1 may use a fixed table attached to a 

recliner chair

3

HCAMC

Provided by HPI for :

Page 1 of 2

23 May 2006Print Date:

Issue Date:

Issue No: 2

23 May 2006

This document is for advisory purpose only 



Room Data Sheets

Department

Australasian Standard Project

Standard Components  4640Room Tag:

Room Name Treatment Bay - Renal Dialysis TRMT-RDRoom Code:

Fixtures, Equipment and associated Services (FE)

ID Description QtyGroup Ele CdW HtW WmW Tap Dns Gas SelectionData

 15980 Dialysis machine  1 yes yes ___ ___ ___ yes ______3

 15985 Dialysis station  1 ___ yes ___ yes yes yes ___ RO reticulated water and drain___1

 31700 Light: examination, ceiling  1 yes ___ ___ ___ ___ ___ ______1

 54510 Telephone: handset, standard  1 ___ ___ ___ ___ ___ ___ ___yes3

 54550 Television: 34 cm  1 yes ___ ___ ___ ___ ___ ______3

Services

ID Description Service Category Qty Remarks

 1006 Voice / Data outlet: double Communications  1

 5000 Airconditioning HVAC

 6001 General: colour corrected Lighting

 6050 Special: reading Lighting

 7020 Medical Air (MA) Medical Gases  1 optional

 7000 Oxygen (O2) Medical Gases  1

 7040 Suction Medical Gases  1

 8080 Emergency call Nurse Call  1 + indicator button & light

 8005 Patient call handset Nurse Call  1 call button on the handset

 8000 Patient/ Staff call Nurse Call  1 + indicator button & light

 8010 Staff/ Nurse assist call Nurse Call  1 + indicator button & light

 9040 Body protected Power

 9001 GPO: Double Power  2

 9010 GPO: Emergency power, single Power  2

 9060 GPO: Special: for equipment Power  2 TV, exam light

HCAMC

Provided by HPI for :

Page 2 of 2

23 May 2006Print Date:

Issue Date:

Issue No: 2

23 May 2006

This document is for advisory purpose only 
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Room Name Ultrasound Room Number: ULTR
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Last modified 01/03/2016

Briefed Area 14.00

Remarks

Occupancy 1 patient with up to 1 support person; 1-2 staff

Hours of Operation  Available 24 Hours

Acoustics Acoustic privacy is required

Description / Special
Requirements Room for diagnostic ultrasound procedures, located close to patient toilet and change rooms. The room will

require access for patients on hospital beds.Acoustics: Acoustic privacy requiredBody Protected electrical
area

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved 

3000 Wall finish Paint Acrylic, washable  

3060 Wall finish Vinyl Prefinished Splashback to basin

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 flush set plasterboard
ceiling also acceptable

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1400mm clear opening

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 at 1000H, open under part

FF-18445 Rack - scanhead storage 3 1

FF-2100 Chair - ergonomic, office 3 1

FF-23400 Bracket - television, ceiling 1 1

FF-23950 Trolley 3 1 under bench

FF-2600 Chair - visitor, office 3 2 optional

FF-3350 Clock - battery operated 3 1

FF-3400 Coathook 1 1

FF-4345 Cupboard - sliding doors, adj shelves 3 1 lockable, optional

FF-4470 Cupboard - wall mounted, lockable 1 1 over bench, adjustable
shelves

FF-4472 Cupboard - wall mounted, lockable 1 1 over bench, adjustable
shelves

FF-4700 Curtain track - privacy screen (90 deg) 1 1 to entry door

FF-5250 Curtain - privacy screen 3 1 to entry door
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AusHFG code Description Group Qty Comments

FF-6152 Dispenser - disposable glove 2 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6158 Dispenser - soap antiseptic 2 1 to basin

FF-7500 Examination couch 3 1 mobile

FF-8100 Footstool 3 1

FF-44108 Underbench single door (970hx450wx570d)  1 under part bench,
adjustable shelf

FF-5824 Waste bin - general 3 1 to basin

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2800 Basin - handwash, Type B 1 1
        

refer to BHWS-B
(sim)

FE-54510 Telephone - handset,
standard

3 1
        

FE-57800 IMG - Ultrasound scanning
unit

3 1
        

FE-54551 Television - ultrasound image
display

3 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-6000 General fluorescent

S-6110 Downlights: dimmable optional

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 4

S-9015 GPO: Cleaner 1 1

S-9040 Body protected 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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AusHFG code Description Group Qty Comments

S-6200 Light switches 1 1

S-6110 Downlights: dimmable 1 1 optional

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8005 Patient call handset 1 1 call button & light switch
on the handset

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Last modified 01/03/2016

Briefed Area 10.00

Remarks

Occupancy Up to 6

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements An area for visitors, patients and families to wait in comfort prior to or during visits to a Unit. A range of

occupants will need to be considered including adults and children, both able-bodied, people  with disabilities
and provide bariatric capacity in many instances.  An external outlook is desirable.Waiting areas may be
shared between Units; pubic amenities including baby change facilities should be located nearby.Acoustics:
sound attenuation level - high.Size of space and FF&E quantity/type to be adapted to suit specific project
briefing requirements as per AusHFG HPUs.  Add 1.2m2 per additional person and allow 1.5m2 for
wheelchair parking space as required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles Default = carpet,
cushioned vinyl or
standard slip resistant
vinyl also acceptable.

3000 Wall finish Paint Acrylic, washable  

2535 Wall protection   Corner guards to 900
AFFL 

Align heights of corner
guards with other corridor
elements

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = feather edged
vinyl; or floor vinyl coved
skirting for vinyl floor.

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13120 Rack - magazine/ pamphlet 3 1

FF-17360 Pinboard - fabric covered 1 1 Protective, high impact
cover with tamper proof
locking mechanism
optional.

FF-22800 Table - low 3 1 Number to suit chair
layout.

FF-23410 Bracket - television, wall mount 1 1 optional

FF-2700 Chair - waiting 3 5 Some with arms and
bariatric capability. Space
for wheelchair.

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5828 External window dressing 3 1 Number to align with
window configuration.
Window dressing type
to comply with Infection
Control policy.

 
Fixtures, Equipment and associated Services



 

   Standard Components - Room Data Sheet 

Room Name Waiting, 10m2 Room Number: WAIT-10

 

Page: 2

 

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2795 Television 3 1
        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 1

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Briefed Area 20.00

Remarks

Occupancy Up to 15 + wheelchair parking space x 2

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements An area for visitors, patients and families to wait in comfort prior to or during visits to a Unit.  A range of

occupants will need to be considered including adults and children, both able-bodied, people  with disabilities
and provide bariatric capacity in many instances.  An external outlook is desirable.Waiting areas may be
shared between Units; pubic amenities including baby change facilities should be located nearby.Acoustics:
sound attenuation level - high.Size of space and FF&E quantity/type to be adapted to suit specific project
briefing requirements as per AusHFG HPUs.  Add 1.2m2 per additional person and allow 1.5m2 for
wheelchair parking space as required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles Default = carpet,
cushioned vinyl or
standard slip resistant
vinyl also acceptable.

3000 Wall finish Paint Acrylic, washable  

2670 Wall protection   Corner guards to 900
AFFL minimum 

Align heights of corner
guards with other corridor
elements

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = feather edged:
or floor vinyl coved skirting
for vinyl floor.

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13120 Rack - magazine/ pamphlet 3 1

FF-17360 Pinboard - fabric covered 1 1 Protective, high impact
cover with tamper proof
locking mechanism
optional.

FF-22800 Table - low 3 3 Number to suit chair
layout.

FF-23410 Bracket - television, wall mount 1 1 Optional.

FF-2700 Chair - waiting 3 15 Some with arms and
bariatric capability. Space
for wheelchairs.

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5828 External window dressing 3 1 Number to align with
window configuration.
Window dressing type
to comply with Infection
Control policy.

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2795 Television 3 1
        

Flatscreen on
bracket, optional.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 1

S-1090 TV: MATV 1 1

S-6000 General fluorescent 1 1
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Briefed Area 30.00

Remarks

Occupancy Up to 25 + wheelchair parking space x 2

Hours of Operation  24 Hours

Acoustics

Description / Special
Requirements An area for visitors, patients and families to wait in comfort prior to or during visits to a Unit.  A range of

occupants will need to be considered including adults and children, both able-bodied, people  with disabilities
and provide bariatric capacity in many instances.  An external outlook is desirable.Waiting areas may be
shared between Units; pubic amenities including baby change facilities should be located nearby.Acoustics:
sound attenuation level - high.Size of space and FF&E quantity/type to be adapted to suit specific project
briefing requirements as per AusHFG HPUs.  Add 1.2m2 per additional person and allow 1.5m2 for
wheelchair parking space as required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1130 Floor finish Carpet 90/10 Wool/ Nylon Carpet tiles Default = carpet,
cushioned vinyl or
standard slip resistant
vinyl also acceptable.

3000 Wall finish Paint Acrylic, washable  

2670 Wall protection   Corner guards to 900
AFFL minimum 

Align heights of corner
guards with other corridor
elements

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = Feather edged;
or floor vinyl coved skirting
for vinyl floor.

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13120 Rack - magazine/ pamphlet 3 1

FF-17360 Pinboard - fabric covered 1 1 Protective, high impact
cover with tamper proof
locking mechanism
optional.

FF-22800 Table - low 3 3 Number to suit chair
layout.

FF-23410 Bracket - television, wall mount 1 1 Optional.

FF-2700 Chair - waiting 3 25 Some with arms and
bariatric capability. Space
for wheelchairs.

FF-5830 Dispenser - antiseptic hand rub 2 1

FF-5828 External window dressing 3 1 Number to align with
window configuration.
Window dressing type
to comply with Infection
Control policy.

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2795 Television 3 1
        

Flatscreen on
bracket, optional.

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 1 Bedhead low level, for
electric bed

S-9001 GPO: Double 1 1

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Briefed Area 50.00

Remarks

Occupancy Up to 40

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements An area for visitors and patients to wait in comfort associated with the Main Entry area. The Waiting area

may be for the use of public, patients, families and other visitors to the facility. The Waiting area will require
facilities for a range of occupants including adults and children, both able-bodied and disabled. An external
outlook is desirable. Public amenities and telephone bays should be located nearby.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. Default = Carpet; vinyl
also acceptable

3000 Wall finish Paint Acrylic, washable  

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL 

as required, Equal to
Acrovyn

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

7001 Windows    desirable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = feather edged
vinyl; or floor vinyl coved
skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13120 Rack - magazine/ pamphlet 3 1

FF-17360 Pinboard - fabric covered 1 1 or artwork, optional

FF-22800 Table - low 3 4

FF-23410 Bracket - television, wall mount 1 1

FF-2700 Chair - waiting 3 35 may have a mixture of
chairs with arms and
without arms; include
space for wheelchairs

FF-4900 Curtain track - window 1 1 optional; may also use
blinds

FF-5410 Curtain - window, drapes 3 1 optional; may also use
blinds

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-54580 Television - 54 cm 3 1
        

Flat screen on
bracket

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning
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AusHFG code Description Comments

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9015 GPO: Cleaner 1 1

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1090 TV: MATV 1 1

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 6.00

Remarks

Occupancy Up to 4

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Secure Waiting is an area for visitors to a Mental Health Unit to wait in comfort prior to or during visits.

The area will be secured and visitors will alert staff of their arrival to gain entry to the Unit. The waiting area
will be located in close proximity to a reception area or staff station. Public amenties should be located in
close proximity. All glazing (including external windows if provided), fittings and fixtures are to comply with
Adult Acute Mental Health Inpatient Unit.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. Default = Carpet: vinyl
also acceptable

3000 Wall finish Paint Acrylic, washable  

5010 Ceiling - Plasterboard Plasterboard Paint, washable Flush set, suspended 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9115 Door - 1400mm Solid Core/ Glass Paint 1 1/2 leaf, half glazed 1350mm clear opening;
safety glass; lockable

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = Feather edged:
or floor vinyl coved skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13120 Rack - magazine/ pamphlet 3 1 securely fixed

FF-17360 Pinboard - fabric covered 1 1 or artwork, optional,
secure fixings

FF-22800 Table - low 3 1

FF-23295 Stand - public telephone 3 1 optional; securely fixed

FF-2700 Chair - waiting 3 3 some with arms, space for
wheelchair/ pram

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-41900 Telephone - public 3 1
        

with stand,
securely fixed;
optional

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services
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AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-1005 Voice / Data outlet: single 1 1 in ceiling for data
projector; optional

S-1035 Door buzzer 1 1 optional

S-1040 Intercom 1 1 optional

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Last modified 01/03/2016

Briefed Area 5.00

Remarks

Occupancy Up to 5

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements A satellite area for visitors, families and patients to wait, located within Departmental Units, close to

Procedures/ Imaging rooms or Offices. The Sub-Waiting area should accommodate parking space for
wheelchairs as required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. Default = Carpet: vinyl
also acceptable

3000 Wall finish Paint Acrylic, washable  

4030 Wall protection Composite Prefinished PVC Corner guards to 900
AFFL 

as required, Equal to
Acrovyn

4020 Wall protection Composite Prefinished PVC Crash rail at 900 AFFL Equal to Acrovyn

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH 

Default = Feather edged:
or floor vinyl coved skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13120 Rack - magazine/ pamphlet 3 1

FF-22800 Table - low 3 2 small

FF-2700 Chair - waiting 3 4 some with arms, space for
wheelchair

 
Fixtures, Equipment and associated Services

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9000 GPO: Single 1 2 Bedhead low level, for
electric bed

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1
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Briefed Area 5.00

Remarks

Occupancy 1

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements A toilet and handbasin for use by disabled persons with or without assistance.  The room shall comply with

AS 1428.  Baby change facilities may also be located in this room.  The room may be used by patients or
visitors.  If the Accessible Toilet is located in a patient care area the patient/nurse call and emergency call
points should be included.Acoustics:  Sound attenuation level - High - Acoustic privacy.Additional design
requirements:- The entrance is to be flush with the adjoining floor- The door is to be fitted with escape
hardware

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = Vinyl; tiles also
acceptable

3000 Wall finish Paint Acrylic, washable  

2708 Wall finish   Splashback to basin Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG.

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

Equal to 'Acrovyn'; both
sides

8040 Door protection Composite Prefinished PVC To door frame Optional. To be decided at
project level.

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear opening,
privacy latch, emergency
release

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = Vinyl coved; or
tiles for tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1

FF-19100 Waste bin - sanitary 3 1 Optional, depends on
Waste Management
Policy.

FF-3400 Coathook 1 2

FF-390 Baby change table 1 1 optional

FF-6154 Dispenser - paper/ hand towel 2 1

FF-6156 Dispenser - soap 2 1 to handbasin

FF-6160 Dispenser - toilet paper 1 1

FF-8400 Grab rail - WC 1 1

FF-7524 Grab rail - WC, accessible use 1 1 behind toilet
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AusHFG code Description Group Qty Comments

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-3050 Basin - handwash, accessible 1 1
        

Tapware: mixer,
fixture mounted.

FE-5604 Toilet suite - accessible 1 1
        

With backrest.
Concealed
cistern, optional.

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5000 Airconditioning

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-4033 Floor waste 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8010 Staff/ Nurse assist call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light
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Briefed Area 4.00

Remarks

Occupancy 1 patient; 1 staff assisting as required

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements The Patient Toilet is a room containing a toilet and a handbasin for patients to use independently or with

nurse assistance.Maybe provided for multi-bed rooms, Ambulatory Care Units, Emergency Departments,
etc.  The door will be fitted with escape hardware to allow staff access in an emergency.Acoustics: sound
attenuation level - high; Acoustic privacy required.Body protected electrical area.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = Vinyl; tiles also
acceptable

3000 Wall finish Paint Acrylic, washable  

2906 Wall finish   Splashback behind
basin 

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf 910mm clear outward
opening, privacy latch,
emergency release

2530 Door protection Composite Prefinished PVC Protection plate to 900
AFFL 

2529 Door protection Composite Prefinished PVC To door frame 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH Or tiles for tiled floor.

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1

FF-19100 Waste bin - sanitary 3 1 Optional, depends on
Waste Management
Policy.

FF-3400 Coathook 1 2

FF-6154 Dispenser - paper/ hand towel 2 1

FF-6156 Dispenser - soap 2 1 to basin

FF-6160 Dispenser - toilet paper 1 1

FF-8400 Grab rail - WC 1 1 1 to side or wrap-around.

FF-8500 Grab rail - WC, hinged 1 1 optional, drop down rail

FF-8510 Grab Rail - SS 1 1 1 behind toilet

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-55605 Toilet suite - patient 1 1
        

FE-5603 Basin - ensuite 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-9040 Body protected

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 1

S-9040 Body protected 1 1

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-1983 General fluoresecent downlights 1 1

S-8000 Patient/ Staff call 1 1 + indicator button & light

S-8080 Emergency call 1 1 + indicator button & light

S-1951 Staff assist call 1 1 + indicator button & light
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Briefed Area 3.00

Remarks

Occupancy 1

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements A room containing a toilet and handbasin for general public or visitor use. Acoustics: Sound attenuation level

- high; Acoustic privacy is required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = Vinyl; tiles also
acceptable

3000 Wall finish Paint Acrylic, washable  

2906 Wall finish   Splashback behind
basin 

Selection of material
to comply with Part D
Infection Prevention and
Control AusHFG.

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf 850mm clear opening,
privacy latch, emergency
release

2713 Door protection   Kick plate 300 AFFL 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = Vinyl coved; or
tiles for tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1

FF-19100 Waste bin - sanitary 3 1 Optional, depends on
Waste Management
Policy.

FF-19910 Shelf - vanity 1 1 Or integral with basin.

FF-3400 Coathook 1 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6160 Dispenser - toilet paper 1 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2850 Basin - handwash, Type C
(with vanity)

1 1
        

Refer to BHWS-
C (sim). Or
ensuite basin
with integral
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

shelf or separate
shelf.

FE-55600 Toilet suite - standard 1 1
        

 
Service Requirements

AusHFG code Description Comments

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-2088 Light switch: single 1 1
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Briefed Area 3.00

Remarks

Occupancy 1

Hours of Operation  24 Hours

Acoustics Sound attenuation level high, Acoustic privacy is required.

Description / Special
Requirements A toilet and handbasin for staff use; may be Unisex or gender specific. Staff only access may be

required.Acoustics: Sound attenuation level - high; Acoustic privacy required.

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1000 Floor finish Vinyl Standard slip resistant Seamless, coved Default = Vinyl; tiles also
acceptable

3000 Wall finish Paint Acrylic, washable  

2906 Wall finish   Splashback behind
basin 

5023 Ceiling - Plasterboard Plasterboard Prefinished Water resistant, drop in
tiles, 600x1200 

9001 Door - 1100mm Solid Core Paint Single leaf 850mm clear opening,
privacy latch, emergency
release

2539 Door protection Composite Prefinished Kickplate, 300mm high 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2000 Skirting Vinyl Prefinished Floor vinyl coved, 150
mmH 

Default = Vinyl coved; or
tiles for tiled floor

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-13700 Mirror 1 1

FF-19100 Waste bin - sanitary 3 1 Do not include in Male
only toilets

FF-19910 Shelf - vanity 1 1

FF-3400 Coathook 1 1

FF-6154 Dispenser - paper/ hand towel 2 1 to basin

FF-6156 Dispenser - soap 2 1 to basin

FF-6160 Dispenser - toilet paper (large) 1 1

FF-5824 Waste bin - general 3 1

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-2850 Basin - handwash, Type C
(with vanity)

1 1
        

refer to BHWS-C
(sim)

FE-55600 Toilet suite - standard 1 1
        

 
Service Requirements
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AusHFG code Description Comments

S-5015 Ventilation

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-4033 Floor waste 1 1

S-5015 Ventilation 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1

S-10020 Card access 1 1 optional; swipe card
access
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Briefed Area 15.00

Remarks

Occupancy 1 - 2

Hours of Operation  24 Hours

Acoustics

Description or Special
Requirements The Water Treatment Plant Room is a lockable room for water treatment systems used in dialysis, including

booster pumps, particle filters, water softeners, carbon filters and reverse osmosis systems. Refer to
Manufacturer's Specifications for details of Reverse Osmosis (RO) Water Treatment Plant equipment. In
particular this equipment will incorporate a heat disinfection function, and water saving features. The Water
Treatment Plant Room should be located in close proximity to the Renal Dialysis Unit to permit short tubing
runs to each Treatment Bay, and permit staff to monitor and service the water treatment systems.Special
Design Requirements: - Ventilation, exhaust and/or airconditioning must be deisgned to accommodate the
heat loads of the specified equipment. - High level sound isolation is required to ensure noise generated
from this room does not invade Treatment spaces - Structural Engineer's assessment must be sought for
floor load bearing capacity with respect to water treatment and pre- treatment plant equipment - Service
access will be required aound the perimeter of all plant equipment - Pipework and components installed after
the water inlet within this room shall not contain brass or copper

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1280 Floor finish Concrete Trowel Sealed 

3000 Wall finish Paint Acrylic, washable  

5021 Ceiling - Plasterboard Plasterboard Paint, washable Water resistant, flush
set, suspended 

Min Height 2400mm;
Water resistant drop in tile
ceiling also acceptable

8010 Door protection Composite Prefinished PVC Protection plate to 900
AFFL Equal to 'Acrovyn'

8040 Door protection Composite Prefinished PVC To door frame Equal to 'Acrovyn'

9110 Door - 1400mm Solid Core Paint 1 1/2 leaf 1600mm clear opening,
lockable

2155 Skirting Concrete Sealed Coved concrete to 150
AFFL 

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1050 Bench - laminate 1 1 work bench

FF-21680 Stool - adjustable, mobile 3 1 under bench

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-42295 Pump - pressure booster 3 2
        

as needed to
achieve required
water pressure

FE-61295 Water treatment plant
equipment

3 10
        

RO Plant; details
according to
Manufacturer's
Specifications

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning
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AusHFG code Description Comments

S-5019 Exhaust to rangehood

S-6000 General fluorescent

 
Services

AusHFG code Description Group Qty Comments

S-9011 GPO: Emergency power, double (H) 1 4 for refrigerator

S-9060 GPO: Special: for equipment 1 2 TV, ceiling

S-9060 GPO: Special: for equipment 1 1 TV, ceiling

S-1002 Alarm 1 1 to Staff Station - Renal
Unit for Plant Equipment
status/ malfunction

S-4005 Cold water 1 1 additional outlet for
equipment

S-4033 Floor waste 1 1

S-5000 Airconditioning 1 1

S-5019 Exhaust 1 1 to rangehood

S-6000 General fluorescent 1 1

S-6200 Light switches 1 1
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Briefed Area 12.00

Remarks

Occupancy Up to 4

Hours of Operation  Available 24 Hours

Acoustics Sound attenuation level medium, Acoustic privacy is required.

Description or Special
Requirements Room within a Clinical or Diagnostic Unit for reviewing and reporting of patient imaging film or computerised

images and to write reports.Acoustics: Sound attenuation - medium; Acoustic privacy is required

 
Room Fabrics

AusHFG code Description Material Finish Specification Comments

1149 Floor finish Carpet 90/10 Wool/ Nylon Broadloom, 48 oz. vinyl also acceptable

3000 Wall finish Paint Acrylic, washable  

5060 Ceiling - Acoustic Acoustic Prefinished Drop-in tiles, 600x1200 

8000 Door protection Vinyl Prefinished Kickplate, 300mm high 

9002 Door - 910mm Solid Core/ Glass Paint Single leaf, half glazed 910mm clear opening,
glazing optional

7010 Observation Glass Clear Through door/s 

6030 Cornice Aluminium Powdercoat 24mm shadow angle 

2010 Skirting Vinyl Prefinished Feather edged, 150
mmH or floor vinyl coved skirting

Fittings and Furniture

AusHFG code Description Group Qty Comments

FF-1120 Bench - workstation 1 2 to 2 sides of room

FF-17255 Pedestal filing unit - mobile, 660mmH 3 2 under bench

FF-17310 Pigeon-hole unit 1 4 above bench, vertical slots
for X-Rays

FF-17360 Pinboard - fabric covered 1 2 above bench

FF-2100 Chair - ergonomic, office 3 4

FF-24400 Whiteboard 2 1 900x900, optional

FF-3350 Clock - battery operated 3 1

FF-5824 Waste bin - general 3 2

 
Fixtures, Equipment and associated Services

AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

FE-11415 Computer - PACS 3 2
        

for computerised
images

FE-41100 Printer - networked 3 1
        

FE-54510 Telephone - handset,
standard

3 4
        

FE-69210 Xray viewer - multiscreen 1 10 optional
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AusHFG code Description Grp Qty Ele Data CdW HtW WmW Tap Dns Gas Comments

        

 
Service Requirements

AusHFG code Description Comments

S-5000 Airconditioning

S-6000 General fluorescent

S-6005 Dimmable for image viewing

 
Services

AusHFG code Description Group Qty Comments

S-9001 GPO: Double 1 9

S-9060 GPO: Special: for equipment 1 2 TV, ceiling

S-1006 Voice / Data outlet: double 1 1 1 outlet for telephone

S-1006 Voice / Data outlet: double 1 4 1 outlet for telephone

S-5000 Airconditioning 1 1

S-6000 General fluorescent 1 1

S-6005 Dimmable 1 1 for image viewing

S-6200 Light switches 1 3

S-6055 Special: task light, built in 1 2 under O/H cupboards
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